JEDEC 
STANDARD 


Embedded Multi-Media Card 
(eeMMC) Electrical Standard (5.1) 


JESD84-B51 


(Revision of JESD84-B50.1, July 2014) 


FEBRUARY 2015 


JEDEC SOLID STATE TECHNOLOGY ASSOCIATION 


JEDEC. 


NOTICE 


JEDEC standards and publications contain material that has been prepared, reviewed, and approved 
through the JEDEC Board of Directors level and subsequently reviewed and approved by the JEDEC 
legal counsel. 


JEDEC standards and publications are designed to serve the public interest through eliminating 
misunderstandings between manufacturers and purchasers, facilitating interchangeability and 
improvement of products, and assisting the purchaser in selecting and obtaining with minimum delay the 
proper product for use by those other than JEDEC members, whether the standard is to be used either 
domestically or internationally. 


JEDEC standards and publications are adopted without regard to whether or not their adoption may 
involve patents or articles, materials, or processes. By such action JEDEC does not assume any liability to 
any patent owner, nor does it assume any obligation whatever to parties adopting the JEDEC standards or 

publications. 


The information included in JEDEC standards and publications represents a sound approach to product 
specification and application, principally from the solid state device manufacturer viewpoint. Within the 
JEDEC organization there are procedures whereby a JEDEC standard or publication may be further 
processed and ultimately become an ANSI standard. 


No claims to be in conformance with this standard may be made unless all requirements stated in the 
standard are met. 


Inquiries, comments, and suggestions relative to the content of this JEDEC standard or publication should 
be addressed to JEDEC at the address below, or refer to www.jedec.org under Standards and Documents 
for alternative contact information. 


Published by 
OJEDEC Solid State Technology Association 2015 
3103 North 10th Street 
Suite 240 South 
Arlington, VA 22201-2107 


This document may be downloaded free of charge; however JEDEC retains the 


copyright on this material. By downloading this file the individual agrees not to 
charge for or resell the resulting material. 


PRICE: Contact JEDEC 


Printed in the U.S.A. 
All rights reserved 


PLEASE! 


DON'T VIOLATE 
THE 
LAW! 


This document is copyrighted by JEDEC and may not be 
reproduced without permission. 


For information, contact: 


JEDEC Solid State Technology Association 
3103 North 10th Street 
Suite 240 South 
Arlington, VA 22201-2107 


or refer to www.jedec.org under Standards-Documents/Copyright Information. 


JEDEC Standard No. 84-B51 


EMBEDDED MULTI-MEDIA CARD (e*MMC) 5.1 DEVICE 


Contents 

Page 
PORE WOR zii e RR eoo amv D ORI n Ne Eu m Et n ON RR xvi 
InttoductiOB ote dete tree Л КОК ЛУК eerta ete rte tee etre e mee E e ROTEN xvi 
1 No ————————————————— eee 1 
2 NOfmative TelerenCe C ннн н ннан анн НЫННАН 1 
3 Terms and: definitions... eere tei pee ere Pu ere eec big eeu a dre castes 1 
4 ўве: PEARITSS aD --————————————————— HH 4 
5 e MMC Device and System; e ie ene p e e d ee re ed pos rape aes 6 
5.1 e« MMC System OVerVICW:.. vedo Abdel e Re pee e du e pe non pen 6 
5.2 Memory Addressing. E -———————— HÀ 6 
5.3 e MMC Device: Overviews. esse de Ан fae dud a er e e fd pe eh dendi 7 
9:321. "Bus Protocol н ee eere наннан Анан 8 
91322: Bus Speed Modes... ннн ere eoo pr be p er ЛА 15 
91333: HS200 Büs: Speed Mode... rore er rer eroi en miedo Her Нан НАА 15 
334 ~HS200:System Block Diagrtaim;.... eet rer eee e ieri be E RT de gi e 16 
5.3:5 HS200 Adjustable Sampling: Host.....:.....:.:5:. bene ne Center pem Pe RE ERG Re Pere riter ЫКЫ. 16 
5:3:6.. . Н$400 Bus: Speed Mode... oues heben ныны bep entepme pee aee Pe ER t DRE 16 
5.3.7:  HS400 System: Block Diagram... gne bent D Hmeeentepme tpe Re ЮНЕ ЫТЫН НН 17 
6 eMMCfünctional descriptions: н Donee te epe RUE ODORE ER ORE 18 
6.1 eMMCG Оуегмеў иын a envie en eiim en tu DERE RU DU RO ERROR Dr 18 
6.2 Partition Managemient..; =: eus nemen DR Ore Die pr RP EROR E grt ИСЕН 19 
6.2.1. Generalis is te aee Dr a REEF ER ERU tube ch vena tases causa поа 19 
6:2:2. :Command restrictiOnis:. idt ee RE ERE ненин M ERE REPRE Te ОЛКЫ 21 
6.2.5- -Extended Parütions-Attribute os 5:5 eer e RR cash teens Eae a M E FERRE MEER Uter rte 21 
6:24:. Configure parütions.....ohoseee he Deng neben pep eom pre RE e SER tt ЗЕ 22 
6:2:3- - ACCESS partitions инен Se Deed ee bett bum tione t DUE Oe ER de Sage 25 
6.3 Boot operation: mode 423 ore obse PO RI PI WO epe a ed 25 
6:31. - Deviceresetto Pre-idle state. aee Ree ete EP EO Eee tne Epi er e a 25 
6:3:2- BOOt partition. оон GEAR eire mp ieri petet ee e a e beoe 27 
6:3:3- - .Bootoperation...-. oU OBERE dde iade beer A bee Aree 28 
6.3.4 — :Аңегпапуе.БооОрегайп ойууну eren ЫНЫ ea EE E EE EEE KE enne N EEES r tenete 29 
6:3:3- „Access to: boot partition. ost eb eee irat bre e a pee eet deter R 33 
6.3.6 Boot bus width and data access configuration... eene ННН 33 
6.3.7 | Boot Partition Write Protection ыи ийан н Ка нр ШИЙКИ ннн Ка rese tenen nest nene en nest tenter nnne tenens 34 
6.4 [brass RIDE -———————————————ÉÉ— 36 
GAD .:-DevicéTeset.. н ete Ан оК RP pe e ete RERO ШИМЕЙ ped er eta peers ue 36 
6.4.2 Access mode validation (higher than 2GB of densities) .................. sese nennen enne 37 
6:4:3- From busy to ready eee espe terere OE RU bre p Per PAROI eit ран НН 37 
6.4.4 Device identification ргосе$$:..... иииндин анин нна н tene trennen tren trennen enne EK hE EIEEE EnS 38 
6.5 Interrupt mode. 5... nao eene SPetr edid to Ro Oeo ti edite 38 
6.6 Паѓа transfer mode core eet nea eie Oe ec ete Mete gecio ЫДАН Дын 40 
6.6.1 | Command sets and extended settings... nennen nennen eene enne eere nenne 42 
6.6.2 High-speed modes selection... enne ener nennen trennen ныны ынын 43 
6.6.3. Power class selections sa era iere n eee et tese Peg ER Eee ei M ЫМЫЫ Eee аЬ 49 
6.6.4 Bus testing procedure... ccc shiek oett aed tede Наила oni Ga e d IEEE 50 
6.6.5 Виз Sampling Tuning Сопсер!.................... аа. ын ыыы eterne 51 
6.6:6> - Bus? width selection «oie nentes Dep de cua ete Miet Ee ea EA ИЙЫШ 54 
6.67." :аѓа табла Ee aie tede n eese eti tete e a Pet icti M vetet ede nds deve ted itte reden 54 
0:6:8 :Data write ooa esce edet teet dh vat de cea ota eben cv ahs b e etes exte br eene Ede treten 56 
6.6.9 Erase 59 
6.6.10 TRIM 61 
GOIL, Вабо НЬ рне ШЫ ШЫНЫН ОШЫН 62 


ae 


JEDEC Standard No. 84-B51 


DISCAf: ue ct p Her REGERE ER DRE E A EE p Herde НЬ 62 
Secure Frase ehrn —Ó—————————————————— ———— P 64 
есше C———— PR 65 
Write protect management... een Rc HE or are ern ide ie RU Her reete 66 
Extended Security Protocols Pass Through Commands ....................... sse 68 
Production State: Awareness. ..:: ter иннии beet te RII Pen Dep E HORE PRESE tu ERR 69 
Field Firmware: Орадеа наннан nae S EPEE ES ЫИ CERESE REP ERO REGEM tt ERE 72 
Device lock/unlock.operation..:.:.... анна ннан ee ERR ERREUR РЫ САН 73 
Application-specific commands... ee нин ЫЫЫ ete pe EHE КЕНЕН КЕНЕЕН ЗИН. 76 
Sleep (CMD9). анан ннн нина Иан De DP 77 
Replay Protected Memory Block... nne metre teen eet pe HERE Pe REGE КЫР СЕН 78 
Dual Data Rate mode selection sisi: анна b tite tee e Ree ERREUR DR 92 
Dual Data Rate mode operation... ...:. 1: ementi petite pe HERE PR ee ER REG RH th DERE 92 
Background Operations; ieissa eee reee rie neben te oit Pee De HER re ERREUR t RE 93 
High Priority Interrupt CAPD): tet анине meet Dp REPRE REGEM РЫР ЗЕЙ 94 
Context Management ssri en ouentite nsn eee gente oet rg DR Ree e rut ЗЕЙ 95 
Data Tag. Mechanism. i tees ES Laer EPI eie er 99 
Packed Commands; eerte esee besiegt hinaus 100 
Exception! Events: Айнинин АНЫ tese IB ee pP od eedem ies 102 
Cache scito oem itte tse id ele Songs bam qamipau S 103 
Features cross ах Lec r I ee qp o RS Bo ee ee qe reps 105 
Dynamic Capacity Management ..............ssssseeseeeeeseeeeeneenen entente teen neen eene нынын нынын nen 106 
Larse Sector S165 uter morata ID Pe qp o bote S 107 
Real Time Clock Information, ашынан динин eene nennen eren eene enne entere tene trennen trennen 111 
Power:Off:-Nouüfication. s irte Bee qp SP p E qe ip 112 
Cache Enhancement Barrier... уне eee e ed ene КЫНЫНЫН Ыр te dure E 113 
Cache Flushing: Policy... irata p RR Ep ER PEE Rec peer e i Rp 114 
Command Queuing уинн нир Ie nie er niece e nds em et ir eee УКО IEEE ted 115 
Secure Write Protect Mode гиши хе nomeu dete it God tertie dei eie ee iet teneis 120 
Clock control i. 5:3. o n titt D ated ОО Ote ec IE rv rd eas 121 
Error conditions; ione oeque bee do Oa aeter ht e ditte Ba DIE 121 
CRE and illégal command уиин s tea eset e his det tete eco oce eei ЫКЫ ЫЫЫ 121 
Tjme-out.conditións. сн ema Potete noa diete te hie eter tese Ie br t tei Pre redd 122 
Read ahead in multiple block read operation ...................... sees 123 
Minimum: performance ил Gneci Лаин t haste qe dete tese bh wh a tee PH Hed 123 
Speed class definition... ooa teet nt eG teen eite odit pete dee EE PH Petre Reid 123 
Measurement оЁ ће performancën eisini nt erea Ды ининин ладда E en rese tenentes nennen 124 
Comnmands:....5: o eet oem Mite I turre tenti e edet tee t ret ed P EHE 124 
Command types... oon aceite e adr epe tn ede teer ЫЫЫ КЫ ГЫ: 124 
Command format аанньал cade eaten Bled E, 124 
Command Classes аин eemper ec i Eee e Инын 125 
Detailed command- descripti oisean Svea eee t e DR Pu ie Genus Venen ceeto lel t eb epum eMe 126 
Device state:transition тае: noe eiie et NEC ve ркы 134 
RESPONSES e D HEN 136 
Device status roo Rhe te e ie iie iret et o II ан 138 
Memory array: раі полтона ннан ННН 142 
TIMES EM MEE M 144 
Command and response «oo err Ite n o eR eee iue eden ННН bee eie edet 144 
Dataread pH E 146 
Data usi ER 147 
Bus test procedure timing. cette tee ete tenderet Ie Re ae SEE Roter Cie ir EE ER ee OE E EE S p operit 151 
Boot operation... ne e et pP tee Re eR ti peior дема obey Ce p IP Er ee ЫНЫ НЫ e e Cope PER 152 
Alternative boot operation: ssis нин tipp t tecti RR RR ED Epp ee РЕКИ РЫНЫН Re E p EE SESE 153 
Timiñg V ALU IT ME "——————————————ÉHUmÓÀ 154 
Timing changes in HS200 and HS400 mode................... essere enne enne nennen trennen 155 
Enhanced Strobe in HS400 Mode .....:...:.. eiie teet hee rete eei Eee ee be pe rete ipe PEDE 158 


JEDEC Standard No. 84-B51 


6.1510: HW. Reset Operation «aee Re ERREUR PPAR En Rn eere: 159 
6.15.11 Noise filtering timing for H/W Reset ........... esses ННН 159 
6.15.12 Additional Timing changes in HS400 mode .................... sese nennen retener 160 
7 Device Кереге: но p o ERI PERO e ere pu ere en Here diei ect rp eren eee dies 161 
7.1 OCR 1egister:nssnsessgheeeebhebbud nep te Ie ODIO PD S 161 
7.2 CID Te Sister ыыр икн ЫЫЫ Ыыы ЫЕНЕН ннн ЫЫЫ Dp pne 162 
T3:2.]l- SMID[127:120]«:. the ps Se DOR been pem Dp EERRODDIHE RO 162 
T3:2:2.- CBX [L3:112]l i estet sep hope Rr ER tities che Lh bone Dep PIPER DOPO 162 
T3:2:3- ОШ УТОА ннан RU DeBRIEDe Dp МИНИНА 162 
Л.А: . PNM. [103:56 [| иын tne RO Soo emp bue oq Pp DP ties 162 
7:22:35 "РКУ [55:48] sess cess ssss sods tessa psu S Donee begentreibemie bte ODD HERO 162 
17:2:6:. РБЧМ [47:16] sites ueRO Dope tities ca bunte b sqepim PIPER DOPO 162 
12:7 MID [1518] issscest EE 163 
W283 СКС pue E pbi this sed PIPER DEPO 163 
7.3 CSD register РТ 163 
7:3:4 :CSD- STRUCTURE [1275126]... ge cnm em Gap ope Dite 165 
1:13:22. SPEC VERS [1252122 i IR ARR RES ИРЕНЕН ЕЕЕ 165 
T33 “БААС ДО ТО наннын ннн IMS 165 
T. «МАСЛЕ intere Re et a ette eamus eite Ritus 165 
T33 ~ TRAN SPEED: | 103296) уидин e eere et eee rede br Ee Pee de ERRERE S 166 
T30- “COC [95:84 n iren eee Ree e RI etie ea min pete ЫРБЫ 166 
T4. ^. .READ-BE-BEN.[83:80] 13 ien eee rela ALE. Sheen edet bn p Pe de ERREUR 166 
T3:9- .(READ-BE-PARTLIAT[79] «i Rte et Ra terit ea nire pce ree de RE S 167 
T390 WRITE. BLK MISALIGN [78]... ete eet rei eer reet er ede Pe det REP S 167 
13.10" READ- BLK -MISATSIGN [77]... tee tet re t ertet e re pce eese ree e RE eee petes 167 
ЗОЛ :DSRCIMP[76] nehme ee breed CLI hae eevee ees 167 
ЗО СЕТКЕ [73:62 15 Ito eie ERES Ee RR ieee eed Eee is 168 
7.3.13  VDD К CURR MIN [61:59] and VDD W CURR MIN [55:53] ............ sse 168 
7.3.14 VDD К CURR MAX [58:56] and VDD W CURR MAX [52:50]... инине енене ененнен 168 
7:3.15^. C SIZE-MULT [49:47]... nee aO Fete I owas 169 
7.3.16. ERASE:GRP SIZE [46:42]... tete eee Peto am a tte eh ai Pete etes 169 
7.3.17 ERASE GRP MULT [41:37] eee Pee aO tete nhieu iowa 169 
7.3:18: . WP-GRP SIZE [36:32]... i ioni oett eater am a Pee On am ied 169 
7.3.19.- WP-GRPE-ENABLE.[3T].. «53e ete Pee aO tee I iO owes 169 
7.3:20:. DEFAULT ECC [30:29]... aseo ate e ea ire no eme teen am УЫ ЫЫЫ 169 
F321) .R2W-EACTOR [28:26]... nier bete Sister ok Sae Ortes et Pt ioe 170 
73:22. МЕТЕ ВЕ. LEN [25:22]. азии reete Oboe d en a ees 170 
F323 WRIIE-BLE.:PARTIATL[2] |]... inccr terere reete per eit iere iE ee ntes 170 
1.3324. .CONTENT-PROT. APP'(16]... interrete erede d en iE Ote 170 
1:3:23^ FILE FORMAT -GRP [IS iiti RE rio Bett be ette EXE ek WE al ene 170 
1:3:220: CORY [TA | s nei re pe RC ЫНДЕ НӘКЫЙ ЕРДЕН ынын 170 
41:3:227. PERM WRITE- PROTECT [19]. iii irent rie eet ete ee to E eee ids 171 
41:3:28:- TME WRITE. PROTECT [12]; inito i Инын наан 171 
7:329: -EIEEEORM AT ТОА ранна a teet ette E КЫШЫНА: 171 
7:330" ЕСС Dip E 171 
1:3:3]. "СКС. ЕНИС ТЕРИНЕН ГОНИО Е: 172 
7.4 Extended: CS D тертеу нн etie toss ИНН clot EU НАДЫ 173 
TAL ЕХТ:ЕСОКІТҮ:- ЕКЕ 0] iet om Eh ip er tton DE re HO e ee duet 178 
TAD OS30MDZSET:[S04]. nece ERR t Rem orent iie eer to Ut Eten Decem edens 178 
WAS HP PPAT URES [503]: net et Renee eh p eer eese Енн 178 
TAA: .BKOPS SUPPORT [502]... rette re hte rhet ter erre epe Recte e bee ro Epp tiet 179 
TAS MAX. PACKED READS [501 | ...... rrr tte eter tre ep tee ii reete Rep НИК ЕККЕН 179 
74:6: .IMAX- PACKED: WRITES [500]... tt iret te tht e rh IR te teer reete rie НЫЗЫ ШИ ЕНЕНЕ 179 
TA БАТА. ТАС SUPPORT [490 |....:... tren nre e teri IRE t КЫ НЕК И ERR ie НЕЕ 179 
TAS. TAG UNEIT-SIZE-[498]... itt о НЫНЫ eare oE a УНЫ НЫК eE EEE EE Era E T E as ap ӘӘ 179 
TAS: -TAG RES SIZE [497 ree ee a riter epe ente e e P E r SSES 179 


JEDEC Standard No. 84-B51 


7.4.10 
7.4.11 
7.4.12 
7.4.13 
7.4.14 
7.4.15 
7.4.16 
7.4.17 
7.4.18 
7.4.19 
7.4.20 
7.4.21 
7.4.22 
7.4.23 
7.4.24 
7.4.25 
7.4.26 
74.27 
7.4.28 
7.4.29 
7.4.30 
7.4.31 
7.4.32 
7.4.33 
7.4.34 
7.4.35 
7.4.36 
7.4.37 
7.4.38 
74.39 
7.4.40 
7.4.41 
7.4.42 
7.4.43 
7.4.44 
7.4.45 
7.4.46 
7.4.47 
7.4.48 
7.4.49 
7.4.50 
7.4.51 
7.4.52 
7.4.53 
7.4.54 
7.4.55 


7.4.56 
7.4.57 
7.4.58 
7.4.59 
7.4.60 
7.4.61 
7.4.62 
7.4.63 
7.4.64 


CONTEXT. CAPABILITIES Эе а наа 180 
LARGE МІТ SIZE-MT][495]:. нн н er eter 180 
EXT SUPPORT [AOA rur ot о Ee eh клы ЖАЫ SED Me M саа песо 180 
SUPPORTED MODES [493] .-sccscvsssccossecoscscsosssssnsecosuscssvveesssveesssversevsesersuesssuzeessaeecessssasesannsesenneesnseeessnees 180 
PRWCRE AT URES (490 | е а. A asta ue Leu ide cud ItaL аа 180 
OPERATION CODES TIMEOUT [491]... ttt 181 
ЕРШ-АР@ 14902487] ылатын idu el o P PIC M i CI ЛЫ нн ЫА ЫЙЫ E Noes 181 
BARRIER SUPPORT [436]. nto е нши 181 
СИОТ РРО ГАО o иы данынын тыны ДЫЛДЫН ЫРА Танин MEL ata ley a Nees 181 
CMDO:DERBETISO7] 45 е iD al adu at re а poet eta Ын НЫЛАДЫ 182 
NUMBER OF FW. SECTORS. CORRECTLY. PROGRAMMED [305-302] ........ 182 
VENDOR PROPRIETARY HEALTH. REPORT [301-270]... 182 
DEVICE LIFE TIME EST TYP B [269]... ttt 182 
DEVICE. LIFE, TIME. EST. TYP. A [268] ..cesccccoscccosssssosecssvsessovsesssvecsnsecsssvesessvnesceasecsesesennsecenssssnvesesnvvsens 183 
РЕЕЕОБЕЛМЕО.[267] S а os ПАнын ЫЛДЫЙДА йакин E 183 
OPTIMAL-READ SIZE 126614 5 eto dichte tS beo eto tn edu eei iere р 184 
OPTIMAL WRITES SIZE 1965 heck Ыыы ca а ИЛЫ ЫЫЫ A a E Nee EE LU 184 
OPTIMAL_TRIM_UNIT_SIZE 196412. е ttetóste on ky ce Do а 184 
BEVICB-VERSIONT3632269]: exe iactis а ru adstat EM n i legen et 184 
FIRMWARE VERSION [2612254] 955 6 ite oe cleric tanta tet eris tac iA Eie 185 
CACHB:SIZEI59 ОДО a cate cae So AE ata ion ue catu и 185 
GENERIC CMDG-TIME[948IS 5 toute ooo utentes ont ыды eh an tated tania ttle acta 185 
POWER ОРЕ LONG-TIME [DAT] 205 а tdt asta aba Ius и 185 
ВОВЕ БОВ Ое fest ео ыл Ui Die ends tac ia A tlie acta, 186 
CORRECTLY PRG SECTORS: NUM [245 ОА а oto Oe aw buone 186 
ШЕТМЕОШТАРТ2А ede е ыам. ee ac E A e SE 186 
CACHE FLUSH POLICY, [240 cetaceans sac abemus Ucet dM hae A EE 187 
TRIM-MULT T2322]! coste anke casu a d M ea oe creat Ait ИИНЕНИН: 187 
SEC FEATURE: SUPPORT [231]. 54e oes ааа epe M tenido 188 
$ЕС-ЕВАбЕ.. МОЕТ [230] sacs а ion esa tte te Gas M muti 189 
SEC TRM MULT а о DR mA M MR LS 189 
ВОО ЕО nhc ate ras cd pee Ro Cu uA LE as E UE M E 190 
BOOP SIZE MOULT а re cnt enata MENTRE E 190 
VIR OR 423p») MM EE AEDEM 191 
HC ERASB GRP SIZE Р M M EDU eaa ЕЕРЕЕ d as 191 
ERASE TIMEOUT: MEET 1223]5. 1. 5 a2 o oec tetié to ceo Ba mi ae Mb Reid dian 192 
BEBE :WR-SECTC У РЕ Soa te ee eae astu cm at РИТЕ ОЕ 192 
ОЕ АЕРО A EA da M Up RI E 192 
S_C_VCC[220] апа S © VOCODSIO] аел s 193 
PRODUCTION_STATE_AWARENESS_TIMEOUT [218]... 193 
SA NIB OED Л клам ыы Me Dr DD cn rae oat eat e cui tence an Maat 194 
SLEEP NOTIFICATION TIME [216]... ei com tt m teen в Аа 194 
6$Б@-СӨШМТ 1 1s О а n аана ае 194 
SEAD NOANA AE ое а еол 195 
MIN. PERF a b ff [210/:205] and MIN. PERF. DDR a b ff [235:234] nren 196 
PWR CL ff vvv [203:200] , PWR. CL ff vvv[237:236] , PVR. CL. DDR ff vvv [239:238] and 

РОР ОБ жышын tutu ua ee cM Ld RI a eMe ma ДЫКЫ 196 
PARTITION_SWITCH_TIME [199] ce ota а еа Дат 198 
OUT_OF_INTERRUPT_TIME [198] аа ooo em Mee ton dept es 198 
БТЕ ЕЕЕ О eame nac E ce Qm te Aes 199 
BEVICE TXPETIOS]: Renee tee A D LM E ers e bee S de LE 200 
CSDSTRUCTURBELDOAE sete ettet edet ийнинин ЫАРЫЫ ee a 200 
EXT CBD^BEVIIO) [esse eed I a ad emnt Le Dre a 201 
©ФМЮ4бЕТ [UO Wile e Auro euh UN лн ан B M e M unt UN d E iu 201 
MISSED RE У О ote eode o edet S wah c put De Te e 201 
PONEPR CIASSTINI s cetur asc iun uM E A RP uc ur D а iue 201 


7.4.65 
7.4.66 
7.4.67 
7.4.68 
7.4.69 
7.4.70 
7.4.71 
7.4.72 
7.4.73 
7.4.74 
7.4.75 
7.4.76 
7.4. T] 
7.4.78 
7.4.79 
7.4.80 
7.4.81 
7.4.82 
7.4.83 
7.4.84 
7.4.85 
7.4.86 
7.4.87 
7.4.88 
7.4.89 
7.4.90 
7.4.91 
7.4.92 
7.4.93 
7.4.94 
7.4.95 
7.4.96 
7.4.97 
7.4.98 
7.4.99 
7.4.100 
7.4.101 
7.4.102 
7.4.103 
7.4.104 
7.4.105 
7.4.106 
7.4.107 
7.4.108 
7.4.109 
7.4.110 
7.4.111 
7.4.112 
7.4.113 
7.4.114 
7.4.115 
7.4.116 
7.4.117 
7.4.118 
7.4.119 
7.4.120 


JEDEC Standard No. 84-B51 


I MUI (ep ATE ———————— Á————— NEN: 202 
STROBE-SUPBPORT: [184]. nhan Ie of ne Rer eni e eere 202 
BUS. WID'PH [183]. ie eire eere Pee ere ie erede 203 
ERASED MEM. CONT ЄЛ] noceret p re eere et er rU egere diese 203 
PARTITION CONFIG (before BOOT CONFIG) [179] ............. sees nne nennen 204 
BOOT CONFIG- PROT[178] :.:... neo Ce ette De RR DEEP Rh 205 
BOOT BUS CONDITIONS [Y77] npe ree pr RO e tarte 205 
ERASE: GROUP. DEF [175]... retener eee Dee ERROR RR 207 
BOOT WP:STATIUSII74]...:: наннан e pE EEE eaa EE O EESE apara E secssnebebesesesdetaazsovstesast tess 207 
BOOT WP'[173].... н E E E E pem teer 208 
USER WP [ETT]: inihi ep eepeREDO Pe RR be IRERO RO DII e 210 
FW- CONFIG [OO .:.5::: 5 9 | m hebt hERIRO Cp De ee D epe a bas daa epi 211 
RPMB: SIZE MULT 1168]... errot essere heme Dee ORO em rte 211 
WR REL SET: [167]... neo ehRER RO Cp D epo T hts 212 
WR REL .PARAM.[1066].:.... ether enm RODEO RERO e Dem re dels 213 
SANITIZE SS TART[I6S]..:.... nto etm eet eet re ee dee Dai iter 213 
BKOPS:START Пе tese be Sy Sa ON. Loctite Oe a Ab bed 214 
BKOPS-EN:163]. aeneae eed EU Moca eyed ne jv RE bea 214 
RSI-n FUNCTION [62]. inlet tete E Ee ed ai eves REA Ee ere ee Es 215 
HPI MGMT- [LOU cores en ei ertet Ebert bep aS 215 
PARTITIONING. SUPPORT [160].................. eese nennen nennen ННЯ 216 
MAX. ENH-SIZE-MUET [1592157] isi sie eee obese eee tere eee repe 216 
PARTITIONS ATTRIBUTE [156]................ eese ННН 217 
PARTITION SETTING COMPLETED [155].................. ининин ннн nennen nennen nennen 217 
GP. SIZE MULT СРО - ОР SIZE MULT СРЗ [154:143] ................. seen 218 
ENH- -SIZE MULT [142740] 3.000) ntsc Ap a ei ee St eed coi Aa mede e rep 219 
ENH :START- ADDR. [139:136].: ertet rere RP RE tete lee eee Dn 219 
SEC BAD- BLK. MGMNT [134] eC ннан рй ЫЫ нанбы кир РЫНЫП бы ИЙГЕ 219 
PRODUCTION STATE AWARENESS [133]... ннн нынын нынын ынын ыны trennen trennen 220 
TCASE SUPPORT [132]::5..:5: Ire rm ойни нын БЫДЫ Инын E ed Pere 220 
PERIODIC: WAKEUP.[131]. iei Beate he ete tee EBA D Pere 221 
PROGRAM CID CSD DDR SUPPORT [130]................. eese enne nem nemen nre nenne 221 
VENDOR -SPECIFIC FIELD [127:64 ]............ reete htt tee eter tenente ot ete ire 221 
NATIVE. SECTOR SIZE [63]... eer teh e eee ho Be Od tte vec hs bre ed Perm 221 
USE. NATIVE SECTOR:162 |... 3: eh raa hte e eter tese Ie ir t t ees 222 
DATA SECTOR: SIZE [61]: rta ee eerte hoe OP tege IE bre ted Pere 222 
INT TIMEOUT EMU! [60]... i] rate eet he ede tegere ed Peres 222 
CLASS: 6. CTRL[59 |... x euo Pet n tope tente e ode eei ed Pepe s 222 
DYNCAP NEEDED [58]... reae n ete tee et e Peters 222 
EXCEPTION _ EVENTS CIRLE [57:56]; te tette e t ER GENE ERO Tec RU el lepores ee 223 
EXCEPTION -EVENTS STATUS [55:54 |... n eet ee RE Eee eoe pee 223 
EXT: PARTITIONS- ATTRIBUTE: [53:52| 551i eet e e o e iem Genes e certo bp Mp 224 
CONTEXT -CONF [51:37]: i eo bo tto bre ete NEC e lote ep edidere 225 
PACKED: COMMAND STATUS [30]. ite ett e eo eite dens ee cer toit tup de 225 
PACKED FAILURE INDEX. З o tto rt ete P NEC e lote bp e idee 226 
POWER: OFF- NOTIFICATION. ЗА ett t t eo e iem Genes ee cer toil t tup ide 226 
CACHE СТЕ ЭЗ раан e m tto ete P NEC ve lote ep e idee 226 
PUSH? CACHE За Ee t C eet ie eem DOE en Ute Veste om bet pube ide 227] 
BARRIER: CTRIS [31]... oorr it eem te etatem i e e RUE REC Ue eti eon N dert 227] 
МОРЕ-СОМЕС O oen be ertet tte Oe eem br m ee Vest N ААЫНА 227] 
MODE. OPERATION: CODES [29]....:.::.::::: tt rette hpc etr he iP RI e ORE SEE RU Pope SES e 228 
FEU STATUS [26]; rrt ei entere tti teet bte n tp San IT Er e E eR EU ore PEERS 228 
РКЕ LOADING РАТА SIZE [25-22]. itte heiter rrt pet t REPRE 228 
MAX PRE LOADING DATA SIZE [21-18]................ инини ннн ЫЫ н ЫН nennen nenne 229 
PRODUCT STATE AWARENESS ENABLEMENT [17]................... eene 229 
SECURE- REMOVAL TYPE 116] ......:: ttt here perte rhe tren 230 


-V- 


JEDEC Standard No. 84-B51 


TAPI | CMDOS МОРЕ: ЕМ. rrt oet eti err eere tette e e eben 230 
7.5 REA Wrduri POT АННЫ Анн НБА А 231 
7.6 DSR терііе PER 231 
77 OSR ope ———————PÓ—————Á——Á— —— aude’ 231 
7.8 Authenticated Device Configuration Area ...............ssessessessseeeeeee eene нынын tenete trennen nen 231 
7.8.1 Authenticated Device Configuration Area[1] : SECURE WP. MODE ENABLE .................................... 231 
7.8.2 Authenticated Device Configuration Area[2] : SECURE. WP. MODE CONFIG................. enm 232 
8 ID gud Turpe —— ——Ó 233 
8.1 Errot correction. codes (ECCO)... i SA te chen dient Agus wk hod Gina nied besa d nni 233 
8.2 Cyclic redundancy codes (CRG)........:.. nne Dee ee ERR rire 234 
8:2.1 . "CROCO, inus ite eU Edel an ere pO RDUM ODORE UE 234 
8:22; - ЗСВСТб us oon Een ro utet t PRENNE 235 
9 eMMC mechanical UU ——————————————— зы 235 
10 jTLDUnnn————————o——————————— 236 
10.1 Powersup: ssc tk nce ed penes ИРНЕН anni oer bonnes edi ИКЕН РДЫ 237 
LOUD, «ее MMC power-üp...: ether sce re p snes HR DRE SOR cde P Eire dens 239 
10.1.2 e*MMC power-up guidelines ......................... enne ОКЫ ОНО ЫНЫН Л ЯРКӘЙ enne 240 
10:1:3-- eMMC power cycling note aee ee hh E teer dd uet Ged rae re eii donde 241 
10.2 Programmable Device output driver ................eseeeeseeseseseeseeeeee eene enne ene tene tenerent entren nennen 242 
10.3 Bus, operating conditions... eee epe Ree e et er E ete tere edet diea petes 244 
10:331 - Power Supplyze*MMTQ 2 rete et ette tee rd erre pee Iri pee pe ree ERROR e BRE Rn 244 
10.3.2 Power supply: eMMC S cacao aes a d Ec MS e. E p а 245 
10:3.3- Power supply. Voltages ыз сун зи eerte tee rede Ын EH Dr pee pterea RU e BRE enn 246 
10:34. Bus:signal line load к cepe eame eer pee bee eed 247 
10:3.5-— S400 reference load uerb rtr pen pce ree dU E Res 248 
10.4 Overshoot/Undershoot Ѕресійсайоп............................. „аана 249 
10.5 Bussignal levels: ote aba IO E tele 249 
10.5.1 Open-drain mode bus signal level ......................... seen нынын ыыы nren nenne 250 
10.5.2 Push-pull mode bus signal level— e*MMC ................ sese eene een eene tenete trennen 250 
10.5.3 Bus Operating Conditions for HS200 and HS400.................. sss 250 
10.5.4 Device Output Driver Requirements for HS200 and НЅ400.............................................нн 251 
10.6 BUS timing ueniet eet oa dreht Pt tee RE Ede pea 253 
10.6.1. Déviceunterface timings.. oe Ie deett he iq deter tere Ire est tei Pre tete 253 
10.7 Bus timing for DAT signals during 2x data rate operation...................sssssseeeeeeeeeeeene enne 255 
10.7.1 Dual data rate interface timings..............ssesssseseeeeeeeeenne enne нынын rennen meet ыыы ны ыыы ны 256 
10.8 Bus Timing Specification in HS200 mode ..................... sse ener entren nenne 257 
10:8:1. °“HS200-Clock Типо: аиан pedetentim 257 
10.8.2 HS200 Device Input Timing ..............................а ius iva o ЫЫЫ НЫНЫН КЫ ЕНӘ» 258 
10.8.3 HS200 Device Output Timing............... esee enne nennen nest ыыы ыны ны 259 
10.9 Temperature Conditions «proh e UR te EH PER I NEU RU tees ated ОВАА Hate 260 
10.10 Bus Timing Specification in HS400 mode ..................... sss 261 
10:10: T. S400 Device Input Timing. eem eee eem ern Ode RU E CR EE КЫН 261 
10:10:2- :HS400:Dévice: Output Taming зана eret bee eem DEREN eet N НИНЫ НЫ 262 
10.10.3 HS400 Device Command Output Тїшїп... ннн ННЯ 264 
11 e*MMC standard compliance.................... eere eee eese reset esee ee etes eset setas etas e ease ease ease ве sete sete sese stesse вне ве нанне 265 
Annex A (informative) Application Notes ..................... eeeee sees sees ee esee ee seen etn ens tonta новина нано а наанаа ннан жененин esos seas etna 268 
А.1 Device Payload block length апа ECC types handling ........................sseeeeeeene нөө 268 
A.2 Description of method for storing passwords on the Device... een 269 
A.3 e«MMC macro Commands... а beo petet iicet ДЫКАН N ырны 270 
A.4 Hostintérface:tmig нн ЫИ dean os teu des Vest oto ies eben idend 280 
A.5 Handling of passwotds-...... cette tette teet bet ie ЕКЕ sas i EP EN e ORE DERE e анин 280 
А:5.1 “Changing the раѕвуога. e etre nip t Doe PIDE o Rete See Pi reete Ripe E a ep ipie ТИР 280 
A.5:2. Removalofthe password иии и ЫЫ cre reserse tes e E ERR REIR ЕЕ НЕНИИ ria ibt ee rp 280 
A.6 High-speed е. ММС bus Жапепоп:;. иии иин ааа КИРИНЕН ИИ AEE eae 281 
А:6:1 - Busanitialization onte te e pel a t e PEL EEEE T EE EEE EE EEE TEETE КИНЕ КЕИ УИ ЕНЕНЕ 281 
A:6:2, Switching to high-speed mode ....5... eee eiit eite rte rpg Rt КЕККЕ EE EEE E E S es p EEE НКЕ 282 


JEDEC Standard No. 84-B51 


А:6:3> (Changing the data: рова iie he ete nere RE e i er tees 282 
A.7 Erase-unit size Selection flOW RR 285 
A.8 HPI background and one of possible solutions ............................... ннн ннн нынын нынын ыы 286 
А.9 Stop transmission ТИТ «coded ennt e e RE ed rt m Here pe eere Ure erii 287 
A.10 Temperature Conditions per Power Classes (Tease controlled) ....................... eene 289 
A.11 Handling write protection for each boot area individually ........................ essere 291 
A2 ‘Field Firmware Update... incen БЫШЫРЫШ ЫЕ ЕНЕНЕ КЫ gie ЫНЫРЫК oh ISERIES SEI a ӨЫ 292 
A.13 Command Queue: Command Flows (Informative) .................... esses enne ener nens 293 
A.13.1 Queuing a Transaction (СМр44+СМрд45)................................. nnne en nnne nein нынын ныны нынын 293 
A.13.2 Checking the Queue Status (SEND STATUS - CMD13) ..............seseseseseeeeeneenee Н 293 
4.13.3 Execution of a Queued Task (СМЮ46/СМрд47)......................................а ННН 294 
Annex B (Normative) Host Controller Interface for Command Queuing ......................... eere ecce seen ette ene tnue 295 
B.1. IntfodüctIOD аа eta ee ReD ee quine tamen abeant 295 
Je a E - Background... pepe bs uepO ho Dope Pre beni DOR Dg pU 295 
B.L:2.. Overview and Scope... epsgee heo Ree TESE EET oE raoe bomi opti Re Dre 295 
B.1.3. Feature Summiaty .....teeo sue eebgesm me Den niDP eu Ee Deb pee Dip traes 295 
В:Т4:' Qutsidéeot Scope: Re ALES eee EP pce eb iS AS 295 
B.1.5. Acronyms and Conventions „уынан нии ныр EE rennen tenete tenere trennen ЫЙЫК ОНЫД 206 
B. Architectüre ӨОўегултезу "Em 297 
B.2.1. Task Issuance: Task Descriptor List / Doorbell Керг1їбїег..............шш ининин нынын нөн 297 
B.2.2. Task Processing by Host Нагдууаге..................... иннин ннн нынын ыы ынын ыы 298 
В:2.3: Task Selection and Execütion аиа шиини ннан ын Инн Ыйы ыыы etes ee reer reiret eros aee eiet 298 
B.2.4. Task Completion: Interrupts and Interrupt Coalescing .................. esee eren нө 299 
B.2.5. Direct Command (DCMD) Submission ................ esses esent нынын ынын 299 
B.2:6. Queue-Bartier (ОВК) Tasks... eei eh deer re Ree ite cei eere ste rb dein КЫН 299 
B:2:7. На Ееаиг@ ынена leere metere beer bre ch reet beet estere ee c Eee s edocs 300 
B.2.8. Error Detection and RECOVERY siisi eoio иии ннн ннн КОЛЫНЫН reete ener enne 301 
B.3. Data: Structures ыл onere tae nti ee a ee hs ee nn ee AS 302 
B.3.1. Task Descriptor for Data Transfer Tasks ................................... nennen nennen trennen rennen ene 302 
B:3:2- Transfert Descriptors D ————————————————H———————Ee 303 
B.3.3. Task Descriptor for Direct-Command (DCMD) Tasks ................seseeeeseseeeeenee eere enne nne enne 304 
B.3.4. Task Descriptor for Queue-Barrier Task (QBR) ................. esee ннн ннн en nnne netten nnne 306 
В:3:52- ase List onc ra SOR eem td dade cune. 306 
B.4. COE Registets. ин n ba wi Bid gi EE dO Pa a teet ht НЫКЫ rv tend Pre prede 307 
B41- Кере Мар: C eae НЫНЫ Micrel oh NG Sale deb RAs 307 
B.4.2. CQBASE+00h: CQVER — Command Queuing Уег$1оһ.............. иннин ныны ны 308 
B.4.3. CQBASE+04h: CQCAP - Command Queuing Capabilities ................... eese eee 308 
B.4.4. CQBASE+08h: CQCFG - Command Queuing Configuration .................... essere 309 
В.4.5. CQBASE+0Ch: CQCTL - Command Queuing Control..................... essere nennen enne 310 
B.4.6. CQBASE+10h: CQIS — Command Queuing Interrupt Status .................... essere 311 
B.4.7. CQBASE+14h: CQISTE — Command Queuing Interrupt Status Епабе............. нынын не 311 
B.4.8. CQBASE+18h: CQISGE — Command Queuing Interrupt Signal Enable .......................... ees 312 
B.4.9. CQBASE+1Ch: CQIC — Interrupt Coalescing Ennni ennen n A N Se 313 
В.4.10. CQBASE+20h: CQTDLBA — Command Queuing Task Descriptor List Base Address............................. 314 
В.4.11. CQBASE+24h: CQTDLBAU — Command Queuing Task Descriptor List Base Address Upper 32 Bits ..314 
B.4.12. CQBASE+28h: CQTDBR — Command Queuing Task Doorbell........................ eese 315 
B.4.13. CQBASE+2Ch: CQTCN - Task Completion Notification .................. essen enne enne enn 315 
B.4.14. CQBASE+30h: CQDQS - Device Queue Status .............. esses enne enne ener nnns 315 
B.4.15. CQBASE+34h: CQDPT - Device Pending Tasks .................................. нинин нынын enne 316 
B.4.16. CQBASE+38h: CQTCLR - Task Clear ................. essere enne nennen enne ынын ыыы nnne nnne nnns 316 
B.4.17. CQBASE+40h: CQSSCI — Send Status Configuration 1 ................ essere ннн enne 317 
B.4.18. CQBASE+44h: CQSSC2 — Send Status Configuration 2 .............. essen ннн нынын 317 
B.4.19. CQBASE+48h: CQCRDCT - Command Response for Direct-Command ТаѕК........................................ 318 
B.4.20. CQBASE+50h: CORMEM - Response Mode Error Mask .................. essere nnne 318 
В.4.21. CQBASE+54h: CQTERRI - Task Error Information ................. лаанын нын nnne 319 
B.4.22. CQBASE+58h: CQCRI — Command Response Index ................... eese ннн enne 320 


-Vii- 


JEDEC Standard No. 84-B51 


В.4.23. CQBASE+5Ch: СОСКА — Command Response Argument... eene een rennen 320 
B.5. Command Queuing Interrupt in e*MMC Host Controller ................... eese eere 320 
B.5.1. Normal Interrupt Status Register (Offset 030h) ................sesesseseeseeeeeeeee nennen nennen eren eene нөө 320 
B.5.2. Normal Interrupt Status Enable Register (Offset 034h) ................. sess eren 320 
B.5.3. Normal Interrupt Signal Enable Register (Offset O38h) .................. sess eene 320 
B.6. Theory of Operation (Informative)... ..... entier tette eee DRE Gen te e RR Re ERES Pert eh 321 
B.6.1. Command Queuing Initialization Sequence ....................ssseseeeeeeeeeneeeeneee nennen nennen eene ene 321 
B.6.2.. Task Issuance Sequence... neueste ome p HE Dg pe DOE sets 321 
B.6.3. Task Completion Sequence... e ogeemme tenente pomme Re eren eee DEOR ses 323 
B.6.4. Task Discard Sequence (inc. Halting CQE) .................. essere nennen trennen nenne ener 324 
B.6.5. - Error Detect and Recovery ose ee sous esentmecunmimee DO te ce dee Deere feto 325 
Annex C (informative) Changes between system specification versions....................... eese eese eese eee eren eene tuae tnue 326 
C.1. Version 4.1, the first version of this standard... eene ннн ннн нынын ыы 326 
C2. Changes from version 4.1 to.4:2 55 iss юнини нинин н Ce Deme ded RP Dine 326 
С.З. Changes from Version: 4.2 to 4:3 оны иин ки ишни ныны tee RR ee RO РЫ RO e D HER rer sods 326 
С.4. Changes from version 4.3 to 4.4..... cese инна eMe e e DR EE re e RR i Fea ES rer ea 327 
C5; Changes from version 4.4 tok Alero eiee eene trennen ene E K Eer EE nennen 327 
C.6. Changes from version 4.41 to: Ieor eee ooer eene nennen rennen rennen tenete en trennen nee 328 
C7. Changes from version 4:5.t0/4.5] i... sete bee pe HR I eee 328 
C.8. Changes-from version 4.51 to SO eeiam RI p pe lee ee e ires 329 
C.9. Changes:from version 5:0 to-5.01..... esee te ire pere pe te I P Meet pee lene Rete eo Re sete ЫИ 329 
C.10.. Changes from version 5.01 to0:5.1... eoe ebat ge e tie rendere prete te epp eth 329 
Figures 

Page 
Figure 1 — e*MMC бу ёт.Омегуезу. ышанын нон Ийнан ннн НУСУ Ан; 6 
Figure 2 — Multiple-block read орегайоп .............................. ннн ыы ыыы ыыы 9 
Figure 3 — (Multiple) Block write operation ................. esee ННН 9 
Figure 4 — No response” and “no data" operations ................ sese ннн ынын ннн нын ныны 9 
Figure 5 — Command token format.................. esses ЕНИН E nene trennen tren nest nein eene ЫНДЫ ИЕН 10 
Figure 6 — Response token format... cni cene DEO re Cet e DRE REN КЫЗНЫ ter Dias 10 
Figure 7 — Data packet format for SDR......... аанай eie tti ee BERE КЫ se ERRES oto tresor SEER 11 
Figure: S — Data packet format Tor DDR... eterne tee meer erudire Rs Mena ane 12 
Figure 9 — Data packet format for DDR Read in HS400 mode .................. sss nennen 13 
Figure: 10 — DDR52 CRC token:...:. ita eoe htt erp e ОКАП РОН НИДӘН РЫУ 14 
Figure 1 H5400'CRC token -.:5.: orn ишана ни nies dig nui OR REM E IEEE NT tie E aioe 14 
Figure 12 — Host and Device block diagram ................................. nennen nennen eene ener enne 16 
Figure 13 — HS400 Host and Device block diagram ..................... seen 17 
Figure 14 — e*MMC memory organization at time Zero ..........seessseeeseeeeeeeeneene ННН 19 
Figure 15 — Example of partitions and user data area configuration .............. sess 20 
Figure 16 — Flow Chart for General Purpose Partitions & Enhanced User Data Area parameter setting .................. 23 
Figure 17 — WP condition transition due to H/W reset аѕѕегіӣїоп.......................... eene nennen 25 
Figure 18 — RST n signal at the power up period .................sseeeseeeeeeeeeeeeee nennen nennen ren eene enne tenete nenne 26 
Figure.19 — Memory рагипоп... eoe e ЛЫ нынын oE b ects co b petiolo Peas ЫИ РО МЫКЫНЫ 27 
Figure 20 — e*MMC state diagram (boot mode) ................... esses nnne enne nennen trennen enne 29 
Figure 21 — e*MMC state diagram (alternative boot mode) ................... eene ener 30 
Figure 22 — e*MMC state diagram (boot mode) ................... esses nennen nennen enn enne 31 
Figure 23 — Clarification of RESET BOOT BUS CONDITIONS behavior when CMDO is issued in IDLE ....... 32 
Figure 24 — Setting Ext CSD BOOT WP[173].............. eese ннн 35 
Figure 25 — e*MMC state diagram (Device identification mode)...................... sese 36 


-viii- 


JEDEC Standard No. 84-B51 


Figure 26 — e*MMC state transition diagram, interrupt mode ................ esee ener nre 39 
Figure 27 — e*MMC state diagram (data transfer mode) ...................... seen enne 40 
Figure 28 — HS200 Selection flow diagram... enne nennen nennen teen nest eren emet ener nenne 45 
Figure 29 — HS400 Selection flow diagram................. eese nennen trennen nennen enne teee nenne 47 
Figure 30 — HS400 (Enhanced Strobe) Selection flow diagram ..................... sss 49 
Figure 31. — Send Tuning Command... iine ee ei erii rettet heri e pter rie КЫ eee beige 52 
Figure 32 — Tuning block pattern for 8 bit mode ................... sss eene nennen eene enne nenne 53 
Figure 33 — Tuning block on DAT[7:0]/DAT[3:0] in 8bit/4bit bus width....................... eene 53 
Figure 34 — Recommended Soldering procedure....................... sese eene rennen 71 
Figure:35 — Memory array partitioning ..... dece eR etu dte tI DTE OR Ren reme Ete uel Uus 143 
Figure 36 — Identification timing (Device identification mode) ...................... sss ннн ненен 144 
Figure 37 — SET КСА timing (Device identification mode) ................... sess ынын ы нөө 144 
Figure 38 — Command response timing (data transfer т\о4е)................. нне 145 
Figure 39 — R1b response timing ининин н у ЫНЫН rene ПЕДИКЮР 145 
Figure 40 — Timing response end to next command start (data transfer mode) .......................... sees 145 
Figure 41 — Timing of command sequences (all modes) ....................... sese rene 145 
Figure 42 — Smelesblock read timing... eee rene net rere Pe Hbri een rr HE IER petes 146 
Figure: 43 — Multiple2block read timing auccm p ei ei c lebe tees 147 
Figure 44 — Stop command timing (CMD 2, data transfer mode) .................... sse ene 147 
Figure 45 — Block write command timing 00.0... eee ec eeceesceeecnecesecaecsaecssecseecseecaeseaeseaeeseeeeeeseeascssecsaecsaeesaesaee 148 
Figure:46:— Neke UMNE I ———————————— ———————É— 148 
Figure 47 — BUSY Signal after CRC Status Response... nennen nennen nein eren enne 148 
Figure 48 — Multiple-block write timing .............. esses eene eene tenete teen teen trennen trennen enne 149 
Figure 49 — Stop transmission during data transfer from the host ..................sessessesssseeeeeee eene 149 
Figure 50 — Stop transmission during CRC status transfer from the Device ................. sse 150 
Figure 51 — Stop transmission after last data block; Device is busy programming ................. see 150 
Figure 52 — Stop transmission after last data block; Device becomes busy .................. eese 150 
Figure 53 — Bus test procedure timing ................ sess нынын ыыы ыыы ныны нынын ыы 151 
Figure 54 — Boot operation, termination between consecutive data blocks....................... serene 152 
Figure 55 — Boot operation, termination during transfer ...........................«... nennen nennen enne 152 
Figure 56 — Bus mode change timing (push-pull to open-drain) ......................eseeeeeeeeeeeeneen enne 152 
Figure 57 — Alternative boot operation, termination between consecutive data blocks ............................ esses 153 
Figure 58 — Alternative boot operation, termination during transfer .................. нин ынын ненен 153 
Figure 59 — Clock Stop Timing at Block Gap in Read Operation .................... sse 156 
Figure 60 — Border Timing of CMD12 in Write Operation.................sseeeseeeseeeeeeeeeeee nennen nennen eene nennen 156 
Figure 61 — Border Timing of CMD12 in Read Operation................... sees nennen nennen eene 157 
Figure 62 — Enhanced Strobe signals for CMD Response and Data Out (Read орегайоп)..................................... 158 
Figure 63 — Enhanced Strobe signals for CMD Response and CRC Response (Write operation) .......................... 158 
Figure 64 — HS400 mode change with Enhanced Strobe........................ essent eren eene 158 
Figure 65 — H/W reset waveform miniseri наанаа ааа ete RO TAa trente enne enne nne НИБИЗ 159 
Figure 66 — Noise filtering timing for H/W reset ............... ины nennen trennen reete ener ener 159 
Figure 67 — HS400 Write Timing with data block size of 512 bytes................. sese 160 
Figure 68 — HS400 Read Timing with data block size of 512 bytes... 160 
Figure; 60 —3ÓCRCT:generator/Checker «ee e ee RE Utt dte Oe p eR Um ee pte i ees 234 
Figure 70 — CRC16 generator/checker гишини нынын ини Ән tene ae ESENE SE EEES rennen ene 235 
Figure 71 .— Bus circuitry diagram... ioter emerit eite e S E ee ee bene gua ede deb hee Ga 236 
Figure 72 .— Power-üp diagram... neon oe ente Irt ib ie eiecti bete retis ИР КЫЫ УЙДЕ 237 


-ix- 


JEDEC Standard No. 84-B51 


Figure 73 —e*MMC рожег-ур:@артапт: sisese ierni tei emt e ertet ie re dee eic eta tdi deed SE 239 
Figure 74 — eMMC power Cyclen eis eion „аннан нана ОДНИ ЫКЫ рынын enne 241 
Ligure 75 ~e MMC bus driver: ti RE UO ER ERR eR EE ERU EE e 243 
Figure 76 — e*MMC internal power diagram (as an example).................... essen eene enne 244 
Figure 77 — e**MMC internal power diagram (as an example) ........cccsscssssssessessessseesssssessesssecsessesssesssessessesssessessees 245 
Figure 78 —-HS400 reference load... ert e RO ther E E Hebe Eee Epi Rhe Erden 248 
Figure 79 — Overshoot/Undershoot definition .................... eese eene ener trennen rennen enne 249 
Figure 50 —Buüs'signal levels zu eget Ue Rh bet t iD e UR Um tree entem dee 249 
Figure 81 — Outputs test circuit for rise/fall time measurement... nennen eene eene 252 
Figure 82 — Timing diagram: data input/output............... esses eere ынын ыны нынын ene 253 
Figure 83 — Timing diagram: data input/output in dual data rate тойе................................ eee 255 
Figure 84 — HS200 Clock signal timing ......................... аан 257 
Figure 85 — HS200 Device input UMN gisrande ir rennen nee БУН ШИЙИР ЕЕ ИШЕНИ 258 
Figure 86 — HS200 Device output timing ...........esssssesesseeeeeee eene nennen enne neenne tene teee ынын ens 259 
Fi&üure:87-— Appr COnsIderatiOn.. ii etin ОЕР ОНЕРИ ПЕН E FRE FEAR НЫР МИнин 260 
Figure 88 — HS400 Device Data input timing -sisisi иинин ыиы ныны Кы ЫЫЫ КЫЫ НЫ Кыны. 261 
Figure 89 — HS400 Device output timing икау вкш ные nennen enne nette tenete entren tree trennen E E innen ens 262 
Figure 90: HS400' CMD Response timing... eedem eit setae ee E eicere tle be iced e 264 
Figure A.91 — Legend for command-sequence flow charts .................... esee eene emere 270 
Figure A.92 — SEND. OP. COND command flow chart .................... esses nnne en nnne en nnne nne nns 271 
Figure A.93 — CIM SINGLE DEVICE АСО ........................... E trennen trente ener en rennen enne 272 
Figure: A.94 — CIM, SETUP DEVICE... onec died ete e ueteri d e beet er ci ederet eer ease ee pede edo ep ce deca 273 
Figure: A:95:—= CIM: READ BEOCK.:...... ien dana piece eH eine Sassen Neate 274 
Figure:A.96 — CIM. READ MBLOCK......... 5 iei p e iere epe p READ ib ЕРЕЕН РЕПИН 274 
Figure A.97 — СІМ _М№БКІТЕ МВІОСК............................. аана Наана Аааа ННН 275 
Figure A:98 — CIM:ERASE-GROUD:;..2 RO ene EUR dite ie Geneon cided E I ie 276 
Figure: A299: — CEM TRIM a into prime Lt on tee ut ctun ce uite e sm tte te БЫДЫ boe ene 277 
Figure А.100 — СІМ -US PWR- WP erei ea eeaeee iea enaa ai e a E Se E EE Sa Ga 278 
Figure A-101 CIM- US -PERM МР... б erdt ene n n decet ine Ani bert tet НЫЙ 279 
Figure A.102 — Erase-unit size selection Йоўу................... иннин нынын nennen eren ener ens 285 
Figure A.103 — Stop transmission just before CRC status transfer from the device ....................ssssees 287 
Figure A.104 — Stop transmission during CRC status transfer from the device ......................sssseeeee 287 
Figure A.105 — Stop transmission during CRC status transfer from the device ......................sessssseeeee 288 
Figure A.106 — Heat Removal- Nomenclatures.................. иин шинин ини ЫНЫН ЫЫ КЫНКЫ renes 289 
Figure: А107 = FRU TOW. ient ttt nre eer ee tee ette feeit e eleg pilo cte e eee 292 
Figure A. 108 — Queuing a transaction әтине нынын БӘ ЫЙКАЙ НЕЛЫН КУНЫ ЫМЫЫ БЕРЕКЕ pee БӘТЕН 293 
Figure A.109 — Execution of a queued (аѕК............................ ннн нынын нынын 294 
Figure B.110 — Proposed Host System Architecture, with СОЕ... нынын ы ын 297 
Figure B.111 — Command Queuing HCI General Architecture... eene 208 
Figure B.112 — Task Queuing Sequence ............... sessi nennen trennen trennen ыыы ыны 322 
Figure B.113 — Task Execution and Completion Sequence.....................seseeeeeeeeeeee nennen eene 323 
Figure B.114 — Task Discard and Clear Sequence Diagram...................... esee eene 324 
Tables 

Page 
Table RECIPI LOR IET M T уннан -————' —-—-—-—————————— 4 
'Table.2.—- ММС interface. i tue AEST КЕРӘ ИЕ 7 


-X- 


JEDEC Standard No. 84-B51 


Table.3 —-e*MMCTeBISIEIS, «oe eerte epe ote reete dere dead go ecelesie pl tele ger 8 
‘Table di AI E EE——————————————————————Á 15 
Table 5 — CMD line modes оуегуіеҹ................................ eene enne ene SEE SESA trennen КЫЫ ЫКЫ nenne 18 
Table:6.— EXT CSD access: mode... rece e E YER EE Eee ERE E T eee 42 
Table 7:—-Bus-testing patterns PROUVER НОНУ НО 50 
Table:8 — T-bit bus testing pattern... eei teer reet КЕ ИЕЫ eter heri e pp iere E Ee the beige 50 
Table 9 — 4-bit bus testing райегп::. инини и и heh et ter iei tee КЕННЕ КИИИН КЕКЕНЕТ 51 
Table 10'S: bit Dus testing pattern. «e repete itecto qe oie puie teque teet 51 
Table 11 — Erase command (CMD38) Valid arguments................... esses eene entente enne tenter nnne ene 60 
Table 12 — Erase command (CMD38) Valid arguments................... esses nennen enne enne tenen nnne ene 64 
Table 13 — Write Protection Hierarchy (when disable bits are с1еаг)............... sene 67 
Table 14 — Write Protection Types (when disable bits are clear) ....................sssesesseeseeeeeeeneneeeee eene 67 
Table 15 — Security Protocol Information 20.0.0... ee eecescceseceseceseceeecaeecseeeaeeeeeeseeeeeeseensecsaecsaecsaecaaecsaseseseaeseneeaeenes 69 
Table 16 — Lock Device data Structure .................esssssssesseeseeeeeen enne nennen ныны ныны ыыы ынын ыы 73 
Table 17 — Data Frame Files for RPMB .......:. 5n ино Diii eet eme ERR Per et ER Rut КЫН 78 
Table 18 — RPMB Request/Response Message Types .............. sss 79 
Table 19 — RPMB Operation Results data structure ............... sese rennen ынын ыы 79 
Table20 —RPMB Operation Кеші... ettet iie roe e e eee bete iced 80 
Table 21 —:MAC Exatrple-....::: eor ote err RED ro ttti EE rte ite iren 82 
Table 22 — Authentication Key Data Packet... nennen nen ныны enne nenne 83 
Table 23 — Result Register Read Request Packet ................... sese eene enne entere 84 
Table 24 — Response for Key Programming Result Request.................. essere enne 84 
Table 25 — Counter Read Request Packet.................... essent eesosa nsike srono reete ersi esise 85 
Table 26 — Counter Value Response... nni teh elt ches Eel УЙ ИРЕК НЕНИИ herir ep bebe ipea 85 
Table 27 — Program Data Packet .......... 1: oe peni eee e Rd СКИ he Dei e E e Re He Ere he beige 86 
Table 28 — Result Register Read Кефпез1-Рас©КеГ кии ныыиики ини никаны Ый рр een rennen eene nenne 87 
Table 29 — Response for Data Programming Result Кедоиезѕк............................... анн 87 
Table 30 — Data Read Request Initiation Packet ...................ssseeseseeeeeeeeneee nennen nennen eene enne 88 
Table.31 — Read Data: Packet ss ese iie mcer ree reete ЫЫЫ КИЫНЫ УМ ЫТЫ 88 
Table 32 — Authenticated Device Configuration Write расКеї............... нн 89 
Table 33 — Response for Authenticated Device Configuration Write Request... 90 
Table 34 — Authenticated Device Configuration Read Initiation packet ......................sseeeeeeeeeee 91 
Table 35 — Response for Authenticated Device Configuration Read .................... sse 91 
Table 36:— Interruptible commands .....:.:.:..: н иннин bene nS petet tpe ERE Ee ERR te een 94 
Table.37 — Packed Command Strüctüre ...«.4. eere tee ee de eee e eec pite cte e ees 101 
Table.38— Features Cross Reference Table .......5. ннн eet tt een iesu i re Rei ef des 105 
Table 39 — e*MMC internal sizes and related Units / Granularities ....................eeeeeeeeeeeeeeeen eere 108 
Table 40 — Admitted Data Sector Size, Address Mode and Reliable Write granularity ........................... sess 110 
Table 41 — Real Time Clock Information Block Богтаё................................ nennen nennen rennen 111 
Table 42 — КТС INFO TYPE Field Description ................esessseeseeeeeeeereneeneeenee nennen nennen trennen rennen ene 111 
Table:43 — Task Management op-codes .......... rettet rette EE ep EEEE EEr s I EIS Ep E SES 117 
Table 44 — Error handling for Command Queue ................... essen eene нынын ны ынын н ene 118 
Table 45 — Supported Commands for Command Queue ................... sees ынын ens 119 
Tàble:.46 — Dévice.ConhigurátiOn Area... a Uie toe iet dte Oe p eR Unete pte d e ees 120 
Table 47 — Command Format .................. esee eene trennen ЫЫЫ днк tere tene tene МЫШ enne eterne enne 124 
Table 48 — Supported Device command classes (0—56) .................................... а... 125 
Table 49 — Basic commands (class 0 and class 1)... enne нынын ынын ынын ынын нынын ны 126 


-Xi- 


JEDEC Standard No. 84-B51 


Table 50 — Block-oriented read commands (class 2)... eene enne enne enne 127 
Табіе:5:1:—:С1485:3:соттапаѕ ESO 127 
Table 52 — Block-oriented write commands (class 4)........ccccccecsssceceessececseecececscceceeaececseceecesseeeceesaececsesaeesseneeeeneaes 128 
Table 53 — Block-oriented write protection Commands (class б)... ннн ннн нын ыыы 129 
Table 54.— Erase commands (class 5)............:: stessi se recte ИИИ ЕН 130 
Table 55 — I/O mode commands (class 9) .........cccsessecesssecesseccecesssececsenaececsecceceseeeecsesaececsecaeeeseeessesaeeecsesaeeeseneeeeneaes 131 
Table 56 — Lock Device commands (class 7)................................. ананан 131 
Table 57 — Application-specific commands (class 8)... nennen rennen ынын ene 131 
Table:58 —.Security Protocols: (elass.10)-.« uite eee ERE CHER ӨЫ кра рЫ Инин 132 
Table 59 — Command Queue (Class 11)................................. наннан 133 
Table 60 — Device state transitions ..............eesseseceescecessceeceecssececceecesseeeneecsseecesecssseecnsecsscesecsessscesesecsseeeeasecnseeeeeaees 134 
Table 61 — Device state transitions (cont'd) ...............ssesesesesseeeeseeeeeene nennen нынын ннн ныны нынын ннн ө 135 
Table 62 — Device state transitions (сош?)..................... иннин ннн нынын нын нынын ннн ннн ө 136 
Табйе-63-== Rl те$роп$@ Sn oi eR PEE BS AR T e Bp ied Ben BA eet 136 
Table:64. — R2 response .:. S oesehnhsbegseo neben mre One pene eE ARSENE Rotae D Opt PRO DOE E 137 
Table.65 — R3'Response:..... ининин иы oom eee DH EUER Pee te Een rrr el 137 
Table 66RA response M" —————————————————— 137 
Table 07 — RI TESPONSE P ———————————————————ÁÁ—— 137 
Table 68— Device stati Snn er EE bu dais op EEE kN way ou Sp tes E ERE A EEE ESE RR CHR 139 
Table 69 — Device Status field/command - cross reference ................. sessi eene eene nnne nne enne nene 141 
Table 70 — Response 1 Status Bit Valid .................. sess trennen trennen rennen ene 142 
Table 71 — Taming Parametets. а eet RUE EUR dee PU EAEE EMI AE INNS 154 
Table 72 — Timing Parameters for HS200 and HS400 mode................... sess nennen 155 
Table 73 — H/W reset timing parameters иинин ree ere ER ep be EHE ТЫ ЛЫКНЫ РИНЕН 159 
Table 74 — OCR register definitions sssini e erre eget oe E t eb te er E S e reies 161 
Table 75 —-:CGID'Fields..- tete te d ento ite do a ppt iet picta dedito en her 162 
Table. 76 -—- Device Types ie sen aoo EN US sepe die e pie en mre ptite dic oet 162 
Table 77 — Valid MDT “у” Field Valesi лшн нд e НЫЛ енын рЫ trennen enne teen trennt trennen enne 163 
Table 78 — CSD'Eields.....:. ore tede eee eet eret ta cete bo ep er tute iu 164 
Table:79 — CSD register stEuctüte «os co Ene OR n Hiep ed UR be EI tee pe eR Sere Pes 165 
Table 80 — System specification version .................................а. rennen eene нынын ыыы ыыы 165 
Table 81 — ТААС access-time definition sinire heor sin nsen aer era AEE Rear ER Ep EEV a tentes entes nnne en teen nn seen AAR IAA 165 
Table 82 — Maximum bus clock frequency definition .............................. nennen nennen rennen ens 166 
Table 83 — Supported Device command classes ................... essen ныны нынын ens 166 
Table:84 —:Data block lengths ieres garan нь ebd deed e edlecpi eife cte ii echtes 166 
Table 85 — DSR implementation code table siii iessen eesse Seabee nennen trennen teen nein rennen 167 
Table 86 — Vpp (min) current consumption ...........eeeceesceceseeeeeeeceseeesneecseeesneecsuceesneecueeseaeeceseeesneecsseseneeceeeseneeeaees 168 
Table 87 — Vpp (max) current consumption ................seseseeeeeeeeeee eene eene nnne en инн ннн ннн иннин нынын ныны ныны tenter ннн ннн 168 
Table 88 — Multiplier factor for device size... eee neen nein nre en rennen 169 
Table:89 — R2W “FACTOR E EE ee ae m ut HE a lok tee eeu 170 
Table 90 — Pile-formats..::5. irr eer PRU RP Ehe EE E ERE E REFER TER ERE ERREUR 171 
Table 91 — ECC type... ee eee t ri E D ER I RO ERE esee e bed ER Re ERES 171 
Tàble.92 — CSD field.command. classes s. e ib RES ERU дына Obi RE EET e ERE E e edet 172 
Table 93 — Extended: CSD. ы акыннын анинин tutte Ue IN ERR du ctu bist ERES eee bed 173 
Table 94 — EXT SECURITY ERR byte description... eee ee ины нынын ынын ыыы ныны 178 
Table 95 — Device-supported command sets ............... esses ннн nene trennen reete ener enne 178 
Table:96: HPI fe atures MEE 178 


-Xli- 


JEDEC Standard No. 84-B51 


Table 97 — Background operations support... eene ener E esken Eii nest retener ens 179 
Table 98 — Context Management Context Capabilities .................. essen nennen nennen renes 180 
Table 99 — Extended CSD Register Support................... essent tren nennen nr en ыыы ыы 180 
Table 100'— SUPPORTED MODES ......... eee ee esee ei ee ia eee retro N E nettes 180 
Table:101- — FFU ЕЕАТОКЕЅ: 5 ero RUPEE AUREUS HR 180 
Table 102 — MODE OPERATION CODES timeout definition ................... sess ныне 181 
Table 103 — Device life time estimation type B value ................... sess nennen retener ene 182 
Table 104 — Device life time estimation type A value... nennen nennen rennen ene 183 
Table 105.—: Pre EOL into valüe. жылкышы киинеди e ee UE OREGON ER CEU CN VERRE eie Ul dese RE eere dtes 183 
Table 406 — OptmaLread size value; eU oett dte Oe eR tree pte be de aes 184 
Table 107 — Optimal write size value ............... essent eene nennen emet нынын ынын ыыы ыы 184 
Table 108 — Optimal trim unit size value .................. essere enne нынын trennen trente ыыы ens 184 
Table 109 — Generic Switch Timeout Definition.....................eeeeesseseseeeeseeee eee enne en nnne ныны нынын ыны 185 
Table 110 — Power off long switch timeout definition .................. sess nennen rennen 185 
Table 111 — Background operations status .................................аа nennen nennen en nnne нин нинин innen tenter nnne ын ннн ннн 
Table 112 — Correctly programmed sectors number 

Table 113 — Initialization Time out value... eee enne en nnne en nnne nnne нынын nnne nene ннн нынын 
Table: 114— Cache Flushing Poly. oer e ter ee en p наннын cie ees 
Table 115 — TRIM/DISCARD Time out value... eee eese enne en nnne enne enr нынын нынын ныны 
Table.116 — SEC Feature Support... eee ete rt рн НЫНЫ aces trei e e EEEE анана 
Table 117 — Secure Erase time-out valen crror p E a E E i aieeaa 
Table 118 — Secure Erase time-out value ............... esses enne eene en nennen en nnne tnr ннн tenen nnne nene entes nennen 
Table 119 — Boot information... iret reete A CREE FREE EER OR ENIM T Per EE E dncenvangestapeeneds 
Table-120 — Boot partition 8126... 0: o nitet DP ERE te EE be НЕНИИ De ripae HEUS 
Table 1:2.) ACCESS SIZE манини енин te Eee ER PER EP EO RETRO er RR REPRE 
Table 122 -— Superpage SIZe.. o epi GRO t ene EUR dite iet pt dtes Eie HE ds 
Table: 123: Етаѕез $176. oc SE ee ER Do uie tee EX I ER e Ne ctr im e eee MU REPRE BERT 
Table 124 — Erase timeout уаіџеѕ................................ «а... einen enne nine нйн enses tette ананан аана наана нае 
Table 125 — Reliable write sector count ................................ о.о. e tnnt enne nnne nnne рб ЫИ НЫШЫ Ыйы 
Table 126 — Write protect group Size sac eiro ee eir ener r E tene trente en trente Азы 
Table 127 — S. C VCC, S C VCCQ Sleep Current 

Table 128 — Production State Awareness timeout definition ...................... esee entente 193 
Table 129 — Sleep/awake timeout values;......::... e in egnepeni e OR ЫКЫ КЫРЫ ЫКЫ bedienen telo 194 
Table 130 — Sleep Notification timeout уаПше$........&& иинин нинин нина ннн ы орнынан nest ene ыны 194 
Table. 131 —SECURE WP. INFO... eret ette edi deed needle deem ctt ii eee 195 
Table:132 — R/W access performance values... eere tm recen ert te eee iie nri rr EROR ife hens 196 
Table.133 —:Bower:classe8.: uS UR QR even abit te caw EE EE EFIE RUE EUER RR ERE EORR RUE 197 
Table 134 — Partition switch timeout definition ....................eeseeesseseeeeeeseeee eene nennen nennen enne нынын tenen nnne 198 
Table 135 — Out-of-interrupt timeout definition ................... sess nennen eren enne 198 
Table 136 — Supported Driver Strengths .................. essent nennen trennen trennen enne 199 
Table-137 — Device types... e eR p pep pee t eei bt ehe Rt HEP 200 
Table: 138'— CSD register structure....:.:::: 5: ert rip p p RO IR OH ERE ebore bebe ET ee E her Р 200 
Tàble-139 — Extended C SD revisions iere eee ee ERREUR ER нар bin RE UIN ee ERREUR mene 201 
Table 140 — Standard MMC command set геу1$1О0п$.................... нинин enne enne nene en nnne нынын 201 
Table 147 — Power:class Codes. iiec emere eee retur as REI EE us eee de ose e Ex rae exe eek Ede Euge en 201 
Table 142 — HS. TIMING (timing and driver ѕігепоћ)......................... ННН 202 
Table 143 — HS. TIMING Interface values .0.0.........cccccccccccccecsessaececececsensaaececececeessaaeaecececeessaeaececcesesensnaececececeensaaecs 202 


-Xiii- 


JEDEC Standard No. 84-B51 


Table 144— BUS. ТТН: heise eee ete eene eel eeepc e e ee 203 
Table 145 — Bus: Mode Select on: c ——————————— 203 
Table 146 — Erased memory content values ................. sessi neen nennen neen nein ныны 203 
Table 147 — Boot configuration bytes............... sess enne nete tenete entren ынын ыыы ынын nns 204 
Table 148 — Boot configuration protection ...............eesssssesseseeeeeeeeer ener ыыы нынын ынын ыы 205 
Table 149 — Boot bus configuration sisses ieser ross espr Rp p RO Tp reote He Ebo egere iT УКР КИНЕ 205 
Table 150 — Bus Width and Timing Mode Transition... nennen rennen retener 206 
Table: 151] — ERASE GROUP: ЮЕЕ dene toO RR ED nin e Ue 207 
Table 152 —BOOT WP-STATUS:. e teet dde Di p te E oe Ne ies 207 
Table 153 — BOOT area Partitions write protection .................. ины ныны ыны rennen ene 208 
Table 154 — User area write рго{есйоп................... nennen нынын ынын нынын ынын ыыы ыыы 210 
Table:155 — EW Update Disable... iicet e emerit a eO buh ee HAT seid Pd tn tede 211 
Table: 156 — RPMB Partition 31e... 4 ee eR REPRE t p pe me heb ee eb ees 211 
Table 157 — Write reliability setting... rirerire eusroet enne ИЛЫ ЛКЫ ЕНЕНЕ ЫНЫ eene enne enne 212 
Table 158 — Write reliability parameter гер15їег.......5 иинин нини sosise pepeo sE ERSE osora Tossi rennen ene 213 
Table 159 — Background operations enable ....................... essent nennen rene etre ene 214 
Table:160.—:H/W'xeset functi oiv e oer e oer tee ni re e een rere E ee 215 
Taàble.161 — HPI management... eese one eee Rete een d tree cedi 215 
Table 162 — Partitioning SUpport: ин иишкиниианә ннн ннн КЫНКЫ КОННЫЕ trente eterne enne enne enne 216 
Table 163 — Max. Enhanced Area Size... neret ener teneret trennen НЫКЫ 216 
Table 164 — Partitions Attribute уде аныи ЫЫЫ аан 217 
Table:165:—. Partition. Setting... n ep etur iU RUE Re REP UE А НАННЫН ets 217 
Table 166 — General Purpose Partition $1®7е..................2. инн ннн rene enne enne enne 218 
Table 167 — Enhanced User Data Area Size ..... eph ee o Rep be EH TREE te ripper ra ii SE 219 
Table 168 — Enhanced User Data Start Address... nennen trennen eene ener 219 
Table 169 — Secure Bad Block management osise irnn e нинин Ыш НЫ nennen then ЛЫННАН 219 
Table 170 — PRODUCTION STATE AWARENESS states ........... sse neen eene нө 220 
Table 171 — PERIODIC_WAKEUP ................ eene НАЙЫН ННН 221 
Table 172 — CMD26 and CMD27 in DDR mode Ѕиррогї.................................. нне 221 
Table 173 — Initialization Time out value .................. esses enne nennen trennen teen ныны нынын ыы 222 
Table 174— Class 0 Usage «re hie oe A ipa e PEE EE EE 222 
Table 175 — EXCEPTION. EVENTS CTRELE[56]..: teneo emm eget teme DRE КЫ 223 
Tableé-176 — EXCEPTION. EVENTS CTRL[57].:... ttem tem ent egere ies 223 
Table 177.— EXCEPTION. EVENTS: STATUS[54] teme attente DDR ind 223 
Table.178 — EXCEPTION EVENTS-STATUS[55] iiit ette etel dein tei e dtes 223 
Table 179 — First Byte EXT PARTITIONS ATTRIBUTBE[52]................ eere nennen nennen rennen 224 
Table 180 — Second Byte EXT PARTITIONS ATTRIBUTE[S53] ................ eene 224 
Table 181 — CONTEXT CONF configuration format... nennen nennen eren emen enne 225 
Table 182 — Packed Command Status Register ................... sees rennen enne 225 
Table 183 — Valid POWER OFF NOTIFICATION values ................seeeseeeeeeeneeeneen nennen nennen rennen enne 226 
Table 184 — CACHE ENABLE :.......::: 3: nir pp DP EIER ee EE t EDT РИ e ripae Et SSE 226 
Table: 185 — FLUSH CACHE ....:.5 2: epe tr B Pe ge Dti Oto eee PR RR EO eres 227 
Table 186 —-BARRTER. GERE: none RON Ue UR dite pi ep dist nitet 227 
Table 187. — Valid MODE: CONFIG values... oet dte Oe p eR Utente Ete Pie Ue 227 
Table 188 — Valid МОРЕ OPERATION CODES values 00.0... eee cece ннн нө 228 
Table: 189 — FFU Status: code икинди ниб cok cases eee e a ee ee beg eet redit rte 228 
Table 190 — Production State Awareness Enablement ..................... sess eene eene 229 


-XiV- 


JEDEC Standard No. 84-B51 


Table 191.— Secure Removal Type... eer ere e pce eue tir ep eic cte eee 230 
Table 192 — Command Queue Mode ЕпаЫе...................................... esee enne enne rennen nre nnns rente trennen nsns 230 
Table 193 — SECURE WP MODE ENABLE........... нин ныл ын Өн нини ЫКЫ trennen ra EEEa enne 231 
Table 194 — SECURE. WP MODE CONFIG минин ШЕРЕП nren trennen reete ener enne enne 232 
Table: 195.—. Error correction:codes:: uus ore UH HIR EGER e 233 
Table: 196 — DSR register content. ....... 2: киин ЫЫЫ e pO КЫ t Re e E be re E rbi E КИРИНЕН 242 
Table 197 — General operating conditions .;.......:.:. eec tete oe R teg tpe bee eee НЕНЕН РИНГЕ 244 
Table 198 — e*MMC power supply voltage .................... eese nennen nne nennen nne nne nennt nennen teinte 246 
Table 199 — e*MMC voltage combinations ssie a nnne nne tenente tren Ын нр. 246 
Table 200.—: Capacitance and. ResistOIs:. «o te esiti dte Oe p OR Rem pt e le unter 247 
Table 201 — AC Overshoot/Undershoot Specification ................................. nennen nnne nennen rennen 249 
Table 202 — Open-drain bus signal 1еўуе1................ ннн нынын нынын nennen trennen eren enne ene 250 
Table 203 — Push-pull signal level—high-voltage ее ММС... 250 
Table 204 — Push-pull signal level—1.70 V -1.95 V Уссо voltage Range ............. sse 250 
Table 205 — Push-pull signal level—1.1 V-1.3 V Veco range eeMMC........... sss e een 250 
Table 206 — I/O driver strength types уи. нин сенын DRIED ERE E Pent e) HER DERE Pert dps 251 
Table 207 — Driver Type-0-AC'CharäcteristicS: -ieies eee e ooa ie koeni Soe nenne nennen trennen rene enne ene 252 
Table 208 — High-speed Device interface timing ............................. enne nennen trennen ener 253 
Table 209 — Backward-compatible Device interface {їтїїп................. инна een rennen 254 
Table 210 — High-speed dual rate interface timing ................ essere nennen trennen retener ens 256 
Table 211 — HS200 Clock signal timing... анне 257 
Table 212 — HS200 Device input timing ............................... eene enne nete НИ ИЕЫ КЫРЫ НИНИН КЫРУ 258 
Table 213 — Output timing; Rodeo IRE NI det 259 
Table 214.— Temperature Conditions .. reet Doe eere EE ep Re EHE TRES ТИ t rhet РИНЕ НЕЕ 260 
Table 215 — HS400 Device input timing ......... o irren eter t eb te er epi tp heres 261 
Table:216 — HS400 Device: Output timing... 6 tene en diee eie tp tt e E NEC dee 262 
Table 217 — HS400 Capacitance and Resistors .................................... а.н 263 
Table 218 — HS400 CMD Response timing ............. essere НАННАН 264 
Table 219 — e*MMC host requirements for Device classes ................sesseeeeseeeeee eene eene nennen 266 
Table 220 — New Features List for device type ..............sessssessssseeeeeeeeneeneenee nennen nen nennen rene enne enne ens 267 
Table A.221 — Macro commandis.................. essent nennen enne ne enne tene tenete nenne trennen TAE E OSES enne 270 
Table A.222 — Forward-compatible host interface тіп... 280 
Table-A.223 — Bus testing for eight data lines... sese ettet enter tetigerit e biete traoo 283 
Table: A.224 — Bus testing for four data lines ......:.... euenit isisisi beet rte ene DRE Gr ДЕН 283 
Table A225 — Bus testing Tor one data MNEs n ee pote e edd eei te he eee pite cte eee 283 
SII EDS e c —————————————————— à 284 
Table A.227 — Package Case Temp (Tc) per current consumption ................esseeeeeeeeeeeeen nennen ыыы нөн 290 
Table B.228 — Handling of Error Conditions in CQE................... sees enne nennen rene enne ens 301 
Table B.229 — Task Descriptor Structure; Lower 64 bits (Data Transfer tasks)... 302 
Table B.230 — Task Descriptor Structure; Upper 64 bits... nennen eene ener 302 
Table B.231. — Task ‘Descriptor Fields... eir opere ERE ep be EDT E EE ТЫНЫН РЕГ 303 
Table B.232 — Transfer Descriptor Structure (32-bit addressing).................... essere 304 
Table B.233 — Transfer Descriptor Structure (64-bit addressing).................... sse 304 
Table:B:234 — Transfer Descriptor Fields... oto inet n eo meme EE Me uet 304 
Table B.235 — Task Descriptor Structure: Lower 64 bits (for DCMD tasks) ................. eee 305 
Table B.236 — Task Descriptor Fields (for DCMD tasks) ................. sessi enne enne nennen 305 
Table B.237 — COE Register Мар... алаарда аннин РӘ E за, 307 


-XV- 


JEDEC Standard No. 84-B51 


Foreword 


This standard has been prepared by JEDEC and the MMC Association, hereafter referred to as MMCA. 
JEDEC took the basic MMCA specification and adopted it for embedded applications, calling it 
"esMMC." 


The purpose of this standard is the definition of the e*MMC Electrical Interface, its environment and 
handling. It provides guidelines for systems designers. The standard also defines a tool box (a set of 
macro functions and algorithms) that contributes to reducing design-in effort. 


Introduction 


The e*MMC is a managed memory capable of storing code and data. It is specifically designed for mobile 
devices. The e*MMC is intended to offer the performance and features required by mobile devices while 
maintaining low power consumption. The e*MMC device contains features that support high throughput 
for large data transfers and performance for small random data more commonly found in code usage. It 
also contains many security features. 


e*MMC communication is based on an advanced 11-signal bus. The communication protocol is defined 
as a part of this standard and referred to as the е MMC mode. 


The е*ММС standard only covers embedded devices, however, the protocol and commands were 
originally developed for a removable Device. The spec has been updated to remove references to the 
removable Device but some functions remain to support backward compatibility. 


As used in this document, “shall” or “will” denotes a mandatory provision of the standard. “Should” 
denotes a provision that is recommended but not mandatory. *May" denotes a feature whose presence 
does not preclude compliance, that may or may not be present at the option of the implementer. 
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EMBEDDED MULTIMEDIA DEVICE PRODUCT STANDARD (e*MMC 5.1) 


(From JEDEC Board Ballot JCB-15-01, formulated under the cognizance of the JC-64.1 Subcommittee on Electrical 
Specifications and Command Protocols.) 


1 Scope 


This document provides a comprehensive definition of the e*MMC Electrical Interface, its environment, 
and handling. It also provides design guidelines and defines a tool box of macro functions and algorithms 
intended to reduce design-in overhead. 


2 Normative reference 


The following normative documents contain provisions that through reference in this text, constitutes 
provisions of this standard. For dated references, subsequent amendments to, or revisions of, any of these 
publications do not apply. However, parties to agreements based on this standard are encouraged to 
investigate the possibility of applying the most recent editions of the normative documents indicated. For 
undated references, the latest edition of the normative document referred to applies. 


INCITS, T10 Committee, SPC-4, SPSCSI Primary Commands 


3 Terms and definitions 


For the purposes of this publication, the following abbreviations for common terms apply: 


Address Space Definitions: 


Mapped Host Address Space: the area of the e*MMC device that can be accessed by a read 
command from the host software. 


Private Vendor Specific Address Space: the area of the e*MMC device that cannot be accessed by a 
read command from the host software. It contains vendor specific internal management data. This 
data can be either loaded at manufacturing or generated during device operation e.g., Memory Vendor 
Firmware and mapping tables. It does not contain any data (or portion of data) that was sent from the 
host to the device. 


Unmapped Host Address Space: the area of the e*MMC device that cannot be accessed by a read 
command from the host software. It excludes private vendor specific address space. It may contain 
old host data or copies of host data. 


Block: A number of bytes, basic data transfer unit 

CID: Device IDentification register 

CLK: Clock signal 

CMD: Command line or eeMMC bus command (if extended CMDXX) 
CRC: Cyclic Redundancy Check 
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3 Terms and definitions (cont'd) 

CSD: Device Specific Data register 

DAT: Data line 

Data Strobe: Return Clock signal used in HS400 mode 


DISCARD: This is a performance command that allows the host to identify regions that aren't needed. It 
does not require action from the device. 


NOTE For data removal see TRIM. 

DDR: Dual data rate. 

DSR: Driver Stage Register 

D-Vpp: Positive supply voltage for a cache memory 

D-Vss: Positive supply voltage ground for a cache memory 

D-Vppo: Positive supply voltage for a cache memory 

D-Vsso: Positive supply voltage ground for a cache memory 

e*MMC: embedded MultiMediaCard (The Cache feature is optional and only supports a single VDDi 
pin) 

eMMC: An e*MMC device that supports the e*MMC Cache feature and three VDDi pins. 

Empty Task Queue: A state when no tasks, ready or pending, are queued in the device's task queue. 
ERASE: Block erase operation that does not require actual physical NAND erase operation 

Flash: A type of multiple time programmable nonvolatile memory 

Group: A number of write blocks, composite erase and write protect unit 


HS200: High Speed interface timing mode of up to 200 MB/s at 200 MHz Single Date Rate Bus, 1.8 V or 
1.2 V I/Os 


HS400: High Speed DDR interface timing mode of up to 400 MB/s at 200 MHz Dual Date Rate Bus, 
1.8 V or 1.2 V I/Os 


ISI: InterSymbol Interference (referred to certain Noise type) 

LOW, HIGH: Binary interface states with defined assignment to a voltage level 

NSAC: Defines the worst case for the clock rate dependent factor of the data access time 
Non-Persistent: A part of the storage device that may lose contents after a power cycle 
MSB, LSB: Most Significant Bit or Least Significant Bit 

OCR: Operation Conditions Register 


open-drain: A logical interface operation mode. An external resistor or current source is used to pull the 
interface level to HIGH, the internal transistor pushes it to LOW 


payload: Net data 


push-pull: A logical interface operation mode, a complementary pair of transistors is used to push the 
interface level to HIGH or LOW. 


QSR: Queue Status Register 
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3 Terms and definitions (cont'd) 

RCA: Relative Device Address register 

Reset: CMDO with argument of 0x00000000 or OxFOFOFOFO, Н/У reset (or CMD15) 
ROM: Read Only Memory 

RPMB: Replay Protected Memory Block 

SSO: Simultaneous Switching Output (referred as certain type of Noise) 


Secure Purge: The process operates on the addressable locations.. When the operation is executed it 
results in removing all the data from the unmapped host address space. This is done in accordance with 
the Secure Removal Type parameter value of the EXT CSD. One or multiple write blocks or write 
protect groups depending on context. 


NOTE The definition of secure purge is technology dependent (the definition above assumes NAND flash). 
Please refer to the http://www.killdisk.com/dod.htm or the following documents for more details. 

DoD 5220.22M (http://www .dtic.mil/whs/directives/corres/html/522022m.htm) 

and NIST SP 800-88 (http://csrc.nist.gov/publications/nistpubs/800-88/NISTSP800-88 revl.pdf) 


SQS: Send Queue Status. CMD13 sent with SQS bit set to 1 act as a query for QSR 
stuff bit: Filling 0 bits to ensure fixed length frames for commands and responses 
TAAC: Defines the time dependent factor of the data access time 


three-state driver: A driver stage that has three output driver states: HIGH, LOW and high impedance 
(meaning that the interface does not have any influence on the interface level) 


token: Code word representing a command 


TRIM: A command that removes data from a write group. When TRIM is executed the region shall read 
as ‘0’. This serves primarily as a data removal command. (See Discard for performance command) 


Tuning Process: A process commonly done by the host to find the optimal sampling point of a data input 
signals. The device may provide a tuning data block as specified for HS200 mode 


UI: Unit Interval; It is one bit nominal time. For example, UI=5 ns at 200 MHz SDR, UI = 2.5 ns for 
200MHz DDR. 


UTC: Universal time coordinated 
Vhp: represents the common supply in case of a single supply device (Vcc=Vccg) or when related to 
consumed currents it represents the total consumed current for Vcc and Veco. 


Vg: Positive supply voltage ground for Core Device 
Усс: Positive supply voltage for Core 

Veco: Positive supply voltage for I/O 

V sso Positive supply voltage ground for I/O 


Write Protection, Permanent: Write and erase prevention scheme, that once enabled, cannot be 
reversed. 


Write Protection, Power-on: Write and erase prevention scheme, that once enabled, can only be 
reversed when a power failure event, that causes the device to reboot occurs, or the device is reset using 
the reset pin. 


Write protection, Temporary: Write and erase prevention scheme that can be enabled and disabled. 
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4 System Features 


The e*MMC device is a managed memory, that defines a mechanism for indirect memory accesses to the 
memory array. This indirect access is often enabled by a separate controller. The advantage of indirect 
memory access is that the memory device can perform several background memory management tasks 
without the involvement of the host software. This results in a simpler flash management layer on the 
host system. 


The e*MMC device supports the following features: 
e System Voltage (Vcc and Vcco) Ranges (Table 1). 


Table 1 — e*MMC Voltage Modes 


High Voltage ММС Dual Voltage е MMC! 
Communication 2.7 3.6 1.1-1.3, 1.70-1.95, 2.7-3.6 
(Veco) 
Memory Access 2.7 —3.6 1.70-1.95, 2.7-3.6 
(Vcc) 


NOTE 1 Refer to Table 199 — e*MMC voltage combinations for all the valid combinations of dual voltage 
devices. 


e  Eleven-wire bus (clock, Data Strobe, 1 bit command, 8 bit data bus) and a hardware reset. 
o Clock frequencies of 0-200MHz 
o Three different data bus width modes: 1-bit (default), 4-bit, and 8-bit 


e Data protection Mechanisms : 
o Password 
o Permanent 
o Power-On 
o Temporary 


e Different types of error protected read and write modes: 
o Single Block 
o Multiple Block 


e Data Removal Commands: 


o Erase 
o Trim 
o Sanitize 


e Protection methods for data during sudden power failures 
e Capability for customized solutions using application specific commands 


e Power Saving Sleep mode 


4 
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System Features (cont’d) 


Enhance host and device communication techniques to improve performance 
Power Off Notification 
High Priority Interrupt (HPI) 
Background Operations 
Partitioning 

Enhanced Regions 

Real Time Clock 

Partition Attributes 

Context management 
System data tagging 

Packed commands 

Dynamic Device Capacity 
Optional Volatile Cache 
Cache Enhancement Barrier 
Package Case Temperature 
Command Queuing 
Enhanced Strobe 

Package Case Temperature 


O0000 000000000000 


Boot Areas that will automatically stream data when using defined boot modes. 
Signed access to a Replay Protected Memory Block. 


Two types of high capacity devices: small 512B sector devices and large 4KB sector devices. 
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5 e«*MMC Device and System 


5.1 e*MMC System Overview 


The e*MMC specification covers the behavior of the interface and the device controller. As part of this 
specification the existence of a host controller and a memory storage array are implied but the operation 
of these pieces is not fully specified. 


Host e*MMC Device Controller 


"—- ШЕШ Specified by e«MMC Standard 
VCC, VCCQ, 
vss, VSSQ Implied by ee MMC Standard, but out of scope 


[ ] Out of Scope 


Figure 1 — е ММС System Overview 


5.2 Memory Addressing 


Previous implementations of the e*MMC specification (versions up to v4.1) implemented byte addressing 
using a 32 bit field. This addressing mechanism permitted for е ММС densities up to and including 2 
GB. 


To support larger densities the addressing mechanism was update to support sector addresses (512 B 
sectors). The sector addresses shall be used for all devices with capacity larger than 2 GB. 


To determine the addressing mode use the host should read bit [30:29] in the OCR register. 


5.3 
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e*MMC Device Overview 


The e*MMC device transfers data via a configurable number of data bus signals. The communication 
signals are: 


CLK: Each cycle of this signal directs a one bit transfer on the command and either a one bit (1x) ora 
two bits transfer (2x) on all the data lines. The frequency may vary between zero and the maximum 
clock frequency. 


Data Strobe: This signal is generated by the device and used for output in HS400 mode. 

The frequency of this signal follows the frequency of CLK. For data output each cycle of this signal 
directs two bits transfer(2x) on the data - one bit for positive edge and the other bit for negative edge. 
For CRC status response output and CMD response output (enabled only HS400 enhanced strobe 
mode), the CRC status and CMD Response are latched on the positive edge only, and don't care on 
the negative edge. 


CMD: This signal is a bidirectional command channel used for device initialization and transfer of 
commands. The CMD signal has two operation modes: open-drain for initialization mode, and push- 
pull for fast command transfer. Commands are sent from the e*MMC host controller to the es MMC 
device and responses are sent from the device to the host. 


DATO-DATT: These are bidirectional data channels. The DAT signals operate in push-pull mode. 
Only the device or the host is driving these signals at a time. By default, after power up or reset, only 
DATO is used for data transfer. A wider data bus can be configured for data transfer, using either 
DATO-DAT3 or DATO-DAT7, by the e*MMC host controller. The e*MMC device includes internal 
pull-ups for data lines DAT1-DAT7. Immediately after entering the 4-bit mode, the device 
disconnects the internal pull ups of lines DAT1, DAT2, and DAT3. Correspondingly, immediately 
after entering to the 8-bit mode the device disconnects the internal pull-ups of lines DAT1—DAT7. 


The signals on the e*MMC interface are described in Table 2. 


Table 2 — e*MMC interface 


Name Type’ Description 
CLK I Clock 
DS O/PP Data Strobe 
DATO I/O/PP Data 
DATI I/O/PP Data 
DAT2 I/O/PP Data 
DAT3 I/O/PP Data 
DAT4 I/O/PP Data 
DATS I/O/PP Data 
DAT6 I/O/PP Data 
DAT7 I/O/PP Data 
CMD I/O/PP/OD Command/Response 
RST n I Hardware reset 
Vcc S Supply voltage for Core 
Veco S Supply voltage for I/O 
Vss S Supply voltage ground for Core 
Уо 5 Supply voltage ground for I/O 
NOTE] I: input; O: output; PP: push-pull; OD: open-drain; NC: Not connected (or logical high); S: power supply. 
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5.3 e*MMC Device Overview (cont' d) 

Each device has a set of information registers (see also clause 7, Device Registers): 


Table 3 — e*MMC registers 


Name ү Description Implementation 

CID 16 Device Identification number, an individual number for Mandatory 
identification. 

RCA 2 Relative Device Address, is the Device system address, Mandatory 
dynamically assigned by the host during initialization. 

DSR 2 Driver Stage Register, to configure the Device's output drivers. Optional 

CSD 16 Device Specific Data, information about the Device operation Mandatory 
conditions. 

OCR 4 Operation Conditions Register. Used by a special broadcast Mandatory 
command to identify the voltage type of the Device. 

EXT CSD 512 Extended Device Specific Data. Contains information about the Mandatory 
Device capabilities and selected modes. Introduced in standard v4.0 


The host may reset the device by: 


e Switching the power supply off and back on. The device shall have its own power-on detection 
circuitry that puts the device into a defined state after the power-on. 

e A reset signal 

e By sending a special command 


5.3.1 Bus Protocol 


After a power-on reset, the host must initialize the device by a special message-based е. ММС bus 
protocol. Each message is represented by one of the following tokens: 


e command: a command is a token that starts an operation. A command is sent from the host to a 
device . A command is transferred serially on the CMD line. 


e response: a response is a token that is sent from the device to the host as an answer to a previously 
received command. A response is transferred serially on the CMD line. 


e data: data can be transferred from the device to the host or vice versa. Data is transferred via the data 
lines. The number of data lines used for the data transfer can be 1(DATO), 4(DATO-DAT3) or 
S(DATO-DAT?). 


For each data lines, data can be transferred at the rate of one bit (single data rate) or two bits (dual data 
rate) per clock cycle. 


Device addressing is implemented using a session address, assigned during the initialization phase, by the 
bus controller to the connected device. A device is identified by its CID number. This method requires the 
device to have a unique CID number. To ensure uniqueness of CIDs the CID register contains 24 bits 
(MID and OID fields, see 7.2) that are defined by JEDEC/MMCA. Every device manufacturer is required 
to apply for an unique MID (and optionally OID) number. 


e*MMC bus data transfers are composed of command, response, and data block structure tokens. One 
data transfer is a bus operation. Operations always contain a command and a response token. In addition, 
some operations have a data token. 
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5.3.1 Bus Protocol (cont’d) 


e*MMC commands are Block-oriented commands: These commands send a data block succeeded by 
CRC bits. Both read and write operations allow either single or multiple block transmission. A multiple 
block transmission is terminated when a stop command follows on the CMD line similarly to the 
sequential read. 


from from data from card stop command 


host card to host stops data transfer 
to card E" " to host 
CMD 4 command f | response |5 р] command |- response 


DATO0-7 - - +-------------- data block ere | - | data block m -| data block [ere] ---------- 


Figure 2 — Multiple-block read operation 


The block write operation uses a simple busy signaling of the write operation duration on the data 
(DATO) line. (See Figure 3) 


busy from stop command 


from from 
stops data transfer 


host card card 
to card to host to host 


CMD -- | command [| response. |-----[---------- Te command | - response 

DATO0--]----------------2-22-- data block [ee - - busy |- | data block lec] | busy | - - - - 

DATI-7--------------------- data block ere - | XXXX + | data Е: Jere | XXXX || ---- 
РРО). EOM Dues ez - . , Mata stop operation... 
P- multiple block write operation — 1 » 


from 
card 
v. to host 
command |-| response |-------------------: 
operation (no data 
ya. OCT un OMM ae 


Figure 4 — No response" and *no data" operations 
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5.3.1 Bus Protocol (cont’d) 


Command tokens have the following coding scheme: 


Transmitter bit: 
1'= host command Command content: command and address information or pa- 


rameter, protected by 7 bit CRC checksum 


| 


Content 


End bit: 


Start bit: ao 
always `1 


always 0° m" 


total length-48 bits 
Figure 5 — Command token format 


Each command token is preceded by a start bit (‘0’) and succeeded by an end bit (‘1’). The total length is 
48 bits. Each token is protected by CRC bits so that transmission errors can be detected and the operation 
may be repeated. 


Response tokens have five coding schemes depending on their content. The token length is either 48 or 
136 bits. The detailed command and response definitions are provided in 6.10 and 6.12. 


Due to the fact that there is no predefined end in sequential data transfer, no CRC protection is included in 
this case. The CRC protection algorithm for block data is a 16 bit CCITT polynomial. All used CRC 
types are described in 0. 


Transmitter bit: 
`0`= card response Response content: mirrored command and status information 
(R1 response), OCR register (R3 response) 
or RCA (R4 and R5). protected by a 7bit CRC checksum - 
a _ End bit: 
Start bit: 


always 0° Б” l | Г always `1 
0 


R4. R5 0 CONTENT CRC 1 
total length=48 bits End bit: 
<4 » ZU always ‘1° 
R2 
010 CONTENT - CID or CSD CRG 1 


total length=136 bits 


Figure 6 — Response token format 
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5.3.1 Bus Protocol (cont’d) 
End bit, always `1 
1 Bit bus (only DATO used): sent when transfer is 
interrupted by a CMD 


qu 
ee eo ee 


= 
а 

Ей 

ES 

"Е 

Ей 

Ed 


block length * 8 
4 Bits bus (DAT3-DATO used): LSByte (High nibble) MSByte (Low nibble) 
on [0] or [eo | 5 [e Јек 


DAT2 b2 CRC 


DATO CRC 


block length * 2 


S 
5 
Б 
a 


p 
? 
к 
H 


Figure 7 — Data packet format for SDR 
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5.3.1 Bus Protocol (cont’d) 


4 Bits bus DDR (DAT3-DATO used): 


A Y M Y i 
CLK ! 4 4 i) 
LSByte(High nibble) MSByte-1(Low nibble) 
LSByte+1(High nibble) |  MSByte(Low nibble) 
Y Y y y 
b15 b0 
DAT3 9 X р/ b7 " ps os (CRC NC (CRC 
(start) (odd) (even) (odd) (even) odd) odd) 
b15 b0 
DAT2 0 X bi p Е В: pa (CRC B5 (CRC 
(start) (odd) (even) (odd) (even) odd) odd) 
b15 b0 
DATI 9 X BS Дд is В bI (CRC 9 (СЕС 
(start) (odd) (even) (odd) (even) odd) odd) 
b15 b0 
DATO 0 X pt b4 T bo bid (CRC Do (CRC 
(start) (odd) (even) (odd) (even) odd) odd) 
Blocklength CRC 
а -4 


8 Bits bus DDR (DAT7-DATO used): 


CLK A { А M A M A Y i 
LSByte MSByte-1 
LSByte+1 MSByte 
Y Y Y Y 5 
b15 bi 

DAT7 0 x b7 b7 $5 B? ud (CRC e (CRC 
(start) (odd) | (even) (odd) | (even) odd) odd) 

b15 b0 
DAT6 б X be ne " ре Бо (CRC Т (СЕС 
(start) (odd) (even) (odd) (even) odd) odd) 

b15 b0 
DATS 0 X b3 bs sss b5 Бә (CRC 5s (CRC 
(start) (odd) (even) (odd) (even) odd) odd) 

b15 b0 
DAT4 9 X b4 Би evi ре b4 (CRC er (CRC 
(start) (odd) (even) (odd) (even) odd) odd) 

3 | b15 bO 
DAT3 0 X p3 p -— b3 p (CRC -— (CRC 
(start) (odd) (even) (odd) (even) odd) odd) 

b15 b0 
DAT2 0 X po b2 s be pa (CRC ton (CRC 
(start) (odd) (even) (odd) (even) odd) odd) 

b15 b0 
DATI 0 X bt bl ns hi i (CRC ans (CRC 
(start) (odd) (even) (odd) (even) odd) odd) 

b15 b0 
DATO ee O | e0 | | e0 | bO (ес 7 (CRC 
(start) (odd) | (even) (odd) | (even) odd) odd) 

Blocklength/2 CRC 
ra ~<a 


Notice that bytes data are not interleaved but CRC are interleaved 


IRAN 


Start and end bits are only valid on the rising edge. (x^: undefined) 


Figure 8 — Data packet format for DDR 
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5.3.1 Bus Protocol (cont’d) 


8 Bits bus DDR for HS400 output (DAT7-DA TO used): 


Е 11 Ji: 


» ili 


LSByte MSByte-1 
LSByte+1 MSByte 
b15 bO bO 
DAT7 ЧИ” |5 | |5707 Lose " crc | cc | 1 | x 
(start) | (start) (odd) (even) (odd) (even) odd) odd) even) (end) 
b15 bO bO 
DAT6 o| o ^ t5 | | ше a crc | сс) + | x 
(start) | (start) | (odd) | (even) (odd) | (even) odd) odd) even) (end) 
b15 bO bO 
DAT5 ИР | ъъ» Loc - crc | «скс! l| x 
(start) | (start) (odd) | (even) (odd) | (even) odd) odd) even) (end) 
b15 bO bO 
DAT4 DENM | *" 5| (ес а crc | cc | | | x 
(start) | (start) | (odd) | (even) (odd) | (even) odd) odd) even) (end) 
b15 bO bO 
DAT3 eee e | 3 | b3 Loc Я crc | cc | + | x 
(start) | (start) | (odd) | (even) (odd) | (even) | оаа) odd) even) | (end) 
b15 bO bO 
DAT2 ee | . "Y |U Loc E crc | «скс! | | x 
(start) | (start) (odd) | (even) (odd) | (even) odd) odd) even) (end) 
b15 bO bO 
DATI o| © SD | Log " crc | cc | 1 | x 
(start) | (start) | (odd) | (even) (odd) | (even) odd) odd) even) (end) 
b15 bO bO 
DATO o| © | | BO 99 Lose я crc | crc} + | x 
(start) | (start) | (odd) | (even) (odd) | (even) odd) odd) even) (end) 
Blocklength/2 CRC 
red 4 > 


Notice that bytes data are not interleaved but СКС are interleaved 
Start bits are valid when Data Strobe is High and Low. 


[LEN 


End bits are only valid when Data Strobe is High. (“х”: undefined) 


Figure 9 — Data packet format for DDR Read in HS400 mode 
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5.3.1 Bus Protocol (cont’d) 


Positive CRC status token (‘010’)/Boot acknowledge pattern: 


A y A y A ! А y A M A M 


CLK 


DAT 
(end) 


CLK 


1 
(end) 


0 


DAT 
(start) 


Start, end, CRC status and boot acknowledge bits are only valid on the rising edge (“х” is undefined) 


Figure 10 — DDR52 CRC token 


Positive CRC status token (‘010’): 


т | | 
DAT d p 0 X 1 X 0 | X 
(start) | (start) (end) 
Negative CRC status token (101°): 
Ds | | 
DAT 0 Шш 1 X 0 X 1 X 1 X 
(start) | (start) (end) 


Start bits are valid when Data Strobe is High and Low. 
CRC status and end bit are only valid when Data Strobe is High (“х” is undefined) 


Figure 11 — HS400 CRC token 


5.3.2 Bus Speed Modes 


e*MMC defines several bus speed modes. Table 4 summarizes the various modes. 
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Table 4 — Bus Speed Modes 
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Data : Max Data Transfer 
Mode Name Rate T/O Voltage | Bus Width | Frequency (implies x8 bus width) 

Backwards Single 3 V/1.8 V/ 1,4,8 0-26 MHz 26 MB/s 
Compatibility with 12V 
legacy MMC card 
High Speed SDR Single 3 У/1.8 V/ 1,4, 8 0-52 MHz 52 MB/s 

1.2 V 
High Speed DDR Dual 3 V/1.8 V/ 4,8 0-52 MHz 104 MB/s 

1.2 V 
HS200 Single 1.8 V/1.2 V 4, 8 0-200 MHz 200 MB/s 
HS400 Dual 1.8 V/1.2 V 8 0-200 MHz 400 MB/s 


5.3.3 HS200 Bus Speed Mode 


The HS200 mode offers the following features: 


e SDR Data sampling method 


e CLK frequency up to 200 MHz Data rate — up to 200 MB/s 


e 4or8-bits bus width supported 
e Single ended signaling with 4 Drive Strengths 


e Signaling levels of 1.8 V and 1.2 V 


e Tuning concept for Read Operations 
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5.3.4 HS200 System Block Diagram 


Figure 12 shows a typical HS200 Host and Device system. The host has a clock generator, that supplies 
CLK to the Device. For write operations, clock and data direction are the same, write data can be 
transferred synchronous with CLK, regardless of transmission line delay. For read operations, clock and 
data direction are opposite; the read data received by Host is delayed by round-trip delay, output delay 
and latency of Host and Device. For reads, the Host needs to have an adjustable sampling point to reliably 
receive the incoming data. 


Figure 12 — Host and Device block diagram 


5.3.5  HS200 Adjustable Sampling Host 
The Host may use adjustable sampling to determine the correct sampling point. A predefined tuning block 


stored in Device may be used by the Host as an aid for finding the optimal data sampling point. The Host 
can use CMD21 tuning command to read the tuning block. 


5.3.6 | HS400 Bus Speed Mode 
The HS400 mode has the following features 


e DDR Data sampling method 

e CLK frequency up to 200 MHz, Data rate is up to 400 MB/s 

e Only 8-bit bus width supported 

e Signaling levels of 1.8 V and 1.2 V 

e Support up to 5 Drive Strengths 

e Data strobe signal is toggled only for Data out, CRC response and CMD Response 
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5.3.7 HS400 System Block Diagram 


Figure 13 shows a typical HS400 Host and Device system. The host has a clock generator that supplies 
CLK to the Device. For read operations, Data Strobe is generated by device output circuit. Host receives 
the data, CRC Status, and CMD Response (when Enhanced Strobe is enabled), that are aligned to the 
edge of Data Strobe. 


CMD-Out 


Enhanced 
Strobe Mode 


DAT-Out 


Data 
Strobe 


Device 


Host 


Figure 13 — HS400 Host and Device block diagram 


JEDEC Standard No. 84-B51 
Page 18 


6 e*MMC functional description 


6.1 e«MMC Overview 


All communication between host and device are controlled by the host (master). The host sends a 
command, that results in a device response. A general overview of the command flow is shown in Figure 
25 for the device identification mode and in Figure 27 for the data transfer mode. The commands are 
listed in the command tables (see Table 49 to Table 58). The dependencies between current state, received 
command and following state are listed in Table 60. Five operation modes are defined for ће e*MMC 
system (hosts and devices): 


e Boot mode: 
The device will be in boot mode after power cycle, reception of CMDO with argument of 
OxFOFOFOFO or the assertion of hardware reset signal. 

e Device identification mode 
The device will be in device identification mode after boot operation mode is finished or if host 
and/or device does not support boot operation mode. The device will be in this mode, until the 
SET. ЕКСА command (CMD3) is received. 

e Interrupt mode 
Host and device enter and exit interrupt mode simultaneously. In interrupt mode there is no data 
transfer. The only message allowed is an interrupt service request from the device or the host. 

e Data transfer mode 
The device will enter data transfer mode once an RCA is assigned to it. The host will enter data 
transfer mode after identifying the device on the bus. 

e Inactive mode 


The device will enter inactive mode if either the device operating voltage range or access mode is not 
valid. The device can also enter inactive mode with GO INACTIVE STATE command (CMD15). 
The device will reset to Pre-idle state with power cycle. 


Table 5 shows the dependencies between bus modes, operation modes and device states. Each state in the 
e*MMC state diagram (see Figure 25 and Figure 27) is associated with one bus mode and one operation mode. 


Table 5 — CMD line modes overview 


Device state Operation mode CMD line mode 
Inactive State Inactive mode Open-drain 
Pre-Idle State Boot mode 

Pre-Boot State 

Idle State Device identification mode 

Ready State 

Identification State 

Stand-by State Data transfer mode Push-pull 


Sleep State 


Transfer State 


Bus-Test State 


Sending-data State 


Receive-data State 


Programming State 


Disconnect State 


Boot State Boot mode 


Wait-IRQ State Interrupt mode Open-drain 
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6.2 Partition Management 


6.2.1 General 


The default area of the memory device consists of a User Data Area to store data, two possible boot area 
partitions for booting (see 6.3.2) and the Replay Protected Memory Block Area Partition (see 6.6.22) to 
manage data in an authenticated and replay protected manner. The memory configuration initially consists 
(before any partitioning operation) of the User Data Area and RPMB Area Partitions and Boot Area 
Partitions (whose dimensions and technology features are defined by the memory manufacturer). 


Boot Area Partition 1 User Data Area 


axnanaaann lm (0х00000000 
N 
N 
x: 


Boot Area Partition 2 За 
0х00000000 MO Size as multiple of 
Bick t 128 KB 
RPMB Partition ae 


^ 


ox — ae 


Device Size- 1 
Figure 14 — eeMMC memory organization at time zero 


The embedded device also offers the host the possibility to configure additional local memory partitions 
with independent address spaces, starting from logical address 0x00000000, for different usage models. 


Therefore the memory block areas can be classified as follows: 


e Two Boot Area Partitions, whose size is multiple of 128 KB and where booting from e*MMC can be 
performed. 


e One RPMB Partition accessed through a trusted mechanism, whose size is defined as multiple of 
128 KB. 


e Four General Purpose Area Partitions to store sensitive data or for other host usage models, whose 
sizes are a multiple of a Write Protect Group. 


Each of the General Purpose Area Partitions can be implemented with enhanced or extended 
technological features (such as better reliability!) that distinguish them from the default storage media. If 
the enhanced storage media feature is supported by the device, boot and RPMB Area Partitions shall be 
implemented as enhanced storage media by default. 


! This is cited as an example of an enhanced storage media characteristic, and should not be considered as a 
necessary definition of enhanced storage media technology. The definition of enhanced storage media should be 
decided upon by each system manufacturer, and is outside the scope of this standard. 


JEDEC Standard No. 84-B51 
Page 20 


6.2.1 General (cont’d) 


Boot and RPMB Area Partitions' sizes and attributes are defined by the memory manufacturer (read- 
only), while General Purpose Area Partitions' sizes and attributes can be programmed by the host only 
once in the device life-cycle (one-time programmable). 


Moreover, the host is free to configure one segment in the User Data Area to be implemented as enhanced 
storage media, and to specify its starting location and size in terms of Write Protect Groups. The attributes 
of this Enhanced User Data Area can be programmed only once during the device life-cycle (one-time 


programmable). 


A possible final configuration can be the following: 


Boot Area Partition 1 


^ 


Boot Area Partition 2 bos 


Boot Partitions d 


RPMB Partition =’ | 


ow — m3 
RPMB Partition 
Partition 1 Partition 2 


0х00000000 


Size as multiple of 


128 KB 
Start Address “TATT 
Enhanced User 
Data Area 
Multiple of WPG 


Device Size- 1 


Partition 3 Partition 4 


General Purpose Partitions 


С] Enhanced storage media 


С] Default storage media 


Figure 15 — Example of partitions and user data area configuration 
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6.2.1 General (cont’d) 


General Purpose Partitions and Enhanced User Data Area configuration by the host can have effects on 
data previously stored (they will be destroyed) and the device initialization time. In particular, the 
initialization time after first power cycle subsequent to the configuration can exceed the maximum 
initialization time defined by the specs since the internal controller could execute operations to set up the 
configurations stated by the host. 


More generally also the following initialization phases can be affected by the new configuration. Max 
power up timings shall be specified in the device technical literature. 
6.2.2 Command restrictions 
Some restrictions for the commands that can be issued to each partition is defined: 
e Boot Partitions 
o Command class 6 (Write Protect) and class 7 (Lock Device) not admitted. 
e RPMB Partition 


o Only commands of classes ClassO, Class2 and Class4 are admitted. Still usage of any other 
command than CMDO0, CMD6, CMD8, CMD 12, CMD13, CMD15 or commands defined in 
6.6.22 shall be considered as illegal one. 


e General Purpose Partitions 
o Command classes 0, 2, 4, 5, 6 are admitted. 


o Write protection can be set individually for each write protect group in each partition. So the host 
can set write protection types differently in each write protect group. 


In the Enhanced User Data Area, all the commands belonging to the classes admitted in the User Data 
Area can be issued. 


6.2.3 Extended Partitions Attribute 


Each General Purpose Partition can have a different extended partition attribute. The list of attribute types 
includes: 


e Default — no extended attribute is set 

e System code — a partition that is rarely updated and contains important system files (e.g., containing 
the executable files of the host operating system) 

e  Non-Persistent — a partition that is used for temporary information (e.g., swap file to extend the host 
virtual memory space) 


Using the extended attribute, the device can optimize the mixture of storage media characteristics to better 
suit the intended uses per partition. 


A single partition cannot have both enhanced and extended attributes set for it. 
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6.2.4 Configure partitions 


Bit 0 (PARTITIONING EN) in PARTITIONING SUPPORT field of the Properties segment in the 
Extended CSD register indicate if the memory device supports partitioning features. Bit 1 

(ENH, ATTRIBUTE EN) in the same field indicates if the memory device supports enhanced features 
attribute in the General Purpose Partitions and in the Enhanced User Data Area. Bit 2 

(EXT. ATTRIBUTE EN)in the same field indicates if the memory device supports extended partitions 
attribute in the General Purpose Partitions. On this specification, Bit 2-0 in PARTITIONING SUPPORT 
shall be set to 1. 


The attributes of General Purpose Partitions and Enhanced User Data Area can be programmed by the 
host setting the corresponding values in the Extended CSD registers only once in the device life-cycle. In 
particular, the host may issue a SWITCH command to set the R/W field of partition features containing 
the following parameters. 


e General Purpose Partitions - size and attribute of max 4 partitions. The fields in the Modes segment of 
the ЕХТ Ср register to be set are: 


o GP SIZE MULT СРО - GP SIZE MULT СРЗ for the size 
o PARTITIONS ATTRIBUTE for the Enhanced attribute 
o EXT PARTITIONS ATTRIBUTE for the extended attributes 


e Enhanced User Data Area - start address and attribute of the region. The fields in the Modes segment 
of the EXT CSD register to be set are: 


o ENH START ADDR for the start address 
o ENH SIZE MULT for the size 
o PARTITIONS ATTRIBUTE for the Enhanced attribute 


The Enhanced User Data Area start address (ENH. START ADDR in the Extended CSD) shall be write 
protect group aligned. It is a group address in byte units, for densities up to 2 GB, and in sector units for 
densities greater than 2 GB. The device will ignore the LSBs below the write group size and will align the 
Enhanced User Data Area start address to the Write Protect Group the address (in bytes or sectors) 
belongs to. The address space of the enhanced user data area is continuous to the address for the rest of 
the user data area (there is no address gap between the enhanced user data area and the rest of the user 
data area). 


The granularity of General Purpose Partitions and of the Enhanced User Data Area is in units of High 
Capacity Write Protect Group Sizes (see 7.4). When the partition parameters are configured, 

ERASE GROUP DEF bit in the Extended CSD shall be set to indicate that High Capacity Erase Group 
Sizes and High Capacity Write Protect Group Sizes are to be used. If the partition parameters are sent to a 
device by CMD6 before setting ERASE GROUP DEF bit, the slave shows SWITCH, ERROR. 


Once the device is partitioned and the configuration is stable, all the Command Class 5 and 6 commands 
will be referred to the high capacity erase groups and write protect groups. 


In addition to partitioning parameters fields mentioned before, the host shall set Bit O in 
PARTITION SETTING COMPLETED in Modes segment: in this way the host notifies the device that 
the setting procedure has been successfully completed. This bit setting is to protect partitioning sequence 
against unexpected power loss event: if a sudden power loss occurs after that partitioning process has 
been only partially executed, at the next power up the device can detect and invalidate - being this bit not 
set - the previous incomplete partitioning process giving the host the possibility to repeat and correctly 
complete it. 
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6.2.4 Configure partitions (cont'd) 


C Device in Tran State) 


TE eee А 


The host wants to configure | 
| the device partitioning | 


Partitioning feature not supported / 
device not configurable 


oes the Host wà 
set ENH attribute to 
artitions? 


ENH ATTRIBUTE - 1? 


Set: 
Number of General Purpose partitions. 
General Purpose Partitions sizes and enhanced attribute, 
Enhanced User Data Area size, start address and enhanced 
attribute 


Set: 
Number of General Purpose partitions, 


General Purpose Partitions sizes 


PARTITIONING SETTING COMPLETED 


(to notify the device that the host has completed 
partitioning configuration) 
Y 


| | Power cycle | | 


Y 


Possible Change in Size Param 
eters for User Data Area * 


Partitions correctly * longer initialization time com- 
configured pared to not configured device 


Figure 16 — Flow Chart for General Purpose Partitions & Enhanced User Data Area parameter 
setting 
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6.2.4 Configure partitions (cont'd) 


A CMD13 shall be issued by the host to make sure that all the parameters are correctly set. If any of the 
partitioning parameters is not correct a SWITCH ERROR will be raised by the device. Since the device 
will not know the total size of configured partitions and user area until 

PARTITION SETTING. COMPLETED bit is set, device may show SWITCH ERROR when host set 
PARTITION SETTING. COMPLETED bit, if the total size of the configured partitions and user data 
area does not fit in the available space of the device. In this case, all the setting will be cleared after the 
next power cycle. So the host needs to set proper values in each of partition configuration register bytes 
again. 


The device will actually configure itself, according to the partition parameters in the Extended CSD, only 
after a power cycle. Any valid commands issued after PARTITION SETTING. COMPLETED bit is set 
but before a power cycle takes place will be normally executed. Any previous incomplete partitioning 
configuration sequence before this bit is set will be cancelled upon a power cycle. 


After the power cycle following the partition configuration, C SIZE value for up to 2 GB devices and 
SEC COUNT value for more than 2GB devices will be changed to indicate the size of user data area after 
the configuration. The size compared to 2 GB shall be the size of user data area before configuring 
partitions (e.g., for more than 2 GB devices before configuring partitions, SEC COUNT shall keep 
indicating the size of user data area after configuring partitions, even if the size is decreased to lower than 
or equal to 2 GB).The size of the user data area includes the size of Enhanced User Data area in the user 
area. So host may need to read these values after the power cycle to calculate the size of the user data 
area. Access mode shall keep after configuring partitions. 


If the host tries to change General Purpose partitions and Enhanced User Data Area features by using 
CMD6 after a power up following the configuration procedure, the device will assert the 
SWITCH, ERROR bit in the status register of CMD 6 response without performing any internal action. 


Partitions configuration parameters are stored in one time programmable fields of the Extended CSD 
register. The host can read them by a CMD8 even though the PARTITION SETTING COMPLETED 
has not yet been set but the execution of partitioning will take place only after the following power up. It 
is recommended to avoid changes on these parameters after reading them since they are one time 
programmable fields. 


The host shall follow the flow chart in Figure 16 for configuring the parameters of General Purpose Area 
Partitions and Enhanced User Data Area; otherwise undefined behavior may result. 
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6.2.5 Access partitions 

After every power-up, when the host uses a device that partition(s) are configured, it must set the 
ERASE GROUP DEF bit to high before issuing read, write, erase and write protect commands, because 
this bit is reset after power-up. Otherwise, these may not work correctly and it may leave the stored data 
in an unknown state. 


Each time the host wants to access a partition the following flow shall be executed: 


1) Set PARTITION ACCESS bits in the PARTITION CONFIG field of the Extended CSD register in 
order to address one of the partitions, 

2) Issue commands referred to the selected partition, 

3) Restore default access to the User Data Area or re-direction the access to another partition. 


All the reset events (CMDO or hardware reset) will restore the access by default to the User Data Area. If 
an unwanted power loss occurs, the access will be by default restored to the User Data Area. When the 
host tries to access a partition that has not been created before, the devices sets the SWITCH ERROR bit 
in the status register and will not change the PARTITION ACCESS bits. 


6.3 Boot operation mode 


In boot operation mode, the master (e*MMC host) can read boot data from the slave (e*MMC device) by 
keeping CMD line low or sending CMDO with argument + OXFFFFFFFA, before issuing CMD1. The data 
can be read from either boot area or user area depending on register setting. 


6.3.1 Device reset to Pre-idle state 


The device may enter into Pre-idle state through any of the following four mechanisms: 
e After power-on by the host, the device (even if it has been in Inactive state) is in Pre-idle State. 


e GO PRE IDLE STATE command (CMDO with argument of OXFOFOFOFO) is the software reset 
command and puts the device into Pre-idle State. 


e Hardware reset may be used by host resetting a device , moving the device to Pre-idle state and 
disabling power-on period write protect on blocks that had been set as power-on write protect before 
the reset was asserted. When the device receives СО РКЕ IDLE STATE command (CMDO with 
argument of OxFOFOFOFO) or assertion of hardware reset signal during sleep state, the device also 
moves to Pre-idle state. 


Before H/W reset is asserted After H/W reset is asserted 
WP group A WP group A 
(Permanent WP) н (Permanent WP) 

WP group B WP group B 
(Power-on Period WP) > (Unprotected) 

WP group C WP group C 
(Temporary WP) (Temporary WP) 

WP group D WP group D 

(Unprotected) ж (Unprotected) 


Figure 17 — WP condition transition due to H/W reset assertion 
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6.3.1 Device reset to Pre-idle state (cont? d) 


GO PRE IDLE STATE command or hardware RESET assertion, the device's output bus drivers are in 
high-impedance state and the device is initialized with a default relative device address (0x0001) and with 
a default driver stage register setting, as shown in 7.6. 


When device powers up, RST n signal also rises with power source ramp up. So the device may detect 
rising edge of the RST. n signal at the power up period (either (1), (2), (3) or (4) as shown in below).The 
device must handle this situation and work properly after the power-up. 


УСС 


(1) (2) (3) (4) 
RST n i 


Figure 18 — RST_n signal at the power up period 


If the RST n signal falls before V .. © 


edge of RST n signal. In this case, the pulse width of RST_n signal should be measured between the 
rising edge of RST n signal and the time Veco powers up. 


fully powers up, the pom rising edge is considered as the falling 


During the device internal initialization sequence right after power-on, device may not be able to detect 
RST n signal, because the device may not complete loading RST n ENABLE bits of the extended CSD 
register into the controller yet. However the device already started internal initialization sequence due to 
power-up, that essentially includes the reset sequence asserted by RST n signal. The device may not have 
to do the reset sequence again but it should complete the internal initialization sequence within 1 second. 
In this case, the initialization delay should be the longest of 1 msec, 74 clock cycles after КЅТ n asserted 
or the supply ramp-up time. 
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6.3.2 Boot partition 


There are two partition regions. The minimum size of each boot partition is 128KB. Boot partition size is 
calculated as follows: Maximum boot partition size 2 128K byte x BOOT SIZE MULT 
BOOT. SIZE MULT: the value in Extended CSD register byte [226] The boot partitions are separated 
from the user area as shown in Figure 19. 


0x00000000 0x00000000 


Maximum boot 
partition size 


0x00000000 


Maximum boot 
partition size 


Figure 19 — Memory partition 


Slave has boot configuration in Extended CSD register byte [179]. The master can choose the 
configuration by setting the register using CMD6 (switch). Slave also can be configured to boot from the 
user area by setting the BOOT_PARTITION_ENABLE bits in the EXT_CSD register, byte [179] to 
111b. 
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6.3.3 Boot operation 


If the CMD line is held LOW for 74 clock cycles and more after power-up or reset operation (either 
through CMDO with the argument of OxFOFOFOFO or assertion of hardware reset for e*MMC, if it is 
enabled in Extended CSD register byte [162], bits [1:0]) before the first command is issued, the slave 
recognizes that boot mode is being initiated and starts preparing boot data internally. 


The partition that from the master will read the boot data can be selected in advance using EXT CSD 
byte [179], bits [5:3]. The data size that the master can read during boot operation can be calculated as 
128KB x BOOT SIZE MULT (EXT CSD byte [226]). Within 1 second after the CMD line goes LOW, 
the slave starts to send the first boot data to the master on the DAT line(s). The master must keep the 
CMD line LOW to read all of the boot data. The master must use push-pull mode until boot operation is 
terminated. 


The master can choose to use single data rate mode with backward-compatible interface timing, single 
data rate with high-speed interface timing or dual data rate timing (if it supported) shown in 10.6 by 
setting a proper value in EXT. CSD register byte [177] bits [4:3]. EXT. Ср register byte [228], bit 2 
tells the master if the high-speed timing during boot is supported by the device. 


The master can also choose to use the dual data rate mode with interface shown in Table 208 during boot 
by setting “10” in ЕХТ CSD register byte [177], bits [4:3]. EXT CSD register byte [228], bit 1 tells the 
master if the dual data rate mode during boot is supported by the device. 


HS200 & HS400 mode is not supported during boot operation. 


The master can choose to receive boot acknowledge from the slave by setting “1” in EXT CSD register, 
byte [179], bit 6, so that the master can recognize that the slave is operating in boot mode. 


If boot acknowledge is enabled, the slave has to send acknowledge pattern “010” to the master within 
50ms after the CMD line goes LOW. If boot acknowledge is disabled, the slave will not send out 
acknowledge pattern “0-1-0.” 


In the single data rate mode, data is clocked out by the device and sampled by the host with the rising 
edge of the clock and there is a single CRC per data line. 


In the dual data rate mode, data is clocked out with both the rising edge of the clock and the falling edge 
of the clock and there are two CRC appended per data line. In this mode, the block length is always 512 
bytes, and bytes come interleaved in either 4-bit or 8-bit width configuration. Bytes with odd number 
(1,3,5, ... ,511) shall be sampled on the rising edge of the clock by the host and bytes with even number 
(2,4,6, ... ,512) shall be sampled on the falling edge of the clock by the host. The device will append two 
CRC16 per each valid data line, one corresponding to the bits of the 256 odd bytes to be sampled on the 
rising edge of the clock by the host and the second for the remaining bits of the 256 even bytes of the 
block to be sampled on the falling edge of the clock by the host. 


All timings on DAT lines shall follow DDR timing mode. The start bit, the end bit and Boot acknowledge 
bits are only valid on the rising edge of the clock. The value of the falling edge is not guaranteed. 


The master can terminate boot mode with the CMD line HIGH. If the master pulls the CMD line HIGH in 
the middle of data transfer, the slave has to terminate the data transfer or acknowledge pattern within М 


clock cycles (one data cycle and end bit cycle). If the master terminates boot mode between consecutive 
blocks, the slave must release the data line(s) within №, clock cycles. 


Boot operation will be terminated when all contents of the enabled boot data are sent to the master. After 
boot operation is executed, the slave shall be ready for CMD1 operation and the master needs to start а 
normal MMC initialization sequence by sending CMDI. 
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6.3.3 Boot operation (cont’d) 


ак ИЛ | 


CMD CMDI | КЕЅР | }CMD?2| | RESP HCMD3 H RESP 


SOms 
—Pi max 
1 sec. max 


Detailed timings are shown in 6.15.4. 


n 


S| 512bytes | E 512bytes 


PAM *CRC +CRC 


i 


Boot terminated 


Min 8 clocks + 48 clocks = 56 clocks required from 
CMD signal high to next MMC command. 


Figure 20 — eeMMC state diagram (boot mode) 


Min 8 clocks + 48 clocks = 56 clocks required from CMD signal high to next eeMMC command. If the 
CMD line is held LOW for less than 74 clock cycles after power-up before CMD1 is issued, or the master 
sends any normal е. ММС command other than CMDO with argument OxXFFFFFFFA before initiating 
boot mode, the slave shall not respond and shall be locked out of boot mode until the next power cycle or 
hardware reset, and shall enter Idle State. 


When BOOT PARTITION ENABLE bits are set and master send CMD1 (SEND OP COND), slave 
must enter device Identification Mode and respond to the command. If the slave does not support boot 
operation mode, per v4.2 or prior, or BOOT PARTITION ENABLE bit is cleared, slave automatically 
enter Idle State after power-on. 


6.3.4 Alternative boot operation 


This boot function is mandatory for device from v4.4 standard. Device who follows v4.4 standard must 
show “1” bit 0 in the Extended CSD byte [228]. After power-up or reset operation (either assertion of 
CMDO0 with the argument of OxFOFOFOFO or Н/У reset if it is enabled), if the host issues CMDO with the 
argument of OXFFFFFFFA after 74 clock cycles, before CMD1 is issued or ће CMD line goes low, the 
slave recognizes that boot mode is being initiated and starts preparing boot data internally. The partition 
that from the master will read the boot data can be selected in advance using EXT  CSD byte [179], bits 
[5:3]. The data size that the master can read during boot operation can be calculated as 128KB x 

BOOT SIZE MULT (EXT CSD byte [226]). Within 1 second after CMDO with the argument of 
OxFFFFFFFA is issued, the slave starts to send the first boot data to the master on the DAT line(s). The 
master must use push-pull mode until boot operation is terminated. The master can choose to use single 
data rate mode with backward-compatible interface timing, single data rate with high-speed interface 
timing or dual data rate timing (if it is supported) shown in 10.7 by setting a proper value in EXT CSD 
register byte [177] bit[4:3]. EXT. CSD register byte [228], bit 2 tells the master if the high-speed timing 
during boot is supported by the device. 


The master can choose to receive boot acknowledge from the slave by setting *1" in EXT CSD register, 
byte [179], bit 6, so that the master can recognize that the slave is operating in boot mode. If boot 
acknowledge is enabled, the slave has to send the acknowledge pattern “010” to the master within 50ms 
after the CMDO with the argument of OXFFFFFFFA is received. If boot acknowledge is disabled, the 
slave will not send out acknowledge pattern “010.” 


In the single data rate mode, data are clocked out by the device and sampled by the host with the rising 
edge of the clock and there is a single CRC per data line. 
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6.3.4 Alternative Boot operation (cont'd) 


In the dual data rate mode, data are clocked out with both the rising edge of the clock and the falling edge 
of the clock and there are two CRC appended per data line. In this mode, the block length is always 512 
bytes, and bytes come interleaved in either 4-bit or 8-bit width configuration. Bytes with odd 
number(1,3,5, ... ,511) shall be sampled on the rising edge of the clock by the host and bytes with even 
number (2,4,6, ... ,512) shall be sampled on the falling edge of the clock by the host. The device will 
append two CRC16 per each valid data line, one corresponding to the bits of the 256 odd bytes to be 
sampled on the rising edge of the clock by the host and the second for the remaining bits of the 256 even 
bytes of the block to be sampled on the falling edge of the clock by the host. 


All timings on DAT lines shall follow DDR timing mode. The start bit, the end bit and Boot acknowledge 
bits are only valid on the rising edge of the clock. The value of the falling edge is not guaranteed. 


The master can terminate boot mode by issuing CMDO (Reset). If the master issues CMDO (Reset) in the 
middle of a data transfer, the slave has to terminate the data transfer or acknowledge pattern within М№,. 


clock cycles (one data cycle and end bit cycle). If the master terminates boot mode between consecutive 
blocks, the slave must release the data line(s) within N,, clock cycles. 


Boot operation will be terminated when all contents of the enabled boot data are sent to the master. After 
boot operation is executed, the slave shall be ready for CMD1 operation and the master needs to start a 
normal MMC initialization sequence by sending CMDI. 
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Figure 21 — eeMMC state diagram (alternative boot mode) 


Detailed timings are shown in 6.15.4. 

If the CMD line is held LOW for less than 74 clock cycles after power-up before CMD1 is issued, or the 
master sends any normal MMC command other than CMD1 and CMDO with argument OXFFFFFFFA 
before initiating boot mode, the slave does not respond and will be locked out of boot mode until the next 
power cycle and enter /dle State. 

When BOOT PARTITION ENABLE bits are set and master send CMD1 (SEND OP COND), slave 
must enter Device Identification Mode and respond to the command. If the slave does not support boot 
operation mode, per v4.2 or prior, or BOOT PARTITION ENABLE bit is cleared, slave automatically 
enter Idle State after power-on. 
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6.3.4 Alternative Boot operation (cont'd) 
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Figure 22 — eeMMC state diagram (boot mode) 
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6.3.4 Alternative Boot operation (cont'd) 


Special Case: If host uses alternate boot mode and 
the device automatically moves to idle state 
because the transfer of the entire content of the boot 
partition has been completed, then the first 
subsequent CMDO with arg=0x00000000 issued by 
the host shall not reset the bus conditions if retain is 
set. 
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Figure 23 — Clarification of RESET BOOT BUS CONDITIONS behavior 
when CMDO is issued in IDLE 
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6.3.5 Access to boot partition 


After putting a slave into transfer state, master sends CMD6 (SWITCH) to set the PARTITION ACCESS 
bits in the EXT. Ср register, byte [179]. After that, master can use normal MMC commands to access а 
boot partition. 


Master can program boot data on DAT line(s) using CMD24 (WRITE BLOCK) or CMD25 

(WRITE MULTIPLE BLOCK) with slave supported addressing mode i.e., byte addressing or sector 
addressing. If the master uses CMD25 (WRITE MULTIPLE BLOCK) and the writes past the selected 
partition boundary, the slave will report an “ADDRESS OUT OF RANGE” error. Data that is within 
the partition boundary will be written to the selected boot partition. 


Master can read boot data on DAT line(s) using CMD17 (READ SINGLE BLOCK) or CMD18 
(READ MULTIPLE BLOCK) with slave supported addressing mode i.e., byte addressing or sector 
addressing. If the master page uses CMD18 (READ MULTIPLE BLOCK) and then reads past the 
selected partition boundary, the slave will report an "ADDRESS OUT OF RANGE” error. 


After finishing data access to the boot partition, the PARTITION ACCESS bits should be cleared. Then, 
nonvolatile BOOT PARTITION ENABLE bits in the ЕХТ Ср register should be set to indicate what 

partition is enabled for booting. This will permit the slave to read data from the boot partition during boot 
operation. 


Master also can access user area by using normal command by clearing PARTITION. ACCESS bits in 
the EXT. Ср register, byte [179] to 000b. If user area is locked and enabled for boot, data will not be 
sent out to master during boot operation mode. However, if the user area is locked and one of the two 
partitions is enabled, data will be sent out to the master during boot operation mode. 


6.3.6 Boot bus width and data access configuration 


During boot operation, bus width can be configured by nonvolatile configuration bits in the Extend CSD 
register byte[177] bit[0:1]. Bit2 in register byte[177] determines if the slave returns to x1 bus width and 
single data rate mode with backward compatible timing after a boot operation or if it remains in the 
configured boot-bus width during normal operation. Bits[4:3] in register byte[177] determines if the data 
lines are configured for single data rate using backward compatible or high speed timings or dual data rate 
mode during boot operation. If boot operation is not executed, the slave will initialize in normal x1 bus 
width, single data rate operation and backward compatible timing regardless of the register setting. 
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6.3.7 Boot Partition Write Protection 
In order to allow the host to protect the boot area against erase or write, the e*MMC shall support two 
levels of write protection for each of the boot areas: Permanent write protection or power-on write 


protection. This protection can be applied to each boot area individually or to both regions at the same 
time using the BOOT WP register (EXT CSD[173]). 


The host must be aware of the following when writing the BOOT WP register: 


e All the bits BOOT WP register, except the two R/W bits В PERM, WP DIS (bit 4) and 
B. PERM WP EN (bit 2), shall only be written once per power cycle. The protection mode intended 
for both boot areas will be set with a single write. 

e Two bits in the register are type R/W, В PERM. WP DIS (bit 4) and В PERM WP EN (bit 2) the 
first write to the boot register will permanently set these bits. The flow chart in Figure 24 should be 
followed for the first write to register BOOT WP to properly set these bits. 

e If the B PERM WP EN bit is set for only one boot partition, the host should ensure that 
B SEC WP SEL (bit 7) and B. PERM, WR, SEC SEL (bit 3) are set correctly to avoid accidentally 
permanently protecting the other boot Area. 


The host has the ability to disable both permanent and power on write protection in the boot area by 
setting B РЕКМ WP DIS (EXT CSD[173] bit 4) and B РК WP DIS (EXT CSD[173] bit 6). If 
boot area protection is not required it is recommended that these bits be set in order to ensure that the boot 
area is not protected unintentionally or maliciously. 


Refer to 6.6.40, Secure Write Protect Mode, for further handling of BOOT WP register when 
SECURE WP EN is set. 
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6.3.7 Boot Partition Write Protection (cont'd) 
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Figure 24 — Setting Ext CSD BOOT WP[173] 
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6.4 Device identification mode 
While in device identification mode the host resets the device, validates operation voltage range and 


access mode, identifies the device and assigns a Relative device Address (RCA) to the device on the bus. 
All data communication in the Device Identification Mode uses the command line (CMD) only. 


6.4.1 Device reset 


After receiving Command GO IDLE, STATE (CMDO with argument of 0x00000000), the device s go to 
Idle State. The following are the cases where the device moves into /dle State. 


e After completing boot operation, 
e After CMD line low for less than 74 clock in pre-boot state, 
e After power-up if the device is not boot enabled. 


In this state, the devices’ output bus drivers are in high-impedance state and the Device is initialized with 
a default relative Device address (0x0001) and with a default driver stage register setting, as shown in 7.6 
The host clocks the bus at the identification clock rate f, as described in 10.6. CMDO with argument of 
0x00000000 is valid in all states, with the exception of Inactive State. While in Inactive state the Device 
does not accept CMDO with argument of 0x00000000. 


For backward compatibility reason, if device receive CMDO with argument of other than OXFFFFFFFA or 
OxFOFOFOFO in any state except /nactive state, device shall treat it as Device reset command and move to 
Idle state. CMDO with argument of OXFFFFFFFA is a boot initiation command in Pre-boot state, but if 
host issue this command in any state except Inactive state and Pre-boot state, the device shall treat it as a 


rest command and move to /dle state. 
Arg = 0x00000000 
— Li 


From all states except 
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Figure 25 — e«MMC state diagram (Device identification mode) 
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6.4.2 Access mode validation (higher than 2GB of densities) 


For e*MMC devices, the voltage range in CMDI is no longer valid. Regardless of the voltage range 
indicated by the host, the e*MMC devices shall respond with a fixed pattern of either OxOOFF 8080 
(capacity less than or equal to 2GB) or Ox40FF 8080 (capacity greater than 2GB) if device is busy, and 
they shall not move into Inactive state. 


The SEND ОР COND (CMD1) command and the OCR register include two bits for the indication of the 
supported access mode of the memory. The specifically set bits in the CMD1 command argument are 
indicating to a memory that the host is capable of handling sector type of addressing. The correspondingly 
set bits in the OCR register are indicating that the Device is requiring usage of sector type of addressing. 
These specific bits of the OCR register are valid only in the last response from the device for CMD1 
(Device entering Ready state). This kind of two way handshaking is needed so that 


e If there is no indication by a host to a memory that the host is capable of handling sector type of 
addressing the higher than 2GB of density of memory will change its state to /nactive (similarly to a 
situation where there is no common voltage range to work with) (exception, if a host send 0x0000 
0000 for voltage range validation, device shall not change its state to Inactive during voltage range 
validation stage) This will also be true if the operand generated by the host is 0x0000 0000, and does 
not represent any valid range. 


e From the indication of the sector type of addressing requirement in the OCR register the host is able 
to separate the device from the byte access mode Devices and prepare itself. 


The e*MMC devices shall respond with a fixed pattern of either OxOOFF 8080 or Ox40FF 8080 if device is 
busy, Ox80FF8080 (capacity less than or equal to 2GB) or OXCOFF8080 (capacity greater than 2 GB) if 
device is entering Ready state, and they shall not move into /nactive state. The host shall ignore the access 
mode bits if the device is busy. 

Due to legacy reasons a host may need to change the voltage of a device. If the host changes the voltage 
range from one range to another range, the device shall be fully powered down and then powered up to 
the new voltage range. Dual voltage devices may fail if the voltage range 1.95 V to 2.7 V is used. 


The addressing mode should be reconfirmed by the host by reading the SEC. COUNT information from 
the EXT CSD register. 


6.4.3 From busy to ready 

The busy bit in ће CMD1 response can be used by a device to tell the host that it is still working on its 
power-up/reset procedure (e.g., downloading the register information from memory field) and is not ready 
yet for communication. In this case the host must repeat CMD1 until the busy bit is cleared. 


During the initialization procedure, the host is not allowed to change the operating voltage range or access 
mode setting. Such changes shall be ignored by the device. If there is a real change in the operating 
conditions, the host must reset the device (using CMDO with argument of 0x00000000) and restart the 
initialization procedure. However, for accessing devices already in Inactive State, a hard reset must be 
done by switching the power supply off and back on. 


The command GO INACTIVE STATE (CMD15) can be used to send an addressed device into the 
Inactive State. This command is used when the host explicitly wants to deactivate a device. 


The command CMDI shall be implemented by all devices defined by this standard. 
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6.4.4 Device identification process 


The following explanation refers to a Device working in a multi-Device environment, as defined in 
versions of this standard previous to v4.0, and it is maintained for backwards compatibility to those 
systems. The host starts the Device identification process in open-drain mode with the identification clock 
rate f, (See 10.6). The open drain driver stages on ће CMD line allow parallel Device operation during 
Device identification. 


After the bus is activated, the host will request the Devices to send its valid operation conditions (CMD1). 
The response to CMDI is the ‘wired and’ operation on the condition restrictions of all Devices in the 
system. Incompatible Devices are sent into Inactive State. The host then issues the broadcast command 
ALL SEND СІР (CMD2), asking all Devices for its unique Device identification (CID) number. All 
unidentified Devices (i.e., those that are in Ready State) simultaneously start sending their CID numbers 
serially, while bit-wise monitoring their outgoing bit stream. Those Devices, whose outgoing CID bits do 
not match the corresponding bits on the command line in any one of the bit periods, stop sending their 
CID immediately and must wait for the next identification cycle (remaining in the Ready State). Since 
CID numbers are unique for each Device, there should be only one Device that successfully sends its full 
CID-number to the host. This Device then goes into /dentification State. Thereafter, the host issues 
CMD3 (SET RELATIVE ADDR) to assign to this Device a relative Device address (RCA), that 15 
shorter than CID and that will be used to address the Device in the future data transfer mode (typically 
with a higher clock rate than Ё). Once the RCA is received the Device state changes to the Stand-by 
State, and the Device does not react to further identification cycles. Furthermore, the Device switches its 
output drivers from open-drain to push-pull. 


The host repeats the identification process, i.e., the cycles with CMD2 and CMD3, as long as it receives a 
response (CID) to its identification command (CMD2). If no more Devices responds to this command, all 
Devices have been identified. The time-out condition to recognize completion of the identification 
process is the absence of a start bit for more than №, clock cycles after sending CMD2. (See timing 


values in 6.15) 


6.5 Interrupt mode 


The interrupt mode on ће e°MMC system enables the master (е. ММС host) to grant the transmission 
allowance to the slaves (Device) simultaneously. This mode reduces the polling load for the host and 
hence, the power consumption of the system, while maintaining adequate responsiveness of the host to a 
Device request for service. Supporting ее ММС interrupt mode is an option, both for the host and the 
Device. 


e The system behavior during the interrupt mode is described in the state diagram in Figure 26. 


e The host must ensure that the Device is in Stand-by State before issuing the GO IRQ STATE 
(CMD40) command. While waiting for an interrupt response from the Device, the host must keep the 
clock signal active. Clock rate may be changed according to the required response time. 


e The host sets the Device into interrupt mode using GO IRQ STATE (CMD40) command. 


e А Device in Wait-IRQ-State is waiting for an internal interrupt trigger event. Once the event occurs, 
the Device starts to send its response to the host. This response is sent in the open-drain mode. 


e While waiting for the internal interrupt event, the Device is also waiting for a start bit on the 
command line. Upon detection of a start bit, the Device will abort interrupt mode and switch to the 
stand-by state. 
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e Regardless of winning or losing bus control during CMD40 response, the device switches to stand-by 
state (as opposed to CMD2). 


Interrupt mode (cont'd) 


e After the interrupt response was received by the host, the host returns to the standard data 
communication procedure. 


M | | | 
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Data transfer mode Interrupt mode simultaneously it looses already 
| after second bit of response 
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Figure 26 — е ММС state transition diagram, interrupt mode 


e If the host wants to terminate the interrupt mode before an interrupt response is received, it can 
generate the CMD40 response by himself (with Device bit = 0) using the reserved RCA address 
0x0000; this will bring the Device from Wait-IRQ-State back into the Stand-by-State. Now the host 
can resume the standard communication procedure. 
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6.6 


Data transfer mode 


When the Device is in Stand-by State, communication over the CMD and DAT lines will be performed in 
push-pull mode. Until the contents of the CSD register is known by the host, the f,, clock rate must remain 


асі (see 10.6). The host issues SEND Ср (CMDO) to obtain the Device Specific Data (CSD register). 
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NOTE The busy (DATO=low) is always active during the prg-state. Due to legacy reasons, a Device may still treat 


CMD24/25 during prg-state (while busy is active) as a legal or illegal command. A host should not send CMD24/25 
while the Device is in the prg state and busy is active. 


Figure 27 — eeMMC state diagram (data transfer mode) 


The broadcast command SET DSR (CMD4) configures the driver stages of the Device. It programs its 


DSR register corresponding to the application bus layout (length) and the data transfer frequency. The 
clock rate is also switched from Ё, to f, at that point. 
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6.6 Data transfer mode (cont’d) 


While the Device is in Stand-by State, CMD7 is used to select the Device and put it into the Transfer 
State by including Device's relative address in the argument. If the Device was previously selected and 
was in Transfer State its connection with the host is released and it will move back to the Stand-by State 
when deselected by CMD7 with any address in the argument that is not equal to Device's own relative 
address. When CMD7 is issued with the reserved relative Device address *0x0000", the Device is put 
back to Stand-by State. Reception of CMD7 with Device's own relative address while the Device is in 
Transfer State is ignored by the Device and may be treated as an Illegal Command. After the Device is 
assigned an RCA it will not respond to identification commands: CMD1, CMD2, or CMD3 (see 6.4.4). 


While the Device is in Disconnect State, CMD7 is used to select the Device and put it into the 
Programming State by including Device's relative address in the argument. If the Device was previously 
selected and was in Programming State its connection with the host is released and it will move back to 
the Disconnect State when deselected by CMD7 with any address in the argument that is not equal to 
Device's own relative address. Reception of CMD7 with Device's own relative address while the Device 
is in Programming State is ignored by the Device and may be treated as an Illegal Command. 


All data communication in the Data Transfer Mode is point-to point between the host and the selected 
Device (using addressed commands). All addressed commands get acknowledged by a response on the 
CMD line. 


The relationship between the various data transfer modes is summarized (see Figure 27): 


e All data read commands can be aborted any time by the stop command (CMD12). The data transfer 
will terminate and the Device will return to the Transfer State. The read commands are: block read 
(CMD17), multiple block read (CMD18), send tuning block (CMD21) and send write protect 
(CMD30). 

e All data write commands can be aborted any time by the stop command (CMD12). The write com- 
mands must be stopped prior to deselecting the Device by CMD7. The write commands are: block 
write (CMD24 and CMD25), write CID (CMD26), and write CSD (CMD27). 

e As soon as the data transfer is completed, the Device will exit the data write state and move either to 
the Programming State (transfer is successful) or Transfer State (transfer failed). 

e Ifa block write operation is stopped and the block length and CRC of the last block are valid, the data 
will be programmed. 

e The Device may provide buffering for block write. This means that the next block can be sent to the 
Device while the previous is being programmed. 

e There is no buffering option for write CSD, write CID, write protection and erase. This means that 
while the Device is busy servicing any one of these commands, no other data transfer commands will 
be accepted. DATO line will be kept low as long as the Device is busy and in the Programming State. 

e Parameter set commands are not allowed while Device is programming. Parameter set commands are: 
set block length (CMD 16), and erase group selection (CMD35-36). 

e Read commands are not allowed while Device is programming. 

e Moving another Device from Stand-by to Transfer State (using CMD7) will not terminate a 
programming operation. The Device will switch to the Disconnect State and will release the DATO 
line. 

e А Device can be reselected while in the Disconnect State, using CMD7. In this case the Device will 
move to the Programming State and reactivate the busy indication. 
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6.6 Data transfer mode (cont’d) 


e Resetting a Device (using CMD0, CMD15, or hardware reset for e*MMC) or power failure will 
terminate any pending or active programming operation. This may leave some or all of the data 
addressed by the operation in an unknown state unless Reliable Write was enabled. It is the host's 
responsibility to prevent this. 

e Prior to executing the bus testing procedure (CMD19, CMD14), it is recommended to set up the clock 
frequency used for data transfer. This way the bus test gives a true result, this might not be the case if 
the bus testing procedure is performed with lower clock frequency than the data transfer frequency. 

e The following commands: bus testing (CMD19, CMD14), lock-unlock (CMD42) and set block- 
length (CMD16) are not allowed once the Device is configured to operate in dual data rate mode and 
shall not be executed but regarded as illegal commands. 


In the following format definitions, all upper case flags and parameters are defined in the CSD (7.3), and 
the other status flags in the Device Status (6.13). 


6.6.1 Command sets and extended settings 


The Device operates in a given command set, by default, after a power cycle, reset by CMDO with 
argument of 0x00000000 or after boot operation; it is the es MMC standard command set, using a single 
data line, DATO. The host can change the active command set by issuing the SWITCH command 
(CMD6) with the ‘Command Set’ access mode selected. 


The supported command sets, as well as the currently selected command set, are defined in the EXT_CSD 
register. The EXT_CSD register is divided in two segments, a Properties segment and a Modes segment. 
The Properties segment contains information about the Device capabilities. The Modes segment reflects 
the current selected modes of the Device. 


The host reads the EXT_CSD register by issuing the SEND_EXT_CSD command. The Device sends the 
EXT_CSD register as a block of data, 512 bytes long. Any reserved, or write only field, reads as ‘0’. The 
host can write the Modes segment of the EXT_CSD register by issuing a SWITCH command and setting 
one of the access modes. All three modes access and modify one of the EXT_CSD bytes, the byte pointed 
by the Index field. 


NOTE The Index field can contain any value from 0—255, but only values 0-191 are valid values. If the Index 
value is in 192-255 range the Device does not perform any modification and the SWITCH ERROR status bit is set. 


Table 6 — EXT_CSD access mode 


Access Bits | Access Name | Operation 

00 Command Set | The command set is changed according to the Cmd Set field of the argument 

01 Set Bits The bits in the pointed byte are set, according to the ‘1’ bits in the Value field. 

10 Clear Bits The bits in the pointed byte are cleared, according to the ‘1’ bits in the Value field. 
11 Write Byte The Value field is written into the pointed byte. 


The SWITCH command can be used either to write the EXT. CSD register or to change the command set. 
If the SWITCH command is used to change the command set, the Index and Value field are ignored, and 
the EXT. Ср is not written. If the SWITCH command is used to write the EXT. CSD register, the 
command set field is 1gnored, and the command set remains unchanged. 


The SWITCH command response is of type R1b, therefore, the host should read the Device status, using 
SEND STATUS command, after the busy signal is de-asserted, to check the result of the SWITCH 
operation. 
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6.6.2 High-speed modes selection 


If host wants to operate a device with a clock above 26 MHz it shall switch the timing mode to one of 
supported higher speed timing modes: *High Speed" for frequencies between 26 MHz and 

52 MHz.“HS200” or *HS400" for frequencies above 52 MHz up to 200 MHz (“High Speed" and either 
“HS200” or *HS400" timing modes allow operation from 0 to 52 MHz and 0 to 200 MHz, respectively, 
as given in Table 4). 


NOTE While the actual timing change is done, the behavior of any command sent (like CMD13) cannot be 
guaranteed due to the asynchronous operation. Therefore it is not recommended to use CMD13 to check the busy 
completion of the timing change indication. In case CMD13 is used the host must ignore CRC errors, if appear. 


The following sections describe the mode selections in detail. 


6.6.2.1 *High-speed" mode selection 


After the host verifies that the Device complies with version 4.0, or higher, of this standard, it has to 
enable the high speed mode timing in the Device, before changing the clock frequency to a frequency 
between 26MHz and 52MHz. 


After power-on, or software reset, the interface timing of the Device is set as specified in Table A.222. 

For the host to change to a higher clock frequency, it has to enable the high speed interface timing. The 
host uses the SWITCH command to write 0x01 to the HS 'TIMING byte, in the Modes segment of the 

EXT CSD register. 


The valid values for this register are defined in 7.4.65. If the host tries to write an invalid value, the 
HS TIMING byte is not changed, the high speed interface timing is not enabled, and the 
SWITCH, ERROR bit is set. 

6.6.2.» “HS200” timing mode selection 

Н5200 is valid only at Уссо= 1.8 V or 1.2 V. 


The bus width is set to SDR 4bit or SDR 8bit in HS200 mode. 


After the host initializes the device, it must verify that the device supports the HS200 mode by reading the 
DEVICE_TYPE field in the Extended CSD register. Then it may enable the HS200 timing mode in the 
device, before changing the clock frequency to a frequency higher than 52MHz. 


After power-on or software reset(CMD0), the interface timing of the device is set as the default 
“Backward Compatible Timing “. Device shall select HS200 Timing mode if required and perform the 
Tuning process if needed. 
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6.6.2.2 *HS200" timing mode selection (cont'd) 


To switch to HS200, host has to perform the following steps: 


1) 
2) 


3) 


4) 


5) 
6) 


Select the device (through sending CMD7) and make sure it is unlocked (through CMD42) 

Read the DEVICE_TYPE [196] field of the Extended CSD register to validate if the device supports 
HS200 at the IO voltage appropriate for both host and device 

Read the DRIVER_STRENGTH [197] field of the Extended CSD register to find the supported 
device Driver Strengths. Note: This step can be skipped if changes of driver strength is not needed 
Set HS200 bit and Driver Strength value in the HS_TIMING [185] field of the Extended CSD register 
by issuing CMD6. If the host attempts to write an invalid value, the HS_TIMING byte is not changed, 
the HS200 interface timing is not enabled, the Driver Strength is not changed, and the 
SWITCH_ERROR bit is set. After the device responds with R1, it might assert Busy signal. Once the 
busy signal gets de-asserted, the host may send a SEND_STATUS Command (CMD13) using the 
HS200 timing and after it receives a Trans State indication and No Error it means that the device is 
set to HS200 timing and the Driver Strength is set to the selected settings. 

At this point, the host can set the frequency to < 200 MHz. 

The host may invoke the HS200 tuning sequence, by sending CMD21 to the device (see 6.6.5). 


NOTE The host should switch to the required bus width before starting the tuning operation to allow the 
tuning sequence to be done using the proper bus operating conditions. 
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6.6.2.2 *HS200" timing mode selection (cont'd) 
Figure 28 illustrates the process described in 6.6.4 
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Device Busy? 
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(1) Locked device does not support CMD21 therefore this check may be done any time before CMD21 is used. 
(2) The switch to the required bus width may be done any time before the tuning process starts 


Figure 28 — HS200 Selection flow diagram 
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6.6.2.3 “HS400” timing mode selection 
The valid IO Voltage for HS400 is 1.8 V or 1.2 V for Veco. 


The bus width is set to only DDR 8bit in HS400 mode. 
HS400 supports the same commands as DDR52. 


After the host initializes the device, host check whether the device supports the HS400 mode by reading 
the DEVICE TYPE field in the Extended CSD register. Then it enables the HS400 mode in the device 
before changing the clock frequency to a frequency higher than 52 MHz. 


After power-on or software reset (CMDO), the interface timing of the device is set as the default 
“Backward Compatible Timing". 


In order to switch to HS400 mode, host should perform the following steps: 


1) 
2) 
3) 


4) 


5) 


6) 


7) 


8) 
9) 


Initialize device with *Backward Compatible Timings", 
Select the device with CMD7, 


Read the DEVICE TYPE [196] field of the Extended CSD register to validate whether the device 
supports HS400, 


Read the DRIVER, STRENGTH [197] field of the Extended CSD register to find the supported 
device Driver Strengths, 

NOTE This step may be skipped if changes of driver strength is not needed. 

Set the “Selected Driver Strength” parameter in the HS TIMING [185] field of the Extended CSD 


register to the appropriate driver strength for HS400 operation and set the “Timing Interface" 
parameter to Ox2 to switch to HS200 mode, 


Perform the Tuning Process at the HS400 target operating frequency, 


NOTE Tuning process in HS200 mode is required to synchronize the command response on the CMD line to 
CLK for HS400 operation. 


Set the “Timing Interface" parameter in the HS TIMING [185] field of the Extended CSD register to 
Ox1 to switch to High Speed mode and then set the clock frequency to a value not greater than 52 
MHz, 


Set BUS WIDTH[183] to 0x06 to select the dual data rate x8 bus mode, 


Set the “Timing Interface" parameter in the H8. TIMING [185] field of the Extended CSD register to 
0x3 to switch to HS400 mode. 
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6.6.2.3 *HS400" timing mode selection (cont'd) 
Figure 28 illustrates the process described in 6.6.5 
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Figure 29 — HS400 Selection flow diagram 
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6.6.2.3 *HS400" timing mode selection (cont'd) 


This selection flow describes how to initialize the e*MMC device in HS400 mode while enabling 
Enhanced Strobe without the need for tuning procedure. 


After the host initializes the device, host check whether the device supports the HS400 mode and 
Enhanced Strobe by reading the DEVICE TYPE and STROBE SUPPORT fields in the Extended CSD 
register. 


After power-on or software reset (СМО), the interface timing of the device is set as the default 
“Backward Compatible Timing". 


In order to switch to HS400 mode with Enhanced Strobe, host should perform the following steps: 


5) 


6) 


7) 


8) 


9) 


Initialize device with “Backward Compatible Timings”, 

Select the device with CMD7, 

Read the DEVICE_TYPE [196] field of the Extended CSD register to validate whether the device 
supports HS400, 

Read the STROBE SUPPORTT[184] field of the Extended CSD register to validate whether the 
device supports Enhanced Strobe, 

Set the “Timing Interface” parameter in the HS_TIMING [185] field of the Extended CSD register to 
Ox1 to switch to High Speed mode and then set the clock frequency to a value not greater than 

52 MHz, 

Set BUS WIDTH[183] to 0x86 to select the dual data rate x8 bus mode and enable Enhanced Strobe 
(this will be active only after HS400 mode is selected), 

Read the DRIVER_STRENGTH [197] field of the Extended CSD register to find the supported 
device Driver Strengths, 

NOTE This step may be skipped if changes of driver strength is not needed, if needed host may change the 
device Driver Strength. 

Set the “Timing Interface” parameter in the HS_TIMING [185] field of the Extended CSD register to 
0x3 to switch to HS400 mode, 

Host may set the clock frequency to a value not greater than 200 MHz". 
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6.6.2.3 *HS400" timing mode selection (cont'd) 
Figure 28 illustrates a selection flow of HS400 using Enhanced Strobe. 
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Figure 30 — HS400 (Enhanced Strobe) Selection flow diagram 


6.6.3 Power class selection 


After the host verifies that the Device complies with v4.0, or higher, of this standard, it may change the 
power class of the Device. After power-on, or software reset, the Device power class is class 0, which is 
the default, minimum current consumption class for the Device type, either High Voltage or Dual voltage 
Device. The PWR CL ff vvv bytes, in the EXT Ср register, reflect the power consumption levels of 
the Device, for a 4 bits bus, an 8 bit bus, at the supported clock frequencies (26MHZ,52MHz or 200 
MHz). 


The host reads this information, using the SEND_EXT_CSD command, and determines if it will allow 
the Device to use a higher power class. If a power class change is needed, the host uses the SWITCH 
command to write the POWER_CLASS byte, in the Modes segment of the EXT_CSD register. 


The valid values for this register are defined in 7.4.55 PWR_CL_ff_vvv [203:200] , 

PWR CL ff vvv[237:236] , PWR_CL_DDR_ff_vvv [239:238] апа РУК CL DDR FF vvv[253]. If 
the host tries to write an invalid value, the POWER, CLASS byte is not changed and the 

SWITCH, ERROR bit is set. 
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6.6.4  Bustesting procedure 


By issuing commands CMD19 and CMD14 in single data rate mode the host can detect the functional 
pins on the bus. In the dual data rate mode, CMD19 and CMD14 are considered illegal commands. In a 
first step, the host sends CMD19 to the Device, followed by a specific data pattern on each selected data 
lines. The data pattern to be sent per data line is defined in Table 7. As a second step, the host sends 
CMDIA to request the Device to send back the reversed data pattern. With the data pattern sent by the 
host and with the reversed pattern sent back by the Device, the functional pins on the bus can be detected. 


Table 7 — Bus testing pattern 
Start Bit Data Pattern End bit 
0 1Oxxxx...xx 1 


The Device ignores all but the first two bits of the data pattern. Therefore, the Device buffer size is not 
limiting the maximum length of the data pattern. The minimum length of the data pattern is two bytes, of 
which the first two bits of each data line are sent back, by the Device, reversed. The data pattern sent by 
the host may optionally include a CRC16 checksum, this is ignored by the Device. 


The Device detects the start biton DATO and synchronizes accordingly the reading of all its data inputs. 


The host ignores all but the two first bits of the reverse data pattern. The length of the reverse data pattern 
is eight bytes and is always sent using all the Device’s DAT lines (See Table 8 through Table 10). The 
reverse data pattern sent by the Device may optionally include a CRC16 checksum, that is ignored by the 
host. 


The Device has internal pull ups in DAT1—DAT7 lines. In cases where the Device is connected to only a 
1-bit or a 4-bit e*MMC system, the input value of the upper bits (e.g., DATI-DAT7 or DAT4—DAT7) are 
detected as logical *1" by the Device. 


Table 8 — 1-bit bus testing pattern 


Data Data pattern sent by the host | Reversed pattern sent by | Notes 
line the Device 

DATO | 0, 10xxxxxxxxxx, [CRC16], 1 | 0, 01000000, [CRC16], 1 Start bit defines beginning of pattern 
DATI 0, 00000000, [CRC16], 1 No data pattern sent 

DAT2 0, 00000000, [CRC16], 1 No data pattern sent 

DAT3 0, 00000000, [CRC16], 1 No data pattern sent 

DATA 0, 00000000, [CRC 16], 1 No data pattern sent 

DATS 0, 00000000, [CRC16], 1 No data pattern sent 

DAT6 0, 00000000, [CRC 16], 1 No data pattern sent 

DAT7 0, 00000000, [CRC16], 1 No data pattern sent 


6.6.4 Bus testing procedure (cont'd) 
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m Data pattern sent by the host uo EE кеу Notes 
DATO | 0, 10xxxxxxxxxx, [CRC16], 1 | 0, 01000000, [CRC16], 1 Start bit defines beginning of pattern 
DATI 0, 01хххххххххх, [CRC16], 1 | 0, 10000000, [CRC16], 1 
DAT2 | 0, 10хххххххххх, [CRC16], 1 | 0, 01000000, [CRC16], 1 
DAT3 | 0, 01хххххххххх, [CRC16], 1 | 0, 10000000, [CRC16], 1 
DAT4 0, 00000000, [CRC16], 1 No data pattern sent 
DATS 0, 00000000, [CRC16], 1 No data pattern sent 
DAT6 0, 00000000, [CRC16], 1 No data pattern sent 
DAT7 0, 00000000, [CRC16], 1 No data pattern sent 
Table 10 — 8-bit bus testing pattern 
e Data pattern sent by the host P HER Sent by Notes 
DATO | 0, 10xxxxxxxxxx, [CRC16], 1 | 0, 01000000, [CRC16], 1 Start bit defines beginning of pattern 
DATI 0, 01хххххххххх, [CRC16], 1 | 0, 10000000, [CRC16], 1 
DAT2 | 0, 10хххххххххх, [CRC16], 1 | 0, 01000000, [CRC16], 1 
DAT3 | 0, 01хххххххххх, [CRC16], 1 | 0, 10000000, [CRC16], 1 
DAT4 | 0, 1Oxxxxxxxxxx, [CRC16], 1 | 0, 01000000, [CRC16], 1 
DATS | 0, 01хххххххххх, [CRC16], 1 | 0, 10000000, [CRC16], 1 
DAT6 | 0, 10хххххххххх, [CRC16], 1 | 0, 01000000, [CRC16], 1 
DAT7 | 0, 01хххххххххх, [CRC16], 1 | 0, 10000000, [CRC16], 1 


6.6.5 Bus Sampling Tuning Concept 


Optimal data sampling point in the Host may be found by performing tuning process executed by Host. 
After Device has entered HS200 mode, the tuning procedure may begin. Using this method, the best 
sampling point is found by scanning the whole UI with the tuning scheme. 


The following is an example of a Host sampling point Tuning scheme (see 5.3.4 for conceptual block 
diagram of HS200): 


1) Sampling Control Block of Host is reset. 


2) ‘Send Tuning Block’ command is issued by Host, to read tuning block. 


3) Tuning block is sent by Device as read data. The Host receives it and compares it with a known 
tuning block pattern. 


4) Sampling Control Block of Host is incremented by one step. 


5) Aread command for the next tuning block is issued by Host. 


Steps 3 to 5 should be repeated to cover full UI. 


When the entire UI is covered, the Host is able to identify the available valid window. The Host decides 
the value of the Sampling Control Block (may be set to center of the valid window). After Host sampling 
point tuning has been completed, Read/Write operations execution may begin. 


NOTE This example is given for concept explanation purpose. The Host may use any other implementation 


according to its design consideration. 
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6.6.5.1 Sampling Tuning Sequence for HS200 


A sampling-tuning sequence may be done by the host when switching to the HS200 mode, to compensate 
for timing variations due to different silicon processes, PCB loads, voltages, temperatures and other 
factors. The frequency of use and the implementation of the tuning process will be dependent on the 
implementation of the host and the system. 


Upon host request, the device transmits 128 clocks of data bits containing 64 or 128-bytes block in case 
of 4 bit or 8 bit, respectively, with a known data pattern to the host, that in turn uses it to find the optimal 
sampling point for the data lines. 


CMD21 (named “Send Tuning Block") is used for sending the tuning block. CMD21 is followed by КІ 
type response. CMD21 is valid only in HS200 mode and only when the device is unlocked (Password 
Lock, see paragraph 6.6.19). In any other state, CMD21 is treated as illegal command. Since the data 
block following CMD21 is fixed, CMD16 is not required to precede CMD21. 


CMD21 follows the timing of a single block read command as described in Figure 31. 


Send Tuning Block Command 


ST Index Reserved CRC7 E 
0 1 010101 All 0 1111011 1 
CMD + CMD?1 R1 
DAT[0-7] in 8bit mode = 
DAT[0-3] in 4 bit mode Data Block | 
146 Clk 


a 


S |128-Bit Tuning Block Per Data Line| CRC16 | E 


0 Tuning Block Pattern XXXX 1 


Figure 31 — Send Tuning Command 


The host may send a sequence of CMD21s until it has finished its tuning process. 


The Device is guaranteed to complete a sequence of 40 times CMD21 executions within 150ms. This is 
exclusive of any host overhead. 
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6.6.5.1 Sampling Tuning Sequence for HS200 (cont'd) 


Figure 32 defines the tuning block pattern for 8 bit mode. In 4 bit mode the same pattern is used as shown 


for the lower 4 bits (DAT[3:0]). 
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Figure 32 — Tuning block pattern for 8 bit mode 


Figure 33 describes the way the known pattern is spread across DAT[7:0]. It includes only the first 16 


bytes for illustration, and the fixed CRC16 value per data line. The order is Left->Right on each data line. 


The tuning block purpose is to create "special" signal integrity cases on the bus. This causes high SSO 


noise, deterministic jitter, ISI and timing errors. Therefore host should switch to the desirable operational 


bus width before it performs the tuning process. 


Therefore, the purpose is to create the worst case data valid window (minimal valid window) that the 


HS200 system should experience in a specific Host and Device combination. 
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Figure 33 — Tuning block on DAT[7:0]/DAT[3:0] in 8bit/4bit bus width 


DATI7:0] 


Byte #3 
Byte #2 
Byte #1 


JEDEC Standard No. 84-B51 
Page 54 


6.6.6 Bus width selection 


After the host has verified the functional pins on the bus it should change the bus width configuration 
accordingly, using the SWITCH command. The bus width configuration is changed by writing to the 
BUS WIDTH byte in the Modes Segment of the ЕХТ CSD register (using the SWITCH command to do 
SO). After power-on, or software reset, the contents of the BUS WIDTH byte is 0x00. 


The valid values for this register are defined in 7.4.66. If the host tries to write an invalid value, the 
BUS WIDTH byte is not changed and the SWITCH ERROR bit is set. This register is write only. 


6.6.7 Data read 


The DATO-DAT? bus line levels are high when no data is transmitted. A transmitted data block consists 
of a start bit (LOW), on each DAT line, followed by a continuous data stream. The data stream contains 
the payload data (and error correction bits if an off-Device ECC is used). The data stream ends with an 
end bit (HIGH), on each DAT line. (See Figure 42, Figure 43, and Figure 49). The data transmission is 
synchronous to the clock signal for all interfaces other than HS400, and it is synchronous to the DS signal 
for HS400 interface. 


The payload for block oriented data transfer is protected by one CRC check sum in single data rate mode 
or by two CRC check sums in dual data rate mode, on each DAT line (See 0). 


6.6.7.1 Block read 


In single data rate mode the basic unit of data transfer is a block whose maximum size is defined in the 
CSD (READ BL LEN). If READ BL PARTIAL is set, smaller blocks whose starting and ending 
address are entirely contained within one physical block (as defined by READ. BL LEN) may also be 
transmitted. A CRC is appended to the end of each block ensuring data transfer integrity. CMD17 
(READ SINGLE ВГОСК) initiates a block read and after completing the transfer, the Device returns to 
the Transfer State. In dual data rate mode, the data size of a block read is always 512 bytes, partial block 
data read is not supported, and at the end of each block is appended two CRC, one for even bytes and one 
for odd bytes. CMD18 (READ MULTIPLE BLOCK) starts a transfer of several consecutive blocks. 


Two types of multiple block read transactions are defined (the host can use either one at any time): 
e Open-ended Multiple block read 


The number of blocks for the read multiple block operation is not defined. The Device will 
continuously transfer data blocks until a stop transmission command is received. 


e Multiple block read with pre-defined block count 


The Device will transfer the requested number of data blocks, terminate the transaction and return to 
transfer state. Stop command is not required at the end of this type of multiple block read, unless 
terminated with an error. In order to start a multiple block read with pre-defined block count the host 
must use the SET_BLOCK_COUNT command (CMD23) immediately preceding the 
READ_MULTIPLE_BLOCK (CMD18) command. Otherwise the Device will start an open-ended 
multiple block read that can be stopped using the STOP_TRANSMISSION command. 
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6.6.7.1 Block read (cont’d) 


The host can abort reading at any time, within a multiple block operation, regardless of the its type. 
Transaction abort is done by sending the stop transmission command. If either one of the following 
conditions occurs, the Device will reject the command, remain in Tran state and respond with the 
respective error bit set. 


e The host provides an out of range address as an argument to either CMD17 or CMD18. 
ADDRESS OUT OF RANGE is set. 

e The currently defined block length is illegal for a read operation. BLOCK. LEN ERROR is set. 

e The address/block-length combination positions the first data block misaligned to the Device physical 
blocks. ADDRESS MISALIGN is set. 


If the Device detects an error (e.g., out of range, address misalignment, internal error, etc.) during a 
multiple block read operation (both types) it will stop data transmission and remain in the Data State. The 
host must then abort the operation by sending the stop transmission command. The read error is reported 
in the response to the stop transmission command. 


If the host sends a stop transmission command after the Device transmits the last block of a multiple 
block operation with a pre-defined number of blocks, it is regarded as an illegal command, since the 
Device is no longer in data state. 


If the host uses partial blocks whose accumulated length is not block aligned, and block misalignment is 
not allowed, the Device shall detect a block misalignment error condition during the transmission of the 
first misaligned block and the content of the further transferred bits is undefined. As the host sends 
CMDI2 the Device will respond with the ADDRESS MISALIGN bit set and return to Tran state. 


If the host sets the argument of the SET BLOCK. COUNT command (CMD723) to all Os, then the 
command is accepted; however, a subsequent read will follow the open-ended multiple block read 
protocol (STOP. TRANSMISSION command - CMD12 - is required). 


If a host had sent a CMD106 for password setting to a higher than 2GB of density of Device, then this host 
MUST re-send CMD106 before read data transfer; otherwise, the Device will response a 

BLK LEN ERROR and stay in TRANS state without data transfer since the data block (except in 
password application) transfer is sector unit (512B). Same error applies to up to 2GB of density of 
Devices in case partial read accesses are not supported. 
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6.6.8 Data write 


The data transfer format of write operation is similar to the data read. For block oriented write data 
transfer, one CRC check bits in single data rate mode or by two CRC check bits in dual data rate mode are 
added to each data block. The Device performs a CRC parity check (see 0) for each received data block 
prior to the write operation. By this mechanism, writing of erroneously transferred data can be prevented. 


In general, an interruption to a write process should not cause corruption in existing data at any other 
address. However, the risk of power being removed during a write operation is different in different 
applications. Also, for some technologies used to implement e*MMC, there is a tradeoff between 
protecting existing data (e.g., data written by the previous completed write operations), during a power 
failure, and write performance. The host has the ability to set the type of data reliability desired. When the 
write data reliability parameters (WR. DATA. REL USR, WR, DATA REL 1, WR, DATA REL 2, 
WR, DATA REL 3 and WR. DATA REL 4) in EXT CSD (WR REL SET) are set to 1 it will indicate 
to the host that the write mechanism in the associated partition has been implemented to protect existing 
data in that partition. This means that once a device indicates to the host that a write has successfully 
completed, the data that was written, along with all previous data written, shall not be corrupted by other 
operations that are host initiated, controller initiated or accidental. A value of 0 for these bits will indicate 
that there is some risk to previously written data in those partitions if power is removed. This reliability 
setting only impacts the reliability of the main user area and the general purpose partitions. The data in 
the boot partitions and the RPMB partition must have the same reliability that is implied by setting the 
WR. DATA REL bit to 1. The reliability of these partitions is not impacted by the value of the 

WR. DATA REL bit. 


The host has the option of changing the reliability of the writes in one or more partitions on the device. 
The entire register is considered to be write once so the host has one opportunity to write all of the bits in 
the register. (Separate writes to change individual bits are not permitted) This write must happen as part 
of the partitioning process and must occur before the PARTITION SETTING COMPLETED bit is set. 
The changes made to the WR, REL, SET register will not have an impact until the partitioning process is 
complete (i.e., after the power cycle has occurred and the partitioning has completed successfully). Data 
reliability settings for partitions that do not exist in the device have no impact on the device. 


All write operations must be completed in the order that they arrive. The order restriction is applicable to 
each write command that a device receives and does not apply to the data within a specific write 
command. 
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6.6.8.1 Block write 


In single data rate mode, during block write (CMD24 - 27) one or more blocks of data are transferred 
from the host to the Device with a CRC appended to the end of each block by the host. A Device 
supporting block write shall always be able to accept a block of data defined by WRITE BL LEN. If the 
CRC fails, the Device shall indicate the failure on the DATO line (see below); the transferred data will be 
discarded and not written, and all further transmitted blocks (in multiple block write mode) will be 
ignored. In dual data rate mode, the data size of a block write is always 512 bytes, partial block data write 
is not supported, and at the end of each block is appended two CRC, one for even bytes and one for odd 
bytes. CMD25 (WRITE MULTIPLE BLOCK) starts a transfer of several consecutive blocks. Three 
types of multiple-block write transactions are defined (the host can use any of these three types at any 
time): 


e Open-ended Multiple-block write 


The number of blocks for the write multiple block operation is not defined. The Device will 
continuously accept and program data blocks until a stop transmission command is received. 


e Multiple-block write with pre-defined block count 


The Device will accept the requested number of data blocks, terminate the transaction and return to 
transfer state. Stop command is not required at the end of this type of multiple block write, unless 
terminated with an error. In order to start a multiple block write with pre-defined block count the host 
must use the SET BLOCK. COUNT command (CMD23) immediately preceding the 

WRITE MULTIPLE BLOCK (CMD25) command. Otherwise the Device will start an open-ended 
multiple-block write that can be stopped using the STOP TRANSMISSION command. 


e Reliable Write: Multiple block write with pre-defined block count and Reliable Write parameters. 


This transaction is similar to the basic pre-defined multiple-block write (defined in previous bullet) 
with the following exceptions. The old data pointed to by a logical address must remain unchanged 
until the new data written to same logical address has been successfully programmed. This is to 
ensure that the target address updated by the reliable write transaction never contains undefined data. 
Data must remain valid even if a sudden power loss occurs during the programming. 


o The block size defined by SET BLOCKLEN(CMD106) is ignored and all blocks are 512 B in 
length. The data transfers will be in multiple of 512 B sectors or in multiple of eight 512 B sectors 
if Large Sector size mode is activated. There is no limit on the size of the reliable write. 

o The function is activated by setting the Reliable Write Request parameter (bit 31) to “1” in the 
SET BLOCK, COUNT command (CMD23) argument. 

o Reliable write transactions must be sector aligned, if a reliable write is not sector aligned the error 
bit 19 will be set and the transaction will not complete. 

o Ifa power loss occurs during a reliable write, each sector being modified by the write is atomic. 
After a power failure sectors may either contain old data or new data. All of the sectors being 
modified by the write operation that was interrupted may be in one of the following states: all 
sectors contain new data, all sectors contain old data or some sectors contain new data and some 
sectors contain old data. 

o Inthe case where a reliable write operation is interrupted by a high priority interrupt operation, 
the sectors that the register marks as completed will contain new data and the remaining sectors 
will contain old data. 

o The REL WR SEC C [222] register shall be set to 1 and has no impact on the reliable write 
operation. 
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6.6.8.1 Block write (cont'd) 


The host can abort writing at any time, within a multiple block operation, regardless of the its type. 
Transaction abort is done by sending the stop transmission command. If a multiple block write with 
predefined block count is aborted, the data in the remaining blocks is not defined. 


If either one of the following conditions occurs, the Device will reject the command, remain in Tran state 
and respond with the respective error bit set. 


e The host provides an out of range address as an argument to either CMD24 or CMD25. 
ADDRESS OUT OF RANGE is set. 

e The currently defined block length is illegal for a write operation. BLOCK LEN ERROR is set. 

e The address/block-length combination positions the first data block misaligned to the Device physical 
blocks. ADDRESS MISALIGN is set. 


If the Device detects an error (e.g., write protect violation, out of range, address misalignment, internal 
error, etc.) during a multiple block write operation (both types) it will ignore any further incoming data 
blocks and remain in the Receive State. The host must then abort the operation by sending the stop 
transmission command. The write error is reported in the response to the stop transmission command. 


If the host sends a stop transmission command after the Device received the last data block of a multiple 
block write with a pre-defined number of blocks, it is regarded as an illegal command, since the Device is 
no longer in rcv state. 


If the host uses partial blocks whose accumulated length is not block aligned, and block misalignment is 
not allowed (CSD parameter WRITE BLK, MISALIGN is not set), the Device shall detect the block 
misalignment error during the reception of the first misaligned block, abort the write operation, and 
ignore all further incoming data. As the host sends CMD12, the Device will respond with the 
ADDRESS MISALIGN bit set and return to Tran state. 


If the host sets the argument of the SET BLOCK. COUNT command (CMD723) to all Os, then the 
command is accepted; however, a subsequent write will follow the open-ended multiple block write 
protocol (STOP. TRANSMISSION command - CMD12 - is required). 


Programming of the CID and CSD registers does not require a previous block length setting. The 
transferred data is also CRC protected. If a part of the CSD or CID register is stored in ROM, then this 
unchangeable part must match the corresponding part of the receive buffer. If this match fails, then the 
Device will report an error and not change any register contents. 


Some Devices may require long and unpredictable times to write a block of data. After receiving a block 
of data and completing the CRC check, the Device will begin writing and hold the DATO line low. The 
host may poll the status of the Device with a SEND STATUS command (CMD13) at any time, and the 
Device will respond with its status (except in Sleep state). The status bit READY FOR DATA indicates 
whether the Device can accept new data or not. The host may deselect the Device by issuing CMD7 that 
will then displace the Device into the Disconnect State and release the DATO line without interrupting the 
write operation. When reselecting the Device, it will reactivate busy indication by pulling DATO to low. 
See 6.15 for details of busy indication 


If a host had sent a CMD106 for password setting to a higher than 2GB of density of Device, then this host 
MUST re-send CMD106 before write data transfer; otherwise, the Device will response a 

BLK LEN ERROR and stay in TRANS state without data transfer since the data block (except in 
password application) transfer is sector unit (512B). Same error applies to up to 2GB of density of devices 
in case partial write accesses are not supported. 
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6.6.9 Erase 


In addition to the implicit erase executed by the Device as part of the write operation, provides a host 
explicit erase function. The erasable unit of the e*MMC is the “Erase Group”; Erase group is measured in 
write blocks that are the basic writable units of the Device. The size of the Erase Group is a Device 
specific parameter and defined in the CSD when ЕКАЅЕ GROUP DEF is disabled, and in the 

EXT CSD when ERASE GROUP DEF is enabled. The content of an explicitly erased memory range 
shall be ‘0’ or *1' depending on different memory technology. This value is defined in the EXT. CSD. 


Once the erase command completes successfully, the mapped device address range that was erased shall 
behave as if it was overwritten with all ‘0’ or all ‘1’ depending on the different memory technology. The 
impact of the erase command should be simply moving the mapped host address range to the unmapped 
host address range. 


NOTE In some cases other flash management tasks may also be completed during the execution of this command. 


The host can erase a contiguous range of Erase Groups. Starting the erase process is a three steps 
sequence. First the host defines the start address of the range using the ERASE GROUP START 
(CMD35) command, next it defines the last address of the range using the ERASE GROUP END 
(CMD36) command and finally it starts the erase process by issuing the ERASE (CMD38) command with 
argument bits set to zero. See Table 11 for the arguments supported by CMD38. The address field in the 
erase commands is an Erase Group address, in byte units for densities up to 2GB, and in sector units for 
densities greater than 2GB. The Device will ignore all LSB's below the Erase Group size, effectively 
rounding the address down to the Erase Group boundary. 


If an erase command (either CMD35, CMD36, CMD38) is received out of the defined erase sequence, the 
Device shall set the ERASE SEQ ERROR bit in the status register and reset the whole sequence. If the 
host provides an out of range address as an argument to CMD35 or CMD36, the Device will reject the 
command, respond with the ADDRESS OUT OF RANGE bit set and reset the whole erase sequence. 


If an ‘non erase’ command (neither of CMD35, CMD36, CMD38 or CMD13) is received, the Device 
shall respond with the ERASE RESET bit set, reset the erase sequence and execute the last command. 


Commands not addressed to the selected Device do not abort the erase sequence. 


If the erase range includes write protected blocks, they shall be left intact and only the non-protected 
blocks shall be erased. The WP ERASE КІР status bit in the status register shall be set. As described 
above for block write, the Device will indicate that an erase is in progress by holding DATO low. The 
actual erase time may be quite long, and the host may issue CMD7 to deselect the Device. 
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6.6.9 Erase (cont'd) 
Table 11 — Erase command (CMD38) Valid arguments 


CMD38 Command Description SEC_GB_CL_EN SEC_ER_EN 
Arguments (EXT CSD[231] bit 4) | (EXT_CSD[231] bit 0) 
0x00000000 | Erase: Erase the erase groups n/a n/a 
identified by CMD35&36. Controller 
can perform actual erase at a 
convenient time. (legacy 
implementation) 
0x00000003 | Discard: Discard the write blocks n/a n/a 


identified by CMD35 & 36. The 
controller can perform partial or full 
the actual erase at a convenient time. 


0x80000000 | Secure Erase: Perform a secure purge n/a Required 
according to Secure Removal Type in 
EXT CSD on the erase groups 
identified by CMD35 &36 and any 
copies of those erase groups 


0x80008000 | Secure Trim Step 2: Perform a secure Required Required 
purge operation on the write blocks 
according to Secure Removal Type in 
EXT CSD and copies of those write 
blocks that were previously identified 
using CMD 35,36 and 38 + argument 
0x80000001. 


0x80000001 | Secure Trim Step 1: Mark the write Required Required 
blocks, indicated by CMD35&36, for 
secure erase. 


0x00000001 | Trim: Erase (aka Trim) the write Required n/a 
blocks identified by CMD35&36. The 
controller can perform the actual erase 
at a convenient time. 


When executing the Erase command the host should note that an erase group contains multiple write 
blocks that could each contain different pieces of information. When the Erase is executed it will apply to 
all write blocks within an erase group. Before the host executes the Erase command it should make sure 
that the information in the individual write blocks no longer needed. So to avoid the deletion of valid data 
by accident, the Erase command is best used to erase the entire device or a partition. If the host only 
wishes to purge a single write block a Trim command might be more appropriate. 
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6.6.10 TRIM 


The Trim operation is similar to the default erase operation described in 6.6.9. The Trim function applies 
the erase operation to write blocks instead of erase groups. The Trim function allows the host to identify 
data that is no longer required so that the Device can erase the data if necessary during background erase 
events. The contents of a write block where the trim function has been applied shall be '0' or '1' depending 
on different memory technology. This value is defined in the EXT_CSD. 


Once the trim command completes successfully, the mapped device address range that was trimmed shall 
behave as if it was overwritten with all ‘0’ or all ‘1’ depending on the different memory technology. The 
impact of the trim command should be simply moving the mapped host address range to the unmapped 
host address range. 


NOTE In some cases other flash management tasks may also be completed during the execution of this command. 


Completing the TRIM process is a three steps sequence. First the host defines the start address of the 
range using the ERASE GROUP START (CMD395) command, next it defines the last address of the 
range using the ERASE GROUP END (CMD36) command and finally it starts the erase process by 
issuing the ERASE (CMD38) command with argument bit 0 set to one and the remainder of the 
arguments set to zero. In the case of a TRIM operation both CMD35 and CMD36 identify the addresses 
of write blocks rather than erase groups. 


If an element of the Trim command (CMD35, CMD36 or CMD933) is received out of the defined erase 
sequence, the device shall set the ERASE SEQ ERROR bit in the status register and reset the whole 
sequence. 


If the host provides an out of range address as an argument to CMD35 or CMD236, the Device will reject 
the command, respond with the ADDRESS OUT OF RANGE bit set and reset the whole erase 
sequence. If a “non erase" command (neither of CMD35, CMD36, CMD38 or CMD13) is received, the 
Device shall respond with the ERASE RESET bit set, reset the erase sequence and execute the last 
command. Commands not addressed to the selected Device do not abort the erase sequence. 


If the trim range includes write protected blocks, they shall be left intact and only the non-protected 
blocks shall be erased. The WP ERASE КІР status bit in the status register shall be set. As described 
above for block write, the Device will indicate that a Trim command is in progress by holding DATO low. 
The actual erase time may be quite long, and the host may issue CMD7 to deselect the Device. 


The host should execute the Trim command with caution to avoid unintentional data loss. 


Resetting a Device (using CMD0, CMD15, or hardware reset for ММС) or power failure will terminate 
any pending or active Trim command. This may leave the data involved in the operation in an unknown 
state 
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6.6.11 Sanitize 


The Sanitize operation is a feature, in addition to TRIM and Erase that is used to remove data from the 
device according to Secure Removal Type (see 7.4.120). The use of the Sanitize operation requires the 
device to physically remove data from the unmapped user address space. A Sanitize operation is initiated 
by writing a value to the extended CSD[165] SANITIZE, START. While the device is performing the 
sanitize operation, the busy line is asserted. The device will continue the sanitize operation, with busy 
asserted, until one of the following events occurs: 


e  Sanitize operation is complete, 

e Ап НРІ is used to abort the operation, 
e A power failure, or 

e А hardware reset. 


After the sanitize operation is completed, no data should exist in the unmapped host address space. 


If the sanitize operation is interrupted, either by HPI, power failure, CMDO or hardware reset, the state of 
the unmapped host address space cannot be guaranteed. The host must re-initiate the sanitize operation by 
writing to the SANITIZE_START[165] and allow the operation to complete to be sure that unmapped 
host address space is clear. 


Since the region being operated on is not accessible by the host, applications requiring this feature must 
work with individual device manufacturers to ensure this operation is performing properly and to 
understand the impact on device reliability. 


6.6.12 Discard 


The Discard is similar operation to TRIM. The Discard function allows the host to identify data that is no 
longer required so that the device can erase the data if necessary during background erase events. The 
contents of a write block where the discard function has been applied shall be ‘don’t care’. After discard 
operation, the original data may be remained partially or fully accessible to the host dependent on device. 
The portions of data that are no longer accessible by the host may be removed or unmapped just as in the 
case of TRIM. The device will decide the contents of discarded write block. 


The distinction between Discard and TRIM, is that a read to a region that was discarded may return some 
or all of the original data. However, in the case of Trim the entire region shall be unmapped or removed 
and will return ‘0’ or ‘1’ depending on the memory technology. 


When Sanitize is executed, only the portion of data that was unmapped by a Discard command shall be 
removed by the Sanitize command. The device cannot guarantee that discarded data is completely 
removed from the device when Sanitize is applied. 


Completing the Discard process is a three steps sequence. First the host defines the start address of the 
range using the ERASE GROUP START (CMD35) command, next it defines the last address of the 
range using the ERASE GROUP END (CMD36) command and finally it starts the erase process by 
issuing the ERASE (CMD38) command with argument bit 0 and bit 1 set to one and the remainder of the 
arguments set to zero. In the case of a Discard operation both CMD35 and CMD36 identify the addresses 
of write blocks rather than erase groups. 


If an element of the Discard command (CMD35, CMD36 or CMD38) is received out of the defined erase 
sequence, the device shall set the ERASE SEQ ERROR bit in the status register and reset the whole 
sequence. 
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6.6.12 Discard (cont’d) 


If the host provides an out of range address as an argument to CMD35 or CMD36, the device will reject 
the command, respond with the ADDRESS OUT OF RANGE bit set and reset the whole erase 
sequence. 


If a “non erase" command (neither of CMD35, CMD36, CMD38 or CMD13) is received, the device shall 
respond with the ERASE RESET bit set, reset the erase sequence and execute the last command. 
Commands not addressed to the selected device do not abort the erase sequence. 


If the discard range includes write protected blocks, they shall be left intact and only the non-protected 
blocks shall be erased. The WP. ERASE  SKIP status bit in the status register shall be set. 


As described above for block write, the device will indicate that a Discard command is in progress by 
holding DATO low. The actual erase time may be quite long, and the host may issue CMD7 to deselect 
the device. 


The host should execute the Discard command with caution to avoid unintentional data loss. 


Resetting a device (using CMDO, CMD15, or hardware reset for e*MMC) or power failure will terminate 
any pending or active Discard command. This may leave the data involved in the operation in an 
unknown state. 
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6.6.13 Secure Erase 


NOTE Secure Erase is included for backwards compatibility. New system level implementations 
(based on v4.51 devices and beyond) should use Erase combined with Sanitize instead of secure 
erase. 


In addition to the standard Erase command there is also an optional Secure Erase command. The Secure 
Erase command differs from the basic Erase command (outlined in 6.6.9) in that it requires the device to 
execute the erase operation on the memory array when the command is issued and requires the device and 
host to wait until the operation is complete before moving to the next device operation. Also, the secure 
erase command requires the device to do a secure purge operation, according to Secure Removal Type in 
EXT CSD, outlined in 7.4.120, on the erase groups, and any copies of items in those erase groups, 
identified for erase. 


This command allows applications that have high security requirements to request that the device perform 
secure operations, while accepting a possible erase time performance impact. The Secure Erase command 
is executed in the same way the erase command outlined in 6.6.9, except that the Erase (CMD38) 
command is executed with argument bit 31 set to 1 and the other argument bits set to zero. See Table 11 
for details on the argument combinations supported with the Erase (CMD 38) command and Table 12 for 
the definition of the argument bits associated with the ERASE (CMD38) command. 


The host should execute the Secure Erase command with caution to avoid unintentional data loss. 


Resetting a device (using CMD0, CMD15, or hardware reset for e*MMC) or power failure will terminate 
any pending or active Secure Erase command. This may leave the data involved in the operation in an 
unknown state. 


Table 12 — Erase command (CMD38) Valid arguments 


Bit Argument Arguments 


31 Secure Request ']' - Secure form of the command must be performed. 
'0' - Default in Secure Erase command is performed 


15 Force Garbage Collection | '1' -— CMD395 & 36 are ignored. Erase is performed on 
previously identified write blocks. 

'0' - Command uses the erase groups identified by 
CMD35&36 


1 Discard Enable ‘1’ — Discard write blocks identified by CMD35 & 36. 
‘0? — Execute an erase. 

NOTE ВІО] is also required to be set to Ox1 (in addition 
to bit[1] being set to 0x1) for the Discard write blocks 
operation 


0 Identify Write Blocks for | '1' — Mark write block identified by CMD35&36 for 
Erase (or TRIM Enable) erase (bit 31 set) or execute Trim operation (bit 31 
cleared). Bit[0] shall be set to Ox1 for the Discard write 
blocks operation. 

'0' - Execute an erase. 
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6.6.14 Secure Trim 


NOTE: Secure TRIM is included for backwards compatibility. New system level implementations 
(based on v4.51 devices and beyond) should use TRIM combined with Sanitize instead of secure 
trim. 


The Secure Trim command is very similar to the Secure Erase command. The Secure Trim command 
performs a secure purge operation on write blocks instead of erase groups. To minimize the impact on the 
device's performance and reliability the Secure Trim operation is completed by executing two distinct 
steps. 


In Secure Trim Step 1 the host defines the range of write blocks that it would like to mark for the secure 
purge. This step does not perform the actual purge operation. The blocks are marked by defining the start 
address of the range using the ERASE GROUP. START (CMD35) command, followed by defining the 
last address of the range using the ERASE GROUP END (CMD36) command. In the case of Secure 
Trim, both ERASE GROUP START and ERASE GROUP END arguments are identifying write block 
addresses. Once the range of blocks has been identified the ERASE (CMD 38) with argument bit 31and 0 
set to 1 and the remainder of the argument bits set to 0 (See Table 11for the allowable arguments) is 
applied. This completes Secure Trim Step 1. 


Secure Trim Step 1 can be repeated several times, with other commands being allowed in between, until 
all the write blocks that need to be purged have been identified. It is recommended that the Secure Trim 
Step 1 is done on as many blocks as possible to improve its efficiency of the secure trim operation. 


Secure Trim Step 2 issues the ERASE GROUP START (CMD395) and ERASE GROUP END 
(CMD36) with addresses that are in range. Note the arguments used with these commands will be 
ignored. Then the ERASE (CMD 38) with bit 31 and 15 set to 1 and the remainder of the argument bits to 
0 is sent. This step actually performs the secure purge on all the write blocks, according to Secure 
Removal Type, outlined in 7.4.120, as well as any copies of those blocks, that were marked during Secure 
Trim Step 1 and completes the secure trim operation. Other commands can be issued to the device in 
between Secure Trim Step 1 and Secure Trim Step 2. 


The host may issue Secure Trim Step 2 without issuing Secure Trim Step 1. This may be required after a 
power failure event in order to complete unfinished secure trim operations. If Secure Trim Step 2 is done 
and there are no write blocks marked for erase then Secure Trim Step 2 again will have no impact on the 
device. 


Once a write block is marked for erase using Secure Trim Step 1, it is recommended that the host consider 
this block as erased. However, if the host does write to a block after it has been marked for erase, then the 
last copy of the block, that occurred as a result of the modification, will not be marked for erase. All 
previous copies of the block will remain marked for erase. 


If the host application wishes to use the secure TRIM command as the method to remove data from the 
device, then the host should make sure that it completes secure trim step 1 for a write block before using a 
write command to overwrite the block. This will ensure that the overwritten data is removed securely 
from the device the next time that secure Trim step 2 is issued. 


If either CMD35, CMD36 or CMD38 is received out of the defined erase sequence, the device shall set 
the ERASE SEQ ERROR bit in the status register and reset the whole sequence for an individual step. If 
the host provides an out of range address as an argument to CMD35 or CMD36, the device will reject the 
command, respond with the ADDRESS OUT OF RANGE bit set and reset the whole erase sequence. 
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6.6.14 Secure Trim (cont' d) 

If a 'non erase’ command (neither of CMD35, CMD36, CMD38 or CMD13) is received, while the device 
is performing the operations in Secure Trim Step 1 or Secure Trim Step 2, the device shall respond with 
the ERASE RESET bit set, and reset the individual step without completing the operation and execute 
the last command. Commands not addressed to the selected device do not abort the sequence. Other 
commands may occur in between the multiple iterations of Secure Trim Step 1 and/or before Secure Trim 
Step 2 is sent. However, the sequence during each of the steps cannot be interrupted. 


If a power failure or reset occurs in between Secure Trim Step 1 and Secure Trim Step 2. The blocks that 
were identified for the secure purge operation will remain marked. The next time the device sees Secure 
Trim Step 2 it will purge the blocks that were marked prior to the power failure or reset and along with 
any blocks that have been identified since that point. 


The host should execute the Secure Trim command with caution to avoid unintentional data loss. 
Resetting a device (using CMD0, CMD15, or hardware reset for e*MMC) or power failure during either 
step 1 or step2 will terminate any pending or active secure trim command. This may leave the data 
involved in the operation in an unknown state. If the erase range includes write protected blocks, they 
shall be left intact and only the non-protected blocks shall be erased. The WP. ERASE SKIP status bit in 
the status register shall be set. 


If the device needs a write block that is marked for Secure Erase and Secure Trim Step 2 has not been 
issued, the device can issue a secure purge operation on that write block as a background task. As 
described above for block write, the device will indicate that either Secure Trim Step 1 or Secure Trim 
Step 2 are in progress by holding DATO low. The actual time for the operation may be quite long, and the 
host may issue CMD7 to deselect the device. If the write block size is changed in between Secure Trim 
Step 1 and Secure Trim Step 2 then the write block size used during step 1 of the operation will apply. 


6.6.15 Write protect management 


In order to allow the host to protect data against erase or write, the e*MMC shall support two levels of 
write protect commands: 


e The entire Device (including the Boot Area Partitions, General Purpose Area Partition, RPMB, and 
User/Enhanced User Data Area Partition) may be write-protected by setting the permanent or tempo- 
rary write protect bits in the CSD. When permanent protection is applied to the entire Device it 
overrides all other protection mechanisms that are currently enabled on the entire Device or in a 
specific segment. CSD Register bits and Extended CSD Register bits are not impacted by this 
protection. When temporary write protection is enabled for the entire Device it only applies to those 
segments that are not already protected by another mechanism. See Table 13 for details. 


e Specific segments of the Devices may be permanent, power-on or temporarily write protected. 
ERASE GROUP DEF in EXT CSD decides the segment size. When set to 0, the segment size is 
defined in units of WP. СКР SIZE erase groups as specified in the CSD. When set to 1, the segment 
size is defined in units of HC WP. СКР SIZE erase groups as specified in the EXT CSD. If host 
does not set ERASE GROUP DEF bit for a device of which high capacity write protect was already 
set in some of the area in the previous power cycle, then the device may show unknown behavior 
when host issue write or erase commands to the device, because the write protect group size 
previously set mismatches the current write protect group size. Similarly if the host set 
ERASE GROUP DEF bit for a device that the default write protect was already set in some of the 
area in the previous power cycle, then the device may show unknown behavior when host issue write 
or erase commandis to the device. In application, it is mandatory for host to use same ERASE GROUP 
DEF value to the device all the time. 
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6.6.15 Write protect management (cont'd) 


e The SET WRITE PROT command sets the write protection of the addressed write-protect group, 
group to the type of write protection dictated by the US PERM. WP EN (EXT. CSD[171] bit 2) and 
US PWR WP EN (EXT CSD[171] bit 0). See Table 13 for the result of the 
SET WRITE PROT(CMD28) command when protection is already enabled in a segment and Table 
14 for impact of the different combinations of the protection enable bits. The CLR. WRITE PROT 
command clears the temporary write protection of the addressed write-protect group. If the 
CLR. WRITE PROT command is applied to a write protection group that has either permanent or 
power-on write protection then the command will fail. 


The ability for the host to set permanent protection for the entire Device and permanent and power-on 
protection for specific segments can be disabled by setting the CD PERM. WP DIS, 

US PERM WP DIS апа US PWR WP DIS bit in the EXT CSD USER WP byte. It is recommended 
to disable all protection modes that are not needed to prevent unused write protection modes from being 
set maliciously or unintentionally. 


The host has the ability to check the write protection status of a given segment or segments by using the 
SEND WRITE PROT TYPE command (CMD31). When full Device protection is enabled all the 
segments will be shown as having permanent protection. 


The SEND WRITE PROT and SEND WRITE PROT TYPE commands are similar to a single block 
read command. The Device shall send a data block containing 32 or 64 write protection bits, respectively, 
(representing 32 write protect groups starting at the specified address) followed by 16 CRC bits. The 
address field in the write protect commands is a group address in byte units, for densities up to 2GB, and 
in sector units for densities greater than 2 GB. 


The Device will ignore all LSBs below the group size for densities up to 2 GB. If the host provides an out 
of range address as an argument to CMD28, CMD29 or CMD30, the Device will reject the command, 
respond with the ADDRESS OUT OF RANGE bit set and remain in the Tran state. 


Table 13 — Write Protection Hierarchy (when disable bits are clear) 


Current Н Resultin: 
Protection mode аш Protection nous 
Permanent N/A Power failure or hardware reset Permanent 
Permanent N/A SET WRITE PROT (US PERM WP EN = 0) Permanent 
Power-On 1 Power failure or hardware reset Temporary 

Power-On 0 Power failure or hardware reset None 

Power-On N/A SET_WRITE_PROT (US_PERM_WP_EN = 1) Permanent 

Power-On N/A SET WRITE PROT (US_PERM_WP_EN = 0 and Power-On 
US PWR WP EN-0) 

Temporary 1 Power failure or hardware reset Temporary 

Temporary 1 SET_WRITE_PROT (US_PERM_WP_EN = 1) Permanent 

Temporary 1 SET WRITE PROT (US_PERM_WP_EN = 0 and Power-On 
US PWR WP EN = 1) 


Table 14 — Write Protection Types (when disable bits are clear) 


Type of protection set by 
ынам DEBES SET WRITE, PROT command 


0 0 Temporary 


Power-On 


0 1 
1 0 Permanent 
1 1 Permanent 
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6.6.16 Extended Security Protocols Pass Through Commands 


The extended protocol pass through commands is a feature that allows the host to communicate with an 
e*MMC device with other commonly used security protocols over e*MMC protocol using two pass 
through commands — CMD53 and CMD54. 


In order to support Extended Security Protocols communication with the device the following three 
requirements are essential: 


1) Discovery whether the extended protocol pass through commands (CMD53-PROTOCOL RD and 
CMD54-PROTOCOL Wh) supported in the device, 

2) Receive Extended Protocol data from the device, 

3) Send Extended Protocol data to the device. 


In order to discover whether the extended protocol pass through commands are supported the host should 
verify that Command Class 10 is supported by the device (in CCC field in CSD Register). 


In order to receive and send extended protocol information CMD53 and CMD54 shall be used. 


NOTE CMD53 and CMD54 are the basic infrastructure in е ММС standard that allows the pass through transfer 
of other protocols. The other protocols that may be implemented over е ММС are referenced in a separate JEDEC 
Security Extension Standard’. 


6.6.16.1 PROTOCOL RD - CMD53 


This command works in similar fashion to the Read Multiple Block command (CMD18) and retrieves 
security protocol related information from the device. The Security Protocol being referenced is passed in 
the command arguments. The number of blocks to be transferred shall be provided in advance by using 
CMD23 (SET BLOCK. COUNT). Sector size is fix 512Bytes regardless of the 

NATIVE SECTOR SIZE or DATA, SECTOR SIZE defined in EXT. CSD. Refer to Table 58 for the 
detailed description of CMD53 fields. 


6.6.16.2 PROTOCOL WR - CMD54 


This command works in similar fashion to the multi block Write Multiple Block command (CMD25) and 
sends security protocol related information to the device. The Security Protocol being referenced is 
passed in the command arguments. The number of blocks to be transferred shall be provided in advance 
by using CMD23 (SET BLOCK COUNT). Sector size is fix 512Bytes regardless of the 

NATIVE, SECTOR SIZE or DATA, SECTOR SIZE defined in EXT. CSD. The Busy Programming 
timeout for this command is defined as max 10Sec and it is non interruptible with HPI. In case HPI is 
used during the Busy Programming time of CMD54 it shall be ignored by device. 


Refer to Table 58 for the detailed description of CMD954 fields. 


6.6.16.3 Security Protocol Type 


The meaning and coding of the Security Protocol argument fields in CMD53 and CMD54 shall be 
identical to the SECURITY PROTOCOL field in the definition of the SCSI commands SECURITY 
PROTOCOL IN and SECURITY PROTOCOL OUT respectively, as defined in the INCITS,T10 SPC-4 
document. For further information on the Extended Security supported protocols refer to a separate 
JEDEC Security Extension Standard”. 


" As of publication of this document, ЈЕРЕС has not published the referenced standard. 
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6.6.16.4 Security Protocol Information 


When received PROTOCOL RD (СМр53) with Security protocol value equal to 00h device shall return 
the list of supported protocols as described in Table 15. 


Table 15 — Security Protocol Information 


Byte Number | Value 

0 Reserved 
1 Reserved 
2 Reserved 
3 Reserved 
4 Reserved 
5 Reserved 
6 List length (MSB) 
7. List length (LSB) 
8 Supported security protocols list 
M 

M41 Padding 

Padding 

N Padding 


The values shall be in ascending order starting with 00h. Pad Bytes shall have value ‘0’. 


NOTE Devices that support several Security Systems may not support them simultaneously during the same 
power on session. 
6.6.16.5 Error handling 


Bit4 of EXCEPTION. EVENTS. STATUS field in the EXT CSD named 

EXTENDED SECURITY FAILURE indicates error occurrence while usage of PROTOCOL RD and 
PROTOCOL WR commands or in relation to the Extended Protocols usage. In case of such error the host 
may read the detailed cause of the error in EXT SECURITY ERR[505] field of EXT. Ср. 


6.6.17 Production State Awareness 
e*MMC device could utilize the information of whether it is in production environment and operate 


differently than it operates in the field. 


For example, content that was loaded into the storage device prior to soldering might get corrupted, at 
higher probability, during device soldering. The e*MMC device could use "special" internal operations 
for loading content prior to device soldering that would reduce production failures and use "regular" 
operations post-soldering. 


PRODUCTION STATE AWARENESS [133] field in extended CSD is used as a mechanism through 
which the host should report to the device whether it is pre or post soldering state. 


This standard defines two methods, Manual Mode and Auto Mode, to manage the device production state. 
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6.6.17 Production State Awareness (cont'd) 


The trigger for starting or re-starting the process is setting correctly РКЕ LOADING. DATA SIZE field. 
Before setting this field the host is expected to make sure that the device is clean and any data that was 
written before to the device is expected to be erased using CMD35, CMD36 and CMD38. 


In case the host erased data, overrode existing data or performed re-partition during production state 
awareness it should restart the production state awareness process by re-setting 
PRE LOADING DATA SIZE. 


6.6.17.1 Manual Mode 

Using Manual Mode method the host explicitly sets the production state by changing the 
PRODUCTION STATE AWARENESS field. The host should set to PRE SOLDERING WRITES 
state when the device is in production prior soldering and before the host loaded content to the device. 
When loading of content is complete the host should set to РКЕ SOLDERING. POST WRITES state. In 
this state the host should not write content to the device until soldering is performed. Once soldered, the 
host should set PRODUCTION STATE AWARENESS to Normal state. 


In this mode the host is not expected to write any data to the device until 
PRODUCTION STATE AWARENESS is set to РКЕ SOLDERING. WRITES. 


In case the feature is enabled and the host writes to the device not in РКЕ SOLDERING. WRITES state 
the device may response with an error. 


PRODUCTION STATE AWARENESS state change may exceed the switch command timeout. The 
maximum timeout for PRODUCTION STATE AWARENBSS state change is defined by the device 
manufacturer in PRODUCTION STATE AWARENESS TIMEOUT [218]. 


6.6.17.2 Auto Mode 
Using Auto Method the host sets the amount of data that would be loaded to the device prior to soldering. 
The host sets PRODUCTION STATE AWARENESS to AUTO РКЕ SOLDERING to signal the 


device that the Auto mode is used. Once all data have been loaded, the device automatically changes the 
PRODUCTION STATE AWARENESS back to Normal state. 


In this mode the host is expected to write data to the device only after it sets 
PRODUCTION STATE AWARENESS to AUTO РКЕ SOLDERING. In case the feature is enabled 
and the host writes to the device not in AUTO PRE SOLDERING state the device may response with an 
error. 


After PRE LOADING. DATA SIZE amount of data has been loaded the device switches automatically 
PRODUCTION STATE AWARENESS to Normal. 


If the host continues to write data in Normal state (after writing PRE LOADING. DATA SIZE amount 
of data) and before soldering occurred device may respond with an error. 


If a power cycle occurred during the data transfer, the amount of data written to device is not cleared. 
Therefore in this case, host should erase the entire pre-loaded data and set PRE LOADING. DATA SIZE 
to the desired size. 


6.6.17.2 Auto Mode (cont'd) 


When the feature is enabled, 
Host re-sets 
PRE LOADING DATA SIZE 
to re-start the process 
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Figure 34 — Recommended Soldering procedure 
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6.6.18 Field Firmware Update 


Field Firmware Updates (FFU) enables features enhancement in the field. Using this mechanism the host 
downloads a new version of the firmware to the е. ММС device and, following a successful download, 
instructs the e*MMC device to install the new downloaded firmware into the device. 


In order to start the FFU process the host first checks if the e*MMC device supports FFU capabilities by 
reading SUPPORTED MODES and FW CONFIG fields in the EXT Ср. If the e*MMC device 
supports the FFU feature the host may start the FFU process. The FFU process starts by switching to FFU 
Mode in MODE CONFIG field in the EXT. CSD. In FFU Mode host should use closed-ended or open 
ended commands (CMD17/CMD18/CMD24/CMD29) for downloading the new firmware and reading 
vendor proprietary data. In this mode, the host should set the argument of these commands to be as 
defined in FFU_ARG field. In case these commands have a different argument the device behavior is not 
defined and the FFU process may fail. The host should set Block Length to be DATA. SECTOR SIZE. 
Downloaded firmware bundle must be DATA, SECTOR SIZE size aligned (internal padding of the 
bundle might be required). 


Once in FFU Mode the host may send the new firmware bundle to the device using one or more write 
commands. 


The host could regain regular functionally of write and read commands by setting MODE CONFIG field 
in the EXT. CSD back to Normal state. Switching out of FFU Mode may abort the firmware download 
operation. When switched back-in to FFU Mode, the host should check the FFU Status to get indication 
about the number of sectors that were downloaded successfully by reading the 

NUMBER OF FW SECTORS CORRECTLY PROGRAMMED in the extended CSD. In case the 
number of sectors that were downloaded successfully is zero the host should re-start downloading the new 
firmware bundle from its first sector. In case the number of sectors that were downloaded successfully is 
positive the host should continue the download from the next sector, that would resume the firmware 
download operation. 


In case MODE OPERATION CODES field is supported by the device (defined in 
SUPPORTED MODE OPERATION CODES bit in FFU. FEATURES field in extended CSD) the host 
may abort the firmware download process by setting MODE OPERATION CODES to FFU_ABORT to 
inform the device the FFU operation has been aborted. In response the device shall set 

NUMBER OF FW SECTORS CORRECTLY PROGRAMMED field to zero and be ready to receive a 
new firmware bundle. If the host finished downloading successfully the firmware bundle to the device it 
may set MODE OPERATION CODES to FFU INSTALL, the device shall set 

NUMBER OF FW SECTORS CORRECTLY PROGRAMMED field to zero, install the new firmware 
and set MODE, CONFIG to Normal state that would regain regular operation of read and write 
commands. The host should set MODE OPERATION CODES to FFU INSTALL. If the host performs 
a CMDO/HW Reset/Power cycle through the FFU process, prior to successful execution of the 

FFU INSTALL command, device may abort the download process. 


In case MODE, OPERATION CODES field is not supported by the device the host sets to NORMAL 
state and initiates a CMDO/HW Reset/Power cycle to install the new firmware. In such case the device 
doesn't need to use NUMBER OF FW SECTORS CORRECTLY PROGRAMMED. 


In both cases occurrence of a CMDO/HW Reset/Power cycle before the host successfully downloaded the 
new firmware bundle to the device may cause the firmware download process to be aborted. 


When in FFU MODE and host sends other commands that are not part of the recommended flow, device 
behavior may be undefined. 
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6.6.19 Device lock/unlock operation 


The password protection feature enables the host to lock the Device by providing a password that later 
will be used for unlocking the Device. The password and its size are kept in a 128 bit PWD and 8 bit 
PWD LEN registers, respectively. These registers are nonvolatile so that a power cycle will not erase 
them. 


The password protection feature can be disabled permanently by setting the permanent password disable 
bit in the extended CSD (PERM, PSWD DIS bit in the EXT. Ср byte [171]). If the host attempts to 
permanently disable CMD42 features on an e*MMC having a password set, the action will fail and the 
ERROR (bit 19) error bit will be set by the memory device in the Device status register It is 
recommended to disable the password protection feature on the Device, if it is not required, to prevent it 
being set unintentionally or maliciously. 


An attempt to use password protection features (CMD42) on a Device having password permanently 
disabled will fail and the ОСК UNLOCK, FAILED (bit 24) error bit will be set in the status register. 


A locked Device responds to (and executes) all commands in the “basic” command class (class 0) and 
“lock Device” command class. Thus the host is allowed to reset, initialize, select, query for status, etc., 
but not to access data on the Device. If the password was previously set (the value of PWD LEN 15 not 
‘0’) the Device will be locked automatically after power on. 


On v4.3 and later version devices, the Lock command can be applied to user data area only. So the host 
can still access the boot partitions, RPMB and General partition area after Lock command is issued to the 
devices. 


Similar to the existing CSD and CID register write commands the lock/unlock command is available in 
"transfer state" only. This means that it does not include an address argument and the Device has to be 
selected before using it. 


The Device lock/unlock command (CMD42) has the structure and bus transaction type of a regular single 
block write command. The transferred data block includes all the required information of the command 
(password setting mode, PWD itself, Device lock/unlock etc.). Table 16 describes the structure of the 
command data block. 


The Device lock/unlock command (CMD42) can only be performed when the Device operates in single 
data rate mode. CMD42 is an illegal command in dual data rate mode. 


Table 16 — Lock Device data structure 


Byte # Bit7 | Bit6 | Bit5 | Bit4 | Bit3 Bit 2 Bit 1 Bit 0 

0 Reserved ERASE LOCK UNLOCK CLR PWD | SET PWD 
1 PWD LEN 

2 Password data 

PWD LEN +1 


e ERASE: ‘1’ Defines Forced Erase Operation (all other bits shall be ‘0’) and only the cmd byte is sent. 
e LOCK/UNLOCK: ‘1’ = Locks the Device. ‘0’ = Unlock the Device. 
NOTE Itis valid to set this bit together with SET PWD but it is not allowed to set it together with CLR. PWD. 
e CLR PWD: ‘1’ = Clears PWD. 
e SET PWD: ‘1’ = Set new password to PWD 
e PWD LEN: Defines the following password length (in bytes). Valid password lengths are 1 to 16 bytes. 
e PWD: The password (new or currently used depending on the command). 
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6.6.19 Device lock/unlock operation (cont'd) 


The data block size shall be defined by the host before it sends the Device lock/unlock command. This 
will allow different password sizes. 


The following paragraphs define the various lock/unlock command sequences: 


Setting the password: 


Select the Device (CMD7), if not previously selected already 


Define the block length (CMD16), given by the 8bit Device lock/unlock mode, the 8 bits password 
size (in bytes), and the number of bytes of the new password. In case that a password replacement is 
done, then the block size shall consider that both passwords, the old and the new one, are sent with 
the command. 


Send Device Lock/Unlock command (CMD42) with the appropriate data block size on the data line 
including 16 bit CRC. The data block shall indicate the mode (SET PWD), the length (PWD LEN) 
and the password itself. In case that a password replacement is done, then the length value 

(PWD LEN) shall include both passwords, the old and the new one, and the PWD field shall include 
the old password (currently used) followed by the new password. Each of the old and the new 
password length should not exceed 16 Bytes. In case that the new password length exceeds 16 Bytes, 
the LOCK UNLOCK FAILED error bit is set in the status register and the old password is not 
changed. 


In case that a password replacement is attempted with PWD LEN set to the length of the old pass- 
word only, the LOCK, UNLOCK FAILED error bit is set in the status register and the old password 
is not changed. 


In case that the sent old password is not correct (not equal in size and content) then 

LOCK UNLOCK FAILED error bit will be set in the status register and the old password does not 
change. In case that PWD matches the sent old password then the given new password and its size 
will be saved in the PWD and PWD LEN fields, respectively. 


NOTE The password length register (PWD LEN) indicates if a password is currently set. When it equals ‘0’ there 


is no password set. If the value of PWD ГЕМ is not equal to zero, the Device will lock itself after power up. It is 


possible to lock the Device immediately in the current power session by setting the LOCK/UNLOCK bit (while 


setting the password) or sending additional command for Device lock. 


Reset the password: 


Select the Device (CMD7), if not previously selected already 


Define the block length (CMD16), given by the 8 bit Device lock/unlock mode, the 8 bit password 
size (in bytes), and the number of bytes of the currently used password. 


Send the Device lock/unlock command (CMD42) with the appropriate data block size on the data line 
including 16 bit CRC. The data block shall indicate the mode CLR, PWD, the length (PWD LEN) 
and the password (PWD) itself (LOCK/UNLOCK bit is don't care). If the PWD and PWD LEN 
content match the sent password and its size, then the content of the PWD register is cleared and 
PWD LEN is set to 0. If the password is not correct then ће ОСК UNLOCK FAILED error bit 
will be set in the status register. 
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6.6.19 Device lock/unlock operation (cont'd) 
Locking the Device: 
e Select the Device (CMD7), if not previously selected already 


e Define the block length (CMD16), given by the 8 bit Device lock/unlock mode, the 8 bit password 
size (in bytes), and the number of bytes of the currently used password. 


e Send the Device lock/unlock command (CMD42) with the appropriate data block size on the data line 
including 16 bit CRC. The data block shall indicate the mode LOCK, the length (PWD LEN) and the 
password (PWD) itself. 


e Ifthe PWD content equals to the sent password then the Device will be locked and the Device-locked 
status bit will be set in the status register. If the password is not correct then 
LOCK, UNLOCK FAILED error bit will be set in the status register. 


NOTE Itis possible to set the password and to lock the Device in the same sequence. In such case the host shall 
perform all the required steps for setting the password (as described above) including the bit LOCK set while the 
new password command is sent. 


If the password was previously set (PWD LEN is not ‘0’), then the Device will be locked automatically 
after power on reset. An attempt to lock a locked Device or to lock a Device that does not have a 
password will fail and the ОСК UNLOCK FAILED error bit will be set in the status register. 


Unlocking the Device: 
e Select the Device (CMD7), if not previously selected already. 


e Define the block length (CMD16), given by the 8 bit Device lock/unlock mode, the 8 bit password 
size (in bytes), and the number of bytes of the currently used password. 


e Send the Device lock/unlock command (CMD42) with the appropriate data block size on the data line 
including 16 bit CRC. The data block shall indicate the mode UNLOCK, the length (PWD LEN) and 
the password (PWD) itself. 


If the PWD content equals to the sent password then the Device will be unlocked and the Device-locked 
status bit will be cleared in the status register. If the password is not correct then the 
LOCK UNLOCK FAILED error bit will be set in the status register. 


NOTE The unlocking is done only for the current power session. As long as the PWD is not cleared the Device 
will be locked automatically on the next power up. The only way to unlock the Device is by clearing the password. 
An attempt to unlock an unlocked Device will fail and LOCK, UNLOCK FAILED error bit will be set in the status 
register. 
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6.6.19 Device lock/unlock operation (cont'd) 
Forcing erase: 


e Incase that the user forgot the password (the PWD content) it is possible to erase all the Device data 
content along with the PWD content. This operation is called Forced Erase. 


e Select the Device (CMD7), if not previously selected already. 


Define the block length (CMD16) to 1 byte (8bit Device lock/unlock command). Send the Device 
lock/unlock command (CMD42) with the appropriate data block of one byte on the data line including 16 
bit CRC. The data block shall indicate the mode ERASE (the ERASE bit shall be the only bit set). 


If the ERASE bit is not the only bit in the data field then the LOCK, UNLOCK РАПЕР error bit will be 
set in the status register and the erase request is rejected. If the command was accepted then ALL THE 
DEVICE CONTENT WILL BE ERASED including the PWD and PWD LEN register content and the 
locked Device will get unlocked. In addition, if the Device is temporary write protected it will be 
unprotected (write enabled), the temporary-write-protect bit in the CSD and all temporary Write-Protect- 
Groups will be cleared. 


If a force erase command is issued and power-on protected or a permanently-write-protected write protect 
groups exist on the device, the command will fail (Device stays locked) and the 
LOCK UNLOCK FAILED error bit will be set in the status register. 


An attempt to force erase on an unlocked Device will fail and ОСК UNLOCK FAILED error bit will 
be set in the status register. If a force erase command is issued on a permanently-write-protect media the 
command will fail (Device stays locked) and the LOCK, UNLOCK, FAILED error bit will be set in the 

status register. 


The Force Erase time-out is specified in 0. On v4.3 and later version devices, when host issues the Force 
erase, only the data stored in user data area (including enhanced attribute area) will be erased. The Force 
erase will not applied to Boot, RPMB and General partition area. 


6.6.20 Application-specific commands 


The e*MMC system is designed to provide a standard interface for a variety applications types. In this 
environment, it is anticipated that there will be a need for specific customers/applications features. To 
enable a common way of implementing these features, two types of generic commands are defined in the 
standard: 


e  Application-specific command—APP CMD (CMD55) 


This command, when received by the Device, will cause the Device to interpret the following 
command as an application specific command, ACMD. The ACMD has the same structure as of 
regular esMMC standard commands and it may have the same CMD number. The Device will 
recognize it as ACMD by the fact that it appears after APP. СМОР. The only effect of the APP. CMD 
is that if the command index of the, immediately, following command has an ACMD overloading, the 
nonstandard version will be used. If, as an example, a Device has a definition for ACMD13 but not 
for ACMD7 then, if received immediately after APP. СМР command, Command 13 will be 
interpreted as the nonstandard ACMD13 but, command 7 as the standard CMD7. 
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6.6.20 Application-specific commands (cont'd) 
In order to use one of the manufacturers specific ACMD’s the host will: 


e Send APP СМОР. The response will have the APP. СМР bit (new status bit) set signaling to the 
host that ACMD is now expected. 


e Send the required ACMD. The response will have the APP. CMD bit set, indicating that the 
accepted command was interpreted as ACMD. If a non-ACMD is sent then it will be respected 
by the Device as normal eeMMC command and the APP. CMD bit in the Device Status stays 
clear. 


If a non-valid command is sent (neither ACMD nor CMD) then it will be handled as a standard 
e*MMC illegal command error. From the e*MMC protocol point of view the ACMD numbers will be 
defined by the manufacturers without any restrictions. 


e General command—GEN CMD (CMD56) 


The bus transaction of the GEN. CMD is the same as the single block read or write commands 
(CMD24 or CMD17). The difference is that the argument denotes the direction of the data transfer 
(rather than the address) and the data block is not a memory payload data but has a vendor specific 
format and meaning. The Device shall be selected (tran state") before sending CMD56. If the 
Device operates in the single data rate mode, the data block size is the BLOCK. LEN that was defined 
with CMD16. If the Device operates in the dual data rate mode, the data block size is 512 bytes. The 
response to CMD56 will be R1. 


6.6.21 Sleep (CMD5) 

A Device may be switched between a Sleep state and a Standby state by SLEEP/AWAKE (CMDS). In the 
Sleep state the power consumption of the memory device is minimized. In this state the memory device 
reacts only to the commands RESET (CMDO with argument of either 0x00000000 or OxFOFOFOFO or 
H/W reset) and SLEEP/AWAKE (CMDS). All the other commands are ignored by the memory device. 
The timeout for state transitions between Standby state and Sleep state is defined in the EXT CSD 
register S A TIMEOUT. The maximum current consumptions during the Sleep state are defined in the 
EXT Ср registers 5 C VCC and 5 C VCCQ. 


Sleep command: The bit 15 as set to 1 in SLEEP/AWAKE (CMDS) argument. Awake command: The bit 
15 as set to 0 in SLEEP/AWAKE (CMDS) argument. 


The Sleep command is used to initiate the state transition from Standby state to Sleep state. The memory 
device indicates the transition phase busy by pulling down the DATO line. No further commands should 
be sent during the busy. The Sleep state is reached when the memory device stops pulling down the 
DATO line. 


The Awake command is used to initiate the transition from Sleep state to Standby state. The memory 
device indicates the transition phase busy by pulling down the DATO line. No further commands should 
be sent during the busy. The Standby state is reached when the memory device stops pulling down the 
DATO line. 


During the Sleep state the Vcc power supply may be switched off. This is to enable even further system 
power consumption saving. The Vcc supply is allowed to be switched off only after the Sleep state has 
been reached (the memory device has stopped to pull down the DATO line). The Vcc supply have to be 
ramped back up at least to the min operating voltage level before the state transition from Sleep state to 
Standby state is allowed to be initiated (Awake command). 


JEDEC Standard No. 84-B51 
Page 78 


6.6.21 Sleep (CMDS) (cont'd) 


A locked Device may be placed into Sleep state by first deselecting the Device through CMD7, a Class 0 
command that can be executed in the locked state, and then issuing the Sleep command. This would allow 
the Device to save power consumption while it is locked. The locked Device can subsequently exit sleep 
and be placed into Standby state through the Awake command. 


The reverse sequence, locking the device after it has already entered sleep, is not allowed. 


6.6.22 Replay Protected Memory Block 


A signed access to a Replay Protected Memory Block is provided. This function provides means for the 
system to store data to the specific memory area in an authenticated and replay protected manner. This is 
provided by first programming authentication key information to ће e*MMC memory (shared secret). 


As the system cannot be authenticated yet in this phase the authentication key programming have to take 
in a secure environment like in an OEM production. Further on the authentication key is utilized to sign 
the read and write accesses made to the replay protected memory area with a Message Authentication 
Code (MAC). 


Usage of random number generation and count register are providing additional protection against replay 
of messages where messages could be recorded and played back later by an attacker. 


6.6.22.1 The Data Frame for Replay Protected Memory Block Access 
The data frame to access the replay protected memory area is including following fields of data. 


Table 17 — Data Frame Files for RPMB 


Start CRC16 | End 
Ibit 196Byte | 32Byte 256Byte | 16Byte | 4Byte 2Byte 2Byte 2Byte | 2Byte 2Byte Ibit 
(256b) 
[511:316] | [315:284] [283:28] [27:12] | [11:8] [7:6] [5:4] [3:2] [1:0] 


Byte order of the RPMB data frame is MSB first, e.g., Write Counter MSB [11] is storing the upmost byte 
of the counter value. 
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6.6.22.1 The Data Frame for Replay Protected Memory Block Access (cont'd) 


Name: Request/Response Type 


Length: 2B 


Direction: Request (to the memory), Response (from the memory) 


Description: defines the type of request and response to/from the memory. Table 18 is listing the 
defined requests and responses. The response type is corresponding to the previous Replay Protected 
Memory Block read/write request. 


Table 18 — RPMB Request/Response Message Types 


Request Message Types 
0x0001 Authentication key programming request 
0x0002 Reading of the Write Counter value -request 
0x0003 Authenticated data write request 
0x0004 Authenticated data read request 
0x0005* Result read request 
0x0006 Authenticated Device Configuration write request 
0x0007 Authenticated Device Configuration read request 
Response Message Types 
0x0100 Authentication key programming response 
0x0200 Reading of the Write Counter value -response 
0x0300 Authenticated data write response 
0x0400 Authenticated data read response 
0x0500 Reserved 
0x0600 Authenticated Device Configuration write response 
0x0700 Authenticated Device Configuration read response 


NOTE There is no corresponding response type for the Result read request because the reading of the result with 


this request is always relative to previous programming access. 


Name: Authentication Key / Message Authentication Code (MAC) 
Length: 32Bytes (256bits) 
Direction: Request (key or MAC) / Response (MAC) 

Description: the authentication key or the message authentication code (MAC) depending on the 
request/response type. The MAC will be delivered in the last (or the only) block of data. 


Name: Operation Result 


Length: 2B 
Direction: Response 


Description: includes information about the status of the write counter (valid, expired) and 
successfulness of the access made to the Replay Protected Memory Block. Table 19 represents the 
RPMB Operation Results data structure. Table 20 is listing the defined results and possible reasons 


for failures. 


Table 19 — RPMB Operation Results data structure 


Bit[15:8] 


Bit[7] 


Bit[6:0] 


reserved 


Write Counter Status Operation Result 
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6.6.22.1 The Data Frame for Replay Protected Memory Block Access (cont'd) 
Table 20 — RPMB Operation Results 


Operation Results 


0x0000 (0x0080)* | Operation OK 


0x0001 (0x0081) General failure 


0x0002 (0x0082) Authentication failure (MAC comparison not matching, MAC calculation failure) 


0x0003 (0x0083) Counter failure (counters not matching in comparison, counter incrementing failure) 


0x0004 (0x0084) Address failure (address out of range, wrong address alignment) 


0x0005 (0x0085) Write failure (data/counter/result write failure) 


0x0006 (0x0086) Read failure (data/counter/result read failure) 


0x0007** Authentication Key not yet programmed 


* The values in parenthesis are valid in case the Write Counter has expired i.e. reached its max value 
** This value is the only valid Result value until the Authentication Key has been programmed 
(after which it can never occur again) 


Name: Write Counter 


e Length: 4Bytes 
e Direction: Request and Response. 


e Description: Counter value for the total amount of the successful authenticated data write requests 
and Authenticated Device Configuration write request made by the host. 


Name: Data Address 
e Length: 2B 
e Direction: Request and Response. 


e Description: Address of the data to be programmed to or read from the Replay Protected Memory 
Block. Address is the serial number of the accessed half sector (256B) and the first address is 0x0000. 
Address argument in CMD 18 and CMD 25 will be ignored. 


Name: Nonce 


e Length: 16B 
e Direction: Request and Response. 


e Description: Random number generated by the host for the Requests and copied to the Response by 
the e*MMC Replay Protected Memory Block engine. 


Name: Data 


e Length: 256B 
e Direction: Request and Response. 
e Description: Data to be written or read by signed access. 


Name: Block Count 
e Length: 2B 
e Direction: Request. 


e Description: Number of blocks (half sectors, 256B) requested to be read/programmed. This value is 
equal to the count value in CMD23 argument. 
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6.6.22. Memory Map of the Replay Protected Memory Block 


The Replay Protected Memory Block is including following registers and memory partition: 


Name: Authentication Key 


Size: 32B 

Type: Write once 

Description: One time programmable authentication key register. This register cannot be overwritten, 
erased or read. The key is used by the e*MMC Replay Protected Memory Block engine to authen- 
ticate the accesses when MAC is calculated. 


Name: Write Counter 


Size: 4B 

Type: Read only 

Description: Counter value for the total amount of successful authenticated data write requests and 
Authenticated Device Configuration write request made by the host. Initial value after ММС 
production is 0x0000 0000. Value will be incremented by one automatically by the e*MMC Replay 
Protected Memory Block engine along with successful programming accesses. The value cannot be 
reset. After the counter has reached its maximum value OxFFFF FFFF it will not be incremented 
anymore (overflow prevention) and the bit [7] in Operation Result value will be permanently set. 


Name: Data 


Size: 128kB min (RPMB, SIZE MULT х 128kB) 
Type: Read/Write 


Description: Data that can only be read and written via successfully authenticated read/write access. 
This data may be overwritten by the host but can never be erased. 
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6.6.22.3 Message Authentication Code Calculation 

The message authentication code (MAC) is calculated using HMAC SHA-256 as defined in [HMAC- 
SHA]. The HMAC SHA-256 calculation takes as input a key and a message. The resulting MAC is 256 
bits (32Byte that are embedded in the data frame as part of the request or response. 


The key used for the MAC calculation is always the 256 bit Authentication Key stored in the е. ММС. 
The message used as input to the MAC calculation is the concatenation of the fields in the data frames 
excluding stuff bytes, the MAC itself, start bit, CRC16, and end bit. That is, the MAC is calculated over 
bytes [283:0] of the data frame in that order. 


If several data frames are sent as part of one request or response then the input message to MAC is the 
concatenation of bytes [283:0] of each data frame in the order that the data frames are sent. The MAC is 
added only to the last data frame. 


EXAMPLE Assume that the write counter is 0x12345678. The host wants to write at address 0x0010 
two sectors of where the first sector is 256 bytes of OxAA and the second sector is 256 bytes of OxBB. 
The host must then send to following two requests frames: Where the MAC in the second request frame is 
an HMAC. See Table 21 for an illustration. 


Table 21 — MAC Example 


Start CRC16 | End 
lbit 196Byte 32Byte(256b) | 256Byte 16Byte 4Byte 2Byte 2Byte 2Byte 2Byte 2Byte ]bit 
[511:316] [315:284] [283:28] [27:12] [11:8] [7:6] [5:4] [3:2] [1:0] 
Request frame 1 
0x0000.. | 0x0000... | OxAA.. | 0*0000 | 0x123456 | (5510 | 0х0002 | oxoooo | 0x0003 


78 


Request frame 2 


0x0000... MAC OxBB... 0x0010 0x0002 | 0x0000 0x0003 


0x0000 | 0x123456 
= 78 


SHA-256 calculated over the following message: 


OxAA... (total 256 times) ... OXAA 
0x0000 0x0000 0x0000 0x0000 0x0000 0x0000 0x0000 0x0000 


0x 1234 0x5678 0x0010 0x0002 0x0000 0x0003 
OxBB... (total 256 times) ... OXBB 


0x0000 0x0000 0x0000 0x0000 0x0000 0x0000 0x0000 0x0000 
0x1234 0x5678 0x0010 0x0002 0x0000 0x0003 
The key used for ће HMAC SHA-256 calculation is the authentication key stored in ће e*MMC. 


Reference: 


[HMAC-SHA] Eastlake, D. and T. Hansen, "US Secure Hash Algorithms (SHA and HMAC-SHA)", RFC 
4634, July 2006. 
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6.6.22.4 Accesses to the Replay Protected Memory Block 


After putting a slave into transfer state, master sends CMD6 (SWITCH) to set the PARTITION ACCESS 
bits in the EXT CSD register, byte [179]. After that, master can use the Multiple Block read and Multiple 
Block Write commands (CMD23, CMD18 and CMD25) to access the Replay Protected Memory Block 
partition. The defined accesses are listed in following sections. 


Any undefined set of parameters or sequence of commands, or High Priority Interrupt during 
Authenticated Write will result in a failed access. 


e In Data Programming case the data shall not be programmed 
e [n Data Read case the data read shall be “0x00” (in multiple block case in all frames)" 


A General Failure (0x01) will be indicated in the Results register (in multiple block case in all frames). If 
there are more than one failure related to an access then the first type of error shall be indicated in the 
Results register. The order of the error checking is defined under each access below. After finishing data 
access to the Replay Protected Memory Block partition, the PARTITION. ACCESS bits should be 
cleared. 


6.6.22.4.1 Programming of the Authentication Key 


The Authentication Key is programmed with the Write Multiple Block command, CMD25. Prior to the 
command CMD265 the block count is set to 1 by CMD23, with argument bit [31] set as 1 to indicate 
Reliable Write type of programming. If block count has not been set to 1 and/or argument bit [31] has not 
been set to 1 then the subsequent Write Multiple Block command must fail and General Failure shall be 
indicated. 


The key information itself is delivered in data packet. The packet is size of 512B and it is including the 
request type information and the Authentication Key. The request type value 0x0001 indicates 
programming of the Authentication Key. 


Table 22 — Authentication Key Data Packet 


Start CRC16 | End 
lbit 196Byte 32Byte (256b) | 256Byte 16Byte 4Byte 2Byte 2Byte 2Byte 2Byte 2Byte ]bit 
[511:316] [315:284] [283:28] [27:12] [11:8] [7:6] [5:4] [3:2] [1:0] 
0b 0x0000... 0x00 0x00 0x00 0x00 0x00 0x00 0x0001 1b 


The busy signaling in the DATO line after the CRC status by ће е*ММС is indicating programming busy 
of the key. The status can also be polled with CMD13. The status response received in R1 is indicating 
the generic status condition, excluding the status of successful programming of the key. 


The successfulness of the programming of the key should be checked by reading the result register of the 
Replay Protected Memory Block. The result read sequence is initiated by Write Multiple Block 
command, CMD25. Prior to CMD25, the block count is set to 1 by CMD23. If block count has not been 
set to 1 then the subsequent Write Multiple Block command must fail and General Failure shall be 
indicated. 


The request type information is delivered in data packet. The packet is size of 512B and is including the 
request type information. The request type value 0x0005 indicates Result register read request initiation. 
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6.6.22.4.1 Programming of the Authentication Key (cont'd) 
Table 23 — Result Register Read Request Packet 


Start CRC16 | End 
lbit 196Byte 32Byte (256b) | 256Byte 16Byte 4Byte 2Byte 2Byte 2Byte 2Byte 2Byte ]bit 
[511:316] [315284] [28328] | [27:12] [11:8] [7:6] [5:4] [32] [1:0] 
Ob 0x0000... 0x00 0x00 0x00 0x00 0x00 0x00 0x00 0x0005 Ib 
The busy signaling in the DATO line after the CRC status by the e*MMC is indicating request busy. The 
result itself is read out with the Read Multiple Block command, CMD18. Prior to the read command, the 
block count is set to 1 by CMD23. If block count has not been set to 1 then the Read Multiple Block 
command must fail and General Failure shall be indicated. 
The result information itself is delivered in the read data packet. The packet size is 512B and is including 
the response type information and result of the key programming operation. The response type value 
0x0100 corresponds to the key programming request. 
Table 24 — Response for Key Programming Result Request 
Start CRC16 | End 
lbit 196Byte 32Byte (256b) | 256Byte 16Byte 4Byte 2Byte 2Byte 2Byte 2Byte 2Byte ]bit 
[511:316] [315284] [28328] | [27:12] [11:8] [7:6] [5:4] [32] [1:0] 
Ob 0x0000... 0x00 0x00 0x00 0x00 0x00 0x00 0x0100 1b 


Access to Reply Protected Memory Block is not allowed and not possible before Authentication Key is 
programmed. The state of the device can be checked by trying to write/read data to/from the Replay 
Protected Memory Block and then reading the result register. If the Authentication Key is not yet 
programmed then message 0x07 (Authentication Key not yet programmed) is returned in result field. 


If programming of Authentication Key fails then returned result is 0x05 (Write failure). If some other 
error occurs during Authentication Key programming then returned result is 0x01 (General failure). 
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6.6.22.4.2 Reading of the Counter Value 

The counter read sequence is initiated by Write Multiple Block command, CMD25. Prior to CMD25, the 
block count is set to 1 by CMD23. If block count has not been set to 1 then the subsequent Write Multiple 
Block command must fail and General Failure shall be indicated. 

The request type information is delivered in data packet. The packet is size of 512B and it is including the 
request type information and the nonce. The request type value 0x0002 indicates counter value read 
request initiation. 


Table 25 — Counter Read Request Packet 


Start CRC16 | End 
1bit 196Byte 32Byte (256b) | 256Byte 16Byte 4Byte 2Byte 2Byte 2Byte 2Byte 2Byte ]bit 
[511:316] [315:284] [28328] | [272] [11:8] [7:6] [5:4] [3:2] [1:0] 
Ob 0x0000... 0x00 0x00 0x00 0x00 0x00 0x00 0x0002 1b 
The busy signaling in the DATO line after the CRC status by the e*MMC is indicating request busy. The 
counter value itself is read out with the Read Multiple Block command, CMD18. Prior to the command 
CMDIS, the block count is set to 1 by CMD23. If block count has not been set to 1 then the Read 
Multiple Block command must fail and General Failure shall be indicated. 
The counter value itself is delivered in the read data packet. The packet size is 512B and it is including 
the response type information, a copy of the nonce received in the request, the write counter value, the 
MAC and the Result. 
Table 26 — Counter Value Response 
Start CRC16 | End 
lbit 196Byte 32Byte (256b) | 256Byte 16Byte 4Byte 2Byte 2Byte 2Byte 2Byte 2Byte ]bit 
[511:316] [315:284] [28328] | [27:12] [11:8] [7:6] [5:4] [3:2] [1:0] 
Ob 0x0000... 0x00 0x00 0x00 0x0200 1b 


If reading of the counter value fails then returned result is 0x06 (Read failure). If some other error occurs 
then Result is 0x01 (General failure). If counter has expired also bit 7 is set to 1 in returned results (Result 
values 0x80,0x86 and 0x81, respectively). 
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6.6.22.4.3 Authenticated Data Write 


Data to the Replay Protected Memory Block is programmed with the Write Multiple Block command, 
CMD265. In prior to the command CMD265 the block count is set by CMD23, with argument bit [31] set as 
1 to indicate Reliable Write type of programming access. The block count is the number of the half 
sectors (256B) to be programmed. 


The supported data size of RPMB write access is determined by EN RPMB REL WR (EXT CSD[166] 
bit 4). The whole data in one RPMB write access is atomic and shall contain either old data or new data. 

The start address of each RPMB write access shall be aligned with the transfer size of the corresponding 

RPMB write access. 


e EN RPMB REL WR = 0: Two different sizes are supported in RPMB partition: 256B (single 512B 
frame) and 512B (two 512B frames) 


e EN RPMB REL WR = 1: Three different sizes are supported in RPMB partition: 256B (single 
512B frame), 512B (two 512B frames), and 8KB (thirty two 512B frames) 


If block count has not been set and/or argument bit[31] has not been set to 1and/or the size is different 
from the supported data size defined by EN RPMB. REL WR, then the subsequent Write Multiple Block 
command must fail and General Failure shall be indicated. 


Data itself is delivered in data packet. The packet is size of 512B and it is including the request type 
information, the block count, the counter value, the start address of the data, the data itself and the MAC. 
In multiple block write case the MAC is included only to the last packet n, the n-1 packets will include 
value 0x00. In every packet the address is the start address of the full access (not address of the individual 
half a sector) and the block count is the total count of the half sectors (not the sequence number of the half 
a sector). The request type value 0x0003 indicates programming of the data. 


Table 27 — Program Data Packet 


Start CRC16 | End 
lbit 196Byte 32Byte (256b) | 256Byte 16Byte 4Byte 2Byte 2Byte 2Byte 2Byte 2Byte ]bit 
[511:316] [315:284] [283:28] [27:12] [11:8] [7:6] [5:4] [3:2] [1:0] 
Ob 0x0000... 0x00 0x00 0x0003 1b 


The busy signaling in the DATO line after the CRC status by the e*MMC is indicating buffer busy 
between the sent blocks (in multiple block write case) and programming busy of the key after the last 
block (or in single block case). The status can also be polled with CMD13. The status response received 
in R1 is indicating the generic access status condition (e.g., state transitions), excluding the status of 
successfulness of programming of the data. 


When the e*MMC receives this message it first checks whether the write counter has expired. If the write 
counter is expired then e*MMC sets the result to 0x85 (write failure, write counter expired). No data is 
written to the е ММС 


Next the address is checked. If there is an error in the address (out of range) then the result is set to 0x04 
(address failure). In case of multiple block write, if the Data Address is not aligned to its own data size 
then the result is set to 0x04 (address failure).No data are written to the ее ММС. If the write counter was 
not expired then the MAC is calculated over bytes [283:0] (request type, result = 0x00, block count, write 
counter, address, nonce = 0x00 and data), and compares this with the MAC in the request. 


JEDEC Standard No. 84-B51 
Page 87 


6.6.22.4.3 Authenticated Data Write (cont'd) 


If the two MAC’s are different then e*MMC sets the result to 0x02 (authentication failure). No data are 
written to ће eeMMC. 


If the MAC in the request and the calculated MAC are equal then the e*MMC compares the write counter 
in the request with the write counter stored in the e*MMC. If the two counters are different then eeMMC 
sets the result to 0x03 (counter failure). No data are written to the ее ММС. If the MAC and write counter 
comparisons are successful then the write request is considered to be authenticated. The data from the 
request are written to the address indicated in the request and the write counter is incremented by 1. 


If write fails then returned result is 0x05 (write failure). If some other error occurs during the write 
procedure then returned result is 0x01 (General failure). The successfulness of the programming of the 
data should be checked by the host by reading the result register of the Replay Protected Memory Block. 
The result read sequence is initiated by Write Multiple Block command, CMD 25. Prior to CMD25, the 
block count is set to 1 by CMD23. If block count has not been set to 1 then the subsequent Write Multiple 
Block command must fail and General Failure shall be indicated. 


The request type information is delivered in data packet. The packet is size of 512B and is including the 
request type information. The request type value 0x0005 indicates result register read request initiation. 


Table 28 — Result Register Read Request Packet 


Start CRC16 | End 
lbit 196Byte 32Byte (256b) | 256Byte 16Byte 4Byte 2Byte 2Byte 2Byte 2Byte 2Byte ]bit 
[511:316] [315:284] [283:28] [27:12] [11:8] [7:6] [5:4] [3:2] [1:0] 
0b 0x0000... 0x00 0x00 0x00 0x00 0x00 0x00 0x00 0x0005 Ib 


The busy signaling in the DATO line after the CRC status by the e*MMC is indicating request busy. The 
result itself is read out with the Read Multiple Block command, CMD18. Prior to the read command, the 
block count is set to 1 by CMD23. If block count has not been set to 1 then the Read Multiple Block 
command must fail and General Failure shall be indicated. The result information itself is delivered in the 
read data packet. The packet size is 512B and includes the response type information, the incremented 
counter value, the data address, the MAC and result of the data programming operation. 


Table 29 — Response for Data Programming Result Request 


CRC16 | End 


196Byte 32Byte (256b) | 256Byte 16Byte 4Byte 2Byte 2Byte 2Byte 2Byte 2Byte ]bit 


[511:316] [315:284] [283:28] [27:12] [11:8] [7:6] [5:4] [322] [1:0] 


Ob 0x0000... 0x00 0x00 0x00 0x0300 Ib 
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6.6.22.4.4 Authenticated Data Read 


Data read sequence is initiated by Write Multiple Block command, CMD25. Prior to CMD25, the block 
count is set to 1 by CMD23. If block count has not been set to 1 then the subsequent Write Multiple 
Block command must fail and General Failure shall be indicated. 


The request type information is delivered in the data packet. The packet is size of 512B and it is including 
the request type information, the nonce and the data address. The request type value 0x0004 indicates data 
read request initiation. 


Table 30 — Data Read Request Initiation Packet 


Start CRC16 


End 


1bit 196Byte 32Byte (256b) | 256Byte 16Byte 4Byte 2Byte 2Byte 2Byte 2Byte 2Byte 


lbit 


[511:316] [315:284] [283:28] [27:12] [11:8] [7:6] [5:4] [3:2] [1:0] 


Ob 0x0000... 0x00 0x00 0x00 0x00 0x00 0x0004 


1b 


The busy signaling in the DATO line after the CRC status by the e*MMC is indicating request busy. 


When the e*MMC receives this request it first checks the address. If there is an error in the address (out of 
range) then result is set to 0x04 (address failure). The data read is not valid. The data itself is read out 
with the Read Multiple Block command, CMD18. Prior to the read command, the block count is set by 
CMD23. 


NOTE The block count of the RPMB read operation is not indicated in the original RPMB Data Read Request 
packet. Block count set in CMD23 for reading out the RPMB data also indicates the block count for the RPMB read 
operation. This is intentional for RPMB implementation in e*MMC standard that may be different from 
implementations in other protocol standards. 


The block count is the number of the half sectors (256B) to be read. If block count has not been set then 
the Read Multiple Block command must fail and General Failure shall be indicated. MAC is calculated 
over bytes [283:0] (response type, nonce, address, block count, write counter = 0x00, data and result). If 
the MAC calculation fails then returned result is 0x02 (Authentication failure). 


The data information itself is delivered in the read data packet. The packet size is 512B and it is including 
the response type information, the block count, a copy of the nonce received in the request, the data 
address, the data itself, the MAC and the result. In multiple block read case the MAC is included only to 
the last packet n, the n-1 packets will include value 0x00. In every packet the address is the start address 
of the full access (not address of the individual half a sector) and the block count is the total count of the 
half sectors (not the sequence number of the half a sector). 


Table 31 — Read Data Packet 


Start CRC16 


End 


1bit 196Byte 32Byte (256b) | 256Byte 16Byte 4Byte 2Byte 2Byte 2Byte 2Byte 2Byte 


1bit 


[511:316] [315:284] [283:28] [27:12] [11:8] [7:6] [5:4] [3:2] [1:0] 


Ob 0x0000... 0x00 0x0400 


16 


If data fetch from addressed location inside ее. ММС fails then returned result is 0x06 (Read failure). If 
some other error occurs during the read procedure then returned result is 0x01 (General failure). 
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6.6.22.4.5 Authenticated Device Configuration Write 

Device Configuration Area is programmed through the RPMB procedure by using the Write Multiple 
Block command, CMD25. In prior to the command CMD25 the block count is set by CMD23, with 
argument bit [31] set as 1 to indicate Reliable Write type of programming access. The block count is the 


number of the half sectors (256B) to be programmed and the block count shall be Ox1. Therefore only one 
size of 256B (single 512B frame) is used. 


If block count and argument bit[31] has not been set to 1 then the subsequent Write Multiple Block 
command shall fail and General Failure shall be indicated in RPMB Operation Results. 


Data itself is delivered in data packet. The packet is size of 512B and it is including the request type 
information, the block count, the counter value, the start address of the data, the data itself and the MAC. 


The address is the index of Device Configuration register to be updated, i.e., 0x0001 or 0x0002 is valid 
index. The request type value 0x0006 indicates programming of the data. 


Table 32 — Authenticated Device Configuration Write packet 


Start CRC16 | End 
lbit 196Byte 32Byte (256b) | 256Byte 16Byte 4Byte 2Byte 2Byte 2Byte 2Byte 2Byte lbit 
[511:316] [315:284] [283:28] [27:12] [11:8] [7:6] [5:4] [3:2] [1:0] 
0b 0x0000... 0x00...xx | 0х00..0 Current 0x0001 or 0x00001 0x0000 0x0006 1b 
(1 Byte Write 0x0002 
config data) Counter 


The busy signaling in the DatO line after the CRC status by the e*MMC is indicating programming busy. 
The status can also be polled with CMD13. The status response received in R1 is indicating the generic 
access status condition (e.g., state transitions), excluding the status of successfulness of programming of 
the data. 


When the e*MMC receives this message it first checks whether the write counter has expired. If the write 
counter is expired then e*MMC sets the result to 0x85 (write failure, write counter expired). No data is 
written to the es MMC 


If host access reserved area (address[0] and address[3-255]), the device should not return error. No data 
are written to the e*MMC. If the write counter was not expired then the MAC is calculated over bytes 
[283:0] (request type, result = 0x00, block count, write counter, address, nonce = 0x00 and data), and 
compares this with the MAC in the request. If the two MAC's are different then e*MMC sets the result to 
0x02 (authentication failure). No data are written to the е. ММС. 


If the MAC in the request and the calculated MAC are equal then the e*MMC compares the write counter 
in the request with the write counter stored in the e*MMC. If the two counters are different then е ММС 
sets the result to 0x03 (counter failure). No data are written to the esMMC. 


If the MAC and write counter comparisons are successful then the write request is considered to be 
authenticated. The data from the request are written to the Device Configuration Area indicated by 
address in the request and the write counter is incremented by 1. 


If write fails then returned result is 0x05 (write failure). If some other error occurs during the write 
procedure then returned result is 0x01 (General failure). The successfulness of the programming of the 
data should be checked by the host by reading the result register of the Replay Protected Memory Block. 
The result read sequence is initiated by Write Multiple Block command, CMD 25. Prior to CMD25, the 
block count is set to 1 by CMD23. If block count has not been set to 1 then the subsequent Write Multiple 
Block command shall fail and General Failure shall be indicated in RPMB Operation Results. 
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6.6.22.4.5 Authenticated Device Configuration Write (cont’d) 


The request type information is delivered in data packet. The packet is size of 512B and is including the 
request type information. The request type value 0x0005 indicates result register read request initiation. 
(Refer the Table 28, Result Register Read Request Packet) 


The response type value of Authenticated Device Configuration write response is 0x0600. The busy signaling 
in the DatO line after ће CRC status by the e*MMC is indicating request busy. The result itself is read out 
with the Read Multiple Block command, CMD 18. Prior to the read command, the block count is set to 1 
by CMD23. If block count has not been set to 1 then the Read Multiple Block command shall fail and 
General Failure shall be indicated in RPMB Operation Results. The result information itself is delivered 
in the read data packet. The packet size is 512B and includes the response type information, the 
incremented counter value, index for Device Configuration Area -, the MAC and result of the data 
programming operation. 


Table 33 — Response for Authenticated Device Configuration Write Request 


End 
lbit 196Byte 32Byte (256b) | 256Byte 16Byte 4Byte 2Byte 2Byte 2Byte 2Byte 2Byte ]bit 
[511:316] [315:284] [283:28] [27:12] [11:8] [7:6] [5:4] [3:2] [1:0] 
Ob 0x0000... 0x00 0x00...0 | Incremented Index for 0x0000... Result 0x0600 1b 
counter value Device code 
Conf. Reg 
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6.6.22.4.6 Authenticated Device Configuration Read 

Authenticated Device Configuration read sequence is initiated by Write Multiple Block command, 
CMD25. Prior to CMD25, the block count is set to 1 by CMD23. If block count has not been set to 1 then 
the subsequent Write Multiple Block command shall fail and General Failure shall be indicated in RPMB 
Operation Results. 


The request type information is delivered in the data packet. The packet is size of 512B and it is including 
the request type information and the nonce. The request type value 0x0007 indicates Authenticated 
Device Configuration read request initiation. 


Table 34 — Authenticated Device Configuration Read Initiation packet 


Start CRC16 | End 
lbit 196Byte 32Byte (256b) | 256Byte 16Byte 4Byte 2Byte 2Byte 2Byte 2Byte 2Byte ]bit 
[511:316] [315:284] [28328] | [27:12] [11:8] [7:6] [5:4] [3:2] [1:0] 
Ob 0x0000... 0x00...0 0x00..0 Host 0x00...0 0x0000 0х0000 | 0x0000 0x0007 Ib 
Generated 
Nonce 
The busy signaling in the DatO line after the CRC status by the esMMC is indicating request busy. 
The data itself is read out with the Read Multiple Block command, CMD18. Prior to the read command, 
the block count is set by CMD23. 
The block count shall be set as 0x1. . If block count has not been set as 0х1 then the Read Multiple Block 
command shall fail and General Failure shall be indicated in RPMB Operation Results. 
The data information itself is delivered in the read data packet. The packet size is 512B and it is including 
the response type information, the block count, a copy of the nonce received in the request, the data 
address, the data itself, the MAC and the result. 
Table 35 — Response for Authenticated Device Configuration Read 
Start CRC16 | End 
lbit 196Byte 32Byte (256b) | 256Byte 16Byte 4Byte 2Byte 2Byte 2Byte 2Byte 2Byte ]bit 
[511:316] [315:284] [28328] | [2712] [11:8] [7:6] [5:4] [3:2] [1:0] 
Ob 0x0000... Host 0x00..0 0x0000 0x0001 0x0700 Ib 
Generated 
Nonce 


If data fetch from addressed Device Configuration Area inside e*MMC fails then returned result is 0x06 
(Read failure). If some other error occurs during the read procedure then returned result is 0x01 (General 
failure). 
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6.6.23 Dual Data Rate mode selection 


After the host verifies that the Device complies with version 4.4, or higher, of this standard, and supports 
dual data rate mode, it may enable the dual data rate data transfer mode in the Device. After power-on, 
hardware reset, or software reset, the operating mode of the Device is single data rate, except when the 
Device begins by performing boot operation, in which case the selection between single or dual data rate 
mode is determined by EXT CSD register byte [177] (BOOT BUS CONDITIONS) settings specified in 
Table 147. For the host to change to dual data rate mode, НЅ TIMING[3:0] shall be set to 0x1. For the 
host to change to HS400 mode, HS TIMING[3:0] shall be set to 0x3 (see 6.6.2) and the Device shall 
supports this mode as defined in EXT. CSD register [196] (DEVICE, TYPE) specified in Table 137. 


The host uses the SWITCH command to write 0x05 (4-bit data width) or 0x06 (8-bit data width) to the 
BUS WIDTH byte, in the Modes segment of the EXT Ср register byte [183]. In HS400 mode, the host 
is expect to write 0x06(8-bit data width) to the BUS. WIDTH byte, in the Modes segment of the 

EXT CSD register byte [183]. The valid values for this register are defined in Table 145.If the host tries 
to write an invalid value, the BUS WIDTH byte is not changed, the dual data rate mode is not enabled, 
and the SWITCH, ERROR bit is set. 


Conversely, a Device in the dual data mode may be switched back to single data rate mode by writing 
new values in the BUS. WIDTH byte. 


6.6.24 Dual Data Rate mode operation 


After the Device has been enabled for dual data rate operating mode, the block length parameter of 
CMD17, CMD18, CMD24, CMD25 and CMD56 automatically default to 512 bytes and cannot be 
changed by CMD16 (SET BLOCKLEN) command that becomes illegal in this mode. 


Therefore, all single or multiple block data transfer read or write will operate on a fixed block size of 512 
bytes while the Device remains in dual data rate mode. 


CMD 30 and CMD 31 are used in dual data rate mode with their native data size. Additionally to 
CMD16, CMD42 (LOCK. UNLOCK), CMD14 (BUSTEST К), CMD19 (BUSTEST №), CMD11 
(READ DAT UNTIL, STOP) and CMD 20 (WRITE DAT UNTIL, STOP) are considered illegal in the 
dual data rate mode. If any of these commands are required, the Device shall be switched to operate in 
single data rate mode before using these. CMD26 and CMD27 are supported in dual data rate mode if 
EXT CSD register [130] (PROGRAM CID CSD DDR, SUPPORT) is set. 
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6.6.25 Background Operations 


Devices have various maintenance operations need to perform internally. In order to reduce latencies 
during time critical operations like read and write, it is better to execute maintenance operations in other 
times - when the host is not being serviced. Operations are then separated into two types: 


e Foreground operations — operations that the host needs serviced such as read or write commands; 

e Background operations — operations that the device executes while not servicing the host; Depending 
on how they can be initiated, there are two types of background operations: manually initiated 
background operations and autonomously initiated background operations. 


Manually initiated method: In order for the device to know when the host does not need it and it can 
execute background operations, host shall write any value to BROPS START (EXT. CSD byte [164]) to 
manually start background operations. Device will stay busy till no more background processing is 
needed. 


Since foreground operations are of higher priority than background operations, host may interrupt on- 
going background operations using the High Priority Interrupt mechanism (see 6.6.26). In order for the 
device to know if host is going to periodically start background operations, host shall set bit 0 
(MANUAL EN) of BKOPS EN (EXT CSD byte [163]) to indicate that it is going to write to 

BKOPS START periodically. The device may then delay some of its maintenance operations to when 
host writes to BROPS START. 


The device reports its background operation status in bits [1:0] of BKOPS. STATUS (EXT Ср byte 
[246]), that can be in one of four possible levels: 0x0: No operations required 0x1: Operations outstanding 
— non critical 0x2: Operations outstanding — performance being impacted 0x3: Operations outstanding — 
critical 


Host shall check the status periodically and start background operations as needed, so that the device has 
enough time for its maintenance operations, to help reduce the latencies during foreground operations. If 
the status is at level 3 ("critical"), some operations may extend beyond their original timeouts due to 
maintenance operations that cannot be delayed anymore. The host should give the device enough time for 
background operations to avoid getting to this level in the first place. 


To allow hosts to quickly detect the higher levels, the URGENT. BKOPS bit in the 

EXCEPTION EVENTS STATUS is set whenever the levels is either 2 or 3. That automatically sets the 
EXCEPTION BIT in Device Status. This allows hosts to detect urgent levels on every R1 type response. 
Hosts shall still read the full status from the ВКОРЅ STATUS byte periodically and start background 
operations as needed. 


The background operations feature is mandatory for this specification. Bit 0 of BROPS SUPPORT 
(EXT. CSD byte [502]) shall be set. 


Autonomously initiated method; a Host that wants to enable the device to perform background operations 
during device idle time, should signal the device by setting AUTO EN in BKOPS EN field [EXT CSD 

byte 163] to 1b. When this bit is set, the device may start or stop background operations whenever it sees 
fit, without any notification to the host. 


When AUTO EN bit is set, the host should keep the device power active. The host may set or clear this 
bit at any time based on its power constraints or other considerations. 
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6.6.26 High Priority Interrupt (HPI) 
In some scenarios, different types of data on the device may have different priorities for the host. For 


example, writing operation may be time consuming and therefore there might be a need to suppress the 
writing to allow demand paging requests in order to launch a process when requested by the user. 


The high priority interrupt (HPI) mechanism enables servicing high priority requests, by allowing the 
device to interrupt a lower priority operation before it is actually completed, within 

OUT OF INTERRUPT TIME timeout. Host may need to repeat the interrupted operation or part of it to 
complete the original request. 


The HPI command may have one of two implementations in the device: 
e CMDI2 - based on STOP TRANSMISSION command when the HPI bit in its argument is set. 
e CMD13 - based on SEND STATUS command when the HPI bit in its argument is set. 


Host shall check the read-only HPI IMPLEMENTATION bit in HPI FEATURES (EXT CSD byte 
[503]) and use the appropriate command index accordingly. 


If CMD12 is used with HPI bit set, it differs from the non-HPI command in the allowed state transitions. 
See Table 60, Device state transition, for the specific transitions for both cases. 


HPI shall only be executed during prg-state. Then, it indicates the device that a higher priority command 
is pending and therefore it should interrupt the current operation and return to tran-state as soon as 
possible, with a different timeout value. 


If HPI is received in states other than prg-state, the device behavior is defined in Table 60, Device state 
transition. If the state transition is allowed, response is sent but the HPI bit is ignored. If the state 
transition is not allowed, the command is regarded as an illegal command. 


HPI command is accepted as a legal command in prg-state. However, only some commands may be 
interrupted by HPI. If HPI is received during commands that are not interruptible, a response is sent but 
the HPI command has no effect and the original command is completed normally, possibly exceeding the 
OUT OF INTERRUPT TIME timeout. Table 36 shows the commands are interruptible and those that 
are not. 


Table 36 — Interruptible commands 


CMD Index Name Is interruptible? 
CMD24 WRITE BLOCK Yes 
CMD25 WRITE MULTIPLE BLOCK Yes 
CMD38 ERASE Yes 
CMD6 SWITCH, byte BKOPS START, any value Yes 
CMD6 SWITCH, byte SANITIZE START, any value Yes 
CMD6 SWITCH, byte Yes 


POWER OFF NOTIFICATION, value 
POWER OFF LONG 
or SLEEP NOTIFICATION 


CMD6 SWITCH, byte No 
POWER OFF NOTIFICATION, other values 

CMD6 CACHE CTRL when used for turning the Yes 
cache OFF 

CMD6 FLUSH CACHE Yes 

CMD6 SWITCH, other bytes, any value No 


All others No 
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6.6.26 High Priority Interrupt (HPI) (cont'd) 


Following a WRITE MULTIPLE BLOCK command (CMD25), the device updates the 
CORRECTLY PRG SECTORS NUM field (EXT Ср bytes [245:242]) with the number of 512B 
sectors successfully written to the device. Host may use this information when repeating an interrupted 
write command — it does not need to re-write again all data sectors, it may skip the correctly programmed 
sectors and continue writing only the rest of the data that wasn't yet programmed. 


In case HPI is interrupting a CMD25 that is part of a packed write command (see 6.6.29), the 
CORRECTLY PRG SECTORS NUM field will reflect the accumulated packed sectors that were 
transferred (plus header) — host may calculate from this number the index of the interruptible individual 
command and the offset of interruption for it. 


If HPI is received during a reliable-write command, the first CORRECTLY PRG SECTORS NUM 
sectors shall contain the new data and all the rest of the sectors shall contain the old data. 


The HPI mechanism shall be enabled before it may be used, by setting the HPI EN bit in the 
HPI MGMT field (EXT CSD byte [161]). The HPI feature is mandatory for this specification. All 
devices shall have the HPI SUPPORT bit in HPI FEATURES field (EXT. Ср byte [503]) set. 


6.6.27 Context Management 


To better differentiate between large sequential operations and small random operations, and to improve 
multitasking support, contexts can be associated with groups of read or write commands. Associating a 
group of commands with a single context allows the device to optimize handling of the data. 


A context can be seen as an active session, configured for a specific read/write pattern (e.g., sequential in 
some granularity). Multiple read or write commands are associated with this context to create some 
logical association between them, to allow device to optimize performance. For example, a large 
sequential write pattern may have better performance by allowing the device to improve internal locality 
and reduce some overheads (e.g., if some large unit of data is allowed to be affected by a power failure as 
a whole while it is being written to, all of the commands that fill this unit can work faster because they 
can reduce the overhead usually required to protect each write individually in case of a power failure). 
Furthermore, handling of multiple concurrent contexts allows the device to better recognize each of the 
write patterns without getting confused when they are all mixed together. 


Device may support one or more concurrent contexts, defined by a context-ID. Context ID #0 always 
exists for backward compatibility and for context-less data. Each context ID (besides #0) has a 
configuration field in ЕХТ CSD to control its behavior. 


To use a context, an available context ID shall be picked. Then, it shall be initialized by writing the 
configuration register. Then, data can be read/written associated to the context by specifying the context 
ID and the number of blocks ( > 0) in SET BLOCK, COUNT command (CMD23) before sending the 
read/write command. When the context is no longer used, the configuration register should be updated to 
close the context ID. A context shall be closed prior to re-configuring it for another configuration/use. 


NOTE А Read/Write command using context shall be close-ended command. In case the host uses an open-ended 
command the device may consider the read/write command a context-less command. 
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6.6.27.1 Context configuration 


Before any context can be used it shall be configured, except for context #0 that is always pre-configured 
and cannot be changed. 


Configuration is done by writing to the configuration register of the specific context ID required. Then, all 
read commands or write commands that are associated with this context ID shall be sent with the ID. 
When the context is no longer needed, it should be closed by writing a zero byte to the configuration 
register. 


The configuration registers are an array of 15 byte registers, one for each context (except the fixed, pre- 
defined #0). To configure a context, the following fields shall be written to the configuration register of 
the specific context needed: 


e Activation and direction mode (read-only, write-only or read/write) 
The direction indicates if all following accesses to this context would be either read-only, write-only 
or both read/write. 
Writing a non-zero direction to this field is the *activation code' for the context. A zero in this field 
means a closed context that can no longer be addressed by its ID until re-configured. 

e Large Unit context flag 
This indicates if the context is following Large Unit rules or not 
o If Large Unit context flag is set, then the Large Unit multiplier may be used to specify a larger 

unit to be used instead of the Large Unit itself 
e Reliability mode Controls how data written to a context should respond to interruptions 


6.6.27.2 Context direction 


A non-zero context can be configured as a read-only context, a write-only context or a read/write context. 
Context #0 is always treated as a read/write context. 


Any read command from any context (including £0) to an address that is part of an active write-only 
context is not allowed, and may either fail the command or return dummy data. 


Any write command from any context (including #0) to an address that is part of an active read-only 
context is not allowed, and may either fail the command, ignore the data written or cause unexpected data 
to return in the read commands. 


A context that is configured as read/write context may be read while written, as long as the writing 
follows the context rules. 


NOTE  Read/write context may have reduced performance compared to read-only or write-only contexts. 
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6.6.27.3 Large-Unit 


The Large Unit is the smallest unit that can be used for large sequential read/write operations, in order to 
reduce internal overheads and improve performance. 


Accessing a Large Unit (both read & write) shall: 


e Useacontext-ID configured to operate in Large Units 
e Always access a full Large Unit, in order and from beginning to end 

o Multiple read/write commands may be used to read or write the Large Unit and they may be 
interleaved with other accesses and commands, as long as the specific Large Unit is being 
accessed with its own separate context ID 

o А Large Unit that is being written to shall not be modified outside the scope of the context (e.g., 
no other writes from other contexts to the address range of the Large Unit shall be used, no 
erases/trims to that range, etc.) 

o Different Large Units belonging to the same context may be located in non-consecutive addresses 
on the media, as long as alignment is kept (a Large Unit shall be accessed in order from 
beginning to end, but only within the range of the specific Large Unit — the next Large Unit can 
be non-consecutive and even in a lower address) 

e When writing a Large Unit context, data shall always be aligned and in multiples of 

SUPER PAGE SIZE 


When writing a Large Unit context, last Large Unit before closing the context may be partially written, as 
long as it is written from the beginning, in order and up to a specific point where it is closed. Host should 
be aware that the rest of the Large Unit may be padded (by the device) to the end of the Large Unit with 
some data (may be random). 
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6.6.27.4 Context Writing Interruption 


In case a write command to a context-ID other than #0 is interrupted, the device behaves as if all the 
writes to the context from its configuration were written in one large write command. 


In case of a power failure, RST n assertion or CMDO before closing an active context — even if not in the 
middle of a write command to the specific context (even if not in the middle of any command) — is 
considered as if the event occurred during writing the entire context. 


During a context write operation to a partition with WR. REL SET set to ‘1’, reliability mode of context 
would be according to the context Reliability Mode. It means that data written inside a context may be 
lost by power loss even if WR. REL SET is set to ‘1’; whereas during a context write operation to a 
partition with МК REL. SET set to ‘0’, reliability mode of the context would be ignored (regardless of 
the context Reliability Mode). 


In any case, once the context is closed the data would be protected according to WR. REL SET. 


The reliable write bit in CMD23 is ignored when context-ID is non-zero. Instead, the context behavior is 
determined as part of its configuration and is applied to all writes to this context until it is closed. 
Interruption during any of the writes to a non-zero context may cause some of the data not to be fully 
programmed on the device. Still no partial sector shall exist — any sector written as part of the non-zero 
context shall contain either the new data written or its old data before the context was configured. The 
scope of data that may be affected by the interruption depends on the mode configured: 


e For non-Large Unit contexts: 
о  MODEO – Normal mode — Any data written to the context from the time it was configured may 
be affected 
o MODE! - Non-Large Unit, reliable mode — Only data written by a specifically interrupted write 
command (CMD25) may be affected. Any previously completed write to the context shall not be 
changed because of any interruption. 


e For Large Unit contexts: 

NOTE! The unit М refers to the current Large Unit that is being written to when interruption occurs, unit N-1 

refers to the last Large Unit of the context that was written completely before the current one and unit N-2 and 

earlier are Large Units that were completed before the N-1 unit. 

NOTE2 Data stored in a large unit that is affected may be partially or entirely invalid. 

о  MODEO- Normal mode — Any unit may be affected: Any data written to the context from the 
time it was configured may be affected 

o MODE! - Large Unit, unit-by-unit mode — Unit N may be affected, units N-1 and earlier аге not: 
Any data written to a Large Unit context may affect the entire specific Large Unit accessed. Any 
previously completed Large Units in the context shall not be changed because of any interruption. 

o MODE2- Large Unit, one-unit-tail mode — Unit N and N-1 may be affected, units N-2 and 
earlier are not: Any data written to a Large Unit context may affect the entire specific Large Unit 
accessed and the entire completed Large Unit that was accessed before the current one. Any other 
completed Large Units in the context shall not be changed because of any interruption. 


In case HPI is used during a write to a non-zero context, the write may still be interrupted like any 
context-less write. In case HPI is interrupting a write to a Large Unit context (including one that is packed 
inside a packed-write command), the device shall always stop writing on a SUPER. PAGE SIZE 
boundary (and report CORRECTLY PRG SECTORS NUM accordingly), so host may later continue 
the stopped write from an address that is aligned to SUPER, PAGE, SIZE as required for Large Unit 
contexts. See also 6.6.26. 
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6.6.27.5 Large-Unit Multipliers 


In order to allow increased performance by parallelism, the device may allow reading or writing in units 
larger than Large Unit. 


The device reports in EXT CSD the maximum multiplier that is supported. 


In order to use a multiplier beyond one, the context should be configured with the multiplier, and all 
alignment and unit sizes are multiplied by the multiplier. 


For example, if the Large Unit size is 1MB, reading data from a Large Unit context configured with a 
multiplier of 2 shall be done in full units of 2MB and aligned to 2MB. Inside each such unit, same rules 
apply as if it was a normal Large Unit context with a Large Unit size of 2MB. 


6.6.28 Data Tag Mechanism 


The mechanism permits the device to receive from the host information about specific data types (for 
instance file system metadata, time-stamps, configuration parameters, etc.). The information is conveyed 
before a write multiple blocks operation at well-defined addresses. By receiving this information the 
device can improve the access rate during the following read and update operations and offer a more 
reliable and robust storage. 


The host should manage the tags accountability (tags allocation, tags — device logical addresses mapping, etc.) 


If the SYSTEM DATA ТАС SUPPORT (EXT CSD[499]) field is set to 1, the device supports the 
functionality on all the ‘Default’ type partitions (user data area in the area that's not defined as enhanced 
user data area and general purpose partitions configured with the ‘Default’ attribute) 


The host can mark a data segment (Tag Unit) in the addressable space whose length, in bytes, is expressed 
by the Extended CSD parameter TAG. UNIT SIZE (always multiple of the sector size). The marking 
operation shall be Tag Unit aligned and have the granularity of a Tag Unit. If the address of the Write 
Multiple Blocks command is not Tag Unit aligned but falls in the middle of a Tag Unit, the entire Tag 
Unit will be marked in order to contain System Data. 


The request to mark a Tag Unit or a sequence of Tag Units is based on the use of the 
SET BLOCK COUNT command (CMD23). 


Any command that updates data (for instance a Trim, Erase, regular/reliable write, etc.) sent on the logical 
addresses containing a System Data previously written by the Tagging mechanism determines that the 
new data will not be opportunely managed to behave as a System Data. Those commands shall be sent in 
order to cover a single Tag Unit or a multiple of Tag Units. 


The resources allocated by the device to accommodate data marked as System Data Tag can be limited. 
This condition is indicated by the device raising the EXCEPTION EVENT bit in the Device Status 
register provided as response to the first R1, RIb command following the internal resource exhaustion 
event; after receiving this indication the host retrieves the specific information about the exhaustion of 
resources allocated for the tagging mechanism by checking the EXCEPTION EVENTS STATUS field 
in Extended CSD byte. 


NOTE SYSPOOL EVENT EN bitin EXCEPTION EVENTS CTRL field in Extended CSD shall be set to get 
the exception event indication in this case. 
The data shall still be written to the device regardless of the resources exhaustion; however, it may not 


have the improved characteristics. 


The host should manage the tag operation counting in order to avoid resources exhaustion. If it happens 
the host should execute operations having the final effect of freeing some of the resources (for instance by 
issuing a Trim command on some of the addresses containing System Data). 
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6.6.29 Packed Commands 


Read and write commands can be packed in groups of commands (either all read or all write) that transfer 
the data for all commands in the group in one transfer on the bus, to reduce overheads. 


Packed write command can group several write multiple block commands by using 
SET_BLOCK_COUNT command (CMD23) with the PACKED flag set. Then, 

WRITE MULTIPLE BLOCK (CMD295) shall follow, with the first block containing the packed- 
command header as described below. Then, all data sectors of the individual packed commands are sent 
appended together after the header, in the order of appearance in the header. The block count specified in 
CMD23 in this case shall be the sum of all block counts of the individual writes plus one for the header. 


Packed read command can group several read multiple block commands by using SET BLOCK. COUNT 
command (CMD23) with the PACKED flag set and a block count of one. Then, 

WRITE MULTIPLE BLOCK (CMD25) shall follow with just the header. Then, CMD23 may be sent 
again with the packed flag set and a block count equal to the sum of all block counts of the individual 
reads (CMD23 here is optional — open-ended reading is allowed). Then a READ MULTIPLE BLOCK 
(CMD18) shall follow to read the packed data. Host should not send any other command (except for 
CMD13 SEND STATUS) until the packed read command sequence is completed (1.е., inserting 
command(s) between sending the header and reading the data is not permitted), otherwise device behavior 
is undefined. 


In both cases of read and write, the argument for CMD25 (both for packed write and in case of the header 
of a packed read) and for CMD18 shall be the same address that is specified by the first individual read or 
write command in the packed group. If the argument does not match the address of the first individual 
command, device behavior 1s undefined. 


The maximum number of read or write commands that can be packed in a single packed command is 
reported by the devicein MAX PACKED READS and MAX PACKED WRITES fields in EXT CSD 
respectively. 


MAX PACKED READS and MAX PACKED WRITES may be larger than the number of commands 
that one block is able to include if the device is 4kB native device. In emulation mode for 4kB native 
sector device, host can pack commands into only one block and send the block as header. After disabling 
the emulation mode, host can pack commands into 8 blocks and send the blocks as header. 
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6.6.29.1 Packed Command Header 


The packed command header is sent on the first block (if DATA, SECTOR. SIZE[61] = 0x00) or the first 
8 blocks (if DATA, SECTOR. SIZE[61] = 0x01) of the data in case of packed write command and as a 
separated write command sent before reading the packed data in case of a packed read command. 


The structure contains: 


Version of structure — a byte to indicate version for future compatibility; shall be set to 0x01, 

R/W flag — 0x01 for packed read, 0x02 for packed write, 

Number of entries in the table, 

Then, for each entry: 

o Argument of CMD23 of the individual command (4 bytes), formatted as in CMD23, including 
both the ‘count’ field and the various flags fields (high bits), with the ‘packed’ bit always ‘0’ 
(except for the ‘packed’ bit, all other CMD23 argument bits are still allowed in the header). Each 
individual read and write command shall not be open-ended. If any bit[15:0] of argument of 
CMD231Àn the header is set to 0, device behavior is undefined." 

o Argument of CMD18 or CMD25 (4 bytes) — the address read/written by the individual command. 


The structure contains (in little-endian format, padding shall be all zeros): 


Table 37 — Packed Command Structure 


d Offset (Bytes) Name Length (Bytes) 

+0 VERSION 1 
+1 R/W 1 

| +2 NUM ENTRIES (zN) |1 
+3 padding to 8B 5 
+8 CMD23_ARG_1 4 

| +12 CMDxx ARG 1 4 
+16 CMD23 ARG 2 4 

E +20 CMDxx_ARG_2 4 
+24 CMD23_ARG_3 4 

: +28 CMDxx_ARG_3 4 
+8N CMD23_ARG_N 4 

» +8N+4 CMDxx_ARG_N 4 

- +8N+8 Padding till block ends 
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6.6.29.2 Packed Commands Error Handling 


If one of the individual commands causes a failure, the following individual commands within the same 
packed command are not executed. For packed read, the device may transfer some data (may be random) 
for the non-executed commands — to complete the number of blocks specified (as host is waiting for all 
blocks). Alternatively it can stop transferring the data at the point of failure, causing a timeout. For 
packed write, the device shall ignore the transfer of the non-executed commands. 


In any case of failure, the generic error flag in the PACKED COMMAND STATUS field in EXT CSD 
is set (e.g., bad header, more commands in the pack than device supports, etc.). In case of any error during 
one of the individual commands within the packed command, the ‘error index’ flag shall be set as well as 
the generic error, and the PACKED FAILURE INDEX field in EXT. CSD shall report the index in the 
header block of the failed command. 


Additionally, an exception event bit may report a non-zero status in PACKED COMMAND STATUS if 
host enables it by writing a value of ‘1’ to PACKED EVENT EN to the 

EXCEPTION EVENTS CTRL. Once enabled, the exception bit in the Device Status (reported on every 
R1 response) shall be set if PACKED COMMAND STATUS is non-zero. 


When packed commands are used, reporting of errors in command responses may be deferred to the 
command after the actual packed read/write transfer (the CMD25 or CMD18 that transfers the packed 
data). For example, the ADDRESS OUT OF RANGE error may be deferred in case one of the packed 
commands accessed an address that is out of range. 


6.6.30 Exception Events 


The exception events allow device to report some exceptions quickly to the host by setting the 
EXCEPTION EVENT bit in Device Status. The exception event bit remains set until its cause is cleared. 


To control the events that may set this bit, a 16 bit EXCEPTION EVENTS СТКІ field in EXT Ср is 
defined — each bit enables a specific event to set the EXCEPTION EVENT bit. The 

EXCEPTION EVENT bit is therefore a logical-or between all exception events that have their relevant 
enable-bit set in EXCEPTION EVENTS CTRL. 


To make it easier to detect the specific exceptions, a 16 bit EXCEPTION EVENTS. STATUS field in 
EXT CSD holds a bit per exception to indicate the one that is currently set. The status bit is set only for 
exceptions that are enabled in EXCEPTION EVENTS CTRL. 
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6.6.31 Cache 


Cache is a temporary storage space in an e*MMC device. The cache should in typical case reduce the 
access time (compared to an access to the main nonvolatile storage) for both write and read. The cache is 
not directly accessible by the host. This temporary storage space may be utilized also for some 
implementation specific operations like as an execution memory for the memory controller and/or as 
storage for an address mapping table etc. however that definition is out of scope of this standard. 


The cache is expected to be volatile by nature. Implementation of such volatile cache has some significant 
effects on some of the requirements of this standard as follows: 


e Caching of data shall apply only for the single block read/write (CMD17/24), pre-defined multiple 
block read/write (CMD23+CMD18/25) and open ended multiple block read/write 
(CMD18/25+CMD12) commands and excludes any other access e.g., to the register space (e.g., 
CMD6). 

e DataO busy and status response bit [8] after CMD24, CMD23+CMD25 or CMD25+CMD12 does not 
anymore necessarily indicate the programming status to the nonvolatile memory but may indicate 
programming status to the volatile cache (exceptions defined later). 

e A Flush operation refers to the requirement, from the host to the device, to write the cached data to 
the nonvolatile memory. Prior to a flush, the device may autonomously write data to the nonvolatile 
memory, but after the flush operation all data in the volatile area must be written to nonvolatile 
memory. 

e Data in the cache may (and most probably will) be lost due to a sudden power down. If there was a 
flush operation ongoing when the power was lost then also any such data may be lost. 

e Accesses to the RPMB and Boot partitions while the cache is ON shall still be directed to the 
nonvolatile storage with same requirements as defined elsewhere in this standard. 

e When the cache is turned ON it applies to the es MMC device as whole (When flushing the cache the 
data for all partitions shall be flushed, this operation is independent of the active partition). 

e There is no requirement for flush due to switching between the partitions. (Note: This also implies 
that the cache data shall not be lost when switching between partitions). Cached data may be lost in 
SLEEP state, so host should flush the cache before placing the device into SLEEP state. 

e The device may invalidate the data in the cache in case of RST n or CMDO received. 


Support of the cache function and size of the cache are indicated in the CACHE, SIZE byte (EXT CSD 
byte [252:249]). 


The cache shall be OFF by default after power up, RST_n assertion or CMDO. All accesses shall be 
directed to the nonvolatile storage like defined elsewhere in this specification. The cache function can be 
turned ON and OFF by writing to the CACHE CTRL byte (EXT CSD byte [33]). Turning the cache ON 
shall enable behavior model defined in this section. Turning the cache OFF shall trigger flushing of the 
data to the nonvolatile storage. 


The cache may be flushed to the nonvolatile storage by writing to FLUSH. CACHE byte (EXT Ср byte 
[32]). The R1b response result shall reflect the status of programming of cached data to the nonvolatile 
storage. Any error resulted can be read from the status register by CMD13 after the completion of the 
programming as defined for normal write. If a flush error occurs during the execution of the 

FLUSH, CACHE or while turning off the cache using the CACHE CTRL operation, the device shall set 
the generic error bit, STATUS BIT[19]. If an error occurs as a result of flush operation the device has no 
responsibility to isolate the error to a specific data area. The error could affect any data written to the 
cache since the previous flush operation. 
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6.6.31 Cache (cont'd) 


There is no maximum timeout for flushing of the cache as flushing a large amount of cached data may 
take very unpredictably long time. This applies both for the FLUSH_CACHE and CACHE_CTRL 
(turning the cache OFF) operations. Host may use the HPI function to interrupt the flush operation. In this 
case the cache shall not be considered as fully flushed and host should re-initiate the flush. 


There are two ways to force data to be programmed directly to the nonvolatile storage while the cache is 
turned ON: 


1) A Reliable Write access shall force the data to be written to the nonvolatile storage and Data0 busy 
indication reflects the status of the programming as defined elsewhere in this standard, 

2) Set the argument bit [24] in the CMD23 in prior to the actual write command. In case the cache is 
turned OFF then this bit shall be ignored by the memory device. If this bit is set together with the 
Reliable Write bit in CMD23 then this bit shall be ignored also by the device. 


A logical block may or may not be removed from the cache after the flush operation. The data may also 
be stored to the cache in case of Reliable Write access and access with CMD23 bit [24] set. These are left 
for the implementation. 


If the cache gets totally full and/or the cache is not able to receive the data of the next access (per block 
count indicated in CMD23 or per initiated single/open ended multiple block write in general) then it shall 
still be responsibility of the e*MMC device to store data of the next access within timeouts specified 
elsewhere in this specification. The actual algorithm to handle the new data and possible flush of some 
older cached data is left for the implementation. 


ERASE, TRIM and DISCARD commands shall have effect on data in the cache accordingly so that any 
following read will reflect the Erased, Trimmed or Discarded state of data. There may be copies of an old 
data in the cache and these are expected to be cleared during power down. The SANITIZE operation shall 
clean up the unmapped data in the cache. 


All functions related to a certain address should still be considered as sequential and ordered, just like 
with a device without the cache. For example if there is some old data in an address and then some new 
data is written (potentially cached) to this address. Next there is the write protection set to the very same 
address and write protect is not a cached operation as such. Still the write protection shall in all cases 
apply to the new data, not to the old data that may still have been in the nonvolatile memory in this 
particular time. There is no requirement that the cache in general should be first-in-first-out -type, this is 
left for the implementation. 


In between consecutive flush operations the device is free to write data into the nonvolatile memory out 
of order. If the host wants to preserve the order it must flush the cache at the point where order is 
important; the device can only ensure data was written in order after the flush operation has completed. 


It shall never be possible to read stale data from the e*MMC device due to the cached operation. 


The cache feature is optional for an e*MMC device. 


6.6.32 


Features cross matrix 
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This section summarizes rules and limitations on simultaneous activations of features that are controlled 
through CMD23 argument, Cache and Partitions. 


The following rules are derived from Extended Partition Attributes, Reliable Write, Context Management, 
Data Tag, Packed Commands and Cache features: 


e If CMD23 Reliable Write [31] bit is set then Forced Prg [24] is ignored, 
e CMD23 bits for Data Tag [29] and ContextID [28:25] cannot be set in the same command argument, 
e Incase of Packed Command, in the encapsulating CMD23, packed [30] bit and number of blocks 


[15:0] are valid; all other parameter bits are “0” and are included in the header (see the “Packed 


Command" and *Non-Packed Command" description in Table 52), 


e Enhanced and Extended partition settings cannot co-exist in same partition, 
e Data Tagging works only for default partitions, 
e  ContextID overrides Reliable Write, 
e Cache mode does not apply for Boot and RPMB partitions. 
Table 38 — Features Cross Reference Table 
Cache On 
Packed 
ӨК Commands 
Ok A p ~ Context ID 
Ok Ok, P rM Not valid Data Tag 
If Reliable е 
Write bit is Ok, in header : . Reliable 
: ignored if a Ok ; 
set, cache is (1) : Write 
Context is 
bypassed 
open 
NS CAC HAS on No Packed Data tag is 
Boot m Commands valid on 
RPMB on Boot and Ok default Ok Partitions (all) 
E RPMB memory 
Partitions er 
Partitions type only 
If Force If Reliable 
programming Ок, in header Write bit is Forced 
bit is set, ? (1) Ok Ok set, Forced Ok багатая 
cache is Programming prog 8 
bypassed (2) bit is ignored 
Switch to FFU 
mode could be 
done from any FFU 
j No No Ne 7 partition except Е Моде 
boot and 
RPMB 
NOTE! The feature bit (ContextID, Data Tag, Reliable Write) is valid in the Packed Command header (first data block of CMD25), and not in 


the Packed Command argument (argument of the encapsulating CMD23) 


NOTE 2 Forced Programming is ignored when the Cache is turned OFF 
If contradicting features are activated in CMD23 argument, device behavior is undefined. 


NOTE 3 


For example, ContextID + Reliable Write + Forced Programming: this combination is undefined since ContextID causes Reliable Write to be 
ignored, and Reliable Write causes Forced Programming to be ignored 
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6.6.33 Dynamic Capacity Management 


Extensive memory usage and aging of Flash could result in bad blocks. Dynamic Capacity Management 
provides a mechanism for the memory device to reduce its reported capacity and extend the device life 
time. 


The mechanism to manipulate dynamic capacity is based on: memory array partitioning and the 
granularity of WP groups (see 6.14). Reducing the capacity is done by releasing of WP-Groups anywhere 
within the address space of the user area. A released WP-Group will behave as a permanently write 
protected group and it shall not be read: Writing to an address within a released WP-Group returns a WP 
error; Reading from an address within a released WP-Group is forbidden and may return an error; 
Checking write protection (using CMD30) and write protect type (using CMD31) shall report protected 
groups and permanent write protection accordingly. 


Write protected groups cannot be released — they shall be unprotected first before they may be released. 


Write protect groups from general purpose partitions cannot be released — only groups from the user area 
may be released. 


The device keeps an indication ОҮМСАР NEEDED in EXT. CSD byte [58] to notify the host how many 
WP-Groups host should release. Host should monitor this byte and release as many WP-Groups as 
requested for the device to continue to be functional. 


If device reports a non-zero DYNCAP NEEDED and host doesn't release WP-Groups accordingly, the 
device may degrade in performance and eventually become non-functional. 


Additionally, an exception event bit may report the status of ОҮМСАР NEEDED if host enables it by 
writing a value of ‘1’ to DYNCAP EVENT EN to the EXCEPTION EVENTS CTRL. Once enabled, 
the exception bit in the Device Status (reported on every R1 response) shall be set if DYNCAP NEEDED 
is non-zero. 


In order to release WP-Groups and query status of groups, host shall first set CLASS 6 CTRL in 

EXT. CSD byte [59] to 0x01 (see Table 174) and then use class 6 commands (CMD28-31) to release 
and/or query the status of WP-Groups. Host shall write 0x00 back to CLASS. 6 СТКІ before using class 
6 command for write protection manipulation. 


When CLASS 6 CTRL is set to 0x01: 


CMD28 is used to release a WP-Group 

CMD29 is ignored (no-operation) 

CMD30 returns the status of released or not released WP-Groups 
CMD31 returns a fixed pattern of 64-bit zeros 


The dynamic capacity commands and statuses are only supported for high capacity devices and are based 
on the high capacity write protect group size. 


The device user area size shall never change while a device is powered up even if WP-Groups from the 
end of the user area were released. The device may update its user area following the release of WP- 
Groups from the end of its address space only after passing through CMD1 after a power cycle, assertion 
of RST n signal or CMDO. In any case, the addressing mode of the device doesn't change (device stays in 
high capacity sector based addressing). 
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6.6.34 Large sector size 
The native sector size is the smallest unit of information that the device manages internally. For a high 
capacity device, two options may exist for its native sector size: 


1) Small 512 B sectors (supported by devices up to and including 256 GB total capacity), or 
2) Large 4 KB sectors (supported by all devices). 


The device reports its native sector size in NATIVE SECTOR SIZE field of EXT CSD [63]. 


For backward compatibility, large sectors devices shall work in emulation mode when shipped. The actual 
sector size host may access and address in any mode is reported by DATA SECTOR SIZE. In emulation 
mode, DATA SECTOR, SIZE is still 512 B, but the device is emulating the 512 B operations internally 
that may affect performance. The emulation mode may be disabled by the host. Once emulation mode is 
disabled, the sector size is set permanently to the native sector size. 


All devices with capacities higher than 256 GB shall have native sector size of 4 KB. 


For non-high capacity devices the fields NATIVE SECTOR, SIZE, DATA, SECTOR SIZE, 
USE NATIVE SECTOR and INI TIMEOUT EMU are read only and shall be zero and should be 
ignored. 


Internal sizes reported by the device shall always be a full multiple of the native sector size even in 
emulation mode, e.g., device capacity, write protect group size, erase group size, super page size, etc. 


The units of the internal sizes in the emulation mode and the one after disabling emulation mode shall be 
same except Tag Unit size. Table 40 shows a list of granularities and units for all internal sizes. 


A large sector device shall not support partial access. 


JEDEC Standard No. 84-B51 
Page 108 


6.6.34 Large sector size (cont'd) 


Table 39 — e*MMC internal sizes and related Units / Granularities 


Unit Granularity 
Parameter Definition 512 B 4 KB Native Sector 512B 4 KB Native Sector 
Native à Disable Native Г Disable 
Sector | Emulation Emulation Sector Emulation Emulation 
; «x 2GB BLOCKNR : BLOCK LEN 512B 512B 512B 4KB 
Device 
Capa- 
city > 2GB SEC COUNT :512B 512B 512B 512B 4KB 
Erase Group (ERASE_GRP_SIZE+ 1) - 
Size (ERASE_GRP_MULT + 1) Эе 512B 512B AKE 
Write Protect Erase Erase 
Group Size WP_GRP_SIZE mer Erase group Group Erase Group 
High Capacity HC. ERASE СВР SIZE · 
TEM 512KB 512KB 512KB 512 KB 512KB 
High Capacity HC_ERASE_GRP_SIZE · 
Write Protect HC WP GRP SIZE: 512KB 512KB 512KB 512KB 
size 512KB 
Super page size | 2SUPER-PAGESIZE-D. 515p 512B 512B 512B 4KB 
Pooupaanos. (|, BOOT SE MULT 128KB 128KB 128KB 128KB 
size 128KB 
ЕРМВ Panton: | REM ES Ze MULI: 128KB 128KB 128KB 128KB 
size 128KB 
Tag Unit Size 2TAG-UNTT-SVE. Sector Size 512B 512B 4KB 512B 512B 4KB 
Tag R N: TAG UNIT SIZE): Tag Unit TD Tag Unit A 
Sx ROUES SING RES STE /2 107 ) jc Tag Unit Size iQ Tag Unit Size 
ІМВ · 
Large Unit size (LARGE UNIT SIZE MI 1MB 1MB 1MB 1MB 
+1) 
Cache size CACHE SIZE:1Kb 1Kb 1Kb 1Kb 32Kb (=4KB) 
Reliable Write | REL WR_SEC_C 512B 512B 512B 4KB 
Sector size 
Max Enhanced MAX ENH SIZE MULT:HC . 
с WP СВР SIZE:-HC ЕВАЅЕ С 512 КВ 512KB 512KB 512KB 
ated 179 RP. SIZE-512KB 
(GP SIZE MULT X _2-2!%+ 
GP SIZE MULT X 1:25 
General purpose | GP. SIZE MULT X 0:25) 
partition size -HC. WP GRP SIZE 512 KB 512KB 512KB 512KB 
-HC ERASE GRP SIZE 
-512KB 
(ENH, SIZE, MULT 2:2!54 
ENH. SIZE MULT 1:25 
Enhanced user ENH. SIZE MULT 0-25) 
data area size -HC. WP. GRP. SIZE 512KB 512KB 512KB 512KB 
-HC ERASE GRP SIZE 
-512KB 
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6.6.34.1 Disabling emulation mode 


To disable the emulation mode for large 4KB sector devices, host may write 0x01 to the 
USE NATIVE SECTOR field in EXT. CSD [62] and then go through a power cycle, passing through 
CMDI. 


Setting USE NATIVE, SECTOR does not immediately change the DATA. SECTOR SIZE. Only after a 
power cycle following setting of USE NATIVE SECTOR to 0x01 shall the device change 

DATA, SECTOR SIZE. The following initialization timeout for CMD1 is then defined by the 

INI TIMEOUT EMU. 


Any valid commands issued after USE NATIVE SECTOR is set to 0x01 but before a power cycle takes 
place will be normally executed. 


Disabling emulation mode is only supported on devices that do not support partitions or before partitions 
are configured. Once partitions are configured, disabling of emulation mode is no longer allowed. 


Setting Bit 0 in PARTITION. SETTING. COMPLETED and writing Ox01 in USE NATIVE SECTOR 
without a power cycle between the two operations is not allowed. 


Some internal sizes reported by the device may change after successfully disabling of the emulation 
mode. 


After a successful disabling of the emulation mode, the content of the User Data Area is undefined. 
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6.6.34.2 Native 4KB sector behavior 


The following restrictions apply for a 4 KB sector device that is in native mode (not emulation mode): 


e Data transfers on the bus are still using 512 B CRC-protected blocks, but data shall only be 
transferred in multiple of 8 such blocks (always multiples of 4 KB), 

e Sector addressing is still used, but sector addresses shall always be aligned to 8 (4 KB), 

e Sector counts shall be multiples of 8 (4 KB), e.g., in SET BLOCK, COUNT (CMD23), and 
CORRECTLY_PRG_SECTORS_NUM field in EXT_CSD, 

e Single block Write and Read Command (CMD17 and CMD24) are not supported. If the host attempts 
to issue CMD17 or CMD24 the device behavior is undefined, 

e Arguments for read multiple block command (CMD18) and multiple block write command (CMD25) 
shall always be aligned to 8 (4 KB), 

e [ға power loss occurs during a reliable write, each 4 KB sector being modified by the write is atomic. 
After a power failure sectors may either contain old data or new data . All of the sectors being 
modified by the write operation that was interrupted may be in one of the following states: all sectors 
contain new data, all sectors contain old data or some sectors contain new data and some sectors 
contain old data, 

e Start and end addresses in erase/trim/discard commands shall always be aligned to 8 (4 KB), and 

e RPMB partition, if exists, is an exception to the above: Since read/write commands to the RPMB 
partition are data frames packets and not actual read/write operations, access to RPMB partition shall 
still be done in 512 B blocks. 


Not following any of the above restrictions may result in undefined behavior. 


Table 40 summarizes data sector size, address mode and reliable write granularity depending on the 
device density range, device sector size and emulation mode enablement state: 


Table 40 — Admitted Data Sector Size, Address Mode and Reliable Write granularity 


Device density range Native Emulation Data Address mode Reliable Write 
Sector size mode Sector size granularity 


`< 2GB N/A N/A Byte 

2GB < Density < 256GB 512B N/A Sector (512B) 

2GB < Density < 256GB 4KB On (when device Sector (512B) 
is shipped) 

2GB < Density < 256GB 4KB Off Sector (512B) 

(1) 

Density > 256GB 4KB On (when device Sector (512B) 

(mandatory) is shipped) 


Density > 256GB 4KB Off Sector (512B) 
(mandatory) (1) 


NOTE 1 Each data transfer has a minimum length of 8 Sectors (4KB) and the addresses shall be aligned to 8 (4KB) 


6.6.35 Real Time Clock Information 
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Providing real time clock information to the device may be useful for internal maintenance operations. 


Host may provide either absolute time (based on UTC) if available, or relative time. This feature provides 
a mechanism for the host to update both real time clock and relative time updates (see CMD49). 


The host should send the time information on the following events: 


e After power up, as early as possible 


e After waking up from sleep state, as early as possible 


e Periodically (hourly, daily, ... 


To set the real time clock, CMD49 command (SET TIME) shall be used. This command that behaves 
like CMD24 (WRITE BLOCK) in its state transitions and timeouts and shall always be configured to 
transfer a 512B information block using CMD16 (SET BLOCKLEN). The information block is 
formatted as little-endian block with the following structure: 


Table 41 — Real Time Clock Information Block Format 


Bytes Field Name 

1 Version of Structure: Shall be set to 0x01 
1 RTC_INFO_TYPE 

8 SECONDS_PASSED 

10-511 Reserved (shall be set to all ‘0’) 


The meaning of the SECONDS_PASSED field is determined by the RTC_INFO_TYPE field: 
Table 42 — RTC_INFO_TYPE Field Description 


Value Name Description 

0x01 Absolute time SECONDS PASSED is the number of seconds that passed from 
January Ist, year 0 AD till the current time in UTC (universal time 
coordinated) 

0x02 Set-base for SECONDS PASSED is ignored, and the time of sending the 

relative time SET TIME command with this parameter is set as a reference for future 

relative time 

0x03 Relative time SECONDS PASSED is the number of seconds that passed since the 


most recent call to SET TIME with the parameter 
RTC INFO TYPE-2 (set-base) 


0x00, 0x04-OxFF 


Reserved, not allowed 


6.6.35.1 Periodic Wake-up 


Host may update the PERIODIC WAKEUP register (EXT CSD[131]) to indicate to the device how 
often host shall wake it up. Host shall then repeat the following sequence at least as often as configured 
by PERIODIC WAKEUP register: Power up the device and execute at least one background operation 
(by writing to ВКОРЅ START) that is run until completion (without interruptions), before powering 
down the device. Host may execute other operations before powering down the device as long as the 
device is not powered down for a period longer than that configured in PERIODIC WAKEUP. 


Host may only increase the frequency in the PERIODIC WAKEUP register. 
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6.6.36 Power Off Notification 


The host should notify the device before it powers the device off. This allows the device to better prepare 
itself for being powered off. Power the device off means to turn off all its power supplies. In particular, 
the host should issue a power off notification (POWER, OFF LONG, POWER OFF SHORT ) if it 
intends to turn off both Vcc and Vcco power supplies or it may use to a power off notification 

(SLEEP NOTIFICATION ) if it intends to turn-off Vcc after moving the device to Sleep state. 


To indicate to the device that power off notification is supported by the host, a supporting host shall first 
set the POWER, OFF NOTIFICATION byte in EXT CSD [34] to POWERED ON (0x01). To execute a 
power off, before powering the device down the host changes the value to either POWER. OFF SHORT 
(0x02) or POWER. OFF LONG (0x03). Host waits for the busy line to be de-asserted. Once the setting 
has changed to either 0x02 or 0x03, host may safely power off the device. 


The host may issue SLEEP AWAKE (CMDS) to enter or to exit from Sleep state if 

POWER OFF NOTIFICATION byte is set to POWERED ON. Before moving to Standby state and then 
to Sleep state, the host sets POWER, OFF NOTIFICATION to SLEEP NOTIFICATION and waits for 
the DATO line de-assertion. While in Sleep (slp) state Vcc (Memory supply) may be turned off as defined 
in 6.6.21. Removing power supplies other than Vcc while the device is in the Sleep (slp) state may result 
in undefined device behavior. Before removing all power supplies, the host should transition the device 
out of Sleep (slp) state back to Transfer state using CMD5 and CMD7 and then execute a power off 
notification setting POWER, OFF NOTIFICATION byte to either POWER. OFF. SHORT or 
POWER OFF LONG. 


If host continues to send commands (e.g., CMD$) to the device after switching to the power off setting 
(POWER OFF LONG, POWER OFF SHORT or SLEEP NOTIFICATION) or performs HPI during 
its busy condition, the device shall restore the POWER. OFF NOTIFICATION byte to POWERED ON. 


If host tries to change POWER, OFF NOTIFICATION to 0x00 after writing another value there, a 
SWITCH, ERROR is generated. 


The difference between the two power-off modes is how urgent the host wants to turn power off. The 
device should respond to POWER, OFF SHORT quickly under the generic CMD6 timeout. If more time 
is acceptable, POWER, OFF LONG may be used and the device shall respond to it within the 
POWER OFF LONG. TIME timeout. 


While POWER, OFF NOTIFICATION is set to POWERED ON, the device expects the host to : 


e Keep the device power supplies alive (both Vcc and Veco) and in their active mode, 

e Not power off the device intentionally before changing POWER, OFF NOTIFICATION to either 
POWER OFF LONG or POWER OFF SHORT, and 

e Not power off Vcc intentionally before changing POWER, OFF NOTIFICATION to 
SLEEP. NOTIFICATION and before moving the device to Sleep state. 


Before moving to Sleep state hosts may set the POWER OFF. NOTIFICATION byte to 

SLEEP. NOTIFICATION (0x04) if aware that the device is capable of autonomously initiating 
background operations for possible performance improvements. Host should wait for the busy line to be 
de-asserted. Busy line may be asserted up the period defined in SLEEP. NOTIFICATION TIME byte in 
EXT CSD [216]. Once the setting has changed to 0x04 host may set the device into Sleep mode 
(CMD7+CMDS). After getting out from Sleep the POWER, OFF NOTIFICATION byte will restore its 
value to POWERED ON. HPI may interrupt the SLEEP. NOTIFICATION operation. In that case 
POWER OFF NOTIFICATION byte will restore to POWERED ON. 
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6.6.37 Cache Enhancement Barrier 


Barrier function provides a way to perform a delayed in-order flushing of a cached data. The main 
motivation for using barrier commands is to avoid the long delay that is introduced by flush commands. 
There are cases where the host is not interested in flushing the data right away, however it would like to 
keep an order between different cached data batches. The barrier command enables the host achieving the 
in-order goal but without paying the flush delay, since the real flushing can be delayed by the device to 
some later idle time. The formal definition of the barrier rule is as follows: 


Denote a sequence of requests Ri, i=0,...N. Assuming a barrier is set between requests Rx and Rx+1 
(O<x<N) then all the requests RO..Rx must be flushed to the nonvolatile memory before any of the 
requests Rx+1..RN. 


Between two barriers the device is free to write data into the nonvolatile memory in any order. If the host 
wants to preserve a certain order it shall flush the cache or set another barrier at a point where order is 
important. 


The barrier is set by writing to the BARRIER bit of the FLUSH. CACHE byte (EXT Ср byte [32]). 
Any error resulted can be read from the status register by CMD13 after the completion of the 
programming as defined for a normal write request. The error could affect any data written to the cache 
since the previous flush operation. 


The device shall support any number of barrier commands between two flush commands. In case of 
multiple barrier commands between two flush commands a subset of the cached data may be committed 
to the nonvolatile memory according to the barrier rule. Internally, a device may have an upper limit on 
the barrier amount it can absorb without flushing the cache. That is, if the host exceeds this barrier 
amount, the device may issue, internally, a normal flush. 


The device shall expose its barrier support capability via the BARRIER. SUPPORT byte (EXT  CSD byte 
[486]). If a device does not support barrier function this register shall be zero. If a device supports barrier 
function this register shall be one. 


Assuming the device supports barrier function, if the BARRIER bit of ће FLUSH. CACHE byte is set, а 
barrier operation shall be executed. 


If the cache gets totally full and/or the cache is not able to receive the data of the next access (per block 
count indicated in CMD23 or per initiated single / open ended multiple block write in general) then it 
shall still be the responsibility of the e*MMC device to store the data of the next access within the 
timeouts that are specified elsewhere in this specification. The actual algorithm to handle the new data 
and possible flush of some older cached data is left for the implementation. 


NOTE When issuing a force-programming write request (CMD23 with bit 24 on) or a reliable write request 
(CMD23 with bit 31 on), the host should be aware that the data will be written to the nonvolatile memory, 
potentially, before any cached data, even if a barrier command was issued. Therefore, if the writing order to the 
nonvolatile memory is important, it is the responsibility of the host to issue a flush command before the force- 
programming or the reliable-write request. 


In order to use the barrier function, the host shall set bit 0 of BARRIER. EN (EXT. CSD byte [31]. 


The barrier feature is optional for ап e*MMC device. 
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6.6.38 Cache Flushing Policy 


The host may require the device to flush data from the cache in an in-order manner. From time to time, to 
guarantee in-order flushing, the host may command the device to flush the device cache or may use a 
barrier command. 


However, if the e*MMC device flushing policy is to flush data from the cache in an in-order manner, 
cache barrier commands or flush commands operations (In case goal is to guarantee the flushing order) 
are redundant and impose a needless overhead to the device and host. 


FIFO bit in CACHE FLUSH. POLICY field (EXT. Ср byte [240]) is used by the device to indicate to 
the host that the device cache flushing policy is First-In-First-Out; this means that the device guarantees 
that the order of the flushing of data would be the in same order that data was written to the cache. When 
the FIFO bit is set it is recommended for the host not to send cache barrier commands or flush operations 
which goal is to guarantee the flushing order as they are redundant and impose a burden to the system. 


However, if the FIFO bit is set to 1b and the device supports the cache barrier mechanism, the host may 
still send barrier commands without getting an error. Sending these commands will not change the device 
behavior as device flushes cache in-order anyway. 


The CACHE FLUSH. POLICY field is read-only field and never change its value either by the host or 
device. 
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6.6.39 Command Queuing 
6.6.39.1 Overview 


To facilitate command queuing in e*MMC, the device manages an internal task queue that the host can 
queue data transfer tasks. 


Initially the task queue is empty. Every task is issued by the host and initially queued as pending. The 
device controller works to prepare pending tasks for execution. When a task is ready for execution its 
state changes to “ready for execution”. The exact meaning of “ready for execution” is left for device 
implementation. 


The host tracks the state of all queued tasks and may order the execution of any task, that is marked as 
“ready for execution”, by sending a command indicating its task ID. When the execute command is 
received (CMD46/CMD47) the device executes the data transfer transaction. 


For example, in order to queue a write transaction the host sends a CMD44 indicating the task's 
parameters. The device responds and the host sends a CMD45, indicating the start block address. 


The device regards the two commands as a single task in the queue and sends a response indicating 
success if no error is detected. This exchange may be executed on the CMD line while a data transfer, or 
busy state, is ongoing on the DAT lines. The host tracks the state of the queue using CMD13. 


At a later time, when data transfer is not in progress, the host issues a CMD47, ordering the device to 
execute a task from the queue, providing the Task ID in its argument. The device responds with an R1 
response and the data transfer starts. 


NOTE If hosts need to access RPMB partition, the host should disable the Command Queue mechanism and 
access RPMB partition not through the command queue. 


General Purpose partitions may be accessed when command queuing is enabled. The queue must be 
empty when CMD6 is sent (to switch partitions or to disable command queuing). Sending CMD6 while 
the queue is not empty shall be regarded as illegal command (see 6.6.39.9, Supported Commands). 


Prior to enabling command queuing, the block size shall be set to 512 B. Device may respond with an 
error to CMD46/CMD47 if block size is not 512 B. 


The device does not guarantee the order that queued tasks are processed. In cases where ordering is 
important (e.g., commands with overlapping LBAs), the host is responsible to ensure it. 
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6.6.39. QUEUED TASK PARAMS - CMD44 

CMD44 is the first step in queuing a data transfer task. The command encodes parameters that are 
necessary for queuing the task and executing the operation. The arguments are: Block Count, Task ID, 
Priority, Data Direction, and additional parameters (1.e., Tag Request, Context ID, Reliable Write, Forced 
Programming). 

The encoded Task ID must not be already in use by another task in the queue. A Task ID is considered 
available for reuse if the task identified by it is completed. A data read task is considered completed when 
the last data block has been fully transferred over the e*MMC bus. A data write task is considered 
completed when the busy signal following the last data block is released. 


There are 2 priority levels: high priority tasks and simple priority tasks. The device is required to give 
priority to queued high-priority tasks by making the preparations for their execution before it prepares 
simple tasks. As such, a high priority task should normally transfer to “ready for execution" state before 
simple tasks that were queued before it. However, it is acceptable that, at the time of receiving the high- 
priority task request, the device may have started preparing simple tasks for execution, but has not marked 
them as “ready for execution" in the QSR. The device may mark such tasks as “ready for execution” 
before the new high-priority task. 


The handling of error cases related to CMD44 is listed in Table 44. 


CMD44 should always be followed by a CMD45 to complete the queuing operation. If the next command 
issued by the host is not CMD45, or CMD45 is issued but an error condition is detected, device behavior 
is undefined and host is expected to resend CMD44 and CMD45. 


CMD44 may be issued while data transfer is on-going on the DAT lines, when the lines are idle (e.g., 
during NAC time) or when the device indicates BUSY state, except when the device is BUSY due to 
execution of CMD48. 


6.6.39.3 QUEUED TASK ADDRESS - CMD45 

CMD45 shall be issued directly after (and only after) CMD44. The argument of a CMD45 is the start 
block address for the related transaction (similar to CMD18, for example). When receiving CMD45, the 
device queues the task with the following parameters (extracted from the two commands CMD44 and 
CMD45): Task ID, Block Count, Block Address, Priority, Data Direction, Tag Request, Context ID, 
Reliable Write, and Forced Programming. 


The handling of error cases related to CMD45 is listed in Table 44. 


CMD45 may be issued while data transfer is on-going on the DAT lines or when the device indicates 
BUSY state or when the lines are idle (e.g., during NAC time). CMD45 should not be issued when device 
executes CMD48. 
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6.6.39.4 EXECUTE READ TASK - CMD46 


In order to execute a data read task that is already queued the host issues CMD46. The argument of 
CMD46 is the Task ID of the requested task. The designated task must be a data read task 
(Data Direction = 1), that is marked as “ready for execution” in the Queue Status Register. 


If the requested task (as indicated by the Task ID) is indeed a read task and is ready for execution, the 
device shall respond with R1 response and start the data transfer. 


When the last data block has been fully transferred over the e*MMC bus, the device should clear "ready 
for execution" for the task. 


The handling of error cases related to CMD46 is listed in Table 44. 
6.6.39.5 EXECUTE WRITE TASK - CMD47 


In order to execute a data write task that is already queued the host issues CMD47. The argument of 
CMD47 is the Task ID of the requested task. The designated task must be a data write task (Data 
Direction = 0), that is marked as “ready for execution" in the Queue Status Register. 


If the requested task (as indicated by the Task ID) is indeed a write task and is ready for execution, the 
device shall respond with R1 response and the host will start the data transfer. 


When the busy signal following the last data block is released, the device should clear "ready for 
execution" for the task. 


The handling of error cases related to CMD47 is listed in Table 44. 
6.6.39.6 CMDQ TASK MGMT - CMD48 


CMD48 is used for various Command Queuing task management requests. The argument includes a TM 
op-code, which encodes the requested operation and a TaskID when relevant to the op-code. The list of 
valid TM op-codes and the respective descriptions of the operations is given in Table 43. 


CMD48 may only be issued when no data transfer is taking place. 
Table 43 — Task Management op-codes 


TM op-code Description Task ID Required? 
Oh Reserved N/A 
Ih Discard entire queue: Device shall discard all no 


tasks in the queue! and QSR shall be cleared. 


2h Discard Task: Device shall discard designated yes 
task? and QSR designated task shall be cleared. 


3h-Fh Reserved 


NOTE 1 Ifthe queue is empty, device shall execute command without an error. 


МОТЕ 2 If Task ID does not exist, device shall execute command without an error. 
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6.6.39.7 SEND STATUS - CMD13 


An option is added to CMD13 for reading the Queue Status Register (QSR) by the host. If bit [15] in 
CMD13’s argument is set, then the device shall send an R1 Response with the QSR instead of the Device 


Status. 


When the device, in its response to CMD13, indicates that one or more tasks are ‘ready for execution’, the 


host should select one of these tasks for execution, and not send additional CMD13s in expectation that 
additional tasks would become ‘ready for execution’. 


6.6.39.8 Error handling 


A number of error cases are introduced by the command queuing mechanism. The new error cases are 
listed in Table 44, along with a description of how each case is handled by the e*MMC device. 


Table 44 — Error handling for Command Queue 


Command Error(s) Description Response Error Handling 
1 CMD44/CMD45/ Received when Command No Response Illegal Command 
CMD46/CMD47/ Queuing is not enabled 
CMD48 

2 CMD44 Task ID already in use; Task ID No Response Illegal Command 
exceeds CMDQ_DEPTH; Block 
Count equals zero 

3 CMD44 Error in other parameters OK (no error Type ‘X’ errors 
(e.g., ContextID) indication) 

4 CMD45 Sent not immediately after No Response Illegal Command 
CMD44 

5 CMD45 Type ‘R’ errors (e.g., OOR) Error in Response Error returned in 

Response 

6 CMD45 Type ‘X’ errors OK (no error Type ‘X’ errors 
(e.g., WP violation) indication) 

7 CMD46/CMD47 Error in parameters: non-existent | No Response Illegal Command 
Task ID; Task ID is not ready for 
execution; Wrong direction 

8 CMD48 Invalid TM op-code OK (no error Type ‘X’ error 

indication) (ERROR) 
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6.6.39.9 Supported Commands 


Command queuing can be enabled and disabled using CMDQ MODE EN field in the extended CSD. 
The queue must be empty prior to disabling it. Trial of disabling non-empty queue shall be regarded as 
illegal command. 


When command queuing is enabled (CMDQ Mode En bit in CMDQ MODE EN field is set to *17) class 
11 commands are the only method through which data transfer tasks can be issued. Existing data transfer 
commands, namely CMD18/CMD17 and CMD25/CMD724, are not supported when command queuing is 
enabled. 


When command queuing is disabled, CMD17/18 and CMD24/25 are supported, as they are in previous 
revisions of e*MMC. 


When the task queue is enabled and empty host should only send class11 commands in Trans state. 
However, if the device is in Trans state and processes a sequence of commands (e.g., erase sequence) host 
should complete the sequence before sending class11 commands. 


When command queuing mode is enabled, some legacy commands may still be used, while other are 
treated as illegal. The legality status of commands in different queuing modes is listed in Table 45. 


If CMD12 is issued during CMD46 data transfer, the device moves back to Transfer state and the 
operation can be considered completed (QSR[i] 2 1 0). 


If CMD12 is issued during CMD47 data transfer, the device moves to Programming state and the 
operation can be considered completed (QSR[i] = 1 > 0) only when all the transferred data have been 
programmed. 


Table 45 — Supported Commands for Command Queue 


Mode Task Queue status Commands Status 
CMDQ_MODE_EN is set | N/A Class 11 commands Illegal 
to 0. 
All other commands Legal (same as eeMMC5.0) 
CMDQ_MODE_EN is set | Empty CMD17, CMD18, CMD 24, | Illegal 
to 1. CMD 25 
Class 11 commands Legal 
All other commands Legal (same as eeMMC5.0) 
Non-empty Class 11 commands Legal 
CMDO Legal (all tasks in the queue 
and QSR will reset) 
CMD12 Legal 
CMD13 Legal 
All other commands Illegal 
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6.6.40 Secure Write Protect Mode 


Any application running on the host may issue write protection by updating fields of write protection 
related EXT. Ср, like USER. WP[171], BOOT WP[173], by issuing CMD6, CMD8, CMD28 and 
CMD29. To prevent un-authorized changes of such write protection related EXT. CSD fields, host should 
enter the secure write protect mode by setting the SECURE WP EN field in 
SECURE WP MODE CONFIG to 0х1. 


If host enters the secure write protection mode, those write protection related fields like USER, WP[171] , 
BOOT WP[173], TMP WRITE РКОТЕСТ[12] and PERM, WRITE PROTECTT[13] are updated only 
when SECURE WP MASK is set as 0x1. Those two SECURE WP MODE CONFIG and 
SECURE WP MODE ENABLE fields are defined in Device Configuration area shall be updated only 
by Authenticated Device Configuration write request. 


Table 46 — Device Configuration Area 


Name Field ee m. a Address 

Reserved 253 TBD [255-3] 
Secure Write Protect Configuration | SECURE WP MODE CONFIG 1 R/W/E_P [2] 
Secure Write Protect Enable SECURE WP MODE ENABLE 1 R/W/E [1] 
Reserved 1 TBD [0] 
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6.7 Clock control 


The e*MMC bus clock signal can be used by the host to put the Device into energy saving mode, or to 
control the data flow (to avoid under-run or over-run conditions) on the bus. The host is allowed to lower 
the clock frequency or shut it down. 


There are a few restrictions the host must follow: 


e The bus frequency can be changed at any time (under the restrictions of maximum data transfer fre- 
quency, defined by the Device, and the identification frequency defined by the standard document). 


It is an obvious requirement that the clock must be running for the Device to output data or response 
tokens. After the last eeMMC bus transaction, the host is required, to provide 8 (eight) clock cycles for the 
Device to complete the operation before shutting down the clock. The various bus transactions are as 
follows: 


e Acommand with no response. 8 clocks after the host command end bit. 

e Acommand with response. 8 clocks after the Device response end bit. 

e Aread data transaction. 8 clocks after the end bit of the last data block. 

e А write data transaction. 8 clocks after ће CRC status token. 

The host is allowed to shut down the clock of a “busy” Device. The Device will complete the 
programming operation regardless of the host clock. However, the host must provide a clock edge for the 
Device to turn off its busy signal. Without a clock edge the Device (unless previously disconnected by a 
deselect command (CMD7)) will force the DATO line down, forever. 


6.8 Error conditions 


6.8.1 CRC and illegal command 


All commands are protected by CRC (cyclic redundancy check) bits. If the addressed Device's CRC 
check fails, the Device does not respond, and the command is not executed; the Device does not change 
its state, and COM CRC ERROR bit is set in the status register. 


Similarly, if an illegal command has been received, the Device shall not change its state, shall not respond 
and shall set the ILLEGAL. COMMAND error bit in the status register. Only the non-erroneous state 
branches are shown in the state diagrams, (see Figure 25 through Figure 27). Table 60 contains a 
complete state transition description. 


There are different kinds of illegal commands: 


e Commands that belong to classes not supported by the Device (e.g., write commands in read only 
Devices). 

e Commands not allowed in the current state (e.g., CMD2 in Transfer State). 

e Commands that are not defined (e.g., CMD50). 


NOTE The COM CRC ERROR and ILLEGAL COMMAND errors are detected during the command 
interpretation and validation phase (Response Mode). However, since the Device does not respond to commands 
with COM, CRC ERROR or ILLEGAL COMMAND error, the errors are reported in the response of the following 
valid command. 
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6.8.2  Time-out conditions 


The times after which a time-out condition for read/write/erase operations occurs are (Device 
independent) 10 times longer than the typical access/program times for these operations given below. A 
Device shall complete the command within this time period, or give up and return an error message. If the 
host does not get a response within the defined time-out it should assume the Device is not going to 
respond anymore and try to recover (e.g., reset the Device, power cycle, reject, etc.). The typical access 
and program times are defined as follows: 


e Read 


The read access time is defined as the sum of the two times given by the CSD parameters TAAC and 
NSAC (see 6.15). These Device parameters define the typical delay between the end bit of the read 
command and the start bit of the data block. This number is Device dependent. 


e Write 


The R2W FACTOR field in the CSD is used to calculate the typical block program time obtained by 
multiplying the read access time by this factor. It applies to all write/erase commands (e.g., 
SET(CLR) WRITE PROT, PROGRAM CSD(CID) and the block write commands). 


e  Erase/ Secure Erase 


The duration of an erase command will be (order of magnitude) the number of Erase blocks to be erased 
multiplied by the block write delay. If ERASE GROUP DEF (EXT CSD byte [175]) is enabled, 
ERASE TIMEOUT MULT should be used to calculate the duration. 


Secure Erase timeout 1s calculated based on the Erase Timeout and additional SEC ERASE MULT 
factor (EXT CSD byte [230]). 
e TRIM/DISCARD/Secure TRIM 


The TRIM/DISCARD function timeout is calculated based on the TRIM_MULT factor (EXT_CSD byte 
[232]). Secure TRIM timeout is calculated based on the Erase Timeout and additional 
SEC_TRIM_MULT factor (EXT_CSD byte [229]) 


e Force erase 
The duration of the Force Erase command using CMD42 is specified to be a fixed time-out of 3 minutes. 
e High-Priority Interrupt (HPD 


OUT_OF_INTERRUPT_TIME (EXD_CSD byte[198]) defines the maximum time between the end bit of 
CMD 12/13, аге[0]=1 to the DATO release by the device. 


e Partition Switch 


PARTITION_SWITCH_TIME (EXD_CSD byte[199]) defines the maximum time between the end bit of 
the SWITCH command (CMD6) to the DATO release by the device, when switching partitions by 
changing PARTITION_ACCESS bits in PARTITION_CONFIG field (EXT_CSD byte [179]). 
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6.8.3 Read ahead in multiple block read operation 


In multiple block read operations, in order to avoid data under-run condition or improve read 
performance, the Device may fetch data from the memory array, ahead of the host. In this case, when the 
host is reading the last addresses of the memory, the Device attempts to fetch data beyond the last 
physical memory address and generates an ADDRESS OUT OF RANGE error. 


Therefore, even if the host times the stop transmission command to stop the Device immediately after the 
last byte of data was read, The Device may already have generated the error, and it will show in the 
response to the stop transmission command. The host should ignore this error. 


6.9 Minimum performance 


An e*MMC Device has to fulfill the requirements set for the read and write access performance. 


6.9.1 Speed class definition 


The speed class definition is for indication of the minimum performance of a Device. The classes are 
defined based on respectively the 150kB/s base value for single data rate operation (normal mode) and 
300kB/s base value for dual data rate operation. The minimum performance of the Device can then be 
marked by defined multiples of the base value e.g., 2.4MB/s (SDR) or 4.8MB/s (DDR). Only following 
speed classes are defined. Speed class is not defined and is not applicable for е. ММС operating in HS200 
mode and HS400 mode. 


NOTE e*MMC Devices always including 8 bit data bus and the categories below states the configuration that the 
Device is operated. 


Low bus category classes (26MHz clock with 4bit data bus operation) 


2.4 MB/s (sdr) or 4.8 MB/s (ddr) Class A 
3.0 MB/s (sdr) or 6.0 MB/s (ddr) Class B 
4.5 MB/s (sdr) or 9.0 MB/s (ddr) Class C 
6.0 MB/s (sdr) or 12.0 MB/s (ddr) Class D 
9.0 MB/s (sdr) or 18.0 MB/s (ddr) Class E 


Mid bus category classes (26MHz clock with 8bit data bus or 52MHz clock with 4bit data bus operation): 
12.0 MB/s (sdr) or 24.0 MB/s (ddr) Class F 

15.0 MB/s (sdr) or 30.0 MB/s (ddr) Class G 

18.0 MB/s (sdr) or 36.0 MB/s (ddr) Class H 

21.0MB/s (sdr) or 42.0 MB/s (ddr) Class J 


High bus category classes (S2MHz clock with 8bit data bus operation): 
e 24.0 MB/s (sdr) or 48.0 MB/s (ddr) Class K 
30.0 MB/s (sdr) or 60.0 MB/s (ddr) Class M 
36.0 MB/s (sdr) or 72.0 MB/s (ddr) Class O 
42.0 MB/s (sdr) or 84.0 MB/s (ddr) Class R 
48.0 MB/s (sdr) or 96.0 MB/s (ddr) Class T 


The performance values for both write and read accesses are stored into the EXT_CSD register for 
electrical reading (see 7.4). Only the defined values and classes are allowed to be used. 
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6.9.2 Measurement of the performance 


Initial state of the memory in prior to the test is: filled with random data. The test is performed by 
writing/reading a 64 kB chunk of data to/from random logical addresses (aligned to physical block 
boundaries) of the Device. A predefined multiple block write/read is used with block count of 128 (64 kB 
as 512B blocks are used). The performance is calculated as average out of several 64kB accesses. Same 
test is performed with all applicable clock frequency and bus width options as follows: 


e 52 MHz, 8bit bus in the dual data mode (if 52 MHz clock frequency and dual data mode is supported 
by the Device) 

52 MEZ, 8bit bus (if 52 MHz clock frequency is supported by the Device) 

52 MEZ, 4bit bus (if 52 MHz clock frequency is supported by the Device) 

26 MHz, 8bit bus 

26 MHz, 4bit bus 


In case the minimum performance of the Device exceeds the physical limit of one of the above mentioned 
options the Device has to also fulfill accordingly the performance criteria as defined in 
MIN PERF a b ff. 


6.10 Commands 


6.10.1 Command types 

There are four kinds of commands defined to control the eeMMC: 
broadcast commands (bc), no response, 

broadcast commands with response (bcr), 


addressed (point-to-point) commands (ac), no data transfer on DAT lines, and 
addressed (point-to-point) data transfer commands (adtc), data transfer on DAT lines. 


All commands and responses are sent over the CMD line of the e*MMC bus. The command transmission 
always starts with the left bit of the bit string corresponding to the command codeword. 


6.10.2. Command format 


All commands have a fixed code length of 48 bits, needing a transmission time of 0.92 micro second at 
52 MHz. 


Table 47 — Command Format 


Description Start Bit rano CO Argument CRC7 End Bit 
Bit Index 

Bit position 4T 46 [45:40] [39:8] [7:1] 0 

Width (bits) 1 1 6 32 7 1 

Value “0” р" X X ep 


А command always starts with a start bit (always ‘0’), followed by the bit indicating the direction of 
transmission (host = 1°). The next 6 bits indicate the index of the command, this value being interpreted 
as a binary coded number (between 0 and 63). Some commands need an argument (e.g., an address), that 
is coded by 32 bits. A value denoted by ‘x’ in Table 47 indicates this variable is dependent on the 
command. All commands are protected by a CRC (see 0 for the definition of CRC7). Every command 
codeword is terminated by the end bit (always *1"). All commands and their arguments are listed in Table 
48 through Table 58. 
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6.10.3 Command classes 


The command set of ће e*MMC system is divided into several classes. (See Table 48) 
Each class supports a subset of Device functions. 


Class 0 is mandatory and shall be supported by all Devices. The other classes are either mandatory only 
for specific Device types or optional (refer to clause 11, for detailed description of supported command 
classes as a function of Device type). By using different classes, several configurations can be chosen 
(e.g., a block writable Device). The supported Device Command Classes (CCC) are coded as a parameter 
in the Device specific data (CSD) register of each Device, providing the host with information on how to 
access the Device. 


Table 48 — Supported Device command classes (0—56) 


Device Supported Commands 
Command | Class Description |o |1|2|3 4 56 7s 9 10]. [12 1s 14 15 16] 17/18] 19/29] 21 lo 
(2) (2) (1) 
(CCC) 
class 0 basic ubdbdbdbdbdbdb |+ [+ |+ +|+|+|+ + 
class 1 Obsolete 
class 2 block read +/+ ]+ + 
class 3 Obsolete 
class 4 block write + + 
class 5 erase 
class 6 write protection 
class 7 lock Device + 
class 8 Application-specific 
class 9 ПО mode 
class 10 Security Protocols 
class11 Command Queuing 
class12 Reserved 
Device Supported Commands 
Command Class Description 
Class 36138 39/4042 44145 55 
(ССС) 
class 0 basic 
class 1 Obsolete 
class 2 block read 
class 3 Obsolete 
class 4 block write 
class 5 Erase +/+ 
class 6 write protection 
class 7 lock Device t 
class 8 Application-specific + 
class 9 ШО mode +/+ 
class 10 Security Protocols 
class11 (Command Queuing + |+ 
class 12 Reserved 


NOTE 1 Mandatory only for devices that supports HS200 mode. 


NOTE2 Obsolete. 
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6.10.4 Detailed command description 


Table 49 through Table 59 define in detail all ee MMC bus commands. The responses R1-R5 are defined 
in 6.12. The registers CID, CSD, EXT. CSD and DSR are described in clause 7. 


Table 49 — Basic commands (class 0 and class 1) 


DES Type |Argument Resp |Abbreviation Command Description 
CMDO be [31:0] 00000000 — |СО IDLE STATE Resets the Device to idle state 
bc [31:0] FOFOFOFO — |GO_PRE_IDLE_ STATE Resets the Device to pre-idle state 
—  |[31:0]FFFFFFFA —  |BOOT INITIATION Initiate alternative boot operation 
CMDI Бег [31:0] OCR with- R3 |SEND OP COND Asks Device, in idle state, to send its Operating 
out busy Conditions Register contents in the response on the 
CMD line. 
CMD2 bcr |[31:0] stuff bits R2 АШ. SEND CID Asks Device to send its CID number on the CMD line 
CMD3 ac |[31:16] RCA RI |SET_RELATIVE_ADDR Assigns relative address to the Device 
[15:0] stuff bits 
CMD4 bc |[31:16] DSR —  |SET DSR Programs the DSR of the Device 
[15:0] stuff bits 
CMD5 ac [31:16] RCA Rib |SLEEP AWAKE Toggles the Device between Sleep state and Standby 
[15]Sleep/Awake state. (See 6.6.21). 
[14:0] stuff bits 
CMD6 ac [31:26] Set to 0 Rib |SWITCH Switches the mode of operation of the selected Device 
[25:24] Access or modifies the EXT CSD registers. (See 6.6.1) 
[23:16] Index 
[15:8] Value 
[7:3] Set to 0 
[2:0] Cmd Set 
CMD7 ac |[31:16] RCA R1/ |SELECT/DESELECT CARD |Command toggles a device between the standby and 
[15:0] stuff bits Rb! transfer states or between the programming and 
disconnect states. 
NOTE In both cases the Device is selected by its own 
relative address and gets deselected by any other address; 
address 0 deselects the Device. 
CMD8 аас |[31:0] stuff bits RI |SEND_EXT_CSD Device sends its EXT_CSD register as a block of data. 
CMD9 ac |[31:16] RCA R2  |SEND_CSD Addressed Device sends its Device-specific data 
[15:0] stuff bits (CSD) on the CMD line. 
CMD10 ac |[31:16] RCA R2  |SEND_CID Addressed Device sends its Device identification 
[15:0] stuff bits (CID) on CMD the line. 
CMD11 obsolete The response to CMD11 will be undefined. 
CMD12 ас |[31:16] RCA? R1/ |STOP TRANSMISSION Forces the Device to stop transmission. If HPI flag is 
[15:1] stuff bits R1b? set the device shall interrupt its internal operations in a 
[0] HPI well-defined timing. 
CMD13 ac [31:16] RCA RI /|SEND STATUS In case SQS bit 2 0: Addressed Device sends its status 
[15] SQS register. If HPI flag is set the device shall interrupt its 
[14:1] stuff bits internal operations in a well-defined timing. 
[0] HPI In case SQS bit = 1: indicate that this is a QSR query. 
In response device shall send the QSR (Queue Status 
Register). In this case HPI must be set to ‘0’. 
CMD14 | айс |[31:0] stuff bits КІ |ВОЅТЕЅТ К A host reads the reversed bus testing data pattern from 
a Device. 
CMD15 ac [31:16] RCA — GO_INACTIVE_STATE Sets the Device to inactive state 
[15:0] stuff bits 
CMD19 айс |[31:0] stuff bits RI |BUSTEST_W A host sends the bus test data pattern to a Device. 
NOTE! RI while selecting from Stand-By State to Transfer State; R1b while selecting from Disconnected State to Programming State. 


NOTE2 КСА in CMD12 is used only if HPI bit is set. The argument does not imply any RCA check on the device side. 
NOTE З КІ for read cases and R1b for write cases. 


6.10.4 Detailed command description (cont'd) 


JEDEC Standard No. 84-B51 
Page 127 


Table 50 — Block-oriented read commands (class 2) 


CMD 


INDEX Type Argument Resp |Abbreviation Command Description 
CMD16 | ac |[31:0] block R1 |SET BLOCKLEN Sets the block length (in bytes) for all 
length following block commands (read and 
write). Default block length is specified in 
the CSD. 
CMD17 | аќ |[31:0] data КІ |READ SINGLE . Reads a block of the size selected by the 
address’ BLOCK SET_BLOCKLEN command.” 
CMD18 | adtc |[31:0] data КІ |READ MULTIPLE . Continuously transfers data blocks from 
address! BLOCK Device to host until interrupted by a stop 
command, or the requested number of data 
blocks is transmitted If sent as part of a 
packed read command, the argument shall 
contain the first read data address in the 
pack (address of first individual read 
command inside the pack). (See 6.6.27.1) 
CMD21 | аа |[31:0] stuff bits КІ |SEND TUNING . 128 clocks of tuning pattern (64 byte in 4 
BLOCK bit mode or 128 byte in 8 bit mode) is sent 
for HS200 optimal sampling point 
detection. 
NOTE 1 Data address for media =<2 GB is a 32 bit byte address and data address for media > 2 GB is a 32 bit sector (512 B) 
address. 
NOTE 2 The transferred data must not cross a physical block boundary, unless READ ВІК MISALIGN is set in the CSD 
register. 
Table 51 — Class 3 commands 
сеа Туре Argument Resp |Abbreviation Command Description 
CMD20 Obsolete The response to CMD20 will be undefined. 
CMD22 Reserved 
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6.10.4 Detailed command description (cont'd) 


Table 52 — Block-oriented write commands (class 4) 


DES Type Argument Resp | Abbreviation Command Description 

CMD23 ac |[31] Reliable Write RI |SET BLOCK COUNT non-packed command version 

(default) Request [30] *0* 

non- packed 

[29] tag request Defines the number of blocks (read/write) and the 

[28:25] context ID reliable writer parameter (write) for a block read or 

[24]: forced write command. (See 6.6.7 and 6.6.8) 

programming May contain a tag request (see 6.6.28) or a context ID 

[23:16] set to 0 (see 6.6.27). Tag and Context ID cannot be used 

[15:0] number of together in the same command, if one is used the other 

blocks must be set to zero. 
The context ID is an identifier (0 to 15) that associates 
the read/write command with the specific context. 
When bit 24 is set to 1, forced programming enabled, 
data shall be forcefully programmed to nonvolatile 
storage instead of volatile cache while cache is turned 
ON. 

CMD23 ac [31] set to O RI |SET BLOCK COUNT packed command version 
(packed) [30] ‘1’ packed 

[29:16] set to 0 

[15:0] number of Defines the number of blocks (read/write) for the 

blocks following packed write command or for the header of 
the following packed read command. (See 6.6.27.1). 
For packed write commands, the number of blocks 
should include the total number of blocks all packed 
commands plus one for the header block. 
For packed read commands, the number of blocks 
should equal one as only the header is sent inside the 
following CMD25. After that, a separate normal read 
command is sent to get the packed data. 

CMD24 айс [31:0] data address! КІ WRITE BLOCK Writes a block of the size selected by the 
SET BLOCKLEN command. 

CMD25 adtc [31:0] data address! КІ WRITE_MULTIPLE_ Continuously writes blocks of data until a 

BLOCK STOP_TRANSMISSION follows or the requested 
number of block received. 
If sent as a packed command (either packed write, or 
the header of packed read) the argument shall contain 
the first read/write data address in the pack (address of 
first individual command inside the pack). 
(See 6.6.27.1) 

CMD26 | айс |[31:0] stuff bits КІ = |PROGRAM_CID Programming of the Device identification register. This 
command shall be issued only once. The Device 
contains hardware to prevent this operation after the 
first programming. Normally this command is reserved 
for the manufacturer. 

CMD27 | айс |[31:0] stuff bits КІ = |PROGRAM_CSD Programming of the programmable bits of the CSD. 

CMD49 | айс |[31:0] stuff bits КІ SET TIME Sets the real time clock according to the RTC 
information in the 512 B data block. 

NOTE 1 Data address for media =<2 GB is a 32 bit byte address and data address for media > 2 GB is a 32 bit sector (512 B) address. 


NOTE 2 The transferred data must not cross a physical block boundary unless WRITE BLK MISALIGN is set in the CSD. 


JEDEC Standard No. 84-B51 
Page 129 


6.10.4 Detailed command description (cont'd) 


Table 53 — Block-oriented write protection commands (class 6) 


CMD 


INDEX Type | Argument Resp |Abbreviation Command Description 


CMD28 | ac |[31:0] data Rib |SET WRITE PROT If CLASS 6 СТКІ =0х00: 

address! If the Device has write protection features, 
this command sets the write protection bit of 
the addressed group. The properties of write 
protection are coded in the Device specific 
data (WP СКР SIZE or 

HC WP GRP SIZE). 


If CLASS 6 CTRL-0x01: 
This command releases the specified 
addressed group. 


CMD29 | ac |[31:0] data Rib |CLR WRITE PROT  |If CLASS 6 CTRL-0x00: 

address! If the Device provides write protection 
features, this command clears the write 
protection bit of the addressed group. 


If CLASS 6 CTRL-0x01: 
This command is ignored. 


CMD30 | айс | [31:0] write КІ |SEND WRITE PROT |If CLASS 6 CTRL-0x00: 

protect data If the Device provides write protection 
address features, this command asks the Device to 
send the status of the write protection bits.? 


If CLASS 6 СТКІ =0х01: 

This command asks the device to send the 
status of released groups. A bit ‘0’ means the 
specific group is valid and accessible, a bit 
*]" means the specific group was released 
and it cannot be used.” 


CMD31 | айв | [31:0] write КІ !SEND WRITE PROT |If CLASS 6 CTRL-0x00: 

protect data TYPE This command sends the type of write 
address protection that is set for the different write 
protection groups ^ 

If CLASS 6 CTRL-0x01: 

This command returns a fixed pattern of 64- 
bit zeros in its payload. 


NOTE 1 Data address for media =<2 GB is a 32 bit byte address and data address for media > 2 GB is a 32 bit sector (512 B) address. 


NOTE2 32 write protection bits (representing 32 write protect groups starting at the specified address) followed by 16 CRC bits are transferred 
in a payload format via the data lines. The last (least significant) bit of the protection bits corresponds to the first addressed group. If the 
addresses of the last groups are outside the valid range, then the corresponding write protection bits shall be set to zero. 


NOTE3 32 released status bits (representing 32 write protect groups starting at the specified address) followed by 16 CRC bits are transferred 
in a payload format via the data lines. The last (least significant) bit of the released bits corresponds to the first addressed group. If the addresses 
of the last groups are outside the valid range, then the corresponding released bits shall be set to zero. 


NOTE4 64 write protection bits (representing 32 write protect groups starting at the specified address) followed by 16 CRC bits are transferred 
in a payload format via the data lines. Each set of two protection bits shows the type of protection set for each of the write protection groups. The 
definition of the different bit settings are shown below. The last (least significant) two bits of the protection bits correspond to the first addressed 
group. If the addresses of the last groups are outside the valid range, then the corresponding write protection bits shall be set to zero. 

“00” Write protection group not protected 

“01” Write protection group is protected by temporary write protection 

*10" Write protection group is protected by power-on write protection 

“11” Write protection group is protected by permanent write protection 
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6.10.4 Detailed command description (cont’d) 


Table 54 — Erase commands (class 5) 


CMD 


INDEX Type |Argument Resp |Abbreviation Command Description 
CMD32 Reserved. These command indexes cannot be used in order to maintain backwards compatibility with 
T older versions of eeMMCs 
CMD34 
CMD35 | ac |[31:0] data КІ | ЕКАЅЕ GROUP START Sets the address of the first erase group 
address? within a range to be selected for erase 
CMD36 | ac |[31:0] data R1 ERASE_GROUP_END |Sets the address of the last erase group 
address!” within a continuous range to be selected 
for erase 
CMD37 Reserved. This command index cannot be used in order to maintain backwards compatibility with older 
versions of eeMMCs 
CMD38 | ас [31] Secure Rib ERASE Erases all previously selected write 
request blocks according to argument bits? 
[30:16] set to 0 
[15] Force When all argument bits are zero CMD38 
Garbage Collect will perform an erase on erase group(s). 
request? 
[14:2] set to 0 When Bit 0 2 1 and Bit 120 then CMD38 
[1] Discard Enable will perform a TRIM on the sector(s). 
[0] Identify Write 
Blocks for Erase When Bit 0 =1 and Bit 121 then CMD38 
(or TRIM Enable) will perform a DISCARD on the 
sector(s) 
To maintain backward compatibility the 
device must not report an error if bits 31 
and 15 are set. The device behavior 
when these are set is undefined. 
All other argument settings should trigger 
an ERROR. 
NOTE 1 Data address for media =<2 GB is a 32 bit byte address and data address for media > 2 GB is a 32 bit sector (512B) 
address. 


NOTE2 The Device will ignore all LSB's below the Erase Group size, effectively rounding the address down to the Erase 
Group boundary. 
NOTE 3 Table 11 and Table 12 give a description of the argument bits and a list of supported argument combinations. 
NOTE 4 Argument bit 15 is an optional feature that is only supported if SEC GB. CL EN (EXT CSD[231] bit 4) is set. 
Argument bit 31 is an optional feature that is only supported if SEC ЕК EN (EXT_CSD[23 1] bit 0) is set 


6.10.4 Detailed command description (cont'd) 
Table 55 — I/O mode commands (class 9) 


JEDEC Standard No. 84-B51 
Page 131 


Rane Type Argument Resp | Abbreviation Command Description 
CMD39 | ac |[31:16] RCA R4 |FAST IO Used to write and read 8 bit (register) data 
[15:15] register fields. The command addresses a Device 
write flag [14:8] and a register and provides the data for 
register address writing if the write flag is set. The R4 
[7:0] register data response contains data read from the 
addressed register if the write flag is 
cleared to 0. This command accesses 
application dependent registers that are not 
defined in the e*MMC standard. 
CMDAO | bcr [31:0] stuff bits R5 |GO IRQ STATE Sets the system into interrupt mode 
CMD41 Reserved 
Table 56 — Lock Device commands (class 7) 
Renee Type Argument Resp |Abbreviation Command Description 
CMD42 | adtc |[31:0] stuff bits. RI |LOCK UNLOCK Used to set/reset the password or 
lock/unlock the Device. The size of the data 
block is set by the SET BLOCK. LEN 
command. 
CMD43 Reserved 
Table 57 — Application-specific commands (class 8) 
ое Type Argument Resp |Abbreviation Command Description 
CMD55 | ac [31:16] RCA RI |APP CMD Indicates to the Device that the next 
[15:0] stuff bits command is an application specific 
command rather than a standard command 
CMD56 | айс |[31:1] stuff bits. RI |GEN CMD Used either to transfer a data block to the 
[0]: RD/WR1 Device or to get a data block from the 
Device for general purpose / application 
specific commands. The size of the data 
block shall be set by the 
SET BLOCK LEN command. 
CMD57 Reserved 
CMD59 
CMD60 Reserved for manufacturer 
CMD63 
NOTE . RD/WR: “1” the host gets a block of data from the Device. “0” the host sends block of data to the Device. 
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6.10.4 Detailed command description (cont'd) 


Table 58 — Security Protocols (class 10) 


күй Type |Argument Resp |Abbreviation Command Description 
CMD50 Reserved 
-52 
СМр53 | айс |[16:31] Security КІ |PROTOCOL RD Continuously transfers data blocks from 
Protocol Specific device to host. Number of data blocks shall 
[15:8] Security be defined by a preceding CMD23. Data 
Protocol Transfer may be interrupted by a 
[7:0] reserved STOP TRANSMISSION command, This 
command is not supported if sent as a 
packed command. Block size is always 
512bytes. 
СМр54 | айс [16:31] Security КІ |PROTOCOL WR Continuously transfers data blocks from 


Protocol Specific 
[15:8] Security 
Protocol 

[7:0] reserved 


host to device. Number of data blocks shall 
be defined by a preceding CMD23. Data 
Transfer may be interrupted by a 

STOP TRANSMISSION command, This 
command is not supported if sent as a 
packed command. Block size is always 
512bytes. 


All future reserved commands, and their responses (if there are any), shall have a codeword length of 48 


bits. 


6.10.4 Detailed command description (cont'd) 
Table 59 — Command Queue (Class 11) 
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15:4]: reserved 


Rae Type |Argument Resp |Abbreviation Command Description 

CMD44 | ac |[31] Reliable RI |QUEUED TASK Defines Data Direction (DD) of operation 
Write Request _PARAMS (read/write), Priority (high/simple), Task 
[30] DD: "1" read ID, and block count of queued task. 
/ "0" write 
[29] Tag request CMD44 settings shall be compliant with the 
[28:25] Context ID indications given in Table 34, Features 
[24]: Forced Cross Reference Table. 
Programming 
[23] Priority: “0” 
simple / *1" high 
[22:21] reserved 
[20:16] Task ID 
[15:0] Number of 
Blocks 

CMD45 | ac |[31:0] Start block КІ |QUEUED TASK Defines the block address of queued task 
address ADDRESS 

CMD46 | айс | [31:21] reserved ВІ 'EXECUTE READ Device shall execute task from the queue 
[20:16] Task ID _TASK whose ID is encoded in the argument 
[15:0] reserved 

CMD47 | adtc [31:21] reserved ВІ |EXECUTE_WRITE Device shall execute task from the queue 
[20:16] Task ID _TASK whose ID is encoded in the argument 
[15:0] reserved 

CMD48 | ас |[31:21] reserved Rib |CMDQ TASK Device shall discard a specific task or entire 
[20:16]: TaskID _MGMT queue (all tasks in the queue) 
[ 
[ 


3:0] TM op-code 
(Table 5) 


[20:16] when TM op-code = 2h these bits 
represent TaskID. When TM op-code = 1h 
these bits are reserved. 
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6.11 Device state transition table 


Table 60 defines the Device state transitions in dependency of the received command. 


Table 60 — Device state transitions 


Current State 


idle |ready |ident| stby | tran | data | btst | rcv | prg | dis | ina | slp | irq 
Command Changes to 
Class Independent 
CRC error - - - - - - - - - - - - stby 
command not supported - - - - - - - - - - - - stby 
Class 0 
CMDO idle | idle | idle | idle | idle | idle | idle | idle | idle | idle - idle | stby 
(arg=0x00000000) 
CMDO Pre- | Pre- | Pre- | Pre- | Pre- | Pre- | Pre- | Pre- | Pre- | Pre- - Pre- | stby 
(arg=OxFOFOFOFO) idle | idle | idle | idle | idle | idle | idle | idle | idle | idle idle 
CMD1, Device VCCQ ready | - - - - - - - - - - - stby 
range? compatible 
CMD1, Device is busy idle - - - - - - - - - - - stby 
CMD1, Device VCCQ ina - - - - - - - - - - - stby 
range? not compatible 
CMD2, Device wins bus - ident | - - - - - - - - - - stby 
CMD2, Device loses bus - |ready| - - - - - - - - - - stby 
CMD3 - - stby - - - - - - - - - stby 
CMD4 - - - stby - - - - - - - - stby 
CMD5 = 3 - 51р stby | stby 
CMD6 - - - - prg - - - - - - - stby 
CMD7, Device is - - - tran - - - - - prg - - stby 
addressed 
CMD7, Device is not - - - - stby | stby - - dis - - - stby 
addressed 
CMD8 - - - - data - - - - - - - stby 
CMD9 - - - stby - - - - - - - - stby 
CMD10 - - - stby - - - - - - - - stby 
CMD12, arg[0] = 0 - - - - - tran - prg - - - - stby 
CMD12, arg[0] = 1 - - - - - - - - prg - - - stby 
CMD13, arg[0] = 0 or 1 - - - stby | tran | data | btst | rcv | prg | dis - - stby 
CMD14 - - - - - - tran - - - - - stby 
CMD15 - - - ina | ina | ina | ina | ina | ina | ina - - stby 
CMD19 - - - - btst - - - - - - - stby 
Class 1 
CMD 11 (obsolete) - - - - - - - - - - - - - 
Class 2 
CMD 16 - - - - tran - - - - - - - stby 
CMD17 - - - - data - - - - - - - stby 
CMD 18 - - - - data - - - - - - - stby 
CMD21 - J- - - data - - - - - - - stby 
CMD23 - - - - tran - - - - - - - stby 
Class 3 
CMD20 (obsolete) - - - - - - - - - - - - - 
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6.11 Device state transition table (cont’d) 


Table 61 — Device state transitions (cont'd) 


Current State 

idle |ready |ident| stby | tran | data | btst | rcv | prg | dis | ina | slp | Irq 
Command Changes to 
Class 4 
CMD16 see class 2 
CMD23 see class 2 
CMD24 - - - - ГСУ - - - тсу1 - - - stby 
CMD25 - - - - ГСУ - - - ICV2 - - - stby 
CMD26 - - - - ГСУ - - - - - - - stby 
CMD27 - - - - ГСУ - - - - - - - stby 
CMD49 - - - - rcv - - - - - - - stby 
Class 6 
CMD28 - - - - prg - - - - - - - stby 
CMD29 - - - - prg - - - - - - - stby 
CMD30 - - - - data - - - - - - - stby 
CMD31 - - - - data - - - - - - - stby 
Class 5 
CMD35 - - - - tran - - - - - - - stby 
CMD36 - - - - tran - - - - - - - stby 
CMD38 - - - - prg - - - - - - - stby 
Class 7 
CMD 16 see class 2 
CMD42 - - - - ICV - - - - - - - stby 
Class 8 
CMD55 - - - stby | tran | data | btst | rcv | prg | dis - - irq 
CMD56; RD/WR = 0 - - - - rcv - - - - - - - stby 
CMD56; RD/WR = 1 = z = = data z z = = - - - stby 
Class 9 
CMD39 - - - stby - - - - - - - - stby 
CMD40 - - - irq - - - - - - - - stby 
Class 10 
CMD53 - - - - data - - - - - - - Stby 
CMD54 - - - - ICV - - - - - - - Stby 
Class 11 
CMD44 - - - - tran data - rcv prg - - SEE 
CMD45 - - - - tran data - rcv prg - - ZEE 
CMD46 - - - - data - - - - - - ZEE 
CMD47 - - - - ГСУ - - - - - - - - 
CMD48 - - - - prg - - - - - - ZEE 
Class 12 
CMD41; 
CMD43; 


CMD50...CMD52, Reserved 


CMD57...CMD59 


CMD60...CMD63 Reserved for Manufacturer 
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6.11 Device state transition table (cont’d) 


Table 62 — Device state transitions (cont'd) 


Current State 


idle |ready |ident| stby | tran | data | btst | rcv | prg | dis | ina | slp | irq 


Command Changes to 


NOTE] Due to legacy considerations, a Device may treat CMD24/25 during a prg state—while busy is active—as a legal or 
an illegal command. A Device that treats CMD24/25 during a prg-state—while busy is active—as an illegal command will not 
change its state to the rcv state. A host should not send CMD24/25 while the Device is in prg state and busy is active. 


NOTE2 Due to legacy considerations, a Device may treat CMD24/25 during a prg state—while busy is active—as a legal or 
an illegal command. A Device that treats CMD24/25 during a prg state—while busy is active—as an illegal command will not 
change its state to the rcv state. A host should not send CMD24/25 while the Device is in prg state and busy is active. 


NOTE 3 As there is no way to obtain state information in boot mode, boot-mode states are not shown in this table. 
NOTE 4 For details on Pre-Idle, Pre-Boot and Boot state and CMDO (0xFFFFFFFA) transitions, refer to 6.3. 


NOTE5 CMD44-CMDM48 state transitions described in this table relate to scenario that Command Queue feature is 
enabled (CMDQ MODE EN»-xxxxxxx]1b). 


NOTE6 VDD range in case of High Voltage MultimediaCard. 


6.12 Responses 


All responses are sent via the command line CMD. The response transmission always starts with the left 
bit of the bit string corresponding to the response codeword. The code length depends on the response 
type. A response always starts with a start bit (always ‘0’), followed by the bit indicating the direction of 
transmission (Device = ‘0’). A value denoted by ‘x’ in Table 63 — Table 67 indicates a variable entry. All 
responses, except for the type R3, are protected by a CRC (see 0 for the definition of CRC7). Every 
command codeword is terminated by the end bit (always *17). 


There are five types of responses. Their formats are defined as follows: 


e КІ (normal response command): code length 48 bit. The bits 45:40 indicate the index of the 
command to be responded to, this value being interpreted as a binary coded number (between 0 and 
63). The status of the Device is coded in 32 bits. The Device status is described in 6.13. 


Table 63 — R1 response 


Description Start bit ишш шш Device status CRC7 End bit 

Bit position 47 46 [45:40] [39:8] 7 0 

Width (bits) 1 1 6 32 x 1 
Value “0” “0” x x CRC7 “1” 


e Rib 15 identical to КІ with an optional busy signal transmitted on the data line DATO. The Device 
may become busy after receiving these commands based on its state prior to the command reception. 
Refer to 6.15 for detailed description and timing diagrams. 


6.12 


Responses (cont' d) 
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e R2(CID, CSD register): code length 136 bits. The contents of the CID register are sent as a response 
to the commands CMD2 and CMD10. The contents of the CSD register are sent as a response to 
CMD9. Only the bits [127...1] of the CID and CSD are transferred, the reserved bit [0] of these 
registers is replaced by the end bit of the response. 


Table 64 — R2 response 


Description Start bit Ner Check bits ет ч eee ba ше. End bit 

Bit position 135 134 [133:128] [127:1] 0 

Width (bits) 1 1 6 127 1 
Value “0” “0” 111111 x "I? 


e КЗ (ОСЕ register): code length 48 bits. The contents of the OCR register is sent as a response to 
CMDI. The level coding is as follows: restricted voltage windows=LOW, Device busyzLOW. 


Table 65 — R3 Response 


Description Start bit Ron UR Check bits ан Check bits End bit 

Bit position 47 46 [45:40] [39:8] [7:1] 0 

Width (bits) 1 1 6 32 7 1 
Value “0” “0” “ТЕГИ” x “1111111” “1” 


e RA (Fast I/O): code length 48 bits. The argument field contains ће КСА of the addressed Device, the 
register address to be read out or written to, and its contents. The status bit in the argument is set if the 
operation was successful. 


Table 66 — R4 response 


; Read 
At Register Я 
we Start | Transmission RCA Status register | CRC | End 
eee HORS e pi bit Е 1| bit 
[14:8] 
[7:0] 
Bit position 47 46 [45:40] [39:8] Argument field [7:1] 0 
Width (bits) 1 1 6 16 7 8 7 1 
Value “0” “0” “100111” X X X X s" 


e R5 (Interrupt request): code length 48 bits. If the response is generated by the host, the RCA field in 
the argument shall be 0x0. 


Table 67 — R5 response 


RCA [31:16] of 


[15:0] Not defined. 


Description rn шош CMD40 | winning Device May be used for es m 
or of the host IRQ data 
Bit position 47 46 [45:40] [39:8] Argument field [7:1] 0 
Width (bits) 1 1 6 16 16 7 1 
Value “0” “0” “101000” X X X ud 
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6.13 Device status 


The response format R1 contains a 32-bit field named Device status. This field is intended to transmit the 
Device's status information. Two different attributes are associated with each one of the Device status 
bits: 


Bit type. Two types of Device status bits are defined: 


1) Error bit. Signals an error condition was detected by the device. These bits are cleared as soon as 
the response (reporting the error) is sent out. Clear Cond. B 

2) Status bit. These bits serve as information fields only, and do not alter the execution of the com- 
mand being responded to. These bits are persistent; they are set and cleared in accordance with 
the Device status. Clear Cond. A 


The “Type” field of Table 68 defines the type of each bit in the Device status register. The symbol 
“E” is used to denote an Error bit while the symbol “S” is used to denote a Status bit. 


Detection mode of Error bits. 


Exceptions are detected by the Device either during the command interpretation and validation phase 
(Response Mode) or during command execution phase (Execution Mode). Response mode exceptions 
are reported in the response to the command that raised the exception. Execution mode exceptions are 
reported in the response to a STOP_TRANSMISSION command used to terminate the operation or in 
the response toa SEND_STATUS command issued while the operation is being carried out or after 
the operation is completed. The “Det Mode” field of Table 68 defines the detection mode of each bit 
in the Device status register. The symbol “R” is used to denote a Response Mode detection while the 
symbol *X" is used to denote an Execution Mode detection. 


When an error bit is detected in “R” mode the Device will report the error in the response to the 
command that raised the exception. The command will not be executed and the associated state 
transition will not take place. When an error is detected in “X” mode the execution is terminated. The 
error will be reported in the response to the next command. 


The ADDRESS OUT OF RANGE and ADDRESS MISALIGN exceptions may be detected both in 
Response and Execution modes. The conditions for each one of the modes are explicitly defined in 
Table 68. 


When Command Queue feature is enabled (CMDQ MODE EN-xxxxxxx1b) and КІ response is 
returned to a CMD13 command with SQS = 1, R1 response format is defined as QSR. 
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6.13 Device status (cont'd) 
Table 68 — Device status 

3 г Det TP Clear 
Bits |Identifier Type Mode Value Description Cond 
31 |ADDRESS E В (“0° = no error The command's address argument was out B 

OUT OF RANGE “1” = error of the allowed range for this Device. 
X A multiple block operation is (although 


started in a valid address) attempting to read 
or write beyond the Device capacity 


30 |ADDRESS E В (“0° = по error The command's address argument (in accor- B 
MISALIGN “1” = error dance with the currently set block length) 
positions the first data block misaligned to 
the Device physical blocks. 

X A multiple block read/write operation 
(although started with a valid address/block 
length combination) is attempting to read or 
write a data block that does not align with 
the physical blocks of the Device. 


29 |ВІОСК LEN. E В [0° = no error Either the argument of a SET BLOCKLEN B 
ERROR *1? = error command exceeds the maximum value 
allowed for the Device, or the previously 
defined block length is illegal for the current 
command (e.g., the host issues a write com- 
mand, the current block length is smaller 
than the Device’s maximum and write 
partial blocks is not allowed) 


28 |ERASE SEQ. E К |“0” = по error “1” |An error in the sequence of erase commands B 
ERROR = error occurred. 
27 |ERASE PARAM E Х |“0” = по error “1” | Ар invalid selection of erase groups for B 
= error erase occurred. 
26 |WP VIOLATION E Х |“0” = no error “1” |Attempt to program a write protected block B 
= error 
25 |DEVICE_IS_LOCK S В /*0"- Device When set, signals that the Device is locked A 
ED unlocked “1” = by the host 


Device locked 


24 |LOCK UNLOCK. E X [0° = no error “1” |Set when a sequence or password error has B 


FAILED = error been detected in lock/unlock Device 
command 
23 |COM_CRC_ERROR| E В /|*"0"-noerror “1” |The CRC check of the command failed. B 
= error 
22 |LLEGAL. E К |0” = по error “1” |Command not legal for the Device state B 
COMMAND = error 
21 |DEVICE ECC . E X (0° = ѕиссеѕѕ “1” |Device internal ECC was applied but failed B 
FAILED = failure to correct the data. 
20 |CC ERROR E К |“0” = по error “1” |(Undefined by the standard) A Device error B 
= error occurred that is not related to the host 
command. 
19 |ERROR E X ~~ |“0” = по error “1” |(Undefined by the standard) A generic B 
= error Device error related to the (and detected 


during) execution of the last host command 
(e.g., read or write failures). 


18 |jobsolete Hosts should ignore this bit 
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Bits | Identifier Type a de Value Description a 
17 [obsolete Hosts should ignore this bit 
16 |CID/CSD_ E X [0° = по error “1” |Can be either one of the following errors: - B 
OVERWRITE = error The CID register has been already written 
and cannot be overwritten - The read only 
section of the CSD does not match the 
Device content. - An attempt to reverse the 
copy (set as original) or permanent WP 
(unprotected) bits was made. 
15 |WP ERASE SKIP E X [0° = not Only partial address space was erased due to| В 
protected “1” = existing write protected blocks. 
protected 
14 Reserved, must be set to 0 
13 |ERASE RESET E R |“0”=с1еагей “1” | Ап erase sequence was cleared before exe- B 
= set cuting because an out of erase sequence 
command was received (commands other 
than CMD35, CMD36, CMD38 or CMD13 
12:9 | CURRENT STATE S К |0=14е 1 = Ready |The state of the Device when receiving the A 
2 = Ident 3 = Stby |command. If the command execution causes 
4 = Tran 5 = Data ја state change, it will be visible to the host 
6 = Ксу 7 = Prg 8 |in the response on the next command. The 
= Dis 9 = Btst 10 |four bits are interpreted as a binary number 
= Slp 11-15 = between 0 and 15. 
reserved 
NOTE As there is no way to obtain state 
information in boot mode, boot-mode states are 
not shown in this table. 
8 READY_FOR_ S R |“0” = not ready Corresponds to buffer empty signaling on A 
DATA “1” = ready the bus 
7 SWITCH ERROR E X |“0” = по error “1” If set, the Device did not switch to the B 
= switch error expected mode as requested by the 
SWITCH command 
6 EXCEPTION_EVE S К |"0" = no event "1" |If set, one of the exception bits in field A 
NT = an exception EXCEPTION EVENTS STATUS was set 
event has occurred |to indicate some exception has occurred. 
Host should check that field to discover the 
exception has occurred to understand what 
further actions are needed in order to clear 
this bit. 
5 APP CMD S R (“0° = Disabled The Device will expect ACMD, or A 
“1” = Enabled indication that the command has been 
interpreted as ACMD 
4 Reserved 
3:2 Reserved for Application Specific commands 


1:0 


Reserved for Manufacturer Test Mode 
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6.13 Device status (cont'd) 


Table 69 defines, for each command responded by a R1 response, the affected bits in the status field. A 
“R” or a *X" mean the error/status bit may be affected by the respective command (using the R or X 
detection mechanism respectively). The Status bits are valid in any R1 response and are marked with “S”. 


Table 69 — Device Status field/command - cross reference 


Response 1 Format — Status bit # 
31 | 30 | 29 | 28 | 27 | 26 | 25 | 24 |23* 22*| 21 | 20 18 | 17 | 16] 15 | 13 |12:9| 8 | 7 | 6 | 5 


CMD# 


R 


So |со |-3 ID J JB [OO IN | — |е 


AIA | IAA A A | | 
AAA IA IAA IAA я | 
AIA AIA IA IA A | 

ра PS |ра ра [ра ра |ра |р [PS [PS ра | 
е m 


е | а 


AIA л) IA rs 
AIA е |x 

AIA IAA IA rs 
ра [P< |р [P< |да [P< [>< [P< 
AIA IA AA | 


20 (1) 


е |5 


ра 
е ||| о A е 


е |= | |е 


AIA IAA IA IA AI | | | е е е 


FIA AIA е о о | и | | | АЕ НЕ е a 
FAIA A AIA | и | | | | е е I 
ра [ра IPS ра IPS ра |ра [P< IPS [P< [P< [P< |ра [P< [ра [>< [ра I< |х 
AIA IA IA IA | a 


Ax 


NOTE 1 Commands are obsolete 
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6.13 Device status (cont'd) 
Table 70 — Response 1 Status Bit Valid 


Response 1 Format — Status bit # 


CMD# 
31 | 30 | 29 | 28 | 27 | 26 | 25 | 24 |23* 22*|21 | 20) 19) 18) 17) 16) 15 | 13 [12:91817 | 6 / 5 
1,12, [2,15 5|3,|A 7| A | A|L A|A|1 3|A/|5 [А A [А А |А |А 
Biti 12 | 4 4 4, 11 L|L2!L|L L ги оо 
valid. |3 | 19) 7: 10 | W Му |0 У У W WW УУУ ү 
for |® 10 A A|A AJA A АТА [А |А А |А 
classes |: Y Y|Y ҮҮ Ү ҮҮ ҮҮ Ү|Ү 
6, 5 5 [5 S5 S 515 |51515 5 
10 


* The COM СКС ERROR апа ILLEGAL COMMAND errors are detected during the command interpretation and validation 
phase (Response Mode). However, since the Device does not respond to commands with COM CRC ERROR or 
ILLEGAL COMMAND error, the errors are reported in the response of the following valid command. 


Not all Device status bits are meaningful all the time. Depending on the classes supported by the Device, 
the relevant bits can be identified. If all the classes that affect a status bit, or an error bit, are not supported 
by the Device, the bit is not relevant and can be ignored by the host. 


6.14 Memory array partitioning 


The basic unit of data transfer to/from the e*MMC is one byte. АП data transfer operations that require a 
block size always define block lengths as integer multiples of bytes. Some special functions need other 
partition granularity. 


For block oriented commands, the following definition is used: 


e Block: is the unit that is related to the block oriented read and write commands. Its size is the number 
of bytes that will be transferred when one block command is sent by the host. The size of a block is 
either programmable or fixed. The information about allowed block sizes and the programmability is 
stored in the CSD. 


Special erase and write protect commands are defined: 


e The granularity of the erasable units is the Erase Group: The smallest number of consecutive write 
blocks that can be addressed for erase. The size of the Erase Group is Device specific and stored in 
the CSD when ERASE GROUP DEF is disabled, and in the EXT_CSD when 
ERASE_GROUP_DEF is enabled. 


e The granularity of the Write Protected units is the WP-Group: The minimal unit that may be 
individually write protected. Its size is defined in units of erase groups. The size of a WP-group is 
Device specific and stored in the CSD when ERASE GROUP DEF is disabled, and in the 
EXT_CSD when ERASE_GROUP_DEF is enabled. 


6.14 


Memory array partitioning (cont'd) 
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QQ 


Write Block O| | Write Block 1| | Write Block 2 


Write Block 3 


Write Block n 


Erase Group 0 


| Erase Group 3 


Write Protect Group 0 


. Write Protect Group 1 


Erase Group n 


_ Write Protect Group 2 


_ Write Protect Group n 


\ MultiMediaCard ) 


Figure 35 — Memory array partitioning 
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6.45 Timings 
All timing diagrams use the following schematics and abbreviations: 


Start bit (= “0”) 

Transmitter bit (Host = “1,” Device = “0”) 
One-cycle pull-up (= “1”) 

End bit (= “1”) 

One-cycle pull-down (= “0”) 

High impedance state (-> = “1”’) 
Driven value, “1” or “0” 

Data bits 

Repetition 

Cyclic redundancy check bits (7 bits) 
Device active 


+ О М1 |м шо 


Q 
w 
С) 


Host active 


The difference between the P-bit and Z-bit is that a P-bit is actively driven to HIGH by the Device 
respectively host output driver, while Z-bit is driven to (respectively kept) HIGH by the pull-up resistors 
Row respectively R ar Actively-driven P-bits are less sensitive to noise. 


All timing values are defined in Table 71. 


6.15.1 Command and response 


Both host command and Device response are clocked out with the rising edge of the host clock in either 
the single data rate or dual data rate modes. 


e Device identification and Device operation conditions timing 


The Device identification (CMD2) and Device operation conditions (CMD1) timing are processed in 
the open-drain mode. The Device response to the host command starts after exactly N,, clock cycles. 


«— — Host Command ——> |< Np cycles —> «—— CID or ОСК ——> 


смо [ т бошш Temg]E]z| +++ [z[S]E] — cox — ] 


Figure 36 — Identification timing (Device identification mode) 


e Assign a Device relative address 


The SET RCA (CMD 3) is also processed in the open-drain mode. The minimum delay between the 
host command and Device response is N,, clock cycles. 


«— — Host Command ———> | —Ng cycles —>|<———_ Response — ——— 
CMD [s|T| Content ]cmc|r]z| *** jz[s|T| Content својег Z2] 


Figure 37 — SET RCA timing (Device identification mode) 
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6.15.1 Command and response (cont’d) 


Data transfer mode 


After a Device receives its RCA it will switch to data transfer mode. In this mode the CMD line is 
driven with push-pull drivers. The command is followed by a period of two Z bits (allowing time for 
direction switching on the bus) and then by P bits pushed up by the responding Device. This timing 
diagram is relevant for all responded host commands except CMDI, 2 and 3: 


«— —— Host Command ———> |«—Ncp cycles —|«——— Response — ——— 


смо [spr[ coment TescTr]z [2 |»]* * * |» [sr] Content eE] 
Figure 38 — Command response timing (data transfer mode) 


R1b responses 


Some commands, like CMD6, may assert the BUSY signal and respond with R1. If the busy signal is 
asserted, it is done two clock cycles after the end bit of the command. The DATO line is driven low, 
DAT1-DAT7 lines are driven by the Device though their values are not relevant. 


«— —— Host Command ———> 
CMD [SjT| Content  |CRC|EJZ 


Рато [z|z|z|z|z] z| zz  z | z| z 
DATI-7 |Z|Z|z |z|z| z |z | z| Z| Z| Z 


Figure 39 — R1b response timing 
Last Device response—next host command timing 


After receiving the last Device response, the host can start the next command transmission after at 
least N,.clock cycles. This timing is relevant for any host command. 


«— — — Response ————> |€—Ngec cycles — | <——— Host Command ———> 


смо BE e TeRe[E]z| ++, [2 Б сон [ск]? 


Figure 40 — Timing response end to next command start (data transfer mode) 


Last host command—next host command timing 


After the last command has been sent, the host can continue sending the next command after at least 
N,.clock periods. 


<—— Host Command ———» |¢—N¢c cycles — | «——— Host Command ———> 
смо [s|r| Сошш |cRC]E]7Z| *** jz[s|T| conem |CRC|EJZ|Z 


Figure 41 — Timing of command sequences (all modes) 


If the ALL SEND СІР command is not responded by the Device after №, + 1 clock periods, the host can 
conclude there is no Device present in the bus. 
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6.15.2 Data read 


Data read can be made in single data rate mode or in dual rate mode. 


In the single data rate mode, data are clocked out by the Device and sampled by the host with the rising 
edge of the clock and there is a single CRC per data line. 


In the dual data rate mode, data are clocked out with both the rising edge of the clock and the falling edge 
of the clock and there are two CRC appended per data line. In this mode, the block length is always 512 
bytes, and bytes come interleaved in either 4-bit or 8-bit width configuration. Bytes with odd number 
(1,3,5, ... ,511) shall be sampled on the rising edge of the clock by the host and bytes with even number 
(2,4,6, ... ,512) shall be sampled on the falling edge of the clock by the host. The Device will append two 
CRC16 per each valid data line, one corresponding to the bits of the 256 odd bytes to be sampled on the 
rising edge of the clock by the host and the second for the remaining bits of the 256 even bytes of the 
block to be sampled on the falling edge of the clock by the host. 


Remark: only the data block and the two CRC use both edges of the clock. Start and end bits are only 
valid on the rising edge of the clock. The value on the falling edge is not guaranteed.” 


e Single block read 


The host selects one Device for data read operation by CMD7, and sets the valid block length for 
block oriented data transfer by CMD16(CMD16 only applies to single data rate mode). The basic bus 
timing for a read operation is given in Figure 42. The sequence starts with a single block read 
command (CMD17) that specifies the start address in the argument field. The response is sent on the 
CMD line as usual. 


«— — Host Command ———> |—— Neg cycles —.|«——— Response ———— 


смо BE сән [скс]к]2]2[]***[Р[$[т[ coment [секс] 


«— — Nac cycles —— | «—— — Read Data 


Figure 42 — Single-block read timing 


Data transmission from the Device starts after the access time delay N,. beginning from the end bit of the 


read command. After the last data bit, the CRC check bits are suffixed to allow the host to check for 
transmission errors. 


Due to ambiguity of previous versions of standard, start and end bits may either be valid for both the rising and falling edge or only for the 
rising edge. To ensure backward compatibility, the standard allows for both interpretations and does not mandate the value on the falling edge. 
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6.15.2 Data read (cont’d) 


e Multiple block read 


In multiple block read mode, the Device sends a continuous flow of data blocks following the initial 
host read command. The data flow is terminated by a stop transmission command (CMD12). Figure 
43 describes the timing of the data blocks and Figure 44 the response to a stop command. The data 
transmission stops two clock cycles after the end bit of the stop command. 


«—— Host Command ———9| € Neg cycles —9 | <————— Response ———> 


смо [sTr[ cone. [ecTs]z e ** [P [sz] Сошеш [exc]e]z|z 7]? 
«— — Nac cycles ——> «—— Read Data 


DATO-7Z|Z|Z| ***** [Z|Z|Z 


Figure 43 — Multiple-block read timing 


«— — Host Command ———+ | €— — Neg cycles —9 | « Response > 
смо [s[r[ Content Tore Je] z | z[P]+** |r [s]r] coment [crc TE] 


АЕА oko d RK RR de db k Rb Rk RK KKK | 


«—— ——— Valid Read data ——————9 


Figure 44 — Stop command timing (CMD12, data transfer mode) 
6.15.3 Data write 


Data write can be made in single data rate mode or in dual rate mode. 


In the single data rate mode, data are clocked out by the host and sampled by the Device with the rising 
edge of the clock and there is a single CRC per data line. In the dual data rate mode, data are clocked out 
with both the rising edge of the clock and the falling edge of the clock and there are two CRC appended 
per data line. In this mode, the block length is always 512 bytes, and bytes come interleaved in either 4-bit 
or 8-bit width configuration. Bytes with odd number (1,3,5,...,511) shall be sampled on the rising edge of 
the clock by the Device and bytes with even number (2,4,6,...,512) shall be sampled on the falling edge of 
the clock by the Device. The host will append two CRC16 per valid data line, one corresponding to bits of 
the 256 odd bytes to be sampled on the rising edge of the clock by the Device and the second for the 
remaining bits of the 256 even bytes of the block to be sampled on the falling edge of the clock by the 
Device. 


Remark: In a similar manner to the data read, only the data block and the two CRC use both edges of the 
clock. Start, end and the 3-bit CRC token status bits are only valid on the rising edge of the clock. The 
value on the falling edge is not guaranteed.” 


з Due to ambiguity of previous versions of standard, start and end bits may either be valid for both the rising and falling edge or only for the 


rising edge. To ensure backward compatibility, the standard allows for both interpretations and does not mandate the value on the falling edge 


kokok ok k k PIPIPIPIP!P 
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6.15.3Data write (cont' d) 
e Single block write 


The host selects the Device for data write operation by CMD7. The host sets the valid block length 
for block oriented data transfer by CMD16 (CMD16 only applies to single data rate mode). 


The basic bus timing for a write operation is given in Figure 45. The sequence starts with a single 
block write command (CMD24) that determines (in the argument field) the start address. It is 
responded by the Device on the CMD line as usual. The data transfer from the host starts Му clock 


cycles after the Device response was received. 


The data is suffixed with CRC check bits to allow the Device to check it for transmission errors. The 
Device sends back the CRC check result as a CRC status token on DATO. In the case of transmission 
error, occurring on any of the active data lines, the Device sends a negative CRC status ( 1017) on 
DATO. In the case of successful transmission, over all active data lines, the Device sends a positive 
CRC status (‘010’) on DATO and starts the data programming procedure. 


Host emd--»| <-- Neg -->| <-Device pone > 


CMD 
D M PIEEEEEEEEEEEEEEEEER 90790 A 


Figure 45 — Block write command timing 


Nerc, is a timing parameter defined for HS200 and HS400. HS200 and HS400 device shall support Ncnc. 
Ncrc specifies timing from the end bit of data block in a Write operation, till the start bit of the CRC 
status. 

CLK 


Ncrc 


€— — —45200————À. == геѕзропзе ——————————————À3 


wr gee 
DAT aes 


NGC. 0 4 7. № d 
€ HS400 


a 


DS 


Figure 46 — Ncgc timing 


For HS400, after CRC Status Response, the Device outputs the BUSY signal on DATO after 
tPH. DATASTROBE + tPERIOD + tRQ from CLK rising edge that is the reference for the End Bit. After 
this time, the host may start sampling safely the BUSY signal. 


| Reference to the , Device outputs busy signal and host may start 
en patastrose Of End Bit ‘sampling safely the busy indication 
<= 


CLK m HR. | 1| [ 1| a PE mm [ | [ 1 
| | CRC Status Response | [i 
DATO j i S T зо X TIT Ш ПХ | E X П 


Виѕу | 


| ДЫн DATASTROBE „о tron ew, pATASTROBE —.,| —— trenton itta 


DS | C | | | 


Figure 47 — BUSY Signal after СКС Status Response 


З РАТАВТНОВЕ а. КЕНЕШ... 
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6.15.3 Data write (cont'd) 


While the Device is programming it indicates busy by pulling down the DATO line. This busy status is 
directly related to Programming state. As soon as the Device completes the programming it stops pulling 
down the DATO line. 


e Multiple block write 


In multiple block write mode, the Device expects continuous flow of data blocks following the initial host 
write command. The data flow is terminated by a stop transmission command (CMD12). Figure 48 
describes the timing of the data blocks with and without Device busy signal. 


Device Rsp—> 
смо |z z Duft ПЕ ЕЕЕ ШЕШ 


Figure 48 — Multiple-block write timing 


The stop transmission command works similar as in the read mode. Figure 49 through Figure 52 describe 
the timing of the stop command in different Device states. 


< Host Command >| «4—  Nca Cycles ——» | 4— Device response—» < Host Cmnd 


cmp — [s|r| Content [erce] z | z | 


Ба 49 — don transmission during data transfer from the host 


The Device will treat a data block as successfully received and ready for programming only if the CRC 
data of the block was validated and the CRC status tokens sent back to the host. 0 is an example of an 
interrupted (by a host stop command) attempt to transmit the CRC status block. The sequence is identical 
to all other stop transmission examples. The end bit of the host command is followed, on the data lines, 
with one more data bit, an end bit and two Z clocks for switching the bus direction (number of Z clocks 
may vary from 2 to 4 in HS200 and HS400 as described in 6.15.8.1). The received data block, in this case 
is considered incomplete and will not be programmed. 
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6.15.3 Data write (cont'd) 


-«——Host Command —e |-— Ncr Cycles —» |«— Device response—> -— Host Cmnd 


-«—— Busy (Device is programming > 
ага+СЕС]Е] | 
Data+oRe| | z |z| Iz|z|z|z|z|z|z 7. 


NOTE 1 The Device CRC status response is interrupted by the host 


Figure 50 — Stop transmission during CRC status transfer from the Device 


All previous examples dealt with the scenario of the host stopping the data transmission during an active 
data transfer. The following two diagrams describe a scenario of receiving the stop transmission between 
data blocks. In the first example the Device is busy programming the last block while in the second the 
Device is idle. However, there are still unprogrammed data blocks in the input buffers. These blocks are 
being programmed as soon as the stop transmission command is received and the Device activates the 
busy signal. 


«— — Host Command —> | «—— Neg Cycles > = Device Response——> «—— Host Cmnd 


P |P |e [P [S]A] content 


2 2|2 
2 2|2 


Busy (Card is programming) 


o e Host Cmnd 


EN 
DATO 2 
DAT1-7 | Z 


Figure 52 — Stop transmission after last data block; Device becomes busy 


In an open-ended multiple block write case the busy signal between the data blocks should be considered 
as buffer busy signal. As long as there is no free data buffer available the Device should indicate this by 
pulling down the DATO line. The Device stops pulling down DATO as soon as at least one receive buffer 
for the defined data transfer block length becomes free. After the Device receives the stop command 
(CMD12), the following busy indication should be considered as programming busy and being directly 
related to the Programming state. As soon as the Device completes the programming, it stops pulling 
down the DATO line. 
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6.15.3 Data write (cont'd) 


In pre-defined multiple block write case the busy signal between the data blocks should be considered as 
buffer busy signal similar to the open-ended multiple block case. After the Device receives the last data 
block the following busy indication should be considered as programming busy and being directly related 
to the Programming state. The meaning of busy signal (from buffer busy to programming busy) changes 
when the state changes (from rcv to prg). The busy signal remains “low” all the time during the process 
and is not released by the device between the rcv to prg states. As soon as the Device completes the 
programming, it stops pulling down the DATO line. 


e Erase, set, and clear write protect timing 


The host must first select the erase groups to be erased using the erase start and end command 
(CMD35, CMD36). The erase command (CMD38), once issued, will erase all selected erase groups. 
Similarly, set and clear write protect commands start a programming operation as well. The Device 
will signal “busy” (by pulling the DATO line low) for the duration of the erase or programming 
operation. The bus transaction timings are identical to the variation of the stop transmission described 
in Figure 52. 


e  Reselecting a busy Device 
When a busy Device that is currently in the dis state is reselected it will reinstate its busy signaling on 


the data line DATO. The timing diagram for this command/response/busy transaction is given in 
Figure 52. 


6.15.4 Bus test procedure timing 


After reaching the Tran-state in the single data rate mode a host can initiate the Bus Testing procedure. 
The Bus Testing procedure is invalid in dual data rate mode. If there is no response to ће СМР 19 sent by 
the host, the host should read the status from the Device with CMD13. If there was no response to 
CMD19, the host may assume that this function is not supported by the Device. 


cmp [cupio] [RsPi9| 


ato Босс TE] 
DATI Is [10] 000000 | crci [| 
рат: Is [or [600000 ercis [| 
DAT3 Is [ie [ovooo | ercis TE 
ратат 227. ; ee zzz Qs] crcis [E] 


Stuff bits optional 


Figure 53 — Bus test procedure timing 
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6.15.5 Boot operation 


Boot request recognized Boot request 
complete 
CMD z z|s|T| СМр1 
| 


DATI-7 


1 
BD Ncp 


Figure 54 — Boot operation, termination between consecutive data blocks 


Boot request recognized Boot request 
complete 
CMD 
DATO 
DATI-7 


NOTE 1 Also refer to Figure 56. 


Figure 55 — Boot operation, termination during transfer 


Boot operation complete Clock = < 400 kHz 


CMD [ЦЕ]2]2. z|** 


DATO-7 


zz ** peu 


z**zzz| **** 
K—Nsc— 


Figure 56 — Bus mode change timing (push-pull to open-drain) 
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6.15.6 Alternative boot operation 


Boot request 
complete 


Жжжж zzz 


CMD |Z} CMDO! 


N 


Optional 


DATI-7 


ONES SN: 


NOTE І CMDO with argument OXFFFFFFFA. 
NOTE2 Refer to Figure 56. 


Figure 57 — Alternative boot operation, termination between consecutive data blocks 


Boot request 


complete 
cup 


DATO |2] **** |Z 


Optional 
PB] daar cre 


zzz seek 


DATI-7 


t 


BD 


NOTE! CMDO with argument OXFFFFFFFA. 
NOTE2 Refer to Figure 56. 


Figure 58 — Alternative boot operation, termination during transfer 


JEDEC Standard No. 84-B51 
Page 154 


6.15.7 Timing Values 


Table 71 — Timing Parameters 


Symbol Min Max Unit 

Nac 2 10 * (TAAC * FOP + 100 * Clock cycles 
NSAC)! 

Ncc 8 - Clock cycles 

Ncp 56 - Clock cycles 

Nc» 74 - Clock cycles 

Ncn 2 64 Clock cycles 

Nip 5 5 Clock cycles 

Nac 8 - Clock cycles 

Nsc 8 - Clock cycles 

Мт 2 2 Clock cycles 

Nwn 2 - Clock cycles 

Nsp.AO 4 4 Clock cycles 

№в. в) 4 4 Clock cycles 

Nsps.c 2 2 Clock cycles 

{вд = 50 ms 

tap = 1 S 

NOTE 1 

FOP is the MMC clock frequency the host is using for the read operation. 

Following is a calculation example: 

CSD value for TAAC is 0x26; this is equal to 1.5mSec; 

CSD value for NSAC is 0; 

The host frequency FOP is 10MHz 

NAC = 10 x (1.5x10-3 x 10x106 + 0) = 150,000 clock cycles 

NOTE 2 

NSB-A: Device is driving DATO (e.g., CRC response) — no need in direction change (see Figure 50) 

NSB-B: Host is transmitting DATO (e.g., during write data transfer) — need to allow direction change (see 

Figure 49) 

NSB-C: DATO in Tri State — no need in direction change (see Figure 51) 
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6.15.8 Timing changes in HS200 and HS400 mode 
6.15.8.1 Timing values 


Table 72 describes the differences and additions in timing parameters compared to Table 71. 


The difference regarding Nsr and Nsg are caused by the phase variation between CLK and DAT that is 
defined as tpy (0 - 2 UI) in HS200. The phase variation between CLK and DataStrobe is defined as 
{рн pATAsTROBE (0 - 4 UI) in HS400. 


Table 72 — Timing Parameters for HS200 and HS400 mode 


iat eS 


NOTE 1 Nec shall be between 2 to 8 clock cycles in HS200 and (2 x 
tPeriod) to (8 x tPeriod + tPH_dataStrobe) in HS400. 


6.15.8.2 Read Block Gap 


The host may suspend read data transfer from the device by stopping CLK, and resume data transfer by 
resuming CLK. In HS200 and HS400, the tpy variation requires that DAT[7:0] will be considered 
asynchronous to CLK. As a result, it takes a few clock cycles to stop CLK by detecting the end bit of a 
data block, because synchronization is required. 


Therefore, the host shall stop CLK between data blocks rather than within a data block. The minimum 
gap between two consecutive blocks (Nac) is defined as 8, leaving room for the host to stop CLK before 
the device starts to transfer the next block of data. 


Figure 59 describes an example of stopping CLK at the Read Block Gap. In that case tpy is more than 
ПЛ. Clock position 0 is a trigger point, which outputs the end bit of data block. The device starts to count 
Nac based on CLK cycles from clock position 0. The number indicated above CLK is the counter value. 
The device shall wait until at least clock 9 to output the next data block. Then host needs to stop CLK 
before clock 9. Nac(min.)=8 provides enough timing for the host to stop CLK. 

NOTE The host is advised to take a special care when command or response is communicated at the time when the 


host stops the clock in a Read Block Gap. Due to the asynchronism of the lines, stopping the clock while command 
or response are displayed may result in an uncertain behavior 
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6.15.8.2 Read Block Gap (cont'd) 


| Nac min is 8 clocks 
4 5 6 Clock 7 8 9 10 


| | 3 
CLK А ae. Stopped / / 


a3 
pati) | | | 


Figure 59 — Clock Stop Timing at Block Gap in Read Operation 


Implementation Guide: 


If the host stops the clock during read data block transfer, it should recognize the number of correctly- 
transferred data bits, assuming that sampling timing has drifted during the clock suspension. 


6.15.8.3 CMD12 Timing Modification in Write Operation 

In HS200 and HS400 mode, the output delay from the device to the host may vary more than 1 clock 
cycle. The host needs to take special care about the relations between CMD and Data. This applies 
specifically to the relations between CMD12 (STOP. TRANSMISSION) and the Data CRC Status 
response. 


In order to assure that the last data block in a Multiple Block Write operation is written successfully, the 
host shall not interrupt the data CRC Status response sent by the device. It requires that the host will 
output the end bit of CMD12 after it has received the end bit of the data CRC response from the device. 


In case where the device detects the end bit of CMD12 prior to outputting the end bit of the CRC status 
response, the last data block is not assured to be written to the nonvolatile memory of the device. 


Figure 60 describes border timing that assures write block is written successfully. Host needs to output 
the end bit of CMD12 after host receive the end bit of CRC Status. 


Adjusting end bit of CMD12 to CRC status requires specific hardware. Alternatively, the host can take a 
simpler approach, and start issuing CMD12 after receiving the CRC status of the last data block. 


End bit of STOP TRANSMISSION (CMD12) 
arrives after End bit of device CRC Response 


CMD S STOP TRANSMISSION (CMD12) E 


DAT[0] | Write Data САС | E, м» 5 CRC Status Response | E 


Figure 60 — Border Timing of CMD12 in Write Operation 
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6.15.8.4 CMD12 Timing Modification in Read Operation 


Figure 61 describes CMD12 border timing in read operation. The minimum Read Block Gap length Nac 
is 8 clocks. In order to allow the device to output the entire last read data block successfully, the end bit of 
CMD12 (clock #1 in the figure) shall not arrive earlier than 2 clocks before the end bit of the last data 
block (clock #3). If CMD12 is issued earlier than this timing, the last read data block may be 
misinterpreted (for example, end bit of data block is not indicated). 


To avoid transferring of the following data block (after the last block the host intends to read), or 

OUT OF RANGE error (in case the last block the host reads is near the last logical block of the 
partition), the end bit of CMD12 shall arrive no later than 3 clocks before the end of Nac clocks after the 
end of the last data block read by the host. If the end bit of CMD12 arrives after that clock cycle, the 
device may start transferring the next data block. 


Adjusting end bit of CMD12 to read data block requires specific hardware. Host may take another method 
to stop multiple-block read operation, for example issue CMD12 after receiving the last data block. By 
this method, next data block may start to output and aborted by CMD12. The last block read indicates out 
of range error. 


i1 i2 з а 5 6 7 в а t d | 
| | Li LI] LI | L| 
Most case) | | | | | | 
а 2Clks ——» | | i4— 3Clks ——» | 
CMD (Right- .CMD12 FE! | 
Most case) | | 


DAT | Last Read Data Block CRC | E | <— Nac(min8clks) ———>» 5 |Мехї Block 


Figure 61 — Border Timing of CMD12 in Read Operation 


6.15.8.5 Rib Timing 

"Busy" signaling (by pulling DATO line low) during an R1b command execution adheres to the same bus 
timing as described in Figure 39. In all legacy modes other than HS200 or HS400 mode, R1b busy 
indication starts 2 clocks after the end bit of the command. In HS200 and HS400 mode, R1b busy 
indication starts 2 to 4 clocks after the end bit of the command. 


6.15.8.6 Reselecting a Busy Device 
When a busy device that is currently in the disconnect state is reselected it will reinstate its busy signaling 


on DATO. The bus timing of reselecting a device is the same as shown in Figure 51. 


In non HS200 or HS400 mode, the selected device starts indicating busy 2 clocks after the end bit of 
CMD7. In HS200 & HS400 mode, the selected device starts indicating busy 2 to 4 clocks after the end bit 
of CMD7. 
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6.15.9 Enhanced Strobe in HS400 Mode 
Support of Enhanced Strobe mode is indicated by STROBE_SUPPORT[184] register of EXT Ср. The 
following explanation relates to devices that supports Enhanced Strobe mode. 


In HS400 a STROBE signal is provided by the device to the host. The STROBE signal is provided only 
in a limited time periods. The time periods that STROBE signal is provided while in HS400 mode are 
defined by Enhanced Strobe bit in BUS. WIDTH [183] register of EXT CSD. 


While Enhanced Strobe bit is set to *0" the STROBE is provided during DATA Out and CRC Response 
time periods. Data Out and CRC response are synched to the STROBE clock signals (as described in 
Figure 62). 


While Enhanced Strobe bit is set to “1” the STROBE is provided during DATA Out, CRC Response and 
also during CMD Response. 


HOST CMD. Device Response 


смо [z|sprpcowew |cRc]E|z[z| Pe | SJT] content [скс Гг [2 Pz. 
Read Data >| 
DATO plore г — 777 — | 
з [ — 77 — koez pine —t:ez nnn 
ex ie: КЭ trest 


Figure 62 — Enhanced Strobe signals for CMD Response and Data Out (Read operation) 


HOST CMD Device Response 
смо [z][|s]r| Content [ereJE|z[z] P**P [5 || Content |cRac]E[z| 72] meee 0 [z[ — "77 — — — | 


Writ 


Ф 


К Data У K- CRCStatus У В x 
ото fo zz kobo — po crc х 212 P"P[s| status [ 5] ut [ejz | 
paz |. 0 0 0 0 7" zdel eee [ЫЫ = phl erc ix z [2 |Р" KEX [2] =] 
s (Pe) in fin ff nnne ==] 
x 


ЖЭ İRPRE Oh tepst X3 trere e trest 


Figure 63 — Enhanced Strobe signals for CMD Response and CRC Response (Write operation) 


K CMD6 (DDRx8+EnhSt) + K— Device Response —J К— CMD6 (HS400)—J K— Device Response —¥ К CMD13 3 K— Device Response —J 
смо [2151 сәнәт [сяс 22 === [Sfi] conten forolE|z] ~ [z|sfr [content orcfe|z[z] Pe [SJT] Conten сяс = TzISprToonen oec] zEzT 7 [ST] content Eed[zEzT 777 
BUSY 


ses DCN: — ai 


imm sr] 


@trest 


Figure 64 — HS400 mode change with Enhanced Strobe 


In Enhanced Strobe mode DATA OUT, CRC Response and CMD Response are all synched to STROBE 
clocks. The timing relation between CMD Response output signals and STROBE clocks is the same as 
defined for DATA Out to STROBE clocks. Refer to HS400 timing diagrams (Figure 62). 


For detailed trpre and tgpsr timing refer to Table 218 in 10.10.3. 
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6.15.10 H/W Reset Operation 


чх EEN) ERE 


MPG EN au 


4 tRSTW < tRSTH > 


tRSCA н 
» == 
! Host can issue boot 
initiation or CMDI 


RST n 


A 


Device starts a reset sequence 
at the RST n rising edge ERE Do not care 


NOTE 1 Device will detect the rising edge of RST n signal to trigger internal reset sequence. 


Figure 65 — H/W reset waveform 


Table 73 — H/W reset timing parameters 


Symbol Comment Min Max Unit 
tRSTW RST n pulse width 1 [us] 
tRSCA RST_n to Command time 200' [us] 
tRSTH RST n high period (interval time) 1 [us] 


NOTE 1 74 cycles of clock signal required before issuing CMD1 or CMDO with argument OXFFFFFFFA. 


6.15.11 Noise filtering timing for H/W Reset 


Device must filter out 5ns or less pulse width for noise immunity 


ү Y 5ns or less 
RST n | 
RST n ) 


Device must пої detect these rising edge 


Figure 66 — Noise filtering timing for H/W reset 


Device must not detect 5ns or less of positive or negative RST n pulse. Device must detect more than or 
equal to lus of positive or negative RST n pulse width. 
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6.15.12 Additional Timing changes in HS400 mode 


6.15.12.1 Write Timing 


In HS400 mode, default Start Bit position is valid at rising edge. In addition, the host may stop CLK 
between data blocks or within a data block. The Data Strobe is used only in read operation. The Data 
Strobe is always High-Z (not driven by the device and pulled down by Rps) or Driven Low in write 
operation, except during CRC status response. 


8bit HS400 Write 
tPERIOD 


Data 
Strobe гга 1 11 


DAT[7:0] 


Figure 67 — HS400 Write Timing with data block size of 512 bytes 


6.15.12.2 Read Timing 
The Data Strobe is toggled only during data valid period (Start bit, Data, CRC16, End bit, CRC status 


token). In HS400 mode, Start Bit position is valid at both rising and falling edge. In addition, the host 
may stop CLK between data blocks and not within a data block. 


Data Strobe shall be driven trprg prior to the first Data Strobe rising edge and tppsr after the last falling 
edge. 


8bit HS400 Read 
tPERIOD 


Data 
Strobe 


DAT[7:0] 


Figure 68 — HS400 Read Timing with data block size of 512 bytes 
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7 Device Registers 


Within the Device interface seven registers are defined: OCR, CID, CSD, EXT Ср, RCA, DSR and 
QSR. These can be accessed only by corresponding commands (see 6.10). The OCR, CID, CSD and QSR 
registers carry the Device/content specific information, while the RCA and DSR registers are 
configuration registers storing actual configuration parameters. The EXT CSD register carries both, 
Device specific information and actual configuration parameters. 


7.1 OCR register 


The 32-bit operation conditions register (OCR) stores the У, voltage profile of the Device and the access 
mode indication. In addition, this register includes a status information bit. This status bit is set if the 
Device power up procedure has been finished. The OCR register shall be implemented by all Devices. 


Table 74 — OCR register definitions 


Hish Voltage Dual voltage 
OCR bit VCCQ voltage window? Бр баке MultimediaCard 
MultimediaCard 
and eeMMC 
[6:0] Reserved 000 0000b 000 0000b 
[7] 1.70 — 1.95V Ob 1b 
[14:8] 2.0 —2.6V 000 0000b 000 0000b 
[23:15] 2.7 — 3.6V 11111 1111b 1111111116 
[28:24] Reserved 0 0000b 0 0000b 
00b (byte mode) 00b (byte mode) 
[30:29] Access Mode 
10b (sector mode) 10b (sector mode) 
[31] (Card power up status bit (busy))! 
NOTE 1 This bitis set to LOW if the Device has not finished the power up routine. 
NOTE2 VDD voltage window in case of High Voltage MultimediaCard. 


The supported voltage range is coded as shown in Table 74 for esMMC devices. As long as the Device is 
busy, the corresponding bit (31) is set to LOW, the ‘wired-and’ operation, described in 6.4.4 yields LOW, 
if at least one Device is still busy. 
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7.2 CID register 


The Device IDentification (CID) register is 128 bits wide. It contains the Device identification 
information used during the Device identification phase (e*MMC protocol). Every individual flash or I/O 
Device shall have an unique identification number. Every type of e*MMC Device shall have a unique 
identification number. Table 75 lists these identifiers. The structure of the CID register is defined in this 
section. 


Table 75 — CID Fields 


Name Field Width CID-Slice 
Manufacturer ID MID 8 [127:120] 
Reserved 6 [119:114] 
Device/BGA CBX 2 [113:112] 
OEM/Application ID OID 8 [111:104] 
Product name PNM 48 [103:56] 
Product revision PRV 8 [55:48] 
Product serial number PSN 32 [47:16] 
Manufacturing date MDT 8 [15:8] 
CRC7 checksum CRC 7 [7:1] 
not used, always “1” - 1 [0:0] 


7.2.1 МІ [127:120] 


MID is an 8 bit binary number that identifies the device manufacturer. The MID number is controlled, 
defined and allocated to an e*MMC manufacturer by JEDEC. This procedure is established to ensure 
uniqueness of the CID register. 


7.2.2 СВХ [113:112] 
СВХ indicates the device type. 


Table 76 — Device Types 


[113:112] Type 
00 Device (removable) 
01 BGA (Discrete embedded) 
10 POP 
11 Reserved 


7.2.3 OID [111:104] 


OID is an 8-bit binary number that identifies the Device OEM and/or the Device contents (when used as a 
distribution media either on ROM or FLASH Devices). The OID number is controlled, defined and 
allocated to an eeMMC manufacturer by JEDEC. This procedure is established to ensure uniqueness of 
the CID register. 


7.2.4 PNM [103:56] 
The product name, PNM, is a string, 6 ASCII characters long. 


7.2.5 РКУ [55:48] 

The product revision, РКУ, is composed of two Binary Coded Decimal (BCD) digits, four bits each, 
representing an “n.m” revision number. The “п” is the most significant nibble and “m” is the least 
significant nibble. As an example, the PRV binary value field for product revision “6.2” will be: 0110 
0010. 


7.2.6 PSN [47:16] 
PSN is a 32-bit unsigned binary integer. 
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7.2.7 МОТ [15:8] 

The manufacturing date, MDT, is composed of two hexadecimal digits, four bits each, representing a two 
digits date code m/y; The “т” field, most significant nibble, is the month code. 1 = January. The “у” 
field, least significant nibble, is the year code. 0 = 1997. As an example, the binary value of the MDT 
field for production date “April 2000” will be: 0100 0011 


For e*MMC 4.41 and later devices, indicated by a value larger than 4 in EXT CSD REV [192], the 4-bit 
*y? field shall roll over after 2012, so that y=0 shall be used for 2013. See Table 77 for a list of valid y 
values for specific е ММС versions. 


Table 77 — Valid MDT “y” Field Values 


MDT y Field [11:8] Year 

0000 1997, or 2013 if EXT. CSD REV [192] > 4 
0001 1998, or 2014 if EXT. CSD REV [192] > 4 
0010 1999, or 2015if EXT CSD REV [192] > 4 
0011 2000, or 2016 if EXT CSD REV [192] > 4 
0100 2001, or 2017 if EXT CSD REV [192] > 4 
0101 2002, or 2018 if EXT CSD REV [192] > 4 
0110 2003, or 2019 if EXT. CSD REV [192] > 4 
0111 2004, or 2020 if EXT. CSD REV [192] > 4 
1000 2005, or 2021 if EXT CSD REV [192] > 4 
1001 2006, or 2022 if EXT. CSD REV [192] > 4 
1010 2007, or 2023 if EXT CSD REV [192] > 4 
1011 2008, or 2024 if EXT CSD REV [192] > 4 
1100 2009, or 2025 if EXT CSD REV [192] > 4 
1101 2010 only 

1110 2011 only 

1111 2012 only 


7.2.8 CRC [7:1] 
The CRC7 checksum (7 bits). This is the checksum of the CID contents computed according to 0. 


7.3 CSD register 


The Device-Specific Data (CSD) register provides information on how to access the Device contents. The 
CSD defines the data format, error correction type, maximum data access time, data transfer speed, 
whether the DSR register can be used etc. The programmable part of the register (entries marked by W or 
E below) can be changed by CMD27. The type of the CSD Registry entries below is coded as follows: 


R: Read only. 

W: One time programmable and not readable. 

R/W: One time programmable and readable. 

WIE: Multiple writable with value kept after power failure, H/W reset assertion and any CMDO reset 


and not readable. 

R/W/E: | Multiple writable with value kept after power failure, H/W reset assertion and any CMDO reset 
and readable. 

R/W/C P: Writable after value cleared by power failure and HW/rest assertion (the value not cleared by 
CMDO reset) and readable. 

R/W/E P: Multiple writable with value reset after power failure, H/W reset assertion and any CMDO reset 
and readable. 

W/E P: Multiple writable with value reset after power failure, H/W reset assertion and any CMDO 
reset and not readable. 
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7.3 CSD Register (cont’d) 


Table 78 — CSD Fields 


Name Field Width Cell Type CSD-slice 
CSD structure CSD_STRUCTURE 2 R [127:126] 
System specification version SPEC_VERS 4 R [125:122] 
Reserved - 2 R [121:120] 
Data read access-time 1 TAAC 8 R [119:112] 
Data read access-time 2in CLK | NSAC 8 R [111:104] 
cycles (NSAC*100) 
Max. bus clock frequency TRAN SPEED 8 R [103:96] 
Device command classes CCC 12 R [95:84] 
Max. read data block length READ BL LEN 4 R [83:80] 
Partial blocks for read allowed READ BL PARTIAL 1 R [79:79] 
Write block misalignment WRITE BLK, MISALIGN 1 R [78:78] 
Read block misalignment READ_BLK_MISALIGN 1 R [77:77] 
DSR implemented DSR_IMP 1 R [76:76] 
Reserved - 2 R [75:74] 
Device size C. SIZE 12 R [73:62] 
Max. read current @ VDD min VDD В CURR MIN 3 R [61:59] 
Max. read current @ VDD max VDD R, CURR MAX 3 R [58:56] 
Max. write current €? VDD min VDD W CURR MIN 3 R [55:53] 
Max. write current @ VDD тах | VDD № СОВЕ MAX 3 R [52:50] 
Device size multiplier C SIZE MULT 3 R [49:47] 
Erase group size ERASE GRP SIZE 3 R [46:42] 
Erase group size multiplier ERASE GRP MULT 5 R [41:37] 
Write protect group size WP GRP SIZE 5 R [36:32] 
Write protect group enable WP GRP ENABLE 1 R [31:31] 
Manufacturer default ECC DEFAULT_ECC 2 R [30:29] 
Write speed factor R2W FACTOR 3 R [28:26] 
Max. write data block length WRITE BL LEN 4 R [25:22] 
Partial blocks for write allowed WRITE BL PARTIAL 1 R [21:21] 
Reserved - 4 R [20:17] 
Content protection application CONTENT PROT APP 1 R [16:16] 
File format group FILE FORMAT GRP 1 R/W [15:15] 
Copy flag (OTP) COPY 1 R/W [14:14] 
Permanent write protection PERM_WRITE_PROTECT 1 R/W [13:13] 
Temporary write protection TMP WRITE PROTECT 1 R/W/E [12:12] 
File format FILE FORMAT 2 R/W [11:10] 
ECC code ECC 2 R/W/E [9:8] 
CRC CRC 7 R/W/E [7:1] 
Not used, always'1' - 1 — [0:0] 


The following sections describe the CSD fields and the relevant data types. If not explicitly defined 
otherwise, all bit strings are interpreted as binary coded numbers starting with the left bit first. 
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7.3 CSD Register (cont' d) 
7.3.1 CSD STRUCTURE [127:126] 
CSD STRUCTURE describes the version of the CSD structure. 
Table 79 — CSD register structure 
CSD STRUCTURE | CSD Structure version Valid for System Specification Version 
0 CSD version No. 1.0 Allocated by MMCA 
1 CSD version No. 1.1 Allocated by MMCA 
2 CSD version No. 1.2 Version 4.1—4.2—4.3-4.41-4.5-4.51-5.0-5.01-5.1 
3 Version is coded in the CSD_STRUCTURE byte in the EXT_CSD register 
7.3.2 SPEC VERS [125:122] 
SPEC VERS defines the е*ММС System Specification version supported by the Device. 
Table 80 — System specification version 
SPEC VERS System Specification Version 
0 Allocated by MMCA 
1 Allocated by MMCA 
2 Allocated by MMCA 
3 Allocated by MMCA 
4 Version 4.1—4.2—4.3-4.4-4.41-4.5-4.51-5.0-5.01-5.1 
5-15 Reserved 
7.3.5 TAAC [119:112] 
TAAC defines the asynchronous part of the data access time. 
Table 81 — TAAC access-time definition 
TAAC bit position Code 
2:0 Time unit 0 = Ins, 1 = 10ns, 2 = 100ns, 3 = lus, 4 = 10us, 5 = 100us, 6 = 1ms, 7 = 10ms 
6:3 Multiplier factor 0 = reserved, 1 = 1.0, 2 = 1.2, 3 = 1.3, 4 = 1.5, 5 = 2.0, 6 = 2.5, 7 = 3.0, 
8 = 3.5,9 = 4.0, A = 4.5, B = 5.0, C = 5.5, D = 6.0, E=7.0, F = 8.0 
7 Reserved 


7.3.4 NSAC [111:104] 

NSAC defines the typical case for the clock dependent factor of the data access time. The unit for NSAC 
is 100 clock cycles. Therefore, the maximal value for the clock dependent part of the data access time is 

25.5k clock cycles. 

The total access time №, . as expressed in Table 71 is calculated based on ТААС апа NSAC. It has to be 


computed by the host for the actual clock rate. The read access time should be interpreted as a typical 
delay for the first data bit of a data block or stream. 
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7.3 CSD Register (cont’d) 
7.3.5 TRAN SPEED [103:96] 


Table 82 defines the clock frequency when not in high speed mode. For Devices supporting versions v4.0, 
v4.1, and v4.2 of the standard, the value shall be 20 MHz (0x2A). For Devices supporting v4.3, the value 
shall be 26 MHz (0x32). 


Table 82 — Maximum bus clock frequency definition 


TRAN. SPEED bit Code 


2:0 Frequency unit 
0 = 100KHz, 1 = IMHz, 2 = 10OMHz, 3 = 100MHz, 
4...7 = reserved 


6:3 Multiplier factor 
0 = reserved, 1 = 1.0, 2 = 1.2, 3 = 1.3, 4 = 1.5, 5 = 2.0, 6 = 2.6, 7 = 3.0, 8 = 3.5, 9 = 4.0, 
А = 4.5, B = 5.2, C = 5.5, D = 6.0, E = 70, F = 80 


7, Reserved 


7.3.6 CCC [95:84] 


The е ММС command set is divided into subsets (command classes). The Device command class register 
CCC defines command classes that are supported by this Device. A value of ‘1’ in a CCC bit means that 
the corresponding command class is supported. For command class definition refer to Table 83. 


Table 83 — Supported Device command classes 


CCC Bit Supported Device Command Class 
0 class 0 

1 class 1 

11 class 11 


7.3.7 READ BL LEN [83:80] 
EAD. BL LEN 


The data block length is computed as 2° . The block length might therefore be in the range 1B, 
2B, 4B...16kB. (See 6.13 for details.) 


NOTE The support for 512B read access is mandatory for all Devices. And that the Devices has to be in 512B 
block length mode by default after power-on, or software reset. 


The purpose of this register is to indicate the supported maximum read data block length: 


Table 84 — Data block length 


READ BL LEN Block length Remark 

0 2°= 1 Byte 

1 2'= 2 Bytes 

11 2''= 2048 Bytes 

12 22 4096 Bytes 

13 2'°= 8192 Bytes 

14 2"- 16 kBytes 

15 2P- Extension New register TBD to EXT CSD 
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7.3 CSD Register (cont’d) 


7.3.8 | READ BL PARTIAL [79] 
READ BL PARTIAL defines whether partial block sizes can be used in block read commands. 


Up to 2GB of density (byte access mode): 


READ BL PARTIAL-0 means that only the 512B and the READ BL, LEN block size can be 
used for block oriented data transfers. 


READ BL PARTIAL-1 means that smaller blocks can be used as well. The minimum block 
size will be equal to minimum addressable unit (one byte). 


Higher than 2GB of density (sector access mode): 


READ BL PARTIAL-0 means that only the 512B and the READ BL, LEN block sizes can be 
used for block oriented data transfers. 


READ BL PARTIAL-1 means that smaller blocks than indicated in READ ВІ, LEN can be 
used as well. The minimum block size will be equal to minimum addressable unit, one sector 
(512B). 


7.3.9 WRITE ВІК MISALIGN [78] 


Defines if the data block to be written by one command can be spread over more than one physical block 
of the memory device. The size of the memory block is defined in WRITE BL LEN. 
WRITE BLK MISALIGN-O signals that crossing physical block boundaries is invalid. 
WRITE BLK MISALIGN- 1 signals that crossing physical block boundaries is allowed. 


7.3.10 READ BLK MISALIGN [77] 


Defines if the data block to be read by one command can be spread over more than one physical block of 
the memory device. The size of the memory block is defined in READ BL LEN. 

READ BLK MISALIGN-O signals that crossing physical block boundaries is invalid. 

READ BLK MISALIGN- 1 signals that crossing physical block boundaries is allowed. 


7.3.11 DSR IMP [76] 


DSR IMP defines if the configurable driver stage is integrated on the Device. If set, a driver stage 
register (DSR) must be implemented also. (See 7.6.) 


Table 85 — DSR implementation code table 


CCC Bit Supported Device Command Class 
0 DSR is not implemented 


1 DSR is implemented 
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7.3 CSD Register (cont' d) 


7.3.12. C SIZE [73:62] 


The C SIZE parameter is used to compute the device capacity for devices up to 2 GB of density. See 
7.4.52, SEC COUNT [215:212] , for details on calculating densities greater than 2 GB. When the device 
density is greater than 2GB, the maximum possible value should be set to this register (OXFFF). This 
parameter is used to compute the device capacity. 


The memory capacity of the device is computed from the entries C SIZE, C SIZE MULT and 
READ BL LEN as follows: 


Memory capacity = BLOCKNR * BLOCK LEN where BLOCKNR = (C_SIZE+1) * MULT 


C SIZE MULT42 


MULT =2 (C SIZE MULT « 8) 
BLOCK LEN = 2FF^P-P-N (READ BL LEN < 12) 
Therefore, the maximal capacity that can be coded is 4096*512*2048 = 4 GBytes. 


Example: А 4 MByte device with BLOCK ТЕМ = 512 can be coded by C SIZE MULT = 0 and C SIZE 
= 2047. When the partition configuration is executed by host, device will re-calculate the C. SIZE value 
that can indicate the size of user data area after the partition. 


7.3.13 VDD К CURR MIN [61:59] and VDD W CURR MIN [55:53] 
The maximum values for read and write currents at the minimal power supply V „p are coded as follows: 


Table 86 — Vpp (min) current consumption 


VDD R CURR MIN 
VDD W CURR MIN 


2:0 0 =0.5mA; 1 = 1mA; 2 = 5mA; 3 = 10mA; 4 = 25mA; 5 = 35mA; 6 = 60mA; 7 = 
100mA 


Code for current consumption at Vpp 


The values in these fields are valid when the Device is not in high speed modes. When the Device is in 
one of the high speed modes, the current consumption is chosen by the host, from the power classes 
defined in the PWR, ff vvv registers, in the EXT. CSD register. 


7.3.14 VDD К CURR MAX [58:56] and VDD W CURR МАХ [52:50] 


The maximum values for read and write currents at the maximal power supply V „p are coded as follows: 


Table 87 — Vpp (max) current consumption 


VDD R CURR MAX 
VDD W CURR MAX 


2:0 02 1mA; 1 = 5mA; 2 = 10mA; 3 = 25mA; 4 = 35mA; 5 = 45mA; 6 = 80mA; 
7 = 200mA 


Code for current consumption at Vpp 


The values in these fields are valid when the Device is not in high speed mode. When the Device is in 
high speed mode, the current consumption is chosen by the host, from the power classes defined in the 
PWR ff vvv registers, in the EXT_CSD register. 
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7.3 CSD Register (cont’d) 


7.3.15 C_SIZE_MULT [49:47] 
This parameter is used for coding a factor MULT for computing the total device size (see ‘C_SIZE’). The 
C 


SIZE MULT«2 


factor MULT is defined as 2 


If the density of the device is higher than 2GB, the maximum possible value should be set to this register 
(i.e., 0х7). 


Table 88 — Multiplier factor for device size 


C SIZE MULT MULT Remarks 
0 2°=4 

1 25=8 

2 2*= 16 

3 27232 

4 2° = 64 

2 2/2128 

6 25 = 256 

7 2° = 512 


7.3.16 ERASE GRP SIZE [46:42] 


The content of this register is a 5 bit binary coded value, used to calculate the size of the erasable unit of 
the Device. The size of the erase unit (also referred to as erase group) is determined by the 
ERASE СКР SIZE and the ЕКАЅЕ СКР MULT entries of the CSD, using the following equation: size 
of erasable unit = (ЕКАЅЕ СКР SIZE + 1) * (ERASE СКР MULT + 1) This size is given as minimum 
number of write blocks that can be erased in a single erase command. 


7.3.17 ЕКАЅЕ СКР MULT [41:37] 

ERASE GRP MULT is a 5 bit binary coded value used for calculating the size of the erasable unit of the 
Device. See 7.3.16 for detailed description. 

7.3.18 WP GRP SIZE [36:32] 


WR  GRP SIZE is the minimum size of a write protected region. The content of this register is a 5 bit 
binary coded value, defining the number of erase groups that can be write protected. The actual size is 
computed by increasing this number by one. A value of zero means 1 erase group, 31 means 32 erase 


groups. 
7.3.19 WP GRP ENABLE [31] 

WP. СКР ENABLE indicates whether write protection of regions is possible. A value of ‘0’ means no 
group write protection possible. 

7.3.00 DEFAULT ECC [30:29] 


DEFAULT ECC is set by the Device manufacturer. It defines the ECC code that is recommended for use. 
The field definition is the same as for the ECC field described later. 
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7.3 CSD Register (cont’d) 


7.3.21 R2W FACTOR [28:26] 


R2W FACTOR defines the typical block program time as a multiple of the read access time. Table 89 
defines the field format. 


Table 89 — RZW FACTOR 


R2W FACTOR Multiples of read access time 
0 1 

1 2 (write half as fast as read) 

2 4 

3 8 

4 16 

5 32 

6 64 

7 128 


7.3.22 WRITE BL LEN [25:22] 

WRITE BL LEN defines the block length for write operations. See READ. BL LEN for field coding. 
Support for 512 B write access is mandatory for all devices and the device must be in 512B block length 
mode by default after power-on, or software reset. The purpose of this register is to indicate the supported 
maximum write data block length. 

7.3.23 WRITE BL РАКТІА 121] 

WRITE BL PARTIAL defines whether partial block sizes can be used in block write commands. 


Up to 2 GB of density (byte access mode): 


WRITE BL PARTIAL-'0' means that only the 512B and the WRITE BL LEN block size can 
be used for block oriented data write. 


WRITE BL PARTIAL=’1’ means that smaller blocks can be used as well. The minimum block 
size is one byte. 


Higher than 2 GB of density (sector access mode): 


WRITE BL PARTIAL-'0' means that only the 512B and the WRITE BL LEN block size can 
be used for block oriented data write. 


WRITE BL PARTIAL-'I?' means that smaller blocks can be used as well. The minimum block 
size will be equal to minimum addressable unit, one sector (512B). 
7.3.24 CONTENT PROT APP [16] 
This field in the CSD indicates whether the content protection application is supported. ee MMC devices 
that implement the content protection application will have this bit set to ‘1’; 
7.3.25 FILE FORMAT GRP [15] 
FILE FORMAT СКР indicates the selected group of file formats. This field is read-only for ROM. The 
usage of this field is shown in Table 90. (See FILE FORMAT) 
7.3.26 COPY [14] 


COPY defines if the contents is original (= ‘0’) or has been copied (7' 1"). The COPY bit for OTP and 
MTP devices, sold to end consumers, is set to ‘1’ that identifies the device contents as а copy. The COPY 
bit is a one time programmable bit. 
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7.3 CSD Register (cont' d) 
7.3.27 PERM. WRITE PROTECT [13] 


This register permanently protects the whole device (boot, RPMB and all user area partitions) content 
against overwriting or erasing (all data write and erase commands for the device are permanently 
disabled). The default value is ‘0’, i.e., not permanently write protected. 


Setting permanent write protection for the entire Device will take precedence over any other write 
protection mechanism currently enabled on the Device. The ability to permanently protect the Device by 
setting PERM. WRITE PROTECT(CSD[13]) can be disabled by setting CD PERM. WP DIS 

(EXT. CSD[171] bit 6). If CD РЕКМ WP DIS is set and the master attempts to set 

PERM, WRITE PROTECT(CSD[13]) the operation will fail and the ERROR (bit 19) error bit will be set 
in the status register. 


7.3.28 TMP WRITE PROTECT [12] 


Temporarily protects the whole Device content from being overwritten or erased (all write and erase com- 
mands for this Device are temporarily disabled). This bit can be set and reset. The default value is ‘0’, 1.e., 
not write protected. 


Temporary write protection only applies to the write protection groups on the Device where another write 
protection mechanism (Password, Permanent or Power-On) has not already been enabled. 


When SECURE WP MASK is set user area is updatable regardless of TMP WRITE PROTECT[12]. 


7.3.29 FILE FORMAT [11:10] 


FILE FORMAT indicates the file format on the Device. This field is read-only for ROM. The following 
formats are defined: 


Table 90 — File formats 


FILE FORMAT GRP | FILE FORMAT | Remarks 

0 0 Hard disk-like file system with partition table 

0 1 DOS FAT (floppy-like) with boot sector only (no partition 
table) 

0 2, Universal File Format 

0 3 Others / Unknown 

1 ОКО Reserved 


7.3.30 ECC [9:8] 


ECC defines the ECC code that was used for storing data on the Device. This field is used by the host (or 
application) to decode the user data. Table 91 defines the field format. 


Table 91 — ECC type 


ECC type Maximum number of correctable bits per block 
0 None (default) none 

1 BCH (542, 512) 3 

2-3 Reserved — 
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7.3 CSD Register (cont’d) 


7.3.31 CRC [7:1] 


The CRC field carries the check sum for the CSD contents. It is computed according to 0. The checksum 
has to be recalculated by the host for any CSD modification. The default corresponds to the initial CSD 


contents. Table 92 lists the correspondence between the CSD entries and the command classes. A ‘+’ 
entry indicates that the CSD field affects the commands of the related command class. 


Table 92 — CSD field command classes 


Command Classes 


CSD Field 

0 1 2 3 4 5 6 7 8 9 10 
CSD_STRUCTURE + + + + + + + + + + d 
SPEC VERS + + + + + + + + + + + 
TAAC + + + + + + + + + 
NSAC + + + + + + + + + 
TRAN_SPEED + + + + + 
CCC + + + + + + + + + + + 
READ_BL_LEN + + 
READ_BL_PARTIAL + + 
WRITE_BLK_MISALIGN + + 
READ_BLK_MISALIGN + m 
DSR IMP + + + + + + + + + + + 
C_SIZE_MANT + + + + + + + + + 
C_SIZE_EXP + + + + + + + + + 
VDD_R_CURR_MIN + + " 
VDD R CURR MAX + + + + " 
VDD W CURR MIN + + + + + + + 
VDD_W_CURR_MAX + + + + + + + 
ERASE_GRP_SIZE + + + + 
WP_GRP_SIZE + + + 
WP_GRP_ENABLE + + + 
DEFAULT ECC + + + + + + + + + 
R2W_FACTOR + + + + + + 
WRITE_BL_LEN + + + + + + тъ 
WRITE BL PARTIAL + + + + + + + 
FILE_FORMAT_GRP 
COPY + + + + + + + + + + + 
PERM_WRITE_PROTECT + А E + $ + ES ES ^ + + 
TMP_WRITE_PROTECT + + + + + + + + + + + 
FILE_FORMAT 
ECC + + + + + + + + + 
CRC + + + + + + + + + + + 
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7.4 Extended CSD register 


The Extended CSD register defines the Device properties and selected modes. It is 512 bytes long. The 
most significant 320 bytes are the Properties segment, that defines the Device capabilities and cannot be 
modified by the host. The lower 192 bytes are the Modes segment, that defines the configuration the 
Device is working in. These modes can be changed by the host by means of the SWITCH command. 


Multi bytes field is interpreted in little endian byte order. 


Multiple writable with value kept after power failure, H/W reset assertion and any 


Multiple writable with value kept after power failure, H/W reset assertion and any 


Writable after value cleared by power failure and HW/rest assertion (the value not 


Multiple writable with value reset after power failure, H/W reset assertion and any 


R: Read only. 
W: One time programmable and not readable. 
R/W One time programmable and readable. 
W/E 

CMDO reset and not readable. 
R/W/E: 

CMDO reset and readable. 
R/W/C P: 

cleared by CMDO reset) and readable. 
R/W/E P: 

CMDO reset and readable. 
WIE P: 


Multiple writable with value reset after power failure, H/W reset assertion and any 
CMDO reset and not readable. 


Table 93 — Extended CSD 


Name Field к п) id CSD-slice 

Properties Segment 

Reserved! 6 TBD [511:506] 
Extended Security Commands Error EXT SECURITY ERR 1 R [505] 
Supported Command Sets S_CMD_SET 1 R [504] 
HPI features HPI FEATURES 1 R [503] 
Background operations support BKOPS_SUPPORT 1 R [502] 
Max packed read commands MAX_PACKED_READS 1 R [501] 
Max packed write commands MAX PACKED WRITES 1 R [500] 
Data Tag Support DATA, TAG SUPPORT 1 R [499] 
Tag Unit Size TAG_UNIT_SIZE 1 R [498] 
Tag Resources Size TAG_RES_SIZE 1 R [497] 
Context management capabilities CONTEXT_CAPABILITIES 1 R [496] 
Large Unit size LARGE UNIT. SIZE MI 1 R [495] 
Extended partitions attribute support EXT_SUPPORT 1 R [494] 
Supported modes SUPPORTED_MODES 1 R [493] 
FFU features FFU_FEATURES 1 R [492] 
Operation codes timeout OPERATION CODE TIMEOUT | 1 R [491] 
FFU Argument FFU. АВС 4 R [490:487] 
Barrier support BARRIER, SUPPORT 1 R [486] 
Reserved' 177 TBD [485:309] 
CMD Queuing Support CMDQ SUPPORT 1 R [308] 
CMD Queuing Depth CMDQ DEPTH 1 R [307] 
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Name Field Deu ne x CSD-slice 
Reserved! 1 TBD [306] 
Number of FW sectors correctly NUMBER_OF_FW_SECTORS_C | 4 R [305:302] 
programmed ORRECTLY PROGRAMMED 
Vendor proprietary health report VENDOR PROPRIETARY НЕА | 32 R [301:270] 
LTH REPORT 
Device life time estimation type B DEVICE LIFE TIME EST TYP | 1 R [269] 
B 
Device life time estimation type A DEVICE LIFE TIME EST TYP |1 R [268] 
A 
Pre EOL information PRE EOL INFO 1 R [267] 
Optimal read size OPTIMAL READ SIZE 1 R [266] 
Optimal write size OPTIMAL WRITE SIZE 1 R [265] 
Optimal trim unit size OPTIMAL_TRIM_UNIT_SIZE 1 R [264] 
Device version DEVICE, VERSION 2 R [263:262] 
Firmware version FIRMWARE VERSION 8 R [261:254] 
Power class for 200MHz, DDR at PWR, CL DDR, 200 360 1 R [253] 
VCC= 3.6V 
Cache size CACHE_SIZE 4 R [252:249] 
Generic CMD6 timeout GENERIC_CMD6_TIME 1 R [248] 
Power off notification(long) timeout POWER, OFF LONG. TIME 1 R [247] 
Background operations status BKOPS_STATUS 1 R [246] 
Number of correctly programmed CORRECTLY PRG SECTORS |4 R [245:242] 
sectors NUM 
Ist initialization time after partitioning | INI TIMEOUT AP 1 R [241] 
Cache Flushing Policy CACHE_FLUSH_POLICY 1 R [240] 
Power class for 52MHz, DDR at Vcc = | PWR_CL_DDR_52_360 1 R [239] 
3.6V 
Power class for 52MHz, DDR at Усс = | PWR, CL DDR, 52 195 1 R [238] 
1.95V 
Power class for 200MHz at Veco PWR, CL 200 195 1 R [237] 
=1.95V, Vcc = 3.6V 
Power class for 200MHz, at Vcco PWR, CL 200 130 1 R [236] 
=1.3V, Vcc = 3.6V 
Minimum Write Performance for 8bit at | MIN PERF DDR, W 8 52 1 R [235] 
52MHz in DDR mode 
Minimum Read Performance for 8bit at | MIN PERF DDR Е $8 52 1 R [234] 
52MHz in DDR mode 
Reserved! 1 TBD [233] 
TRIM Multiplier TRIM_MULT 1 R [232] 
Secure Feature support SEC_FEATURE_SUPPORT 1 R [231] 
Secure Erase Multiplier SEC ERASE MULT 1 R [230] 
Secure TRIM Multiplier SEC TRIM, MULT 1 R [229] 
Boot information BOOT_INFO 1 R [228] 
Reserved! 1 TBD [227] 
Boot partition size BOOT_SIZE_MULT 1 R [226] 
Access size АСС SIZE 1 R [225] 
High-capacity erase unit size HC ERASE GRP SIZE 1 R [224] 
High-capacity erase timeout ERASE TIMEOUT MULT 1 R [223] 
Reliable write sector count REL WR, SEC C 1 R [222] 
High-capacity write protect group size HC WP GRP SIZE 1 R [221] 
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Name Field Ded m x CSD-slice 
Sleep current (Vcc) S C УСС 1 R [220] 
Sleep current (Vccg) S C VCCQ 1 R [219] 
Production state awareness timeout PRODUCTION. STATE AWAR 1 R [218] 
ENESS_TIMEOUT 
Sleep/awake timeout S_A_TIMEOUT 1 R [217] 
Sleep Notification Timout' SLEEP NOTIFICATION TI 1 R 216 
ME 

Sector Count SEC_COUNT 4 R [215:212] 
Secure Write Protect Information SECURE WP INFO 1 R [211] 
Minimum Write Performance for 8bit MIN_PERF_W_8_52 1 R [210] 
at52 MHz 
Minimum Read Performance for 8bit at | MIN, PERF Е 8 52 1 R [209] 
52 MHz 
Minimum Write Performance for 8bit at | MIN PERF W 8 26 4 52 1 R [208] 
26 MHz, for 4bit at 52MHz 
Minimum Read Performance for 8bit at | MIN PERF Е 8 26 4 52 1 R [207] 
26 MHz, for 4bit at 52MHz 
Minimum Write Performance for 4bit at | MIN PERF W 4 26 1 R [206] 
26 MHz 
Minimum Read Performance for 4bit at | MIN PERF В 4 26 1 R [205] 
26 MHz 
Reserved! 1 TBD [204] 
Power class for 26 MHz at3.6V1R PWR_CL_26_360 1 R [203] 
Power class for 52 MHz at3.6V1R PWR, CL 52 360 1 R [202] 
Power class for 26 MHz at 1.95 V 1 R PWR_CL_26_195 1 R [201] 
Power class for 52 MHz at 1.95 V 1R PWR, CL 52 195 1 R [200] 
Partition switching timing PARTITION_SWITCH_TIME 1 R [199] 
Out-of-interrupt busy timing OUT_OF_INTERRUPT_TIME 1 R [198] 
ПО Driver Strength DRIVER_STRENGTH 1 R [197] 
Device type DEVICE_TYPE 1 R [196] 
Reserved! 1 TBD [195] 
CSD STRUCTURE CSD_STRUCTURE 1 R [194] 
Reserved' 1 TBD [193] 
Extended CSD revision EXT_CSD_REV 1 R [192] 
Modes Segment 
Command set CMD SET 1 R/W/E | [191] 

P 
Reserved! 1 TBD [190] 
Command set revision CMD_SET_REV 1 R [189] 
Reserved' 1 TBD [188] 
Power class POWER_CLASS 1 R/W/E | [187] 

P 
Reserved' 1 TBD [186] 
High-speed interface timing HS_TIMING 1 R/W/E 

P 
Strobe Support STROBE SUPPORT 1 R [184] 
Bus width mode BUS_WIDTH 1 W/E_P | [183] 
Reserved! 1 TBD [182] 
Erased memory content ERASED_MEM_CONT 1 R [181] 
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Name Field Ded ne x CSD-slice 

Reserved! 1 TBD [180] 
Partition configuration PARTITION_CONFIG 1 R/W/E | [179] 

& 

R/W/E 

_P 
Boot config protection BOOT_CONFIG_PROT 1 R/W & | [178] 

R/W/C 

_P 
Boot bus Conditions BOOT_BUS_CONDITIONS 1 R/W/E | [177] 
Reserved' 1 TBD [176] 
High-density erase group definition ERASE_GROUP_DEF 1 R/W/E | [175] 

P 

Boot write protection status registers BOOT_WP_STATUS 1 R [174] 
Boot area write protection register BOOT_WP 1 R/W & | [173] 

R/W/C 

_P 
Reserved' 1 TBD [172] 
User area write protection register USER_WP 1 R/W, [171 

R/W/C 

P& 

R/W/E 

_P 
Reserved' 1 TBD [170] 
FW configuration FW_CONFIG 1 R/W [169] 
RPMB Size RPMB. SIZE MULT 1 R [168] 
Write reliability setting register WR_REL_SET 1 R/W [167] 
Write reliability parameter register WR, REL PARAM 1 R [166] 
Start Sanitize operation SANITIZE_START 1 W/E_P | [165] 
Manually start background operations BKOPS_START 1 W/E_P | [164] 
Enable background operations BKOPS_EN 1 R/W & | [163] 
handshake R/W/E 
H/W reset function RST_n_FUNCTION 1 R/W [162] 
HPI management HPI MGMT 1 R/W/E | [161] 

P 
Partitioning Support PARTITIONING_SUPPORT 1 R [160] 
Max Enhanced Area Size MAX_ENH_SIZE_ MULT 3 R [159:157] 
Partitions attribute PARTITIONS. ATTRIBUTE 1 R/W [156] 
Partitioning Setting PARTITION_SETTING_ 1 R/W [155] 
COMPLETED 
General Purpose Partition Size GP_SIZE_MULT 12 R/W [154:143] 
Enhanced User Data Area Size ENH, SIZE MULT 3 R/W [142:140] 
Enhanced User Data Start Address ENH, START ADDR 4 R/W [139:136] 
Reserved! 1 TBD [135] 
Bad Block Management mode SEC BAD BLK, MGMNT 1 R/W [134] 
Production state awareness PRODUCTION STATE AWAR 1 R/W/E | [133] 
ENESS 

Package Case Temperature is controlled | TCASE SUPPORT 1 W/E_P | [132] 
Periodic Wake-up PERIODIC_WAKEUP 1 R/W/E | [131] 
Program CID/CSD in DDR mode PROGRAM_CID_CSD_DDR_SU | 1 R [130] 
support PPORT 
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А Size Cell " 
Name Field (Бук | Type CSD-slice 
Reserved! 2 TBD [129:128] 
Vendor Specific Fields VENDOR, SPECIFIC FIELD 64 «vend | [127:64] 
or 
specifi 
с> 
Native sector size NATIVE SECTOR, SIZE 1 R [63] 
Sector size emulation USE NATIVE SECTOR 1 R/W [62] 
Sector size DATA, SECTOR, SIZE 1 R [61] 
Ist initialization after disabling sector INI_TIMEOUT_EMU 1 R [60] 
size emulation 
Class 6 commands control CLASS 6 CTRL 1 R/W/E | [59] 
_P 
Number of addressed group to be DYNCAP_NEEDED 1 R [58] 
Released 
Exception events control EXCEPTION EVENTS CTRL 2 R/W/E | [57:56] 
. P 
Exception events status EXCEPTION EVENTS STATUS | 2 R [55:54] 
Extended Partitions Attribute EXT PARTITIONS ATTRIBUT |2 R/W [53:52] 
E 
Context configuration CONTEXT CONF 15 R/W/E | [51:37] 
. P 
Packed command status PACKED COMMAND STATUS |1 R [36] 
Packed command failure index PACKED FAILURE INDEX 1 R [35] 
Power Off Notification POWER, OFF NOTIFICATION 1 R/W/E | [34] 
_P 
Control to turn the Cache ON/OFF CACHE_CTRL 1 R/W/E | [33] 
_P 
Flushing of the cache FLUSH_CACHE 1 W/E_P | [32] 
Control to turn the Barrier ON/OFF BARRIER_CTRL 1 R/W [31] 
Mode config MODE CONFIG 1 R/W/E | [30] 
_P 
Mode operation codes MODE_OPERATION_CODES 1 W/E_P | [29] 
Reserved! p TBD [28:27] 
FFU status FFU, STATUS 1 R [26] 
Pre loading data size РВЕ LOADING DATA, SIZE 4 R/W/E | [25:22] 
. P 
Max pre loading data size MAX PRE LOADING DATA S | 4 R [21:18] 
IZE 
Product state awareness enablement PRODUCT STATE AWARENE |1 R/W/E | [17] 
SS ENABLEMENT & В 
Secure Removal Type SECURE REMOVAL TYPE 1 R/W & | [16] 
R 
Command Queue Mode Enable CMDQ MODE EN 1 R/W/E | [15] 
_P 
Reserved! 15 TBD [14:0] 
NOTE 1 Reserved bits should read as “0.” 
NOTE 2 Obsolete values should be don't care. 
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7.4 Extended CSD register (cont’d) 


741 EXT SECURITY ERR [505] 

This field is a read only field through which the device indicates to the host the extended security error 
that occurred in relation to the Extended Security Protocol usage (this byte should be read in case that 
Bit4, EXTENDED SECURITY FAILURE, of the EXCEPTION EVENTS STATUS field in the 
EXT CSD is set). The error bits are cleared by the given clear condition. 


Table 94 — EXT SECURITY ERR byte description 


Bit? | Bit7 | Bit6 | Bit5 | Bit4 | Bit3 | Bit2 Bit 1 Bit 0 
Name Reserved «DENIED SANDE 
2 (3) PARAMETERS 
Clear 
Cond. (2) (D 
NOTE 1 Cleared by next valid PROTOCOL, RD/WR command acceptation 
NOTE2 Cleared by next valid WR/RD command acceptation 
NOTE3 ACCESS DENIED error indication that the host attempts to access an area without the proper access 
rights, using a regular RD/WR command 


7.4.5 S CMD SET [504] 
This field defines the command sets supported by the Device. 


Table 95 — Device-supported command sets 


Bit Command Set 

7-5 Reserved 

4 Allocated by MMCA 
3 Allocated by MMCA 
2 Allocated by MMCA 
1 Allocated by MMCA 
0 Standard MMC 


7.4.5 HPI FEATURES [503] 
This field indicates if the HPI feature is supported and the implementation that is used by the device. 


Table 96 — HPI features 


Bit7 | Bit6 | Bit5 | Bit4 | ВИЗ | Bit2 Bit 1 Bit 0 
Reserved HPI IMPLEMENTATION HPI SUPPORT 


Bit[7:2]: Reserved 
Bit[1]: HPI IMPLEMENTATION 
0x0 : HPI mechanism implementation based on CMD13 
0x1 : HPI mechanism implementation based on CMD12 
Bit[0]: HPI SUPPORT 
0x0 : Obsolete 
0x1 : HPI mechanism supported (default) 
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7.4 Extended CSD register (cont'd) 
7.44. ВКОРЅ SUPPORT [502] 
This field indicates if the background operations feature is supported by the device. 
Table 97 — Background operations support 
Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
Reserved SUPPORTED 


Bit[7:1]: Reserved 
Bit[0]: SUPPORTED 


0x0: Obsolete 
Ox1: Background operations are supported. The fields BKOPS_STATUS, BKOPS_EN, 
BKOPS_START and URGENT_BKOPS are supported. (default) 


7.4.5 MAX PACKED READS [501] 

This field describes the maximum number of commands that can be packed inside a packed read 
command. The mandatory minimum value for this field is 5 (MAX PACKED READS shall be 5 or 
higher) 

7.4.6 MAX PACKED WRITES [500] 


This field describes the maximum number of commands that can be packed inside a packed write 
command. The mandatory minimum value for this field is 3 (MAX PACKED WRITES shall be 3 or 
higher) 


747 DATA TAG SUPPORT [499] 

This field indicates if the Data Tag mechanism features are supported. 
Bit[7:1]: Reserved 

Bit[0]: SYSTEM DATA TAG SUPPORT 


0x0 : System Data Tag mechanism not supported (default) 
0x1 : System Data Tag mechanism supported 


7.4.8 ТАС UNIT SIZE [498] 

This field is used by the host to calculate the size of a Tag Unit in Bytes. 
Tag Unit Size = 27^0-UNTT-SVF. Sector Size 

The ranges that can be covered by the parameter are: 


o From 512 Bytes to 128 Kbytes in case of Sector Size = 512 Bytes 
o From 4Kbytes to 1 Mbytes in case of Sector Size = 4 Kbytes 


7.4.9 ТАС RES SIZE [497] 


This field is defined to inform the host about the maximum quantity of resources in bytes allocated by the 
device to allocate system data by the tagging mechanism: 


System Data Tag Resources Size = [(N* Tag Unit Size) • 21^9-RP5-5775]/510 
(N* Tag Unit Size) represents the device capacity in terms of Tag Unit Size 
The range of valid TAG. RES SIZE values is from 0 to 6; Values in range of 7 to OxFF are reserved. 


The formula covers a range from about 0.1% to 6.25% of the device capacity. 


JEDEC Standard No. 84-B51 
Page 180 


7.4 Extended CSD register (cont'd) 
7.4.10 CONTEXT CAPABILITIES [496] 


This field describes the capabilities of context management. 


Table 98 — Context Management Context Capabilities 


Bit 7 Bit 6 Bit 5 Bit4 Bit 3 Bit 2 Bit1 Bit 0 
Reserved LARGE UNIT MAX MULTIPLIER MI MAX CONTEXT ID 


MAX CONTEXT ID is the highest context ID that may be used in contexts. 


The mandatory minimum value for this field is 5 plus the default ID #0 (MAX CONTEXT ID shall be 5 
or higher) 


LARGE UNIT MAX MULTIPLIER MI is the highest multiplier that can be configured for Large Unit 
contexts, minus one. Large Unit contexts may be configured to have a multiplier in the range: 


1 < multiplier (LARGE UNIT MAX MULTIPLIER МІ + 1) 
7.411 LARGE UNIT SIZE MI [495] 
This field describes the size of the Large Unit, minus one. 
Large Unit size = IMB * (LARGE UNIT SIZE MI + 1) 
7.412 EXT SUPPORT [494] 
This field describes the extended partitions attribute support. 
A bit value of ‘1’ denotes a supported type. On this specification, bits 0 and 1 are set. 
Table 99 — Extended CSD Register Support 


Bit 7 Bit 6 Bit 5 Bit4 Bit 3 Bit 2 Bit1 Bit 0 
Reserved Non- System 
persistent code 


7.413 SUPPORTED MODES [493] 
Bit [0]: ‘0’ FFU is not supported by the device. ‘1’ FFU is supported by the device. 


Bit [1]: ‘0’ Vendor Specific Mode (VSM) is not supported by the device. ‘1’ Vendor Specific mode 15 
supported by the device. 


Table 100 — SUPPORTED MODES 
Others Bit 1 Bit 0 
Reserved VSM FFU 


7.4.14 FFU FEATURES [492] 


Table 101 — FFU FEATURES 
Others Bit 0 


Reserved SUPPORTED MODE OPERATION CODES 


SUPPORTED MODE OPERATION CODES: 


e ‘0’ — Device does not support MODE OPERATION CODES field 
e ‘1’ - Device support MODE OPERATION CODES field 
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7.4 Extended CSD register (cont’d) 


7.4.45 OPERATION CODES TIMEOUT [491] 


This field indicates the maximum timeout for the SWITCH command (CMD6) when setting a value to 
the MODE OPERATION CODES field. 


The formula to calculate the max timeout value is: 
Operation Codes Timeout = 100us * 2^ OPERATION CODES TIMEOUT 


Max register value defined is 0x17 that equals 838.86s timeout. Values between 0x18 and OxFF are 
reserved. 


Table 102 — MODE OPERATION CODES timeout definition 


Value Timeout Values 

0x00 Not defined 

0x01 100us x 2! = 200us 

0x02 100us x 22= 400us 

Ox17 100us x 2? = 838.865 
0x18 — OxFF Reserved 


7.4.16 FFU ARG [490-487] 


Using this field the device reports to the host the value that the host should set as an argument for the read 
and write commands in FFU mode. 


7.417 BARRIER SUPPORT [486] 


This field indicates whether the device supports the barrier command. Value 0x00 indicates that the 


device does not support barrier, and value 0x01 indicates that the device supports barrier. All other values 
are reserved. 


7.4.18 CMDQ SUPPORT [308] 


This field indicates whether command queuing is supported by the device. 


Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
Reserved CMDQ 
Support 


Bit encoding: 


e [7:1]: Reserved 
[0]: Command queuing support: 
o 0: Command queuing is not supported 
o 1: Command queuing is supported 
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7.4 Extended CSD register (cont’d) 


7.4.19 CMDQ DEPTH [307] 


This field is used to calculate the depth of the queue supported by the device. The maximum depth 
allowed by the standard is 32. The range of allowed Task IDs is 0 through N. 


For example, if N = 0x5 the queue depth is 0x6 and the valid task IDs are 0, 1, 2, 3, 4, 5. 


Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
Reserved N 


Bit encoding: 


e [7:5]: Reserved 
e [4:0]: N, a parameter used to calculate the Queue Depth of task queue in the device. 
Queue Depth = N+1. 


7.4.20 NUMBER OF FW SECTORS CORRECTLY PROGRAMMED [305-302] 


Using this field the device reports the number of sectors, from the firmware bundle, that were 
programmed correctly into the device. The value is in terms of 512 Bytes or in multiple of eight 512Bytes 
sectors (4KBytes) depending on the value of the DATA SECTOR SIZE field. 


7.4.31 VENDOR PROPRIETARY HEALTH REPORT [301-270] 


This Fields reserved for vendor proprietary health report. 


7.4.22 DEVICE LIFE TIME EST ТҮР В [269] 


This field provides an estimated indication about the device life time that is reflected by the averaged 
wear out of memory of Type B relative to its maximum estimated device life time. 


Table 103 — Device life time estimation type B value 


Value Description 

0x00 Not defined 

0x01 0% - 10% device life time used 
0x02 10% -20% device life time used 
0x03 20% -30% device life time used 
0x04 30% - 40% device life time used 
0x05 40% - 50% device life time used 
0x06 50% - 6096 device life time used 
0x07 60% - 70% device life time used 
0x08 70% - 80% device life time used 
0x09 80% - 90% device life time used 
0x0A 90% - 100% device life time used 
OxOB Exceeded its maximum estimated device life time 
Others Reserved 
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7.4 Extended CSD register (cont’d) 
7.4.23 DEVICE LIFE TIME EST TYP A [268] 


This field provides an estimated indication about the device life time that is reflected by the averaged 
wear out of memory of Type A relative to its maximum estimated device life time. 


Table 104 — Device life time estimation type A value 


Value Description 

0x00 Not defined 

0x01 0% - 10% device life time used 
0x02 10% -20% device life time used 
0x03 20% -30% device life time used 
0x04 30% - 40% device life time used 
0x05 40% - 50% device life time used 
0x06 50% - 6096 device life time used 
0x07 60% - 70% device life time used 
0x08 7096 - 8096 device life time used 
0x09 80% - 90% device life time used 
0x0A 90% - 100% device life time used 
OxOB Exceeded its maximum estimated device life time 
Others Reserved 


7.4.24 PRE EOL INFO [267] 


This field provides indication about device life time reflected by average reserved blocks. 


Table 105 — Pre EOL info value 


Value Pre-EOL Info. | Description 

0x00 Not Defined 

0x01 Normal Normal 

0x02 Warning Consumed 80% of reserved block 
0x03 Urgent 

0x04 ~ OxFF Reserved 
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7.4 Extended CSD register (cont’d) 
7.4.25 OPTIMAL READ SIZE [266] 


This field provides the minimum optimal (for the device) read unit size for the different partitions. 


Table 106 — Optimal read size value 


Value Optimal Read Size 
0x00 Not defined 

0x01 4KB x 1  AKB 

0x02 4KB x 2 = 8KB 

OxFF 4KB x 255 = 1020KB 


7.4.26 OPTIMAL WRITE SIZE [265] 


This field provides the minimum optimal (for the device) write unit size for the different partitions. 


"Optimal" relates to the minimum wearout done by the device. 


Table 107 — Optimal write size value 


Value Optimal Write Size 
0x00 Not defined 

0x01 4KB x 1  AKB 

0x02 4KB x 2 = 8KB 

OxFF 4KB x 255 = 1020KB 


7.4.27 OPTIMAL TRIM UNIT SIZE [264] 


This field provides the minimum optimal (for the device) trim unit size for the different partitions. 


"Optimal" relates to the minimum wearout done by the device. 


Table 108 — Optimal trim unit size value 


Value Optimal Trim unit Size 
0x00 Not defined 

0x01 4KB x 1 2 AKB 

0x02 4KB x 2 = 8KB 

0x03 4KB x 4= 16KB 

0x15 4KB x 2^20 = 4GB 
Reserved 


7.4.28 DEVICE_VERSION [263-262] 


This field provides the device version. 
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7.4 Extended CSD register (cont’d) 
7.4.02 FIRMWARE VERSION [261-254] 


This field provides the device firmware version. 


7.4.30 CACHE SIZE [252:249] 


This field indicates the existence and size of the volatile cache in the е. ММС device. Value 0x00 
indicates that there is no cache existing. Any value higher than 0x00 indicates that there is a cache 
existing and the size of it. The size is indicated as multiple of kilobits. The value of the CACHE SIZE 
register informs the multiplier. The MSB of the multiplier is in the [252] byte and LSB in [249] byte. 


Size of the Cache = CACHE SIZE x 1kb 


7.4.31 GENERIC CMD6 TIME [248] 


This field indicates the default maximum timeout for a SWITCH command (CMD6) unless a specific 
timeout is defined when accessing a specific field. Additionally, this field doesn't define the timeout 
when starting a background operation (writing to field BKOPS_START[164]) or starting a sanitize 
operation (writing to field SANITIZE_START[165]) or flushing the cache (writing to field 

FLUSH, CACHE[232]). Time is expressed in units of 10-milliseconds. 


Table 109 — Generic Switch Timeout Definition 


Value Timeout value Definition 
0x00 Not defined 

0x01 10ms x 1 = 10 ms 

0x02 10ms x 2 = 20 ms 

OxFF 10 ms x 255 = 2550 ms 


7.4.32 POWER OFF LONG TIME [247] 

This field indicates the maximum timeout for the SWITCH command (CMD6) when notifying the device 
that power is about to be turned off by writing POWER, OFF LONG to 

POWER, OFF NOTIFICATION[34] byte. In case other modes are set in 
POWER, OFF NOTIFICATION, the timeout is the generic CMD6 timeout. Time is expressed in units of 
10-milliseconds. 


Table 110 — Power off long switch timeout definition 


Value Timeout value Definition 
0x00 Not defined 

0x01 10ms x 1 = 10 ms 

0x02 10ms x 2 = 20 ms 


OxFF 10 ms x 255 = 2550 ms 
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7.4 Extended CSD register (cont’d) 
7.4.33 BKOPS STATUS [246] 


This field indicates the level of background operations urgency. 


Table 111 — Background operations status 


Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
Reserved OUTSTANDING 


Bit[7:2]: Reserved 
Bit[1:0]: OUTSTANDING 
0x0 : No operations required 
0x1 : Operations outstanding (non critical) 
0x2 : Operations outstanding (performance being impacted) 
0x3 : Operations outstanding (critical) 


7.4.34 CORRECTLY PRG SECTORS NUM [245:242] 


This field indicates how many sectors were successfully programmed by the last 
WRITE MULTIPLE BLOCK command (CMD25). The value is in terms of 512 Bytes or in multiple of 
eight 512Bytes sectors (4KBytes) depending on the value of the DATA. SECTOR SIZE field 


Table 112 — Correctly programmed sectors number 


CORRECTLY PRG SECTORS NUM 
EXT CSD[245] CORRECTLY PRG SECTORS NUM 3 
EXT_CSD[244] CORRECTLY_PRG_SECTORS_NUM_2 
EXT_CSD[243] CORRECTLY_PRG_SECTORS_NUM_1 
EXT_CSD[242] CORRECTLY PRG SECTORS NUM 0 


Number of correctly programmed sectors — 

[CORRECTLY. PRG. SECTORS. NUM. 3*2" + CORRECTLY. РЕС SECTORS NUM 2*2 « 
8 0 

CORRECTLY. PRG. SECTORS NUM 1 * 2+ CORRECTLY. PRG. SECTORS. NUM 0 * 2] 


NOTE Itis recommended for hosts to refer to this field for avoiding re-writing again the successfully programmed 
sectors when repeating an interrupted write command. 
7.4.35 INI. TIMEOUT AP [241] 


This register indicates the maximum initialization timeout during the first power up after successful 
partitioning of an e*MMC device. Note that all of the initialization timeouts during consecutive power ups 
will have timeout max 15 (like in case of non-partitioned e*MMC device). 


Table 113 — Initialization Time out value 


Value Timeout Value 
0x00 Not defined 
0x01 100ms x 1 = 100 ms 


OxFF 100ms x 255 = 25500 ms 
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7.4 Extended CSD register (cont’d) 
7.4.36 CACHE FLUSH, POLICY [240] 
Table 114 — Cache Flushing Policy 
Bit7 | Bit6 | Bit5 | Bit4 | Bit3 Bit 2 Bit 1 Bit 0 
Reserved FIFO 
Bit [0]: FIFO 


Ob: Device flushing policy is not provided by the device. 
1b: Device is using a FIFO policy for cache flushing (see 6.6.34.1 Cache Flushing Policy). 
Bits [1-7]: Reserved. 


7.4.37 TRIM_MULT [232] 


This register is used to calculate the TRIM and DISCARD function timeout. The following formula 
defines the timeout value for the TRIM and DISCARD operation of inside a logical erase group. 


TRIM Timeout = 300ms x TRIM MULT 


If the host executes TRIM or DISCARD operation including write sectors belonging to multiple erase 
groups, the total timeout value should be the multiple of the number of the erase groups involved. 


Table 115 — TRIM/DISCARD Time out value 


Value Timeout Value 
0x00 Not defined 
0x01 300ms x 1 = 300 ms 


OxFF 300ms x 255 = 76500 ms 
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7.4 Extended CSD register (cont’d) 
7.4.38 SEC. FEATURE SUPPORT [231] 


This byte allows the host to determine the secure data management features that are supported on the 
Device. The bits in this register determine whether the ERASE (CMD38) command arguments are 
supported and whether the host can manage the way defected portions of the memory array are retired by 
using SEC BAD ВІК MGMNT (EXT CSD[134]) 


Table 116 — SEC Feature Support 


Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
SEC . SEC GB. SECURE . 
Reserved SANITIZE Reserved CL EN Reserved | SEC BD BLK EN | Reserved ER EN. D 


(1) See 6.6.13 and 6.6.14 
Bit 7: Reserved 
Bit 6: SEC_SANITIZE 
0x1: Device supports the sanitize operation. 
0x0: Device does not support the sanitize operation. 
Bit 5: Reserved 
Bit 4: SEC_GB_CL_EN (R) 
0x0: Device does not support the secure and insecure trim operations 


0x1: Device supports the secure and insecure trim operations. This bit being set means that 
argument bits 15 and 0 are supported with CMD38 


Bit 3: Reserved 
Bit 2: SEC_BD_BLK_EN (R) 


0x0: Device does not support the automatic erase operation on retired defective portions of the 
array. 


0x1: Device supports the automatic erase operation on retired defective portions of the array. 
This bit being set enables the host to set SEC_BAD_BLK_MGMNT (EXT_CSD[134]). 


Bit 1: Reserved 
Bit 0: SECURE ER EN (R) 
0x0: Secure purge operations are not supported on the device 


0x1: Secure purge operations are supported. This bit being set allows the host to set bit 31 of 
the argument for the ERASE (CMD38) Command 
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7.4 Extended CSD register (cont’d) 


7.4.39 SEC ERASE MULT [230] 


This register is used to calculate Secure Erase function timeout. The following formula defines the time 
out value for the Secure Erase operation of one logical erase group. 


Secure Erase Timeout = 300ms x ERASE TIMEOUT MULT x SEC ERASE MULT. 


If the host executes Secure Erase operation including erase groups the total timeout value should be the 
multiple of the number of the erase groups involved. 


SEC ERASE MULT should represent the worst-case timeout value of all supported 
SECURE REMOVAL TYPE modes in EXT CSD[16]. 


Table 117 — Secure Erase time-out value 


Value Timeout Value 

0x00 Not defined 

0x01 300ms x ERASE TIMEOUT MULT x 1 
OxFF 300ms x ERASE TIMEOUT MULT x 255 


7.4.40 SEC TRIM, MULT [229] 


This register is used to calculate Secure TRIM function timeout. The following formula defines the time- 
out value for the Secure TRIM operation of one logical erase group. 


Secure TRIM Timeout = 300ms x ERASE TIMEOUT MULT x SEC TRIM MULT 


If the host executes Secure Trim operation including write sectors belonging to multiple erase groups, the 
total timeout value should be the multiple of the number of the erase groups involved. 


SEC TRIM, MULT should represent the worst-case timeout value of all supported 
SECURE REMOVAL TYPE modes in EXT CSD[16]. 


Table 118 — Secure Erase time-out value 


Value Timeout Value 
0x00 Not defined 
0x01 300ms x ERASE_TIMEOUT_MULT x 1 


OxFF 300ms x ERASE_TIMEOUT_MULT x 255 
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7.4 Extended CSD register (cont’d) 
7.4.44 BOOT INFO [228] 


Table 119 — Boot information 


Bit7 | Bit6 | Bit5 | Bit4 | Bit 3 Bit 2 Bit 1 Bit 0 
Reserved HS BOOT MODE | DDR BOOT MODE | ALT BOOT MODE 


Bit[7:3]: Reserved 
Bit[2]: H5 BOOT MODE 
0: Device does not support high speed timing during boot. 
1: Device supports high speed timing during boot. 
Bit[1]: DDR. BOOT MODE 
0: Device does not support dual data rate during boot. 
1: Device supports dual data rate during boot. 
Bit[0]: ALT BOOT MODE 
0x0: Device does not support alternative boot method (obsolete) 


Ox1: Device supports alternative boot method. Device must show “1” since this is mandatory 
in v4.4 standard 


The only currently valid values for this register are 0x0, 0x1, 0x05, and 0x07. A device supporting dual 
data rate mode during boot shall also have bit 2 set. 


7.4.42. BOOT SIZE MULT [226] 


The boot partition size is calculated from the register by using the following equation: Boot Partition 
size = 128Kbytes x BOOT SIZE MULT 


Table 120 — Boot partition size 


Value Boot Size Mult 

0x00 No boot partition available / Boot mode not supported 
0x01 1 x 128Kbytes = 128Kbytes 

0x02 2 x 128Kbytes = 256Kbytes 

OxFE 254 x 128Kbytes = 32512Kbytes 

OxFF 255 x 128Kbytes = 32640Kbytes 
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7.4 Extended CSD register (cont’d) 
7.4.43 ACC. SIZE [225] 
Table 121 — Access size 


Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 
Reserved SUPER. PAGE SIZE 


Bit[7:4]: Reserved 
Bit[3:0]: SUPER. PAGE SIZE 
This register defines one or multiple of programmable boundary unit that is programmed at the same 
time. This value can be used by the master for the following cases: 
e Asa guide for format clusters 


e To prevent format-page misalignment 


e Asa guide for minimum data-transfer size 
(SUPER_PAGE_SIZE - 1) 


Super-page size = 512 x 2 :0<X <9 
Table 122 — Superpage size 
Value Super-page Size 
0x0 Not defined 
0x1 512 x 1 = 512 bytes 
0x2 512 x 2 = 1K bytes 
0x8 512 x 128 = 64K bytes 
0х9-0хЕ Reserved 


7.4.44 HC ERASE GRP SIZE [224] 


This register defines the erase-unit size for high-capacity memory. If the master enables bit “0” in the 
extended CSD register byte [175], the slave uses these value for the erase operation. Erase Unit Size = 
512Kbyte x HC ERASE GRP SIZE 


Table 123 — Erase-unit size 


Value Value definition 

0x00 No support for high-capacity erase-unit size 
0x01 512Kbyte x 1 = 524,288 bytes 

0x02 512Kbyte x 2 = 1,048,576 bytes 

OxFF 512Kbyte x 255 = 133,693,440 bytes 


If the ENABLE bit in ERASE GROUP DEF is cleared to LOW or HC WP GRP SIZE is set to 0x00, 
the write protect group size definition would be the original case. 
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7.4 Extended CSD register (cont’d) 
7.4.45 ERASE TIMEOUT MULT [223] 


This register is used to calculate erase timeout for high-capacity erase operations and defines the timeout 
value for the erase operation of one erase group. 


Erase Timeout = 300 ms x ERASE TIMEOUT MULT 


If the host executes erase operations for multiple erase groups, the total timeout value should be the multi- 
ple of the number of erase groups issued. 


If the master enables bit 0 in the extended CSD register byte [175], the slave uses 
ERASE TIMEOUT MULT values for the timeout value. 


If ERASE TIMEOUT MULT is set to 0x00, the slave must support the previous timeout definition. 


Table 124 — Erase timeout values 


Value Timeout Values 

0x00 No support for high-capacity erase timeout 
0x01 300ms x 1 = 300ms 

0x02 300ms x 2 = 600ms 

OxFF 300ms x 255 = 76,500ms 


7.4.46 REL WR SEC С [222] 
The REL WR, SEC C [222] register shall be set to 1 and has no impact on the reliable write operation. 


Table 125 — Reliable write sector count 


Name Field Size Cell Type 
Reliable Write Sector Count REL WR SEC C 1 R 


7.4.47 HC WP GRP SIZE [221] 


This register defines the write protect group size for high-capacity memory. If the ENABLE bit in 
ERASE GROUP DEF is set to HIGH, the write protect group size would be defined as follows: Write 
protect group size 2 512KB * HC ERASE GRP SIZE * HC WP GRP SIZE. 


Table 126 — Write protect group size 


Value Value definition 

0x00 No support for high-capacity write protect group size 
0x01 ] high-capacity erase unit size 

0x02 2 high-capacity erase unit size 

0x03 3 high-capacity erase unit size 

OxFF 255 high-capacity erase unit size 


If the ENABLE bit in ERASE GROUP DEF is cleared to LOW or HC WP СЕР SIZE is set to 0x00, 
the write protect group size definition would be the original case. 
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7.4 Extended CSD register (cont’d) 


7.4.48 S C VCC[220] and 5 C УССО[219] 


The S C VCC and S C VCCOQ registers define the max Vcc current consumption during the Sleep state 
(slp). The formula to calculate the max current value is: 


Sleep current = li A * 2^X : register value = X >0 
Sleep current = no value (legacy): register value = 0 
Max register value defined is OxOD which equals 8.192mA. Values between OxOE and OxFF are reserved. 
Table 127 — S_C_VCC, S_C_VCCQ Sleep Current 


Value Value definition 
0x00 Not defined 
0x01 ША x21 = 2рА 
0x02 ША x 22 = 4рА 
OxOD luA x 213 = 8.192mA 
OxOE-OxFF Reserved 


7.4.49 PRODUCTION STATE AWARENESS TIMEOUT [218] 


This field indicates the maximum timeout for the SWITCH command (CMD6) when setting a value to 
the PRODUCTION STATE AWARENESS [133] field. 


The formula to calculate the max timeout value is: 
Production State Timeout = 100us * 2^ PRODUCTION STATE AWARENESS TIMEOUT 


Max register value defined is 0x17 which equals 838.86s timeout. Values between 0x18 and OxFF are 
reserved. 


Table 128 — Production State Awareness timeout definition 


Value Timeout Values 

0x00 Not defined 

0x01 100us x 2! = 200us 

0x02 100us x 22= 400us 

Ox17 100us x 2? = 838.865 
0x18 — OxFF Reserved 
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7.4 Extended CSD register (cont’d) 
7.4.50 S A, TIMEOUT [217] 


This register defines the max timeout value for state transitions from Standby state (stby) to Sleep state 
(slp) and from Sleep state (slp) to Standby state (stby). The formula to calculate the max timeout value is: 


Sleep/Awake Timeout = 100ns * 2^5 A, TIMEOUT 


Max register value defined is 0x17 which equals 838.86ms timeout. Values between 0x18 and OxFF are 
reserved. 


Table 129 — Sleep/awake timeout values 


Value Timeout Values 
0x00 Not defined 

0x01 100ns x 21 = 200ns 
0x02 100ns x 22 = 400ns 
0x17 100ns x 223 = 838.86ms 
Ox 18—OxFF Reserved 


7.4.51 SLEEP_NOTIFICATION_TIME [216] 


This field indicates the maximum timeout for the SWITCH command (CMD6) when notifying the device 
that it is about to be move to sleep state (slp) by writing SLEEP_NOTIFICATION to 
POWER_OFF_NOTIFICATION [34] byte. Time is expressed in units of 10-millimicroseconds. The 
formula to calculate the max timeout value is: 


Sleep Notification Time out value = 1005 * 2*SLEEP_NOTIFICATION_TIME 


Max register value defined is 0x17 which equals 83.88s timeout. Values between 0x18 and OxFF are 
reserved. 


Table 130 — Sleep Notification timeout values 


Value Timeout Values 
0x00 Not defined 
0x01 10us x 2' = 20us 
0x02 10us x 2” = 40us 
0x17 10us x 2” = 83.88s 
Ox18—0xFF Reserved 


7.4.52 SEC COUNT [215:212] 


The device density is calculated from the register by multiplying the value of the register (sector count) 
by 512B/sector as shown in following equation. 


Device density = SEC. COUNT x 512B 
The maximum density possible to be indicated is thus 4 294 967 295x 512B. 
The addressable sector range for the device will be from Sector 0 to Sector (SEC COUNT- 1). 
The least significant byte (LSB) of the sector count value is the byte [212]. 


When the partition configuration is executed by host, device will re-calculate the SEC. COUNT value that 
can indicate the size of user data area after the partition. 
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7.4 Extended CSD register (cont’d) 


7.4.53 SECURE WP ІМЕО[211] 


The SECURE WP SUPPORT field indicates whether the device is supporting secure write protection 
mode. The SECURE WP EN STATUS is showing the value of SECURE WP EN defined in 
Authenticated Device Configuration Area. 


Table 131 — SECURE WP INFO 


Bit7 | Bit6 | Bit5 | Bit4 | Віз | Bit2 Bitl Bit0 


Reserved SECURE_WP_EN_STATUS SECURE_WP_SUPPORT 


Bit[7:2] : Reserved 
Bit[1] : SECURE_WP_EN_STATUS (R) 
0x0: Legacy Write Protection mode. 
0x1: Secure Write Protection mode. 
Bit[0] : SECURE_WP_SUPPORT (R) 
0x0: Secure Write Protection is NOT supported by this device 


0x1: Secure Write Protection is supported by this device 
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7.4 Extended CSD register (cont’d) 
7.4.54 MIN РЕКЕ a b ff [210/:205] and MIN PERF DDR a b ff [235:234] 


These fields define the overall minimum performance value for the read and write access with different 
bus width and max clock frequency modes. The value in the register is coded as in Table 132. Values, 
other than those defined, are considered illegal. 


Table 132 — R/W access performance values 


Value Performance 

Single Data Rate mode 

0x00 For Devices not reaching the 2.4MB/s value 

0x08 Class A: 2.4MB/s and is the next allowed value (16x 150kB/s) 

Ox0A Class B: 3.0MB/s and is the next allowed value (20x150kB/s) 

OxOF Class C: 4.5MB/s and is the next allowed value (30x150kB/s) 

0x14 Class D: 6.0MB/s and is the next allowed value (40x 150kB/s) 

Ox1E Class E: 9.0MB/s and is the next allowed value (60x150kB/s) 

0x28 Class F: Equals 12.0MB/s and is the next allowed value (80x 150kB/s) 
0x32 Class G: Equals 15.0MB/s and is the next allowed value (100x150kB/s) 
Ox3C Class H: Equals 18.0MB/s and is the next allowed value (120x150kB/s) 
0x46 Class J: Equals 21.0MB/s and is the next allowed value (140x150kB/s) This is also the highest class 


that any mobile ее ММС Device is needed to support in mid bus category operation mode (26MHz 
with 8bit data bus or 52MHz with 4bit data bus). A Device supporting any higher class than this 
have to support this Class (in mid category bus operation mode) and Class E also (in low category 
bus operation mode) 


0x50 Class K: Equals 24.0MB/s and is the next allowed value (160x150kB/s) 
0x64 Class M: Equals 30.0MB/s and is the next allowed value (200x150kB/s) 
0x78 Class O: Equals 36.0MB/s and is the next allowed value (240x150kB/s) 
Ox8C Class К: Equals 42.0MB/s and is the next allowed value (280x 150kB/s) 
OxAO Class T: Equals 48.0MB/s and 15 the last defined value (320x 150kB/s) 
Dual Data Rate mode 

0x00 For Devices not reaching the 4.8MB/s value 

0x08 Class A: Equals 4.8MB/s and is the next allowed value (16x300kB/s) 
Ox0A Class B: Equals 6.0MB/s and is the next allowed value (20x300kB/s) 
OxOF Class C: Equals 9.0МВ/ and is the next allowed value (30x300kB/s) 
Ox14 Class D: Equals 12.0MB/s and is the next allowed value (40x300kB/s) 
Ox1E Class E: Equals 18.0MB/s and is the last defined value (60x300kB/s) 
0x28 Class F: Equals 24.0MB/s and is the next allowed value (80x300kB/s) 
0x32 Class G: Equals 30.0MB/s and is the next allowed value (100x300kB/s) 
Ox3C Class Н: Equals 36.0MB/s and is the next allowed value (120x300kB/s) 
0x46 Class J: Equals 42.0MB/s and is the last defined value (140x300kB/s) 
0x50 Class K: Equals 48.0MB/s and is the next allowed value (160x300kB/s) 
0x64 Class M: Equals 60.0МВ/ and is the next allowed value (200x300kB/s) 
0x78 Class O: Equals 72.0MB/s and is the next allowed value (24 0x300kB/s) 
0x8C Class К: Equals 84.0MB/s and is the next allowed value (280x300kB/s) 
OxAO Class T: Equals 96.0MB/s and 15 the last defined value (320x300kB/s) 


7.4.55 PWR CL ff vvv [203:200] , РУК CL ff vvv[237:236] , PWR. CL DDR ff vvv [239:238] 
and PWR CL DDR ff vvv[253] 


These fields define the supported power classes by the Device. By default, the Device has to operate at 
maximum frequency using 1 bit bus configuration, within the default max current consumption, as stated 
in Table 133. If 4 bit/8 bits bus configurations require increased current consumption, it has to be stated in 
these registers. 
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7.4.55 PWR CL ff vvv [203:200] , PWR, CL ff vvv[237:236] , PWR. CL DDR ff vvv [239:238] 
and РУК. CL DDR ff vvv[253] (cont'd) 


By reading these registers the host can determine the power consumption of the Device in different bus 
modes. Bits [7:4] code the current consumption for the 8 bit bus configuration. Bits [3:0] code the current 
consumption for the 4 bit bus configuration. 


The PWR, 52 vvv registers are not defined for 26MHz e*MMCSs. 
PWR, CL DDR 200 vvv[253] registers are for HS400 mode, 


Table 133 — Power classes 


Voltage | Value ытан шнын Remarks 
3.6V 0 100 mA 200 mA Default current consumption for high voltage Devices 
120 mA 220 mA 
2 150 mA 250 mA 
3 180 mA 280 mA 
4 200 mA 300 mA 
5 220 mA 320 mA 
6 250 mA 350 mA 
7 300 mA 400 mA 
8 350 mA 450 mA 
9 400 mA 500 mA 
10 450 mA 550 mA 
11 500mA 600mA 
12 600mA 700mA 
13 700mA 800mA 
14 800mA 900mA 
15 >800mA >900mA 
1.95V 0 65 mA 130 mA Default current consumption for Dual voltage Devices 
1 70 mA 140 mA 
2 80 mA 160 mA 
3 90 mA 180 mA 
4 100 mA 200 mA 
5 120 mA 220 mA 
6 140 mA 240 mA 
7 160 mA 260 mA 
8 180 mA 280 mA 
9 200 mA 300 mA 
10 250 mA 350 mA 
11 300mA 400mA 
12 350mA 450mA 
13 400mA 500mA 
14 500mA 600mA 
15 >500mA >600mA 
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7.4.55 PWR CL ff vvv [203:200] , PWR. CL ff. vvv[237:236], PWR. CL DDR ff vvv [239:238] 
and PWR CL DDR ff vvv[253] (cont’d) 


The measurement for max RMS current is done as average RMS current consumption over a period of 
100ms. Max peak current is defined as absolute max value not to be exceeded at all. The conditions under 
which the power classes are defined are: 


Maximum bus frequency 

Maximum operating voltage 

Worst case functional operation 

Worst case environmental parameters (temperature,...) 


These registers define the maximum power consumption for any protocol operation in data transfer mode, 
Ready state and Identification state. 


Device may specify in their datasheet the performance per Power Class and whether the package case 
(Tc) temperature conditions shall be met as given in Annex A.10 
7.4.56 PARTITION SWITCH, TIME [199] 


This field indicates the maximum timeout for the SWITCH command (CMD6) when switching partitions 
by changing PARTITION ACCESS bits in PARTITION. CONFIG field (EXT Ср byte [179]). Time is 
expressed in units of 10-milliseconds. 


Table 134 — Partition switch timeout definition 


Value Timeout value definition 
0x00 Not defined 

0x01 10ms x 1 = 10ms 
0x02 10ms x 2 = 20ms 
OxFF 10ms x 255 = 2550ms 


7.4.57 OUT_OF_INTERRUPT_TIME [198] 


This field indicates the maximum timeout to close a command interrupted by HPI — time between the end 
bit of CMD12/13 to the DATO release by the device. Time is expressed in units of 10-milliseconds. 


Table 135 — Out-of-interrupt timeout definition 


Value Timeout value definition 
0x00 Not defined 
0x01 10ms x 1 = 10ms 


0x02 10ms x 2 = 20ms 


OxFF 10ms x 255 = 2550ms 
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7.4 Extended CSD register (cont’d) 
7.4.58 DRIVER STRENGTH [197] 
Indicates the I/O driver strength types that are supported by a device. 
Table 136 — Supported Driver Strengths 
Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
Reserved Reserved Reserved Type 4 Type 3 Type 2 Type 1 Type 0 


Bit [7:5]: Reserved 
Bit [4]: Type 4 
0x0 : not supported 
Ox1 : supported 
Bit [3]: Type 3 
0x0 : not supported 
Ox1 : supported 
Bit [2]: Type 2 
0x0 : not supported 
Ox1 : supported 
Bit [1]: Type 1 
0x0 : not supported 
Ox1 : supported 
Bit [0]: Type 0 
0x0 : N/A 
Ox1 : supported (mandatory) 


Refer to 10.5.4.1 for the Driver Types Definition. 
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7.4 Extended CSD register (cont’d) 


7.4.59 DEVICE TYPE [196] 
This field defines the type of the Device. 


Table 137 — Device types 


E 
= 


Device Type 


HS400 Dual Data Rate ММС at 200 MHz - 1.2 V I/O 
HS400 Dual Data Rate eeMMC at 200 MHz - 1.8 V I/O 


HS200 Single Data Rate eeMMC at 200 MHz - 1.2 V T/O 


HS200 Single Data Rate ее ММС at 200 MHz - 1.8 V T/O 


High-Speed Dual Data Rate eeMMC at 52 MHz - 1.2 V I/O 


High-Speed Dual Data Rate eeMMC at 52 MHz - 1.8 V or 3 V I/O 


High-Speed e*MMC at 52 MHz - at rated device voltage(s) 


© к оо Bl сус ы 


High-Speed е*ММС at 26 MHz - at rated device voltage(s) 


The - currently valid values for this field are including followings; 0x01, 0x03, 0x07, OxOB, OxOF, 0x13, 
0x17, Ox 1B,Ox1F, 0x23, 0x27, 0x2B,0x2F, 0x33, 0x37, 0x3B,0x3F, 0x41, 0x43, 0x47, Ox4B, Ox4F, 0x51, 
0x53, 0x57, Ox5B, OxSF, 0x61, 0x63, 0x67, Ox6B, Ox6F, 0x71, 0x73, 0x77, 0x7B, Ox7F, 0x81, 0x83, 0x87, 
Ox8B, Ox8F,0x91, 0x93, 0x97, Ox9B, Ox9F, OxA1, OxA3, OxA7, OxAB, OxAF, 0xB1, OxB3, OxB7, OxBB, 
OxBF, OxC1, OxC3, OxC7, OxCB, OxCF, 0xD1, 0xD3, 0xD7, OxDB, OxDF, OxE1, OxE3, OxE7, OxEB, OxEF, 
OxF1, OxF3, OxF7, OxFB, OxFF . Ex) A dual voltage 1.2 V/1.8 V device that supports 52 MHz DDR mode 
at 1.8 V and not at 1.2 V will be coded 0x7. 


A dual voltage 1.2 V/1.8 V device that supports 52 MHz Double-Data-Rate mode at 1.8 V and 

26 Mhz/52 MHz Single-Data-Rate mode at 1.2 V will be also coded 0x7. For all the device types that 
cover several voltage ranges, the data sheet of the device shall specify the specific supported voltage 
range for Vcc and V cc. 


Dual Data Rate mode support is optional 


7.4.60 CSD STRUCTURE [194] 
This field is a continuation of the CSD STRUCTURE field in the CSD register 


Table 138 — CSD register structure 


CSD STRUCTURE | CSD structure version Valid for System Specification Version 


0 CSD version No. 1.0 Allocated by MMCA 
1 CSD version No. 1.1 Allocated by MMCA 
2 CSD version No. 1.2 Version 4.1—4.2—4.3-4.41-4.5-4.51-5.0-5.01-5.1 


3-255 Reserved for future use 
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7.4 Extended CSD register (cont’d) 
7.4.00 EXT CSD REV [192] 


Defines the fixed parameters related to the EXT  CSD, according to its revision 


Table 139 — Extended CSD revisions 


EXT CSD REV Extended CSD Revision 

255-9 Reserved 

8 Revision 1.8 (for MMC v5.1) 

T Revision 1.7 (for MMC v5.0, v5.01) 
6 Revision 1.6 (for MMC v4.5, v4.51) 
5 Revision 1.5 (for MMC v4.41) 

4 Revision 1.4 (Obsolete) 

3 Revision 1.3 (for MMC v4.3) 

2 Revision 1.2 (for MMC v4.2) 

1 Revision 1.1 (for MMC v4.1) 

0 Revision 1.0 (for MMC v4.0) 


7.4.62 CMD SET [191] 

CMD SET contains the binary code of the command set that is currently active in the Device. The 
command set can be changed using the Command Set-access type of the SWITCH command (CMD6). 
Note that while changing the command set with the SWITCH command, bit index values according to the 
S. СМР SET register should be used. For backward compatibility, the CMD SET is set to 0x00 
(standard MMC) following power-up. After switching back to the standard MMC command set with the 
SWITCH command, the value of the CMD SET is 0x01. 


7.4.63 CMD SET REV [189] 


Contains a binary number reflecting the revision of the currently active command set. For Standard 
MMC, command set it 1s: 


Table 140 — Standard MMC command set revisions 


Code MMC Revision 
255-1 Reserved 
0 v4.0 


This field, though in the Modes segment of the EXT CSD, is read only. 


7.4.64 POWER CLASS [187] 


This field contains the 4-bit value of the selected power class for the Device. The power classes are 
defined in Table 141. The host should be responsible of properly writing this field with the maximum 
power class it allows the Device to use. The Device uses this information to, internally, manage the power 
budget and deliver an optimized performance. 


Table 141 — Power class codes 


Bits Description 
[7:4] Reserved 
[3:0] Device power class code (See Table 133) 


This field is 0 after power-on or software reset. 
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7.4 Extended CSD register (cont’d) 
7.4.66 HS TIMING [185] 
Table 142 — HS TIMING (timing and driver strength) 


Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 


Selected Driver Strength Timing Interface 


e This field is used by the host to select both Timing Interface and Driver Strength. This byte is 
composed from two fields, each represented by a nibble. 

e Timing Interface [0:3]: This field is 0 after power-on, H/W reset or software reset, thus selecting the 
backwards compatibility interface timing for the device. If the host sets 1 to this field, the device 
changes its timing to high speed interface timing (see 10.6.1). If the host sets value 2 the device 
changes its timing to HS200 interface timing (see 10.8.1). If the host sets HS TIMING[3:0] to 0x3, 
the device changes its timing to HS400 interface timing (see 10.10) 


Table 143 — HS TIMING Interface values 


Value Timing Interface Remarks 
0x0 Selecting backwards compatibility 

0x1 High Speed 

0x2 


0x3 HS400 


e Selected Driver Strength [4:7]: Using this field the host sets the required Driver Strength from device. 
The default and mandatory value is (0x0). Refer to 10.5.4.1 for the Driver Types Definition. 


7.4.66 STROBE SUPPORT [184] 


This register indicates whether a device supports Enhanced Strobe mode for operation modes that 
STROBE is used (ie HS400). 


Value “0х0” indicates No support of Enhanced Strobe mode 
Value “0x1” indicates device supports Enhanced Strobe mode 


In case device supports Enhanced Strobe mode it may be enabled in BUS_WIDTH [183] register of 
EXT_CSD. 
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7.4 Extended CSD register (cont’d) 


7.4.07 BUS WIDTH [183] 


It is set to “0° (1 bit data bus) after power up and can be changed by a SWITCH command. 
Bus Width, Normal or DDR mode and Strobe mode (for HS400) are defined through BUS WIDTH 
register. 


Table 144 — BUS WIDTH 


Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 


Enhanced Strobe Reserved Reserved Reserved Bus Mode Selection 


Bit 7: 


0х0: Strobe is provided only during Data Out and CRC response [Default] 
Ox1: Strobe is provided during Data Out, CRC response and CMD Response 


The support of Enhanced Strobe mode is optional for devices. STROBE SUPPORTT[184] register of 
EXT CSD indicates whether a device supports that mode. 


Bit[3-0]: define the Bus Mode Selection as defined in Table 145 
Table 145 — Bus Mode Selection 


Value Bus Mode 

15-7 Reserved 

6 8 bit data bus (dual data rate) 
5 4 bit data bus (dual data rate) 
4—3 Reserved 

2 8 bit data bus 

1 4 bit data bus 

0 1 bit data bus 


HS TIMING must be set to “0x1” before setting BUS WIDTH for dual data rate operation 
(values 5 or 6) 


7.4.08 ERASED MEM CONT [181] 


This field defines the content of an explicitly erased memory range. 


Table 146 — Erased memory content values 


Value Erased Memory Content 
TH! Reserved 

1 Erased memory range shall be ‘1’ 
0 Erased memory range shall be ‘0’ 
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7.4 Extended CSD register (cont’d) 


7.4.69 PARTITION CONFIG (before BOOT CONFIG) [179] 


This register defines the configuration for partitions. 


Table 147 — Boot configuration bytes 


Bit 7 


Reserved 


Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
BOOT ACK BOOT PARTITION ENABLE PARTITION ACCESS 
R/W/E R/W/E R/W/E P 


Bit 7: Reserved 
Bit 6: ВООТ АСК (R/W/E) 
0x0 : No boot acknowledge sent (default) 


0x1 : Boot acknowledge sent during boot operation Bit 


Bit[5:3] : BOOT PARTITION ENABLE (R/W/E) 


User selects boot data that will be sent to master 


0х0: 
0х1: 
0х2 : 


Device not boot enabled (default) 
Boot partition 1 enabled for boot 


Boot partition 2 enabled for boot 


0x3-0x6 : Reserved 


0х7 : 


User area enabled for boot 


Bit[2:0] : PARTITION ACCESS (before BOOT PARTITION ACCESS, R/W/E P) 


User selects partitions to access 


0х0: 


0x1 


No access to boot partition (default) 


: R/W boot partition 1 
0х2: 
0х3 : 
0х4 : 
0х5 : 
0x6 : 
0х7: 


R/W boot partition 2 

R/W Replay Protected Memory Block (RPMB) 
Access to General Purpose partition 1 

Access to General Purpose partition 2 

Access to General Purpose partition 3 


Access to General Purpose partition 4 
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7.4 Extended CSD register (cont’d) 
7.4.70 BOOT CONFIG РКОТ[178] 
This register defines boot configuration protection 
Table 148 — Boot configuration protection 
Bit 7 Bit6 | Bit5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
Reserved PERM_BOOT_ Reserved PWR_BOOT_ 
CONFIG_PROT CONFIG_PROT 
R/W R/W/C_P 

Bit [7:5]: Reserved 
Bit [4]: PERM_BOOT_CONFIG_PROT (R/W) 

0х0: PERM_BOOT_CONFIG_PROT is not enabled (default) 

0x1: Permanently disable the change of boot configuration register bits relating boot mode 


operation (BOOT_PARTITION_ENABLE, BOOT_ACK, 
RESET_BOOT_BUS_CONDITIONS, BOOT_MODE and BOOT_BUS_WIDTH). 


Bit[3:1] : Reserved 
Bit[0]: PWR_BOOT_CONFIG_PROT (R/W/C P) 
0х0: PWR_BOOT_CONFIG_PROT is not enabled (default) 


Ox1: Disable the change of boot configuration register bits relating to boot mode operation 
(BOOT PARTITION ENABLE, BOOT ACK, RESET BOOT BUS CONDITIONS, 
BOOT MODE and BOOT BUS WIDTH) from at this point until next power cycle or 
next H/W reset operation (but not CMDO Reset operation). 


If PERM, BOOT CONFIG PROT is enabled, whether РУК BOOT CONFIG PROT is enable or not, 
BOOT mode is permanently locked and cannot reversed. 


7.4.71 BOOT BUS CONDITIONS [177] 


This register defines the bus width for boot operation. 


Table 149 — Boot bus configuration 


Bit7 | Bit6 | Bit5 | вида | виз Bit 2 Bit 1 Bit 0 
Reserved BOOT MODE | RESET BOOT BUS CONDI | BOOT BUS WIDTH 
TIONS 


Bit[7:5] : Reserved 
Bit [4:3] : BOOT MODE (nonvolatile) 
0x0 : Use single data rate + backward compatible timings in boot operation (default) 
Ox1 : Use single data rate + High Speed timings in boot operation mode 
0x2 : Use dual data rate in boot operation 
0x3 : Reserved 
NOTE HS200 and HS400 is not supported during BOOT operation. 
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7.4 Extended CSD register (cont’d) 
7.4.65 BOOT BUS CONDITIONS [177] (cont’d) 
Bit [2]: RESET ВООТ BUS. CONDITIONS (nonvolatile) 


0x0: Reset bus width to x1, single data rate and backward compatible timings after boot operation 
(default) 

Ox1:  Retain BOOT BUS WIDTH and BOOT MODE values after boot operation. This is relevant to 
Push-pull mode operation only. 


Bit[1:0] : BOOT BUS WIDTH (nonvolatile) 


0x0 : x1 (sdr) or x4 (ddr) bus width in boot operation mode (default) 
Ox1 : x4 (sdr/ddr) bus width in boot operation mode 

0x2 : x8 (sdr/ddr) bus width in boot operation mode 

0x3 : Reserved 


The settings in the BOOT BUS CONDITIONS register control any data transfer in boot mode, while the 
HS TIMING and the BUS WIDTH register control the behavior in other modes. The 

BOOT BUS CONDITIONS register is nonvolatile, while the HS TIMING and BUS WIDTH registers 
will be reset after a power cycle, hardware reset, or a CMDO (unless sent to exit boot mode). This requires 
software to set the BUS WIDTH and Н5 TIMING registers after completing the boot procedure. 


To avoid having to write these registers after completing the boot operation, the host may set the 
RESET BOOT BUS CONDITIONS register to ‘1’ which will automatically set the values of 

BUS WIDTH and HS TIMING registers to the values set in ће BOOT BUS. CONDITIONS register, 
when exiting boot mode. In this case, CMDO to exit boot mode does not reset BUS. WIDTH and 

HS TIMING. However, if CMDO is sent in other cases (with any argument), it shall reset the 

BUS WIDTH and HS TIMING to their reset values (1-bit bus width and single data rate, backward- 
compatible interface timing respectively). 


Any power cycle or hardware reset shall reset the BUS. WIDTH and HS TIMING to their reset values 
(1-bit bus width and single data rate, backward-compatible interface timing respectively). 


If the RESET BOOT BUS CONDITIONS bit is set after boot operation, this will not affect bus width 
and interface timing until the device goes through the Boot state. Bus width and timing mode transitions 
are shown in Table 150. 


Table 150 — Bus Width and Timing Mode Transition 


RESET BOOT BUS CONDITIONS bit | Event BUS WIDTH, HS TIMING 

1 Power cycle or hardware reset, BOOT BUS WIDTH, 
entering boot mode BOOT MODE 

1 Power cycle or hardware reset, | x1, SDR (backward compatibility) 
skipping boot mode 

1 CMD)O, exiting boot mode BOOT BUS WIDTH, 

BOOT MODE 

1 CMDO, anywhere but when x1, SDR (backward compatibility) 
exiting boot mode 

0 Any power cycle, hardware xl, SDR (backward compatibility) 
reset or CMDO 
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7.4 Extended CSD register (cont’d) 
7.4.72 ERASE GROUP DEF [175] 


This register allows master to select high capacity erase unit size, timeout value, and write protect group 
size. Bit defaults to *0" on power on. 


Table 151 — ERASE GROUP DEF 


Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
Reserved ENABLE 


Bit[7:1]: Reserved 
ВО: ENABLE 
0x0: Use old erase group size and write protect group size definition (default) 
0x1: Use high-capacity erase unit size, high capacity erase timeout, and high-capacity write protect 


group size definition. 


7.4.73 BOOT WP STATUS [174] 


This byte allows the host to read the current protection status of the boot partitions. 


Table 152 — BOOT WP STATUS 


Bit [7:4] Bit [3:2] Bit [1:0] 
Reserved B AREA 2 WP B AREA | WP 
R R 


Bit[7:3]: Reserved 

Bit[3:2]: B AREA 2 WP (R) 
0x00: Boot Area 2 is not protected 
0x01: Boot Area 2 is Power on protected 
0x10: Boot Area 2 is Permanently Protected 
Ox11: Reserved 

Bit[1:0]: B AREA 1 WP (R) 
0x00: Boot Area 1 is not protected 
0x01: Boot Area 1 is Power on protected 
0x10: Boot Area 1 is Permanently Protected 
0x11: Reserved 


JEDEC Standard No. 84-B51 
Page 208 


7.4 Extended CSD register (cont’d) 
7.4.74 BOOT WP [173] 


This byte allows the host to apply permanent or power-on write protection to the boot area. Also, the reg- 
ister allows the master to disable either power-on or permanent write protection or both. The default state 
of the bits is zero. This register can only be written once per power cycle. The process for setting boot 
area write protection is outlined in 6.3.7. 


Table 153 — BOOT area Partitions write protection 


Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
B B PWR WP Reserved | B PERM WP B PER B PERM WP E | B PWR B PWR WP 
.SEC WP DIS DIS M WP. N WP SEC EN 
_SEL SEC_SE _SEL 
L 
R/W/C_P R/W/C_P R/W R/W/C_ R/W R/W/C_ R/W/C_P 
P P 


Bit[7]: BLSEC_WP_SEL (R/W/C_P) 


0х0: B_PERM_WP_EN(bit2) and B. PWR WP EN (bit 0) apply to both boot partitions and 
B. PERM WP SEC SEL (bit 3) and B PWR WP SEC SEL (bit 1) have no impact 

0x1: В PERM WP EN(bit2) and B PWR WP EN (bit 0) apply to only boot partition 
selected by B PERM WP SEC SEL (bit 3) and B PWR WP SEC SEL (bit 1) 
respectively. 


NOTE Once a device has been set to enable protection on the boot partitions separately this cannot be reverted for 
a power cycle. This bit enables a mix of Permanent protect, power on protected boot partitions. 


Bit[6]: B PWR, WP DIS (R/W/C P) 

0x0:Master is permitted to set B РУК WP EN(bit 0) 

0x1: Disable the use of B PWR, WP EN(bit 0). This bit must be zero if PWR, WP EN is set. 
Bit[5]: Reserved 
Bit[4]: B PERM, WP DIS (R/W) 

0x0: Master is permitted to set B РЕКМ WP EN(bit 2) 


0x1: Permanently disable the use of B PERM, WP EN(bit 2). This bit must be zero if 
B. PERM, WP EN is set. This bit has no impact on the setting of CSD[13]. 


Bit[3]: B РЕКМ WP SEC SEL(R/W/C P) 
0х0: В PERM WP EN(Bit 2) applies to boot Areal only, if B SEC WP SEL (bit 7 is set) 
0x1: В PERM WP EN(Bit 2) applies to boot Area2 only, if B SEC WP SEL (bit 7 is set) 
Bit[2]: В РЕКМ WP EN (R/W) 


0x0: Boot region is not permanently write protected. 


0x1: Boot region is permanently write protected. This bit must be zero if B PERM WP DIS 
is set. When read, this bit only indicates if permanent protection has been set specifically 
for a boot region. How permanent protection has been applied depends on the setting of 
bits 7 and 3. To verify boot region protection read BOOT WP STATUS[174]. This bit 
may be zero if the whole device is permanently protected using CSD[13]. 
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7.4 Extended CSD register (cont’d) 

7.4.68 BOOT WP [173] (cont’d) 

Bit[1]: B РУК WP SEC SEL(R/W/C P) 
0х0: B PWR WP EN(Bit 0) applies to boot Areal only, if B SEC WP SEL (bit 7 is set) 
0x1: B РМК WP EN(Bit О) applies to boot Area2 only, if B SEC WP SEL (bit 7 is set) 


Bit[0]: B РМК WP EN (R/W/C P) 
0х0: Boot region is not power-on write protected. 


0x1: Enable Power-On Period write protection to the boot area. This bit must be zero if 
B PWR, WP DIS (bit 6) is set. When read, this bit only indicates if power on protection 
has been set specifically for a boot region. How power on protection has been applied 
depends on the setting of bits 7 and 1. To verify boot region protection read 
BOOT WP STATUS[174]. 


An attempt to set both the disable and enable bit for a given protection mode (permanent or power-on) in 
a single switch command will have no impact. If both permanent and power on protection are applied to 

the same partition(s), permanent protection will take precedence and the partition(s) will be permanently 
protected. 


If the host enables Power-On write protection to a boot partition after enabling Permanent write 
protection to the other boot area, the host shall set Bit 3 as same value as set for Permanent write 
protection to the other boot partition (see A.11 for details). 
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7.4.75 USER WP [171] 


This byte allows the host to apply permanent or power-on write protection to all the partitions in the user 
area. Also, the register allows the host to disable the different protection modes that apply to the user area. 


Table 154 — User area write protection 


Bit 7 Bit 6 Bit 5 Bit4 Bit 3 Bit 2 Bit1 Bit 0 
PERM PSWD | CD PERM | Reserved | US PERM US PWR WP DIS | US PERM | Reserved | US_PWR_ 

DIS _ WP. DIS WP DIS _ WP EN WP EN 

R/W R/W R/W R/W/C P R/W/E P R/W/E P 


Bit[7]: PERM PSWD DIS (R/W) 
0x0: 


0x1: Password protection features (ERASE (Forcing erase), LOCK, UNLOCK, CLR_PWD, 
SET PWD) are disabled permanently. 


Bit[6]: CD РЕКМ WP DIS (R/W) 
0х0: Host is permitted to set PERM, WRITE PROTECT (CSD[13]). 
0x1: Disable the use of PERM, WRITE PROTECT (CSD[13]). 
Bit[5]: Reserved 
Bit[4]: US PERM, WP DIS (R/W) 
0x0: 


0x1: Permanently disable the use of permanent write protection for write protection groups 
within all the partitions in the user area from the point this bit is set forward. Setting this 
bit does not impact areas that are already protected. 


Bit[3]: US. PWR, WP DIS (R/W/C. P) 
Ox0: 


Oxl: Disable the use of power-on period write protection for write protection groups within all 
the partitions in the user area from the point this bit is set until power is removed or a 
hardware reset occurs. Setting this bit does not impact areas that are already protected. 


Bit[2]: US. PERM. WP EN (R/W/E P) 
0x0: 


0x1: Apply permanent write protection to the protection group indicated by CMD28. This bit 
cannot be set if US PERM WP DIS is set. 


Bit[1]: Reserved 
Bit[0]: 05 РК WP EN (R/W/E P) 
0x0: 


0x1: Apply Power-On Period protection to the protection group indicated by CMD28. This bit 
cannot be set if US PWR, WP DIS is set. This bit has not impact if US_PERM_WP_EN 
is set. 


Password protection features are enabled. 


Permanent write protection can be applied to write protection groups. 


Power-on write protection can be applied to write protection groups. 


Permanent write protection is not applied when CMD28 is issued. 


Power-on write protection is not applied when CMD28 is issued. 


This field is set to zero after power on or hardware reset. 


Issuing CMD28 when both US PERM. WP EN and US PWR WP EN, will result in the write 
protection group being permanently protected. 
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7.4.76 FW CONFIG [169] 
The Update Disable bit disables the possibility to update the firmware of ће e*MMC. 
Table 155 — FW Update Disable 
Bit 7 Bit 6 Bit 5 Bit4 Bit 3 Bit 2 Bit1 Bit 0 
Reserved Update Disable 


Bit[7:1]: Reserved 
Bit[0]: Update Disable 
0x0: FW updates enabled. 
0x1: FW update disabled permanently 


7.4.77 RPMB SIZE MULT [168] 


The RPMB partition size is calculated from the register by using the following equation: RPMB partition 
size = 128kB x КРМВ SIZE MULT 


Table 156 — RPMB Partition Size 


Value Value definition 

0x00 No RPMB partition available. 

0x01 1 x 128Kbyte = 128Kbytes 

0x02 2 x 128Kbyte = 256Kbytes 

0x80 128x128Kbyte = 16384Kbytes 

0x8 1-OxFF Reserved! 

NOTE 1 RPMB data frame format definition supports a maximum of 16 MB. This limits the size 
of the RPMB area. 
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7.4.78 WR REL SET [167] 


The write reliability settings register indicates the reliability setting for each of the user and general area 
partitions in the device. 


Table 157 — Write reliability setting 


Name Field Bit | Type 

Write Data Reliability (user Area) WR, DATA REL USR 0 R Gf HS. CTRL REL =0) R/W (if 
HS CTRL REL =1) 

Write Data Reliability Partition 1 WR. DATA REL 1 1 R Gf HS. СТВІ, REL =0) R/W (if 
HS CTRL REL =1) 

Write Data Reliability Partition 2 WR. DATA REL 2 2 R Gf HS. СТВІ, REL =0) R/W (if 
HS CTRL REL =1) 

Write Data Reliability Partition 3 WR, DATA REL 3 3 R Gf HS CTRL REL =0) R/W (if 
HS CTRL REL =1) 

Write Data Reliability Partition 4 WR. DATA REL 4 4 R Gf HS. СТВІ, REL =0) R/W (if 
HS CTRL REL -1) 

Reserved 7:5 


Bit[7:5]: Reserved Bit 
Bit[4]: WR. DATA REL 4 
0x0: In general purpose partition 4, the write operation has been optimized for performance and 
existing data in the partition could be at risk if a power failure occurs. 


0x1: In general purpose partition 4, the device protects previously written data if power failure 
occurs. 


Bit[3]: WR. DATA REL 3 
0x0: In general purpose partition 3, the write operation has been optimized for performance and 
existing data in the partition could be at risk if a power failure occurs. 


0x1: In general purpose partition 3, the device protects previously written data if power failure 
occurs. 


Bit[2]: WR. DATA REL 2 
0x0: In general purpose partition 2, the write operation has been optimized for performance and 
existing data in the partition could be at risk if a power failure occurs. 


0x1: In general purpose partition 2, the device protects previously written data if power failure 
occurs. 


Bit[1]: WR_DATA_REL_1 
0x0: In general purpose partition 1, the write operation has been optimized for performance and 
existing data in the partition could be at risk if a power failure occurs. 


0x1: In general purpose partition 1, the device protects previously written data if power failure 
occurs. 


Bit[0]: WR_DATA_REL_USR 


0x0: In the main user area, write operations have been optimized for performance and existing 
data could be at risk if a power failure occurs. 


0x1: In the main user area, the device protects previously written data if power failure occurs. 
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7.4.79 WR REL PARAM [166] 
On this specification write reliability shall be supported. Both bits in this register should be set to 1. 


Table 158 — Write reliability parameter register 


Name Field Bit Type 
Host controlled data reliability HS CTRL REL 0 R 
Reserved 1 

Enhanced Reliable Write EN REL WR 2 R 
Reserved 3 

Enhanced RPMB Reliable Write EN RPMB REL WR 4 R 
Reserved 7:5 


Bit[7:5]: Reserved 
Bit[4]: EN RPMB REL WR (R) 
0х0: RPMB transfer size is either 256B (single 512B frame) or 512B (two 512B frame). 


Ox1: RPMB transfer size is either 256B (single 512B frame), 512B (two 512B frame), or SKB 
(Thirty two 512B frames). 


Bit[3]: Reserved 
Bit[2]: EN REL WR (R) 
0x0: obsolete 
Ox1: The device supports the enhanced definition of reliable write 
Bit[1]: Reserved 
Bit[0]: H5. СТКІ, REL (R) 
0х0: obsolete 
0x1: All the WR, DATA REL parameters in the WR. REL, SET registers are R/W. 


7.4.80 SANITIZE START[165] 


Writing any value to this field shall manually start a sanitize operation. Device shall stay busy until 
sanitize is complete. 
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7.4.81 BKOPS START [164] 


Writing any value to this field shall manually start background operations. Device shall stay busy till no 
more background operations are needed. 


7.4.82 BKOPS EN [163] 


This field allows the host to indicate to the device if it is expected to periodically manually start 
background operations by writing to the ВКОРЅ START field. 


Table 159 — Background operations enable 


Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
Reserved AUTO EN | MANUAL 
_EN 


Bit[7:2]: Reserved 
Bit[1]: AUTO EN (R/W/E) default value is vendor specific. 
Ob: Device shall not perform background operations while not servicing the host. 


1b: Device may perform background operations while not servicing the host. 


Bit[0]: MANUAL EN (R/W) 
0x0: Host does not support background operations handling and is not expected to write to 
BKOPS START field. 


0х1: Host is indicating that it shall periodically write to ВКОРЅ START field to manually start 
background operations. 
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7.4.83 RST n FUNCTION [162] 


For backward compatibility reason, RST. n signal is temporary disabled in device by default. Host may 
need to set the signal as either permanently enable or permanently disable before it uses the Device. 


Table 160 — H/W reset function 


Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
Reserved RST n ENABLE 


Bit[7:2]: Reserved 

Bit[1:0]: RST n ENABLE (Readable and Writable once) 
0x0: RST n signal is temporarily disabled (default) 
Ox1: RST n signal is permanently enabled 
0х2: RST n signal is permanently disabled 
0х3: Reserved 


By default, RST n ENABLE is set to 0x0, meaning RST n is temporarily disabled. Host can change the 
value to either Ox1 (permanently enabled) or 0x2 (permanently disabled). Once host sets the value to 
either one, the value cannot be changed again. 


Once host sets RST n ENABLE bits to 0x2 (permanently disabled), the Device will not accept the input 
of RST_n signal permanently. During the disable period, the Device has to take care that any state of 
RST n (high, low and floating) will not cause any issue (i.e., mal function and high leakage current in the 
input buffer) in the device. 


When RST n ENABLE is set to Ox1 (permanently enabled), the Device accepts the input of RST n 
permanently. Host cannot change the bits back to the disabled values. Also, when host set 

RST n ENABLE to Ox1, the Device must not start resetting internal circuits by triggering the register bit 
change. Internal reset sequence must be triggered by RST_n rising edge but not by the register change. 


Since Device does not have any internal pull up or pull down resistor on RST n terminal, host has to pull 
up or down RST n to prevent the input circuits from flowing unnecessary leakage current when RST n is 
enabled. 


7.4.84 HPI MGMT [161] 


This field allows the host to activate the HPI mechanism. 


Table 161 — HPI management 


Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
Reserved HPI_EN 


Bit[7:1]: Reserved 
Bit[0]: HPI EN 
0x0 : HPI mechanism not activated by the host (default) 


0x1 : HPI mechanism activated by the host 
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7.4.85 PARTITIONING. SUPPORT [160] 


This register defines supported partition features. This standard requires that all values in this register are 
set. 


Table 162 — Partitioning Support 


Bit7 | Bit6 | Bit5 | Bit4 | Bit3 Bit 2 Bit 1 Bit 0 
Reserved EXT_ATTRIBUTE | ENH_ATTRIBUTE_EN | PARTITIONING_EN 
_EN 


Bit[7:3]: Reserved 
Bit[2]: EXT ATTRIBUTE EN 
0х0: n/a. 
Ox1: Device can have extended partitions attribute 
Bit[1]: ENH, ATTRIBUTE EN 
0х0: obsolete 
Ox1: Device can have enhanced technological features in partitions and user data area 
Bit[0]: PARTITIONING EN 
0x0: obsolete. 
0x1: Device supports partitioning features 


7.4.86 MAX ЕМН SIZE MULT [159:157] 


This register defines maximum amount of memory area that can have the enhanced attribute. The Write 
Protect Group size refers to the high capacity definition. 


Table 163 — Max. Enhanced Area Size 


Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit1 Bit 0 
MAX ENH SIZE MULT 2 


MAX ENH SIZE MULT 1 


MAX ENH SIZE MULT 0 


Max Enhanced Area = MAX ENH, SIZE MULT x HC WP GRP SIZEx HC ERASE GRP SIZE x 
512kBytes 


> Enhanced general partition Size(1) + Enhanced user data area < Max Enhanced Area 
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7.4.87 PARTITIONS ATTRIBUTE [156] 
This register bits sets enhanced attribute in general purpose partitions. 
Table 164 — Partitions Attribute 
Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit1 Bit 0 
Reserved ENH 4 ENH 3 ENH 2 ENH 1 ENH USR 


Bit[7:5]: Reserved 
Bit[4]: ENH_4 

0x0: Default 

Ox1: Set Enhanced attribute in General Purpose partition 4 
Bit[3]: ENH 3 

0x0: Default 

Ox1: Set Enhanced attribute in General Purpose partition 3 
Bit[2]: ENH_2 

0x0: Default 

Ox1: Set Enhanced attribute in General Purpose partition 2 
Bit[1]: ЕМН 1 

0x0: Default 

Ox1: Set Enhanced attribute in General Purpose partition 1 
Bit[0]: ENH_USR 

0x0: Default 

0x1: Set Enhanced attribute in User Data Area 


7.4.88 PARTITION SETTING COMPLETED [155] 


Default value states that any partitions configuration procedure has been issued by the host. The bit is set 
to notify the device that the definition of parameters has been completed and the device can start its 
internal configuration activity. If a sudden power loss occurs and this bit has not been set yet, the 
configuration of partitions shall be invalidated and must be repeated. 


Table 165 — Partition Setting 


Bit 7 Bit 6 Bit 5 Bit4 Bit 3 Bit 2 Bit 1 Bit 0 
Reserved PARTITION SETTING COMPLETED 
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7.4.89 GP SIZE MULT GP0 - GP SIZE MULT СРЗ [154:143] 


This register defines general purpose partition size. General Purpose Partitions size shall be expressed in 
terms of high capacity write protect groups. 


Table 166 — General Purpose Partition Size 


Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit1 Bit 0 
GP. SIZE MULT X 2 


GP SIZE MULT X | 


GP SIZE MULT X 0 


GP. SIZE MULT X Y 


Where X refers to the General Purpose Partition (from 1 to 4) and Y refers to the factors in the formula 
(from 0 to 2), so; 


General Purpose Partition, X Size = 


(GP. SIZE MULT X 2x2" + GP. SIZE, MULT. Х 1x 2 + GP. SIZE, MULT X 0х 2) x 
HC. WP. GRP. SIZEx HC ERASE. СВР SIZE x 512kBytes 


СРРІ: 


e GP SIZE MULT 1 0 = EXT CSD[143] 
e GP SIZE MULT 1 1 = EXT CSD[144] 
e GP SIZE MULT 1 2 = EXT CSD[145] 


e GP SIZE MULT 2 02 EXT CSD[146] 
e GP SIZE MULT 2 1] = EXT CSD[147] 
e GP SIZE MULT 2 2- EXT CSD[148] 


e GP SIZE MULT 3 02 EXT CSD[149] 
e GP SIZE MULT 3 1 = EXT CSD[150] 
e GP SIZE MULT 3 2- EXT_CSD[151] 


e GP SIZE MULT 4 02 EXT CSD[152] 
e GP SIZE MULT 4 1 = EXT CSD[153] 
e GP SIZE MULT 4 2 = EXT CSD[I154] 
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7.4.90 ЕМН SIZE MULT [142:140] 


This register defines enhanced user data area size. Enhanced User Data Area size is defined in terms of 
High Capacity Write Protect Groups. 


Table 167 — Enhanced User Data Area Size 


Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit1 Bit 0 
ENH. SIZE MULT 2 


ENH. SIZE MULT 1 


ENH. SIZE MULT 0 


Enhanced User Data Area x Size = 


(ENH. SIZE, MULT 2x2" + ENH. SIZE, MULT. 1 x2 + ENH. SIZE, MULT 0x2) x 
HC. WP. СЕР SIZE x HC. ERASE СЕР SIZE x 512kBytes 


7.4.91 ENH. START ADDR [139:136] 


This register defines starting address of the enhanced user data area. 


Start address of the Enhanced User Data Area segment in the User Data Area (expressed in bytes or in 
sectors in case of high capacity devices). 


Table 168 — Enhanced User Data Start Address 


Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit1 Bit 0 
ENH. START ADDR 3 


ENH START ADDR 2 


ENH START ADDR 1 


ENH START ADDR 0 


7.4.92 SEC BAD BLK MGMNT [134] 


In some memory array technologies that are used for e*MMC portions of the memory array can become 
defective with use. In these technologies the Device will recover the information from the defective 
portion of the memory array before it retires the block. This register bit, when set, requires the device to 
perform an erase on the contents of the defective region before it is retired. This feature requires only 
those bits that are not defective in the region to be erased. 


Table 169 — Secure Bad Block management 


Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
Reserved SEC BAD BLK 


Bit[7:1]: Reserved 
Bit[0]: SEC BAD ВІК (R/W) 
0х0: (Default) Feature disabled 


Ox1: All data must be erased from defective memory array regions before they are retired from 
use. SEC BD BLK EN (EXT CSD[231] bit 2) must be set in order to use this bit. 


JEDEC Standard No. 84-B51 
Page 220 


7.4.95 PRODUCTION STATE AWARENESS [133] 
Through this field the host reports to the device its production state. 


This field has the following values: 


NORMAL (Field) — This value represents a state in which the device is the field and the device uses 
"regular" operations. 

PRE SOLDERING WRITES - This value represents a state in which the device is in production 
prior soldering and before the host loaded content to the device. The host sets the device to this state 
for loading the content to the device. 

PRE SOLDERING POST WRITES - This value represents a state in which the device is in 
production and the host completed to load the content to the device. The host sets the device to this 
state after content was loaded and just before soldering. Once transferred to this state the host should 
not write content to the device. 

AUTO PRE SOLDERING -This value should be set by the host if auto pre-soldering data is desired. 
If the data is transferred as much as PRE LOADING DATA SIZE, then the device state is changed 
back to normal state by changing the value of PRODUCTION STATA AWARENBSS to 
OxO(Normal) automatically. i.e., no separate command to change to normal state is needed. 


Table 170 — PRODUCTION STATE AWARENESS states 


Value Value definition 
0x00 NORMAL(Field) 
0x01 PRE SOLDERING WRITES 
0x02 PRE SOLDERING POST WRITES 
0x03 AUTO PRE SOLDERING 
0x04 — OxOF Reserved 
0x10 — Ox1F Reserved for Vendor Proprietary Usage 
0x20 — OxFF Reserved 


7.4.94 TCASE SUPPORT [132] 


e€*MMC device may condition their maximum performance to cases where the host conforms to the Tease 
control temperature tables as given in Annex A.10. In that case host that wish to utilize the maximum 
performance and conforms to the given Case temperature (Т) tables shall set the TCASE SUPPORT bits 
accordingly: 


TCASE SUPPORT = 0x01: Table A.227 in Annex A.10 is supported. Heat relief through Case only 
is assumed. 


TCASE, SUPPORT = 0x10: Table A.227 in Annex A.10 is supported. Heat relief through Case and 
PCB/Balls is assumed. 


If TCASE, SUPPORT bit is =“0х00” the above mentioned device may limit the maximum available 
performance. Host should set the TCASE, SUPPORT value as 0x01 or 0x10 as soon as possible for the 
device to run its maximum available performance. 
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7.4.95 PERIODIC WAKEUP [131] 
How often the host shall wake up the device. 
Table 171 — PERIODIC WAKEUP 


Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
WAKEUP UNIT WAKEUP PERIOD 


0x0 = infinity (no wakeups) 
0x1 = months 
0x2 = weeks 
0x3 = days 
0x4 = hours 
0x5 = minutes 
0x6, 0x7 reserved 


Where the period between wakeups is WAKEUP_PERIOD in units of WAKEUP_UNIT. For example, a 
value of 01000110b means: WAKEUP_UNIT=010b=weeks, WAKEUP_PERIOD=00110b=6 => 6 
weeks. 


If WAKEUP UNIT is 0, WAKEUP PERIOD is ignored and the period between wake ups is infinity (no 
wake ups). 


7.4.96 PROGRAM CID CSD DDR SUPPORT [130] 
This field indicates if the CMD26 and CMD27 are supported in dual data rate mode by the device. 


Table 172 — CMD26 and CMD27 in DDR mode Support 


Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
Reserved PROGRAM CID CSD DDR . 
SUPPORT 


Bit[7:1]: Reserved 
Bit[0]: PROGRAM CID CSD DDR, SUPPORT (R) 
0x0: (Default) CMD26 and CMD27 must be used in single data rate mode. 
0x1: CMD26 and CMD27 are considered legal in both single data rate and dual data rate mode. 


7.4.97 VENDOR SPECIFIC FIELD [127:64] 


The purpose and type of these fields are reserved for definition by the device manufacturer. 


7.4.98 NATIVE SECTOR SIZE [63] 


This field indicates the native size of sectors supported by the device: 
0x00:Native sector size is 512B 
Ox01:Native sector size is 4KB 
0x02-OxFF: Reserved 
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7.4.99 USE NATIVE SECTOR [62] 


This field controls if sector size of 512B is emulated on a native sector size other than 512B: 
0x00:Device is emulating a 512B sector size or uses a native 512B sector size 
0x01:Device is using the larger than 512B native sector size 
0x02-OxFF: Reserved 


When shipped, a large sector device is always configured with USE NATIVE SECTOR-O. If device 
supports larger than 512B native sector size, host may disable the emulation mode by writing 0x01 
followed by a power cycle. Emulation mode cannot be re-enabled. 


If NATIVE SECTOR SIZE is 512B, writing this field shall fail with SWITCH. ERROR. 
7.4.100 DATA, SECTOR, SIZE [61] 
This field indicates the current sector size that can be accessed or addressed: 
0x00:Data sector size is 512B 
0x01:Data sector size is 4KB 
0x02-OxFF: Reserved 
7.4.101 INI, TIMEOUT EMU [60] 


This register indicates the maximum initialization timeout during the first power up after successful 
disabling of the 512B emulation mode. 


Table 173 — Initialization Time out value 


Value Timeout Value 

0x00 Not defined 

0x01 100ms x 1 = 100 ms 
OxFF 100ms x 255 = 25500 ms 


7.4.102 CLASS_6_CTRL[59] 


This field controls the usage of class 6 command set (CMD28, CMD29, CMD30 and CMD31). By setting 
this field to 0x00, class 6 command set is used for WP. By setting this field to Ox1, class 6 command set is 
used to manipulate the dynamic capacity functionality. Setting any other value (0x02-OxFF) is forbidden. 


Table 174 — Class 6 usage 


Value Value definition 

0x00 Write Protect (Default) 
0x01 Dynamic Capacity 
0х02-0хЕЕ Reserved 


7.4.103 DYNCAP NEEDED [58] 


This field is a read only field through which the device indicates to the host the amount of WP-Groups 
that the device requests to be released from the user area address space. 
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7.4.104 EXCEPTION EVENTS СТКІ [57:56] 
Each bit enables the use of the relevant exception event bit, allowing it to raise the EXCEPTION EVENT 
bit in Device Status. 


Table 175 — EXCEPTION EVENTS CTRL[56] 


Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
Reserved Reserved Reserved | EXTENDED | PACKED Е | SYSPOOL | DYNCAP . Reserved 
_ЅЕСОВІТҮ | VENT EN | EVENT | EVENT E 

_EN EN N 


Table 176 — EXCEPTION EVENTS CTRL[57] 


Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 
Reserved 


NOTE For backward compatibility reasons, if ВКОРЅ SUPPORT bit [0] is set, then the urgent background 
operations event (URGENT  BKOPS) is always enabled and cannot be disabled. All other enable bits start disabled 
after power up until set by host. 


7.4.105 EXCEPTION EVENTS STATUS [55:54] 


Each bit reports the status of a specific exception event. 


Table 177 — EXCEPTION EVENTS STATUS[54] 


Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
Reserved Reserved Reserved EXTENDED | PACKED | SYSPOOL | DYNCAP | URGENT . 
_SECURITY | FAILURE | EXHAUS | NEEDED BKOPS 
FAILURE TED 


Table 178 — EXCEPTION EVENTS STATUS[55] 


Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 
Reserved 


e URGENT BKOPS - Urgent background operations needed: if set, the device needs to perform 
background operations urgently. Host can check EXT CSD field BKOPS STATUS for the detailed 
level. 

e DYNCAP NEEDED - Dynamic capacity needed: If set, device needs some capacity to be released. 

e SYSPOOL EXHAUSTED - System resources pool exhausted: If set, system resources pool has no 
more available resources and some data needs to be untagged before other data can be tagged 

e PACKED FAILURE - Packed command failure: If set, the last packed command has failed. Host 
may check EXT. CSD field PACKED COMMAND STATUS for the detailed cause. 

e | EXTENDED SECURITY FAILURE - An error caused while using the PROTOCOL WR 
(CMD54) or PROTOCOL К” (CMD53) commands or in relation to the Extended Protocols usage. If 
set the host may check the EXT CSD field EXT SECURITY ERR [505] for the detailed cause. 
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7.4.106 EXT PARTITIONS ATTRIBUTE [53:52] 


This register bits sets extended attribute in general purpose partitions. 


Table 179 — First Byte EXT PARTITIONS ATTRIBUTE[52] 


Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
EXT 2 EXT 1 
Table 180 — Second Byte EXT PARTITIONS ATTRIBUTE[53] 
Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 
EXT 4 EXT 3 


Each four-bits nibble describes the extended attribute of a specific general purpose partition. The specific 
meaning of each type follows: 


0х0: Default (no extended attribute) 
Ox1: System code 

0х2: Non-persistent 

0х3-0хЕ: Reserved 


Bit[15:12]: Extended partition attribute for general purpose partition 4 
Bit[11:8]:Extended partition attribute for general purpose partition 3 
Bit[7:4]:Extended partition attribute for general purpose partition 2 


Bit[3:0]: Extended partition attribute for general purpose partition 1 
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7.4.107 CONTEXT CONF [51:37] 


CONTEXT CONF is an array of 15 bytes, each controlling the configuration of the relevant ID, starting 
with ID #1 associated to CONTEXT CONFT[37] up to ID #15 associated to CONTEXT CONF[51]. 
Context ID #0 is reserved for context-less operation and has no configuration register. 


Each configuration register holds the following format: 


Table 181 — CONTEXT СОМЕ configuration format 


Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit1 Bit 0 
Reliability Mode Large Unit Multiplier Large Unit Config direction and 
Context activate 


Bit[7:6]: Reliability mode 
0x0: MODEO (normal) 
0х1: MODEI (non-Large Unit, reliable mode or Large Unit unit-by-unit mode) 
0x2: MODE2 (Large Unit, one-unit-tail mode) 
0x3: Reserved 
Bit[5:3]: Large Unit multiplier 


If Large Unit context is set, then the unit is multiplied by (Bit[5:3] 1), 
else it is ignored 


Bit[2]: Large Unit context 
0x0: Context is not following Large Unit rules 
Ox1: Context follows Large Unit rules 

Bit [1:0]: Activation and direction selection 
00b: Context is closed and is no longer active 


01b: Context is configured and activated as a write-only context and according to the rest of the 
bits in this configuration register 


10b: Context is configured and activated as a read-only context and according to the rest of the 
bits in this configuration register 


11b: Context is configured and activated as a read/write context and according to the rest of the 
bits in this configuration register 


7.4.108 PACKED COMMAND STATUS [36] 


This register reports the status of the last packed command. 


Table 182 — Packed Command Status Register 


Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
Reserved Reserved Reserved Reserved Reserved Reserved Indexed Error 
Error 


In case any error occurs during a packed command, the ‘Error’ bit (bit 0) shall be set. 


If the error is a result of one of the individual commands inside the packed command, its index is reported 
in PACKED FAILURE INDEX [35] and ‘Indexed Error’ bit (bit 1) is set as well. 
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7.4.109 PACKED FAILURE INDEX [35] 

If the ‘Indexed Error’ bit (bit 1) in PACKED COMMAND STATUS is set, this field specifies the index 
in the header of the failed command. 

7.4.110 POWER, OFF NOTIFICATION [34] 


This field allows host to notify the device before the device is powered off. Values not in Table 183 are 
invalid and setting them will result in SWITCH. ERROR. 


NOTE e*MMC device should be able to guard against sudden power loss even when 
POWER OFF NOTIFICATION is set to 0x01 (POWER, ON) since unintentional power loss event may still occur. 


Table 183 — Valid POWER, OFF. NOTIFICATION values 


Value | Name Description 

0x00 NO POWER NOTIFICATION Power off notification is not supported by 
host, device shall not assume any 
notification 

0x01 POWERED ON Host shall notify before powering off the 


device, and keep power supplies alive and 
active until then 


0x02 POWER OFF SHORT Host is going to power off the device, The 
device shall respond within 
GENERIC CMD6 TIME. 


0x03 POWER OFF LONG Host is going to power off the device The 
device shall respond within 
POWER OFF LONG. TIME. 


0x04 SLEEP NOTIFICATION Host is going to put the device in Sleep 
Mode. The device shall respond within 
SLEEP NOTIFICATION TIME 


7.4.111 CACHE CTRL [33] 


The cache shall be turned ON and OFF by writing the CACHE EN bit. The status of CACHE, СТКІ, can 
be read from this byte. 


Bit [7:1]: Reserved 
Bit [0]: CACHE EN 
0x0: Cache is OFF 
0x1: Cache is ON 
Table 184 — CACHE ENABLE 


Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
Reserved CACHE EN 
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7.4.112 FLUSH. CACHE [32] 
The settings in FLUSH. CACHE controls the timing when data will be flushed to the nonvolatile storage. 


A barrier command is issued by setting BARRIER bit; All data cached before the barrier shall be flushed 
to the nonvolatile memory before any request after the barrier command. 


Data in the cache shall be flushed to the nonvolatile storage by setting the FLUSH bit. 
Bit [7:2]: Reserved 
Bit [1]: BARRIER 

0х0: Reset value 

Ox1: Set barrier 
Bit [0]: FLUSH 

0х0: Reset value 

Ox1: Triggers the flush 

Table 185 — FLUSH CACHE 


Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
Reserved BARRIER FLUSH 


7.4.113 BARRIER_CTRL [31] 


The Barrier feature shall be turned ON and OFF by writing the BARRIER_EN bit. The status of 
BARRIER_CTRL can be read from this byte. 


Bit [7:1]: Reserved 

Bit [0]: BARRIER_EN 
0x0: Barrier feature is OFF 
Ox1: Barrier feature is ON 


Table 186 — BARRIER CTRL 


Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
Reserved BARRIER. EN 


7.4.114 MODE CONFIG [30] 
Using this field the host can change the mode of the device. 


Table 187 — Valid MODE CONFIG values 


Value Name Description 

0x00 Normal Mode To keep the compatibility 
0x01 FFU Mode 

0x10 Vendor Specific Mode 

Others Reserved 
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7.4.115 MODE OPERATION CODES [29] 


Using this field the host sets the operation to be performed at the selected mode. 


In case MODE CONFIG is set to FFU Mode, MODE OPERATION CODES could have the following 
values: 


Table 188 — Valid MODE OPERATION CODES values 


Value Name Description 
0x00 Reserved 

0x01 FFU INSTALL 

0x02 FFU_ABORT 

Others Reserved 


7.4.116 FFU STATUS [26] 
Using this field the device reports the status of the FFU process 


Table 189 — FFU Status codes 


Value Description 

0x00 Success 

0x01 — OxF Reserved 

0x10 General error 

Ox11 Firmware install error 

0x12 Error in downloading firmware 
Others Reserved 


7.4.117 PRE LOADING DATA SIZE [25-22] 


This filed is used to set the size of the contents to be loaded on to the device during pre-loading. 


PRE LOADING DATA SIZE represents the number of sectors which the host is expected to write to all 
partitions in the pre-soldering state. 


Pre Loading Data Size = PRE LOADING DATA, SIZE * Sector Size 
If PRE LOADING. DATA SIZE is OXFFFFFFFF, the ranges that can be covered by the parameter are:. 


e If Sector size is 512 bytes - Pre Loading Data Size- (2^32 -1) * 512В  2TB 
e If Sector size is 4K bytes - Pre Loading Data Size- (2^32 -1) * 4KB = 16TB 


NOTE Host should set the value of РКЕ LOADING. DATA, SIZE not to exceed the value of MAX . 
PRE LOADING DATA SIZE. In case the value of the PRE LOADING. DATA SIZE exceeds the value of the 
MAX PRE LOADING DATA SIZE, device shall generate switch error and the value will not be set. 
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7.4.118 MAX PRE LOADING. DATA SIZE [21-18] 


This field indicates the maximum data size that can be loaded to the device. This value shall be set by the 
device vendor. 


Max, Pre Loading Data Size MAX PRE LOADING DATA SIZE * Sector Size 


If MAX РКЕ LOADING DATA SIZE is OxFFFFFFFF, the ranges that can be covered by the 
parameter are: 


e If Sector size is 512 bytes – Max Pre Loading Data 517е= (2^32 -1) * 512B = 2TB 
e If Sector size is 4K bytes - Max Pre Loading Data Size- (2^32 -1) * 4KB = 16TB 


NOTE For RPMB partition each data frame which contains 256 bytes of data is counted in 
PRE LOADING DATA SIZE as one sector. 


7.4.119 PRODUCT STATE AWARENESS ENABLEMENT [17] 
This field is composed of 2 sub-fields: 


e Capabilities [0:3] used to indicate the capabilities of product state awareness. Host should refer this 
value to decide which mode can be used by the host vendor. This sub-field is read only. In case the 
host enables a mode which is not supported by the device a switch error shall be returned by the 
device. 

o Bit O0—‘1’ indicates that Manual mode is supported by the device 
o Bit 1 - ‘1’ indicates that Auto mode is supported by the device 
e Enablement [4:7] Host will enable the product state awareness feature by setting this register 
o Bit4 
=  '()- Production State Awareness is disabled. 
= <? - Production State Awareness is enabled. 
o Bit5 
= ‘0’ — Manual mode is enabled. 
= ‘1’ — Auto mode is enabled. 


NOTE Bit 5 is ignored by the device when bit 4 is set to ‘0’. 


Table 190 — Production State Awareness Enablement 


Enablement (R/W/E) Capabilities (R) 
Bit # Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
Production M А 
anua 
Stat Aut d 
Function Reserved Mode e Reserved Med: mode 
Awareness Supported 
Supported 
enable (2) 
Cl 
We Т (1) Never 
Condition 
NOTE] Cleared when PRODUCTION STATE AWARENESS is changed to Normal (either automatically or by setting 
PRODUCTION STATE AWARENESS to Normal) 


NOTE 2 This bit could be set to ‘1’ only once. 
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7.4.120 SECURE REMOVAL TYPE [16] 


This field indicates how information is removed from the physical memory during a Purge operation. The 
first 4 bits (Bit0- Bit3) indicate the capability of ће e*MMC device. The next two bits indicate 
configurable option. It can be set once during system integration by host. 


Table 191 — Secure Removal Type 


Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 


Configure Secure 
S ted S R IT 
Reserved Removal Type upported Secure Removal Type 


R/W R 


Supported Secure Removal Type 
Bit [7:6]: Reserved 
Bit [5:4]: Configure Secure Removal Type 


0x0: information removed by an erase of the physical memory 

Ox1: information removed by an overwriting the addressed locations with a character followed by 
an erase 

0x2: information removed by an overwriting the addressed locations with a character, its 
complement, then a random character 

0х3: information removed using a vendor defined 


Bit [3:0]: Supported Secure Removal Type 


Bit 0: information removed by an erase of the physical memory 

Bit 1: information removed by an overwriting the addressed locations with a character followed 
by an erase 

Bit 2: information removed by an overwriting the addressed locations with a character, its 
complement, then a random character 

Bit 3: information removed using a vendor defined. 


7.4.121 CMDQ MODE EN [15] 


This field is used by the host enable command queuing mechanism if supported by the device. 


Table 192 — Command Queue Mode Enable 


Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
Reserved CMDQ 
Mode En 


Bit encoding: 


e [7:1]: Reserved 
e [0]: Command queuing enable: 
o 0: Command queuing is disabled. Host should clear the queue empty using CMD48 prior 
disabling the queue. 
o 1: Command queuing is enabled 


To maintain backward compatibility with hosts, which do not support command queuing, when the 
command queuing is disabled other functionality of the device is as if the device does not support 
command queuing. 
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7.5 RCA register 


The writable 16-bit relative Device address (RCA) register carries the Device address assigned by the 
host during the Device identification. This address is used for the addressed host-Device communication 
after the Device identification procedure. The default value of the RCA register is 0х0001. The value 
0x0000 is reserved to set all Devices into the Stand-by State with CMD7. 


7.6 DSR register 


The 16-bit driver stage register (DSR) is described in detail in 10.2. It can be optionally used to improve 
the bus performance for extended operating conditions (depending on parameters like bus length, transfer 
rate or number of Devices). The CSD register carries the information about the DSR register usage. The 
default value of the DSR register is 0x404. 


77 QSR 


The 32-bit Queue Status Register (QSR) carries the state of tasks in the queue at a specific point in time. 
The host may read this register through device response to SEND QUEUE STATUS command (CMD13 
with bit [15]=”1”), R1’s argument will be the 32-bit Queue Status Register (QSR). Each bit in the QSR 
represents the task who's ID corresponds to the bit index. If bit QSR[i] = “0”, then the queued task with a 
Task ID i 1s not ready for execution. It is the host's responsibility to track the state of tasks so it can 
determine if the task is queued and pending, or the Task ID is unused. If bit QSR[i] = “1”, then the 
queued task with Task ID i is ready for execution. 


7.8 Authenticated Device Configuration Area 


7.8.4 Authenticated Device Configuration Area[1] : SECURE WP MODE ENABLE 


The byte is to enter/exit the secure write protection mode. 


Table 193 — SECURE WP MODE ENABLE 


Bit7 Bit6 Bit5 Bit4 Bit3 Bit2 Bitl BitO 


Reserved SECURE_WP_EN 


If host want a device to enter the secure Write Protection mode, host set the SECURE WP EN bit as 
‘0x1’ in this register using Authenticated Device Configuration Write request. This register can be read 
using Authenticated Device Configuration Read request. If there are already write protected groups or 
write protected boot partitions, those will be preserved when entering or exiting secure Write protected 
mode. 


Bit[7:1] : Reserved 
Bit[0] : SECURE WP EN (R/W/E) 
The default value of this field is 0x0. 


0x0 : Legacy Write Protection mode, i.e., TMP WRITE PROTECTT[12] , 
PERM. WRITE PROTECTT[13] is updated by CMD27. USER. WP[171], BOOT WP[173] and 
BOOT WP STATUS[174] are updated by CMD6. 


0x1 : Secure Write Protection mode. The access to the write protection related EXT. CSD and 
CSD fields depends on the value of SECURE WP MASK bit in 
SECURE WP MODE CONFIG field. 
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7.8.20 Authenticated Device Configuration Area[2] : SECURE, WP MODE CONFIG 


In secure write protected mode, the updatability of USER, WP[171], BOOT WP[173], 
TMP WRITE PROTECT[12] and PERM, WRITE PROTECTT[13] are controlled by this mask value. 


Table 194 — SECURE. WP. MODE CONFIG 


Bit7 Bit6 Bit5 Bit4 Bit3 Bit2 Bitl Bit0 


Reserved SECURE_WP_MASK 


Bit[7:1] : Reserved 
Bit[0] : SECURE_WP_MASK (R/W/E_P) 
The default value of this field is 0х0. 


0x0: Disabling updating WP related EXT Ср and CSD fields. CMD27 (Program CSD) will 
generate generic error for setting IMP WRITE РКОТЕСТ[12] , PERM WRITE PROTECT[13]. 
CMD6 for updating USER. WP[171], BOOT WP[173] апа BOOT WP STATUS[174] generates 
SWITCH, ERROR. If a force erase command is issued, the command will fail (Device stays locked) 
and the ОСК UNLOCK FAILED error bit will be set in the status register. If CMD28 or CMD29 
is issued, then generic error will be occurred. Power-on Write Protected boot partitions will keep 
protected mode after power failure, H/W reset assertion and any CMDO reset. The device keeps the 
current value of BOOT WP STATUS in the EXT CSD register to be same after power cycle, H/W 
reset assertion, and any CMDO reset. 


0x1: Enabling updating WP related EXT. CSD and CSD fields. I.e ТМР WRITE PROTECT[12] , 
PERM. WRITE PROTECT[13] , USER. WP[171], BOOT WP[173] and BOOT WP STATUS[174] 
are accessed using CMD6, CMD8 and CMD27. If a force erase command is issued and accepted, then 
ALL THE DEVICE CONTENT WILL BE ERASED including the PWD and PWD LEN register 
content and the locked Device will get unlocked. If a force erase command is issued and power-on 
protected or a permanently-write-protected write protect groups exist on the device, the command 
will fail (Device stays locked) and the ОСК UNLOCK, FAILED error bit will be set in the status 
register. An attempt to force erase on an unlocked Device will fail and LOCK UNLOCK FAILED 
error bit will be set in the status register. Write Protection is applied to the WPG indicated by CMD28 
with the WP type indicated by the bit[2] and bit[0] of USER. WP[171]. All temporary WP Groups 
and power-on Write Protected boot partitions become writable/erasable temporarily which means 
write protect type is not changed. All power-on and permanent WP Groups in user area will not 
become writable/erasable temporarily. Those temporarily writable/erasable area will become write 
protected when this bit is cleared to 0х0 by the host or when there is power failure, H/W reset 
assertion and any CMDO reset. The device keeps the current value of BOOT WP. STATUS in the 
EXT CSD register to be same after power cycle, H/W reset assertion, and any CMDO reset. 


JEDEC Standard No. 84-B51 
Page 233 


8 Error protection 


The CRC is intended for protecting е ММС commands, responses and data transfer against transmission 
errors оп e*MMC bus. Опе CRC is generated for every command and checked for every response on the 
CMD line. For data blocks one CRC per transferred block is generated. 


8.1 Error correction codes (ECC) 


In order to detect data defects on the Devices the host may include error correction codes in the payload 
data. For error free devices this feature is not required. With the error correction implemented off Device, 
an optimal hardware sharing can be achieved. On the other hand the variety of codes in a system must be 
restricted or one will need a programmable ECC controller, which is beyond the intention of a eeMMC 
adapter. 


If an e*MMC requires external error correction (external means outside of the Device), then an ECC 
algorithm has to be implemented in the e*MMC host. The DEFAULT ECC field in the CSD register 
defines the recommended ECC algorithm for the Device. 


The shortened BCH (542,512) code was chosen for matching the requirement of having high efficiency at 
lowest costs. Table 195 gives a brief overview of this code. 


Table 195 — Error correction codes 


Parameter Value 

Code type Shortened BCH (542,512) code 

Payload block length 512 bit 

Redundancy 5.596 

Number of correctable errors in a block 3 

Codec complexity (error correction in HW) Encoding + decoding: 5k gates 

Decoding latency (HW (? 20MHz) < 30 microSec 

Codec gate count (error detection in HW, error | Encoding + error detection: ~ 1k gates Error 

correction in SW-only if block erroneous) correction: ~ 20 SW instructions/each bit of the 
erroneous block 

Codec complexity (SW only) Encoding: - 6 instructions/bit 
Error detection: ~ 8 instructions/bit 
Error correction: ~ 20 instructions/each bit of 
erroneous block 


As the ECC blocks are not necessarily byte-aligned, bit stuffing is used to align the ECC blocks to byte 
boundaries. For the BCH (542,512) code, there are two stuff bits added at the end of the 542-bits block, 
leading to a redundancy of 5.9%. 
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8.2 Cyclic redundancy codes (CRC) 


The CRC is intended for protecting е. ММС commands, responses and data transfer against transmission 
errors on the e*MMC bus. One CRC is generated for every command and checked for every response on 
the CMD line. For data blocks one CRC per transferred block, per data line, is generated. The CRC is 
generated and checked as described in the following. 


8.21 CRC7 


The CRC7 check is used for all commands, for all responses except type R3, and for the CSD and CID 
registers. The CRC7 is a 7-bit value and is computed as follows: 
7 3 
Generator polynomial G(x) =x +x +1 


M(x) = (first bit) x x" + (second bit) x x" + ...+ (last bit) x x? 

CRC [6:0] = Remainder[(M(x) x x’)/ G(x)] 
All CRC registers are initialized to zero. The first bit is the most left bit of the corresponding bit string (of 
the command, response, CID or CSD). The degree n of the polynomial is the number of CRC protected 


bits decreased by one. The number of bits to be protected is 40 for commands and responses (n = 39), and 
120 for the CSD and CID (n= 119). 


Figure 69 — CRC7 generator/checker 
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82.2 CRC16 


The CRC16 is used for payload protection in block transfer mode. The CRC check sum is a 16-bit value 
and is computed as follows: 


Generator polynomial G(x) = x16 + x12 + х5 + 1 
M(x) = (first bit) x x" + (second bit) x x™! + ... (last bit) x x? 
CRC [15:0] = Remainder[(M(x) x x5 G(x)] 


CRC registers are initialized to zero. The first bit is the first data bit of the corresponding block. The 
degree n of the polynomial denotes the number of bits of the data block decreased by one (e.g., n = 4095 
for a block length of 512 bytes). The generator polynomial Gx is a standard CCITT polynomial. The code 
has a minimal distance d=4 and is used for a payload length of up to 2048 Bytes (n <= 16383). 


The same CRC16 calculation is used for all bus configurations. In 4 bit and 8 bit bus configurations, the 
CRC16 is calculated for each line separately. Sending the CRC is synchronized so the CRC code is trans- 
ferred at the same time in all lines. 


data out 


ССРН ООСН ШЕК 
data in | | | 


Figure 70 — CRC16 generator/checker 


9 e*MMC mechanical standard 


e*MMC and e^MMC discrete and e*MMC multichip ballouts are defined in JESD21C within the MCP or 
PoP section. 
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10 The eeMMC bus 


The e*MMC bus has eleven communication lines: 


e CMD: Command is a bidirectional signal. The host and Device drivers are operating in two modes, 


open drain and push/pull. 


e DATO-7: Data lines are bidirectional signals. Host and Device drivers are operating in push-pull 


mode 


e CLK: Clock is a host to Device signal. CLK operates in push-pull mode 
e Data Strobe: Data Strobe is a Device to host signal. Data Strobe operates in push-pull mode. 


Е Roar 
Пе] D 


Host 


Data [7:0] 


Al 


CIOCK 


Data Strobe 
Ф 


R Data Strobe 


Figure 71 — Bus circuitry diagram 


The R,, is switched on and off by the host synchronously to the open-drain and push-pull mode 


transitions. The host does not have to have open drain drivers, but must recognize this mode to switch on 
the К. R,,, and Row are pull-up resistors protecting the CMD and the DAT lines against bus floating 


device when all device drivers are in a high-impedance mode. 


A constant current source can replace ће R, by achieving a better performance (constant slopes for the 


signal rising and falling edges). If the host does not allow the switchable К, implementation, a fixed R 


CMD 


can be used). Consequently the maximum operating frequency in the open drain mode has to be reduced 


if the used К, value is higher than the minimal one given in. 


Кра Strobe 15 pull-down resistor used in HS400 device. 
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10.1 Power-up 
The power up of the e*MMC bus is handled locally in the Device and in the bus master. 


Supply voltage 


Memory field 
working 


Card logic 


working voltage range 


——————— voltage range 


———— —— — — — — — — — — — — — — 


| я s 
‘Power up time Supply ramp up time | 
SSeS SS = ————————-—--—-— > 


| 


E uA == Optional repetitions of CMD1 
Initialization delay: TA with 
The longest of: 1msec, EE mn 

74 clock cycles, the supply ramp-up а 
time, or the boot operation period. 


Figure 72 — Power-up diagram 


e After power up (including hot insertion, i.e., inserting a Device when the bus is operating), the Device 
enters the pre-idle state. The power up time of the supply voltage should be less than the specified 
tpru for the Bus master supply voltage. 

e If the Device does not support boot mode, or its BOOT PARTITION ENABLE bit is cleared, the 
Device moves immediately to the idle state. While in the idle state, the Device ignores all bus 
transactions until CMD1 is received. If the Device supports only standard v4.2 or earlier versions, it 
enters the idle state immediately following power-up. 

e Ifthe Device BOOT PARTITION ENABLE bit is set, the Device moves to the pre-boot state. The 
Device then waits for boot initiation sequence. Following the boot operation period, the Device enters 
the idle state. During the pre-boot state, if the Device receives any CMD line transaction other than 
CMDI or the boot initiation sequence (keeping the CMD line low for at least 74 clock cycles, or 
issuing CMDO with the argument of OXFFFFFFFA), the Device moves to the idle state. If the Device 
receives the boot initiation sequence (keeping the CMD line low for at least 74 clock cycles, or 
issuing CMDO with the argument of OXFFFFFFFA), the Device begins boot operation. If boot 
acknowledge is enabled, the Device shall send acknowledge pattern “010” to the host within the 
specified time. After boot operation is terminated, the Device enters the idle state and shall be ready 
for CMDI operation. If the Device receives CMDI in the pre-boot state, it begins responding to the 
command and moves to Device identification mode. 

e While in the idle state, the Device ignores all bus transactions until CMDI is received. 
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10.1 Power-up (cont'd) 


The maximum initial load (after power up or hot insertion) that the e*MMC can present on the VCC 
and Уссо line shall be a maximum of 10 uF in parallel with a minimum of 330 Q. At no time during 
operation shall the Device capacitance on the Vcco line exceed 10 uF 

CMDI is a special synchronization command used to negotiate the operation voltage range and to 

poll the Device until it is out of its power-up sequence. Besides the operation voltage profile of the 

Device, the response to CMD1 contains a busy flag, indicating that the Device is still working on its 

power-up procedure and is not ready for identification. This bit informs the host that the Device is not 

ready. The host has to wait until this bit is cleared. 

o The Device shall complete its initialization within 1 second from the first CMD1 with a valid 
OCR range if boot operation is not executed. 

o Getting the Device out of idle state is up to the responsibility of the bus master. Since the power 
up time and the supply ramp up time depend on application parameters as the bus length and the 
power supply unit, the host must ensure that the power is built up to the operating level (the same 
level which will be specified in CMD1) before CMD1 is transmitted. 

o After power up the host starts the clock and sends the initializing sequence on the CMD line. The 
sequence length is the longest of: 1msec, 74 clocks, the supply-ramp-up-time, or the boot 
operation period. The additional 10 clocks (over the 64 clocks after what the Device should be 
ready for communication) is provided to eliminate power-up synchronization problems. 

o Every bus master has to implement CMD1. The CMDI implementation is mandatory for all 
e*MMCSs. 
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10.1.1 eeMMC power-up 


An e*MMC bus power-up is handled locally in each device and in the bus master. Figure 73 shows the 
power-up sequence and is followed by specific instructions regarding the power-up sequence 


Supply voltage 


Memory field 


a Шш шшш Шы шаш working 
voltage range 


Card logic working 
voltage range 


| Усс Power up time 


| 'VecQ Power up time | 
1:4—————M————— 


74 clock cycles, the supply ramp-up 
time, or the boot operation period 


Figure 73 — e*MMC power-up diagram 
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10.1.2 e*MMC power-up guidelines 


An e*MMC power-up must adhere to the following guidelines: 


When power-up is initiated, either V_, or Veco can be ramped up first, or both can be ramped up 


simultaneously. 

After power up, the e*MMC enters the pre-idle state. The power up time of each supply voltage 

should be less than the specified tpru (їркїн. tpruL ОГ tpruv) for the appropriate voltage range. 

If the e*MMC does not support boot mode or its BOOT PARTITION ENABLE bit is cleared, the 

e*MMC moves immediately to the idle state. While in the idle state, the e*MMC ignores all bus trans- 

actions until CMD1 is received. If the e*MMC supports only standard v4.2 or earlier versions, the 
device enters the idle state immediately following power-up. 

If the BOOT. PARTITION ENABLE bit is set, the e*MMC moves to the pre-boot state, and the 

e*MMC waits for the boot-initiation sequence. Following the boot operation period, the e MMC 

enters the idle state. During the pre-boot state, if the e*MMC receives any CMD-line transaction other 
than the boot initiation sequence (keeping CMD line low for at least 74 clock cycles, or issuing 

CMDO with the argument of OXFFFFFFFA) апа CMD1, the e*MMC moves to the Idle state. If 

e*MMC receives the boot initiation sequence (keeping the CMD line low for at least 74 clock cycles, 

or issuing CMDO with the argument of OXFFFFFFFA), the e*MMC begins boot operation. If boot 
acknowledge is enabled, the e*MMC shall send acknowledge pattern “010” to the host within the 
specified time. After boot operation is terminated, the e*MMC enters the idle state and shall be ready 
for CMD1 operation. If the e*MMC receives CMDI in the pre-boot state, it begins responding to the 
command and moves to the Device identification mode. 

While in the idle state, the e*MMC ignores all bus transactions until CMDI is received. 

CMDI is a special synchronization command used to negotiate the operation voltage range and to 

poll the device until it is out of its power-up sequence. In addition to the operation voltage profile of 

the device, the response to CMD1 contains a busy flag indicating that the device 15 still working on its 
power-up procedure and is not ready for identification. This bit informs the host that the device is not 
ready, and the host must wait until this bit is cleared. The device must complete its initialization 
within 1 second of the first CMD1 issued with a valid OCR range. 

o If the e*MMC device was successfully partitioned during the previous power up session (bit 0 of 
EXT CSD byte [155] PARTITION SETTING. COMPLETED successfully set) then the initial- 
ization delay is (instead of 1s) calculated from INI TIMEOUT РА (EXT. CSD byte [241]). This 
timeout applies only for the very first initialization after successful partitioning. For all the 
consecutive initialization 1sec timeout will apply. 

The bus master moves the device out of the idle state. Because the power-up time and the supply 

ramp-up time depend on application parameters such as the bus length and the power supply unit, the 

host must ensure that power is built up to the operating level (the same level that will be specified in 

CMD1) before CMDI is transmitted. 

After power-up, the host starts the clock and sends the initializing sequence on the CMD line. The 

sequence length is the longest of: 1ms, 74 clocks, the supply ramp-up time, or the boot operation 

period. An additional 10 clocks (beyond the 64 clocks of the power-up sequence) are provided to 
eliminate power-up synchronization problems. 

Every bus master must implement CMD1. 

All above rules apply also for eMMC (Vcc and V cco). In addition the eMMC D-V pp must ramp up 

before Р-У ро. There is no restriction for order of ramping up V co/V cco versus D-V pp/D-V ppo- 
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10.1.3 e*MMC power cycling 
The master can execute any sequence of V oc and V oco power-up/power-down. However, the master must 
not issue any commands until V. and V. are stable within each operating voltage range. After the 


slave enters sleep mode, the master can power-down V_, to reduce power consumption. It is necessary for 
the slave to be ramped up to V before the host issues CMD5 (SLEEP AWAKBE) to wake the slave unit. 


Supply voltage 


Vcc (MIN) 


I 
І 
2 
] 
I 
| 
О 


—-------bL 


VM 1 
! Command input prohibited | | Sleep mode | ! Command Input prohibited Time 
———————————— A ———9 ————- 


Figure 74 — eeMMC power cycle 


If Vcc or Vcco are below 0.5 V for longer than 1 ms, the slave shall always return to the pre-idle state, and 
perform the appropriate boot behavior, as appropriate. The slave will behaves as in a standard power-up 
condition once the voltages have returned to their functional ranges. 


An exception to this behavior is if the device is in sleep state, in which the voltage on Усс is not 
monitored. 


In addition to the above rules, in case of eMMC, the D-Vppo shall be ramped down before D-V pp and 
also D-Vppo/ D-Vpp shall both be in stable state within the operation voltage range before any commands 
may be issued. Both D-Vppo and D-Vpp may be powered-down while the device is in Sleep state. Still 
again both D-Vppo and D-Vpp shall be powered-up before host issues CMDS to wake-up the slave device. 


us 


JEDEC Standard No. 84-B51 
Page 242 


10.2 Programmable Device output driver 


The bus capacitance of each line of the e*MMC bus is the sum of the bus master capacitance, the bus 
capacitance itself and the capacitance of each inserted Device. The sum of host and bus capacitance are 
fixed for one application, but may vary between different applications. The Device load may vary in one 
application with each of the inserted Devices. 


The CMD and DAT bus drivers consist of a pre-driver stage and a complementary driver transistor 
(Figure 75). The DSR register is used to configure the pre-driver stage output rise and fall time, and the 
complementary driver transistor size. The proper combination of both allows optimum bus performance. 
Table 196 defines the DSR register contents: 


Table 196 — DSR register content 


7 6 5 4 3 2 1 0 
tswitch-on max Reserved 
t switch-on min 
7 6 5 4 3 
1реак min Reserved 
Tpeak max 
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10.2 Programmable Device output driver (cont'd) 


CLK 
Internal card clock 


Drive DAT pin 


DAT 
DAT out n 
DAT line in Ф 
Bus mode 
CMD line out 

CMD 
Drive CMD pin 
CMD line in il 


Driver Stage 


Register 


Figure 75 — e*MMC bus driver 


All data is valid for the specified operating range (voltage, temperature). The DSR register has two byte 
codes (e.g., bits 0-7 = 0x02, bits 8-15 = 0x01) that define specific min and max values for the switching 
speed and current drive of the register, respectively (actual values are TBD). Any combination of 
switching speed and driving force may be programmed. The selected speed settings must be in 
accordance with the system frequency. The following relationship must be kept: 


t +0.4 * (Fop)-1 
switch-on-max 
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10.3 Bus operating conditions 


Table 197 — General operating conditions 


Parameter Symbol Min Max Unit | Remarks 

Peak voltage on all lines -0.5 Veco + V 
0.5 

All Inputs 

Input Leakage Current (before initialization -100 100 uA 

sequence and/or the internal pull up resistors 

connected) 

Input Leakage Current (after initialization -2 2 uA 

sequence and the internal pull up resistors 

disconnected) 

All Outputs 

Output Leakage Current (before initialization -100 100 uA 

sequence) 

Output Leakage Current (after initialization -2 2 uA 

sequence) 


NOTE 1 [Initialization sequence is defined in 10.1 


10.3.1 Power supply: eeMMC 


In the e*MMC, Усс is used for the memory device; Vcco is for the controller and the MMC interface 
voltage. Either Vcc or Уссо is for memory interface voltage shown in Figure 76. The core regulator is 
optional and only required when internal core logic voltage is regulated from V cco. A Creg capacitor must 
be connected to the VDDi terminal to stabilize regulator output on the system. 


vcc 


vccQ 


Data Strobe -44——— 
RESET ———»- 
VDDi 


MMC Controller 


Figure 76 — eeMMC internal power diagram (as an example) 
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10.3.2 Power supply: ?*MMC 


In the eMMC, Усс is used for the memory device; Уссо is for the controller and ће MMC. Either Vcc or 
Уссо is used for memory interface voltage shown in Figure 77. The core regulator is optional and only 
required when internal core logic voltage is regulated from Vcco. А Creg capacitor must be connected to 
the VDDi terminal to stabilize regulator output on the system. 


D-Vppo and р-Ур are for the cache memory. D-Vpp is for the core of the cache memory and D-V рро for 
the IO between memory controller and cache memory. 


VDDi2 and VDDi3 are other internal voltage terminals. Each of those is generated from one of the 
external power supplies through a regulator to reduce power consumption or to avoid noise interference 
internally. С. and C,eg3 capacitors must be connected to VDDi2 and VDDi3 respectively. These аге 
device optional for e’* MMC devices. 


RST_n 


Vddi 


CLK 
CMD 
DAT[7:0] 


Control Signals 


Data Strobe -«—— Data Bus 


Vado 


Control Signals 


Figure 77 — eMMC internal power diagram (as an example) 
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10.3.3 Power supply Voltages 
The e*MMC supports one or more combinations of V. and V and either combinations of D-Vppo and 


D-Vpp as shown in Table 197. The V 


cca 


voltage configuration is shown in Table 198. 


Table 198 — e*MMC power supply voltage 


must be defined at equal to or less than У. The available 


Parameter Symbol Min Max Unit Remarks 
Supply voltage (NAND) Усс 2.7 3.6 V 
1.7 1.95 V 
Supply voltage (I/O) Vcco 2.7 3.6 V 
1.70 1.95 V 
1.1 1.3 V 
Supply voltage (cache) D-Vpp 1.7 1,9 V 
(eMMC) 
supply voltage (cache I/O) D-Vppo 1.7 1.9 V 
NMG) 1.14 13 V 
Supply power-up for 3.3 V tPRUH 35 ms 
Supply power-up for 1.8 V tPRUL 25 ms 
Supply power-up for 1.2 V tPRUV 20 ms 


The e*MMC must support at least one of the valid voltage configurations, and can optionally support all 
valid voltage configurations, see Table 199. 


Table 199 — eeMMC voltage combinations 


Уссо 
1.1 V-1.3 V 1.70 V-1.95 V 2.7 V-3.6 V 
g 2.7 V3.6 V Valid Valid Valid (1) 
> 1.7 V-1.95 V Valid Valid NOT VALID 


NOTE 1 Veco C/O) 3.3 V range is not supported in either HS200 or HS400 devices 
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10.3.4 Bus signal line load 


The total capacitance C; of each line of ће e*MMC bus is the sum of the bus master capacitance Crosr, 
the bus capacitance Cs itself, and the capacitance Cpevicz of the Device connected to this line, 


С, = Сноѕт + Caos + Cpevice 


and requiring the sum of the host and bus capacitances not to exceed 20 pF, see Table 200Error! 
Reference source not found.Error! Reference source not found.. 


Table 200 — Capacitance and Resistors 


Parameter Symbol | Min | Typ | Max | Unit | Remark 

Pull-up resistance for CMD Remp 4.7 100 | КО | to prevent bus floating 
Pull-up resistance for R 10 100 | KQ | to prevent bus floating 
DATO-7 СЕ 

Internal pull up resistance Rint 10 150 КО | to prevent unconnected lines 
DATI-DAT7 floating 

Bus signal line capacitance CL 30 pF Single Device 

Single Device capacitance CpzvicE 6 pF 

Maximum signal line 16 nH fop < 52 MHz 

inductance 

Vppi capacitor value Creo? 0.1 uF To stabilize regulator output 


when target device bus speed 
mode is either backward- 
compatible, high speed SDR, 
high speed DDR, or HS200. 


1 uF To stabilize regulator output 
when target device bus speed 
mode is HS400. 

Vppi2 capacitor value Crrc2 1 uF To stabilize internal regulated 
(eMMC) voltage 

Vppis capacitor value CREG3 1 uF To stabilize internal regulated 
(eMMC) voltage 

Уссо decoupling capacitor Cui 1 uF (3), (4), (5) 


NOTE! Recommended maximum pull-up is 30 kO for 1.2 V and 50 kQ for 1.8 V interface supply voltages. A 

3 V part, may use the whole range up to 100 kQ. 

NOTE2 Recommended value for Crec, Crea: and Creos might be different between e*MMC device vendors. 
NOTE Confirm the maximum value and the accuracy of the capacitance with ее. ММС vendor 
because the electrical characteristics of the regulator inside e*MMC is affected by the fluctuation of 
the capacitance. 

NOTE3 Cy is Vcco-Vsso decoupling capacitor required for HS200&HS400 e*MMC device. 

NOTE4 Сы should be placed adjacent to Vcco-V sso balls (around DAT[7..0] balls), It should be located as 

close as possible to the balls defined in order to minimize connection parasitics. 

NOTES5  e*MMC device vendor may have more specific requirements for СНІ placement. Please confirm such 

requirements with specific е. ММС device vendor. 


JEDEC Standard No. 84-B51 
Page 248 


10.3.5 HS400 reference load 


The circuit in Figure 78 shows the reference load used to define the HS400 Device Output Timings and 
overshoot / undershoot parameters. 


The reference load is made up by the transmission line and the Crrrgrence capacitance. 


The reference load is not intended to be a precise representation of the typical system environment nor a 
depiction of the actual load presented by a production tester. 


System designers should use IBIS or other simulation tools to correlate the reference load to system 
environment. Manufacturers should correlate to their production test conditions. 


Delay time (td) of the transmission line has been introduced to make the reference load independent from 
the PCB technology and trace length. 


Driver e o 


Device l/O Measurement Point 
Zo = 50 Ohm 
td = 350 ps Crererence = 4pF 


Reference Load 


Figure 78 — HS400 reference load 
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10.4 Overshoot/Undershoot Specification 
Table 201 — AC Overshoot/Undershoot Specification 
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Vcco Unit 
1.70V — 1.95 V 

Maximum peak amplitude allowed for Max 0.9 V 
overshoot area. (See Figure 79) 
Maximum peak amplitude allowed for Max 0.9 V 
undershoot area. (See Figure 74) 
Maximum area above Vccg (See Figure 74) Max 1.5 V-ns 
Maximum area below V sso (See Figure 74) Max 1.5 V-ns 


Maximum Amplitude 


Overshoot Area 


Undershoot Area 
Maximum Amplitude 
Time (ns) 
Figure 79 — Overshoot/Undershoot definition 


10.5 Bus signal levels 


As the bus can be supplied with a variable supply voltage, all signal levels are related to the supply 


voltage. 


A 
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Veco 


output 
high level 


undefined 


input | 
high level 
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input | 
low level Vor output 
i " low level 
Vss t 


Figure 80 — Bus signal levels 
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10.5.1 Open-drain mode bus signal level 


Table 202 — Open-drain bus signal level 


Parameter Symbol Min Max Unit | Conditions 
Output HIGH voltage VOH Уссо - 0.2 V NOTE 1 
Output LOW voltage VOL 0.3 V IoL=2 mA 


NOTE 1 Because Voh depends on external resistance value (including outside the package), this value does not apply as 
device specification. Host is responsible to choose the external pull-up and open drain resistance value to meet Voh Min 
value. 


The input levels are identical with the push-pull mode bus signal levels. 


10.5.2 Push-pull mode bus signal level— eeMMC 


The device input and output voltages shall be within the following specified ranges for any Vcco of the 
allowed voltage range 


For 2.7 V - 3.6 V Vccg range (compatible with JESD8C.01) 
Table 203 — Push-pull signal level —high-voltage e°MMC 


Parameter Symbol Min Max Unit | Conditions 

Output HIGH voltage VoH 0.75 * Veco V Ion = -100 pA @ Veco min 
Output LOW voltage VOL 0.125 * Veco V IoL= 100 pA @ Уссо min 
Input HIGH voltage VIH 0.625 * Уссо Vcco + 0.3 V 

Input LOW voltage VIL Vss - 0.3 0.25 * Veco V 


For 1.70 V - 1.95 V Vccorange as defined in Table 204. 
Table 204 — Push-pull signal level—1.70 V -1.95 V Vccg voltage Range 


Parameter Symbol Min Max Unit | Conditions 
Output HIGH voltage VOH Уссо - 0.45V V IoH = -2mA 
Output LOW voltage VOL 0.45V V IOL- 2mA 
Input HIGH voltage VIH 0.65 * Veco (1) Veco + 0.3 V 

Input LOW voltage VIL Vss - 0.3 0.35 * VCCQ(2) V 


NOTE1 0.7 * Уры for MMC4.3 and older revisions. 
NOTE2 0.3 * Vbp for MMC4.3 and older revisions. 


For 1.1 V - 1.3 V Vccgrange as defined in Table 205. 
Table 205 — Push-pull signal level—1.1 V-1.3 V Vcco range eeMMC 


Parameter Symbol Min Max Unit | Conditions 
Output HIGH voltage VoH 0.75*V cco V Ion = -2 mA 
Output LOW voltage VOL 0.25* V cco V IOL- 2 mA 
Input HIGH voltage VIH 0.65 * Veco Veco + 0.3 V 

Input LOW voltage VIL Vss - 0.3 0.35 * Veco V 


NOTE Both the 1.95 V - 2.7 V range and the 1.3 V — 1.70 V are undefined. The e*MMC device does not operate at this 
voltage range. 


10.5.3 Bus Operating Conditions for HS200 and HS400 


The bus operating conditions for HS200 and HS400 devices is the same as specified in 10.5.1 through 
10.5.2. The only exception is that Уссо = 3.3 V is not supported. 
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10.5.4 Device Output Driver Requirements for HS200 and HS400 


10.5.4.1 Driver Types Definition 


Driver Type-0 is defined as mandatory for eeMMC HS200 and HS400 Device While four additional 
Driver Types (1, 2, 3 and 4) are defined as optional, to allow the support of wider Host loads. The Host 
may select the most appropriate Driver Type of the Device (if supported) to achieve optimal signal 
integrity performance. 


NOTE Drive strength definitions are same for 1.8 V signaling level and for 1.2 V signaling level. 


Driver Туре-0 is targeted for transmission line, based distributed system with 50 €) nominal line 
impedance. Therefore, it is defined as 50 О nominal driver. 


For HS200, when tested with Сү = 15pF Driver Type-0 shall meet all AC characteristics (see 10.5.4.2) 
and HS200 Device output timing requirements (see 10.8.3). The test circuit defined in 10.5.4.3 is used for 
testing of Driver Type-0. 

For HS400, when tested with the reference load defined in 10.3.5, Driver Туре-0 or Driver Type-1 or 


Driver Type-4 shall meet all AC characteristics (see 10.5.4.2) and HS400 Device output timing 
requirements (see 10.10.2). 


The Optional Driver Types are defined with reference to Driver Type-0. 
Table 206 summarizes the nominal impedance characteristics for the five Driver Types. 


Table 206 — I/O driver strength types 
Approximated 
Nominal | driving capability 
Impedance compared to 
Type-0 


Driver 
Type Support 
Values 


Remark 


Default Driver Type. 


Mandatory Supports up to 200 MHz operation. 


0x1 Optional x1.5 Supports up to 200 MHz operation. 


The weakest driver that supports up to 200 


0x2 Optional x0.75 MHz operation. 


For low noise and low EMI systems. 
0x3 Optional x0.5 Maximal operating frequency is decided by 
Host design. 


0х4 Optional 40 Q x1.2 


NOTE 1 Support of Driver Type-0 is mandatory for HS200 and HS400 device. 
NOTE2 Nominal impedance is defined by I-V characteristics of output driver at 0.9 V when Мссо = 1.8 V. 
NOTE3 Nominal impedance is defined by I-V characteristics of output driver at 0.6 V when Уссо = 1.2 V. 


If Device supports the optional Driver Types, the Host may use them to optimize the signal integrity in its 
system. To do so, the Host designer may simulate its specific system, using a Device driver models. Host 
can select the optimal Driver Type that may drive the Host system load at the desired operating frequency 
with minimal noise generated. 
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10.5.4.2 Driver Type-0 AC Characteristics 
Table 207 is the mandatory requirement from Driver Type-0, for HS200 and HS400 Device. 


AC requirements for HS200 device are defined in 10.8. 
AC requirements for HS400 device are defined in 10.10. 


The I-V curves (current-voltage characteristics) of Driver Types 1, 2, 3 and 4 are approximately x1.5, 
x0.75 and x0.5 from the default Driver Type-0. 


Table 207 — Driver Type-0 AC Characteristics 


|Rise/FallTime | Tro, Tro | 0.40 | [ns — |CL-I5pF, Note 1 


time to rise time 


NOTE 1  Tgois measured between Vo, to Vou, Tro is measured between Уон to Vor. 

МОТЕ 2 Worst case Кк is expected when the Р and N CMOS processes are unbalanced. Rpp is 
defined for all possible specific operating condition points. (Къв shall be verified individually for each 
valid operating point with fixed temperature, voltage and process condition) 


10.5.4.3 Driver Type-0 Test Circuit 

The test circuit as describes in Figure 81 is used to verify driver characteristics defined in 10.5.4.2. 
Measured characteristics should meet specification under all corner conditions (process and 
environmental). 


Meas. Location 


Stimulus 


~0.5MHz 


NOTE 1 Ciis total equivalent lumped capacitance for each Driver. 
МОТЕ 2 Cj incorporates device die load, device package load and equivalent lumped load external to the device. 


NOTE3 In distributed transmission lines only part of the line capacitance considered as load for the Driver. 


Figure 81 — Outputs test circuit for rise/fall time measurement 


10.5.4.4 Driver Type Selection 

The levels of Driver Types supported by the device are indicated in the DRIVER. STRENGTH [197] 
field of the Extended CSD register. The host sets the desired level by writing (through CMD6) to the 
“Selected Driver Strength" field in HS_TIMING[185] byte of the Extended CSD register. 
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10.6 Bus timing 
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Data must always be sampled on the rising edge of the clock. 
Figure 82 — Timing diagram: data input/output 
10.6.1 Device interface timings 
Table 208 — High-speed Device interface timing 
Parameter Symbol Min Max Unit Remark 
Clock CLK” 
Clock frequency Data Transfer Mode fpp 0 529 MHz CL < 30 pF 
(РР)? Tolerance: +100 KHz 
Clock frequency Identification Mode (OD) | fop 0 400 kHz Tolerance: 420 KHz 
Clock high time бун 6.5 ns CL x 30 pF 
Clock low time tw 6.5 ns CL x30 pF 
Clock rise time ? їтїн 3 ns CL x 30pF 
Clock fall time тні. 3 ns CL x 30 pF 
Inputs CMD, DAT (referenced to CLK) 
Input set-up time tisu 3 ns CL < 30pF 
Input hold time tm 3 ns CL < 30 pF 
Outputs CMD, DAT (referenced to CLK) 
Output delay time during data transfer Гору 13.7 ns CL x 30 pF 
Output hold time ton 2.5 ns CL x 30 pF 
Signal rise time? trIsE 3 ns CL <30 pF 
Signal fall time tFALL 3 ns CL x 30 pF 
NOTE І CLK timing is measured at 50% of V cco- 
NOTE2 А e*MMC shall support the full frequency range from 0 Mhz - 26 Mhz, or 0 MHz - 52 MHz 
NOTE3 Device can operate as high-speed Device interface timing at 26 MHz clock frequency. 
NOTE 4 СІК rise and fall times are measured by min (Vıp) and max (Vj). 
NOTE 5 Inputs CMD, DAT rise and fall times are measured by min (Vp) and max (Vg), and outputs CMD, DAT rise and 
fall times are measured by min (Уон) and max (Мо). 
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10.6.1 Device interface timings (сопёа) 


Table 209 — Backward-compatible Device interface timin: 


Parameter Symbol Min Max Unit | Remark” 

Clock CLK” 

Hor frequency Data Transfer Mode fpp 0 26 MHz CL<30 pF 

(PP) 

Clock frequency Identification Mode (OD) | fop 0 400 kHz 

Clock high time бун 10 CL x 30 pF 

Clock low time twr. 10 ns CL x30 pF 

Clock rise time ? trun 10 ns CL< 30 pF 

Clock fall time tru 10 ns CL x30 pF 

Inputs CMD, DAT (referenced to CLK) 

Input set-up time tisu 3 ns CL x 30 pF 

Input hold time tii 3 ns CL x 30 pF 

Outputs CMD, DAT (referenced to CLK) 

Output set-up time? tosu 11.7 ns CL x 30 pF 

Output hold time? tou 8.3 ns CL < 30 pF 

NOTE] The Device must always start with the backward-compatible interface timing. The timing mode can be switched 
to high-speed interface timing by the host sending the SWITCH command (CMD6) with the argument for high- 
speed interface select. 

NOTE2 CLK timing is measured at 50% of V co. 

NOTE3 For compatibility with Devices that support the v4.2 standard or earlier, host should not use > 26 MHz before 
switching to high-speed interface timing. 

NOTE 4 CLK rise and fall times are measured by min (Vm) and max (Уп). 

NOTE 5 tosu and tog are defined as values from clock rising edge. However, there may be Devices or devices which 


utilize clock falling edge to output data in backward compatibility mode. Therefore, it is recommended for hosts 
either to set tw, value as long as possible within the range which will not go over Їск-Їоң(т) in the system or to 
use slow clock frequency, so that host could have data set up margin for those devices. In this case, each device 
which utilizes clock falling edge might show the correlation either between tw; and tosy or between tCK and tosu 
for the device in its own datasheet as a note or its’ application notes. 
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10.7 Bus timing for DAT signals during 2x data rate operation 


These timings applies to the DAT[7:0] signals only when the device is configured for dual data mode 
operation. In this dual data mode, the DAT signals operates synchronously of both the rising and the 
falling edges of CLK. the CMD signal still operates synchronously of the rising edge of CLK and 
therefore complies with the bus timing specified in 10.6, therefore there is no timing change for the CMD 
signal. 


: {РР | 
4 > 
| | -- min (Vm) 
CLK 50% Veco >; | 
‘tHddr | -- max (Vi) 
-_ > | 
ĦSUdd! | Чай | | 
-—» _ <> 
| | CONT "(уы 
Input Invalid 
i И -- max (Vy) 
Чорт ddr(max) IODLYddr(max) | 
| 'ODLYddr(min) | ‘ODLYddr(min) | 
a atl l 4—5 | | 
| Al | ---min (Von) 
Output t DATA |! | 
| | | | -- max (Мо) 
— iv | OL 


In DDR mode data on DAT[7:0] lines are sampled on both edges of the clock 
(not applicable for CMD line) 


Figure 83 — Timing diagram: data input/output in dual data rate mode 
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10.7.1 Dual data rate interface timings 


Table 210 — High-speed dual rate interface timing 


Parameter Symbol Min Max Unit Remark 
Input CLK” 
Clock duty cycle 45 55 % Includes jitter, phase 
noise 
Clock rise time tTLH 3 ns CL< 30 pF 
Clock fall time tTHL 3 ns CL< 30 pF 
Input CMD (referenced to CLK-SDR mode) 
Input set-up time tisti 3 ns CL x 20 pF 
Input hold time йаг 3 ns CL x 20 pF 
Output CMD (referenced to CLK-SDR mode) 
Output delay time during data transfer | toj, 13.7 ns CL x 20 pF 
Output hold time tou 2.5 ns CL x 20 pF 
Signal rise time odes 3 ns CL x 20 pF 
Signal fall time {САЙ 3 ns CL x 20 pF 
Input DAT (referenced to CLK-DDR mode) 
Input set-up time tisudar 2:9 ns CL x 20 pF 
Input hold time tiHddr 2.5 ns CL x 20 pF 
Output DAT (referenced to CLK-DDR mode) 
Output delay time during data transfer | {орг vaa 1.5 7 ns CL x 20 pF 
Signal rise time (DATO-7)” trish 2 ns CL < 20 pF 
Signal fall time (DATO-7) tEALL 2 ns CL x 20 pF 


NOTE! CLK timing is measured at 50% of V cco- 
МОТЕ 2 Inputs DAT rise and fall times are measured by min (V gj) and max (Vj), and outputs DAT rise and fall times are 


measured by min (Уон) and max (Мо) 
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10.8 Bus Timing Specification in HS200 mode 


10.8.1 HS200 Clock Timing 

Host CLK Timing in HS200 mode shall conform to the timing specified in Figure 84 and Table 211. 
CLK input shall satisfy the clock timing over all possible operation and environment conditions. CLK 
input parameters should be measured while CMD and DAT lines are stable high or low, as close as 
possible to the Device. 

The maximum frequency of HS200 is 200 MHz. Hosts can use any frequency up to the maximum that 
HS200 mode allows. 


< tPERIOD 


tm e 


NOTE 1 Уш denote Vyy(min.) and Vg denotes Уп (max.). 
NOTE2 Ут= 50% of Veco, indicates clock reference point for timing measurements. 


Figure 84 — HS200 Clock signal timing 


Table 211 — HS200 Clock signal timing 


Symbol Min Max Unit Remark 
- ns | 200 MHz (max), between rising edges 


(ректор 5 


- 0.2: tperiop ns trig, тні, < Ins (max) at 200 MHz, 

Cpevice = 6 pF, The absolute maximum value 
Of tria, trai is 1005 regardless of clock 
frequency. 


tru, tro 


Duty Cycle 30 70 % 
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10.8.2. HS200 Device Input Timing 


Figure 85 and Table 212 define Device input timing. 


tpeRio’ » 


VALID 


INPUT | WINDOW 


NOTE] tjs; and ін are measured at Vy, (max) and Vmin). 
NOTE2 Vg, denote Vyy(min) and Vy, denotes Уг (max). 


Figure 85 — HS200 Device input timing 


Table 212 — HS200 Device input timing 


= ns Cpevice $6 pF 
0.8 ns СрвусЕ <6 рЕ 
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10.8.3 HS200 Device Output Timing 


tpy parameter is defined to allow device output delay to be longer than tpgriop. After initialization, the tpi 
may have random phase relation to the clock. The Host is responsible to find the optimal sampling point 
for the Device outputs, while switching to the HS200 mode. 


Figure 86 and Table 213 define Device output timing. 


While setting the sampling point of data, a long term drift, which mainly depends on temperature drift, 
should be considered. The temperature drift is expressed by Атьн. Output valid data window (tyw) is 
available regardless of the drift (Arpp) but position of data window varies by the drift, as describes in 
Figure 87. 


E  — — — — — — —ÀiPERIop——— — — — — ——3. 


VECO... i 
| | , 
CLOCK \ | 
INPUT 0 o 
VSS..— | 
| / 
ү / йрн 


CMD.DAT[7-0] 
OUTPUT 


eue c E EE 


NOTE Уон denotes Voy(min) and Уо denotes Vo; (max). 


Figure 86 — HS200 Device output timing 


Table 213 — Output timing 
Remark 


Device output momentary phase from CLK input to 
CMD or DAT lines output. 
Does not include a long term temperature drift. 

-350 +1550 Delay variation due to temperature change after 
(AT= -20 °C) | (AT= 90 °C) tuning. 
Total allowable shift of output valid window (Тууу) 
from last system Tuning procedure 
Arpu 15 2600ps for AT from -25 °C to 125 °C during 
operation. 
tvw = 2.88ns at 200 MHz 
Using test circuit in Figure 81 including skew among 
CMD and DAT lines created by the Device. 
Host path may add Signal Integrity induced noise, 
skews, etc. Expected Tyw at Host input is larger than 
0.475UI. 


NOTE Unit Interval (UI) is one bit nominal time. For example, UI=5ns at 200 MHz. 
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10.8.3 HS200 Device Output Timing (cont’d) 


Атрн =-350р5 


-——------—aat 


Ec LUE cenee | 


e! 


eee eee reer rere 


Implementation Guide: 
Host should design to avoid sampling errors that may be caused by the Arpy drift. 


Атрн =1 550ps 


Sampling point 


———Á—À 


-————————— А. 


B Sampling point after junction heated to +90 °C 


Ree oe SAPE E ET 


See SSeS 


eee eee nee) 


Figure 87 — Aypy consideration 


It is recommended to perform tuning procedure while Device wakes up, after sleep. 
One simple way to overcome the Лтрн drift is by reduction of operating frequency. 


10.9 Temperature Conditions 


Table 214 — Temperature Conditions 


Condition Ambient Temperature” — Ta 
Operating -25 °C to +85 °C 
Storage -40 °С to +85 °C 


NOTE 1 To achieve optimized power/performance, refer to Annex A.10 for package 
case (Tcase) temperature control nominal time. For example, UI = 5ns at 200MHz. 
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10.10 Bus Timing Specification in HS400 mode 


10.10.1 HS400 Device Input Timing 
The CMD input timing for HS400 mode is the same as CMD input timing for HS200 mode. 


Figure 88 and Table 215 show Device input timing. 


я — — — —  —TVeeniop— — — — — — > 


VALI 
INPUT WINDOW 


| cipem D и umm beeen 
i i : | : 
NOTE Vr= 50% of Vcco, indicates clock reference point for timing measurements. 
Figure 88 — HS400 Device Data input timing 
Table 215 — HS400 Device input timing 
Parameter Symbol Min Max Unit Remark 
Input CLK 
Cycle time data tPERIOD 5 200 MHz(max), between rising edges 
transfer mode With respect to Ут. 
Slew rate SR 1.125 V/ns With respect to Vw Vi. 
Duty cycle їскрср 0.0 0.3 ns Allowable deviation from an ideal 50% duty 
distortion cycle. 
With respect to Ут. 
Includes jitter, phase noise 
Minimum pulse tCKMPW 2:2 ns With respect to Ут. 
width 
Input DAT (referenced to CLK) 
Input set-up time tisudar 0.4 ns Coevice <6 pF 
With respect to Vgi/Vr . 
Input hold time trHadr 0.4 ns Coevice € 6 pF 
With respect to V/V . 
Slew rate SR 1.125 V/ns 


With respect to Vw Vi. 
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10.10.2 HS400 Device Output Timing 


The Data Strobe is used to read data in HS400 mode. The Data Strobe is toggled only during data read or 
CRC status response. 


T" —  — € 


— — — — — m )—A — 9 9 { 


ОАТ[7-0] 
OUTPUT 


NOTE Ут= 50% of Veco indicates clock reference point for timing measurements. 


Figure 89 — HS400 Device output timing 


Table 216 — HS400 Device Output timing 


Parameter Symbol Min Max Unit Remark 

Data Strobe 

Cycle time data transfer teERIOD 5 200 MHz(max), between rising edges 

mode With respect to V4 

Slew rate SR 1.125 V/ns | With respect to Vop/Vo, and HS400 
reference load 

Duty cycle distortion tpspcp 0.0 0.2 ns Allowable deviation from the input CLK 


duty cycle distortion (tckpcp) 
With respect to Ут 
Includes jitter, phase noise 


Minimum pulse width tpsmpw 2.0 ns With respect to Ут 

Read pre-amble tRPRE 0.4 - tperiop | Max value is specified by manufacturer. 
Value up to infinite is valid 

Read post-amble tgpsT 0.4 - tperiop | Max value is specified by manufacturer. 


Value up to infinite is valid 


Output DAT (referenced to Data Strobe) 


Output skew tro 0.4 ns With respect to Von/ Vor and HS400 
reference load 

Output hold skew trou 0.4 ns With respect to Von/ Vor and HS400 
reference load. 

Slew rate SR 1.125 V/ns | With respect to Voy/Vo; and HS400 


reference load 
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10.10.2 HS400 Device Output Timing (cont’d) 


Table 217 — HS400 Capacitance and Resistors 


Parameter Symbol Min Max Unit Remark 
Pull-up resistance for CMD Ксмр 4.7 100? ко 

Pull-up resistance for DATO-7 Rpar 10 100°” kQ 

Pull-down resistance for Data Rps 10 100% ко 

Strobe 

Internal pull up resistance Rint 10 150 ко 

DATI-DAT7 

Single Device capacitance Coevice 6 pF 

NOTE! Recommended maximum value is 30 kQ for 1.2 V and 50 kQ for 1.8 V interface supply voltages. 
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10.10.3 HS400 Device Command Output Timing 
The Data Strobe is used to response of any command in HS400 mode. 


eoo 


VCCQ 
ilpspcp 
Data Strobe — ——- tosmp 
lpspcp 
vss 
‚ „ lRoH смо 
P: Pa ga - 
VGCQ. Se a ee ee i—i LLL 
"———————— 9ÁÀ emm таа 
CMD yi VALID 
OUTPUT VoL | WINDOW 
— üáÓÓ— — PM: EAA шша ш 
VSS. See 66 Е ee Es 
NOTE Ут= 50% of Veco indicates clock reference point for timing measurements. 
Figure 90 — HS400 CMD Response timing 
Table 218 — HS400 CMD Response timing 
Parameter Symbol Min Max | Unit Remark 
Data Strobe 
Cycle time data transfer tPERIOD 5 200 MHz(max), between rising edges 
mode With respect to Vr 
Slew rate SR 1.125 V/ns With respect to Vog/V or and HS400 
reference load 
Duty cycle distortion tpspcp 0.0 0.2 ns Allowable deviation from the input CLK 
duty cycle distortion (tckpcp) 
With respect to Ут 
Includes jitter, phase noise 
Minimum pulse width tps MPW 2.0 ns With respect to V4 
Read pre-amble ЇЕРЕЕ 0.4 - tperiop | Max value is specified by manufacturer. 
Value up to infinite is valid 
Read post-amble trpst 0.4 - tperiop | Max value is specified by manufacturer. 
Value up to infinite is valid 
CMD Response (referenced to Data Strobe) 
Output skew(CMD) tro смр 0.4 ns With respect to Уон/Уо; and HS400 
reference load 
Output hold skew(CMD) troH_CMD 0.4 ns With respect to Voy/Vo; and HS400 
reference load 
Slew rate SR 1.125 V/ns With respect to Vog/V oj, and HS400 
reference load 
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11 e*MMC standard compliance 


The e*MMC standard provides all the necessary information required for media exchangeability and 
compatibility. 


Generic Device access and communication protocol (clause 6, clause 7) 

Data integrity and error handling (clause 8) 

Mechanical interface parameters, Device form factor (clause 9) 

Electrical interface parameters, such as: power supply, peak and average current consumption and 
data transfer frequency (clause 10) 


However, due to the wide spectrum of targeted e*MMC applications, from a full blown PC based 
application down to the very-low-cost market segments, it is not always cost effective, nor useful to 
implement every e*MMC standard feature, in a specific es MMC system. Therefore, many of the 
parameters are configurable and can be tailored per implementation. 


A device is compliant with the standard as long as all of its configuration parameters are within the valid 
range. An e*MMC host is compliant as long as it supports at least one e*MMC class as defined below. 
Every provider of e*MMC system components is required to clearly specify (in its product manual) all the 
e*MMC specific restrictions of the device. 


e€*MMCS (slaves) provide their configuration data in the Device Specific Data (CSD) register (refer to 
7.3). The e*MMC protocol includes all the necessary commands for querying this information and 
verifying the system concept configuration. esMMC hosts (masters) are required (as part of the system 
boot-up process) to verify host-to-Device compatibility with each of the Devices connected to the bus. 


Table 219 summarizes the requirements from а е ММС host for each Device class (CCC = Device 
command class, see 6.10). The meaning of the entries is as follows: 


e Mandatory: any e*MMC host supporting the specified Device class must implement this function. 

e Optional: this function is an added option. The host is compliant to the specified Device class without 
having implemented this function. 

e Not required: this function has no use for the specified Device class. 
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11 


e*MMC standard compliance (cont’d) 


Table 219 — e*MMC host requirements for Device classes 


Function ee MMC £'*MMC 
52 - 200 MHz transfer rate Optional Optional 
26—52 MHz transfer rate Mandatory Mandatory 
20-26 MHz transfer rate Mandatory Mandatory 
0—26 MHz transfer rate Mandatory Mandatory 
2.7 V—3.6 V power supply Optional Optional 
1.70 V-1.95 V power supply Optional Optional 
Preg Mandator Mandator 
Basic y y 
CCC 1 

Sequential Read Obsolete Obsolete 
CCC 2 

Block Read Mandatory Mandatory 
CCC 3 

Sequential Write Obsolete Obsolete 
CCC 4 

Block Write Mandatory Mandatory 
CCC 5 

ene Mandatory Mandatory 
CCC 6 

Write Protection Functions Mandatory МАЗ 
ССС 7 

Lock Device Commands Mandatory Mandaty 
CCC 8 З А 
Application Specific Commands piana ee, 
CCC 9 : А 
Interrupt and Fast Read/Write Орнава! Optional 
CCC10 . : 
Security Protocols Өр! Овнов! 
CCCII : ; 
Command Queuing Optional Optional 
DSR Optional Optional 
SPI Mode Obsolete n/a 


Comments on the optional functions: 


The interrupt command is intended for reducing the overhead on the host side required during polling 


for some events. 


The setting of the DSR allows the host to configure the е. ММС bus in a very flexible, application 


dependent manner 


The external ECC in the host allows the usage of extremely low-cost Devices. 


The Device Status bits relevance, according to the supported classes, is defined in Table 69. 
Sanitize and bad block management are features that enable the device to be used in secure 


applications. 


The Trim and discard command allows the host to assist with the optimization of the internal Device 


garbage collection operations 


11 e*MMC standard compliance (cont’d) 


Table 220 — New Features List for device type 
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Function e*MMC eMMC 
Boot Mandatory Mandatory 
RPMB Mandatory Mandatory 
Reset Pin Mandatory Mandatory 
Write Protection Mandatory Mandatory 
(including Perm & Temp) 

1.2 V I/O Optional Optional 
Dual Data Rate timing Optional Optional 
HS200 Optional Optional 
Multi Partitioning Mandatory Mandatory 
Secure Erase/Secure Trim Optional Optional 
Trim Mandatory Mandatory 
High Priority Interrupt Mandatory Mandatory 
Background Operation Mandatory Mandatory 
Enhance Reliable Write Mandatory Mandatory 
Discard Command Mandatory Mandatory 
Security Features Mandatory Mandatory 
Partition types Mandatory Mandatory 
Context ID Mandatory Mandatory 
Data Tag Mandatory Mandatory 
Packed commands Mandatory Mandatory 
Real Time Clock Mandatory Mandatory 
Dynamic Device Capacity Mandatory Mandatory 
Power Off Notification Mandatory Mandatory 
Thermal Spec Mandatory Mandatory 
Minimum Sector Size = 4 KB (<256 GB) Optional Optional 
Minimum Sector Size = 4 KB (>256 GB) Mandatory Mandatory 
Cache Optional Mandatory 
Extended Security Protocols Optional Optional 
HS400 Optional Optional 
Field Firmware Update Optional Optional 
Product State Awareness Optional Optional 
Secure Removal Type Optional Optional 
Device Health Report Optional Optional 
Command Queuing Optional Optional 
Enhanced Strobe Optional Optional 
Cache Flushing Report Mandatory Mandatory 
BKOPS Control Mandatory Mandatory 
Cache Barrier Optional Optional 
RPMB Throughput Improve Optional Optional 
Secure Write Protection Optional Optional 
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Annex A (informative) Application Notes 


A.1 Device Payload block length and ECC types handling 
There are two entries in the CSD register concerning the payload block length: 


— block length type and 
— external ECC. 


The block length entry depends on the Device memory field architecture. There are fixed values in 2- 
exponent steps defined for the block length size in the range 1 Byte - 2 kByte. Alternatively, the device 
allows application of any block length in the range between 1 Byte and the maximum block size. 


The other CSD entry having an influence on the block length is the selected external ECC type. If there is 
an external ECC code option selected, this entry generally does not have to match with the block length 
entry in the CSD. If these entries do not match, however, there is an additional caching at the host side 
required. To avoid that, using Devices allowing the usage of any block length within the allowed range 
for applications with an external ECC is strongly recommended. 
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A.2 Description of method for storing passwords on the Device 


In order to improve compatibility and inter-operability of the Device between different applications, it is 
required that different host applications use identical algorithms and data formats. Following is a 
recommended way of storing passwords in the 128-bit password block on the Device. It is provided as 
application note only. 


This method is applicable only if the password consists of text, possibly entered by the user. The 
application may opt to use another method if inter-operability between devices is not important, or if the 
application chooses to use, for example, a random bit pattern as the password. 


Get the password (from the user, from a local storage on the device, or something else). The password can 
be of any length, and in any character set. 


e Normalize the password into UTF-8 encoded Unicode character set. This guarantees inter-operability 
with all locales, character sets and country-specific versions. In UTF-8, the first 128 characters are 
mapped directly to US-ASCII, and therefore a device using only US-ASCII for the password can 
easily conform to this standard. 

e Run the normalized password through SHA-1 secure hash algorithm. This uses the whole key space 
available for password storage, and makes it possible to use also longer passwords than 128 bits. As 
an additional bonus, it is not possible to reverse-engineer the password from the Device, since it is not 
possible to derive the password from its hash. 

e Use the first 128 bits of this hash as the Device password. (SHA-1 produces a 160-bit hash. The last 
32 bits are not used.) 


Following is an example (note that the exact values need to be double-checked before using this as 
implementation reference): 


The password is “foobar”. First, it is converted to UTF-8. As all of the characters are US-ASCII, the 
resulting bit string (in hex) is: 


66 6F 6F 62 61 72 
After running this string through SHA-1, it becomes: 


88 43 d7 £9 24 16 21 1d e9 eb b9 63 ff 4c е2 81 25 93 28 78 
Of which the first 128 bits are: 
88 43 d7 £9 24 16 21 1d e9 eb b9 63 ff 4c 


Which is then used as the password for the device. 


UTF-8 is specified in UTF-6, a transformation format of Unicode and ISO 10646, RFC 2044, October 
1996. ftp://ftp.nordu.net/rfc/rfc2044.txt 


SHA-1 is specified in Secure Hash Standard, Federal Information Processing Standards Publication 
(FIPS PUB) 180-1, April 1995. http://www .itl.nist.gov/fipspubs/fip180-1.htm 
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А.З 


е ММС macro commands 


This section defines the way complex ее ММС bus operations (e.g., erase, read, etc.) may be executed 
using predefined command sequences. Executing these sequences is the responsibility of the Multi- 
MediaDevice bus master. Nevertheless, it may be used for host compatibility test purposes. 


Table A.221 — Macro commands 


Mnemonic 
CIM_SINGLE_DEVICE_ACQ 


Description 


Starts an identification cycle of a single Device. 


CIM_SETUP_DEVICE 


Select a Device by writing the RCA and reads its CSD. 


CIM_READ_BLOCK 


Sets the block length and the starting address and reads a data block from the 
Device. 


CIM_READ_MBLOCK 


Sets the block length and the starting address and reads (continuously) data 
blocks from the Device. Data transfer is terminated by a stop command. 


CIM_WRITE_BLOCK 


Sets the block length and the starting address and writes a data block from the 
Device. 


CIM_WRITE_MBLOCK 


Sets the block length and the starting address and writes (continuously) data 
blocks to the Device. Data transfer is terminated by a stop command. 


CIM ERASE GROUP 


Erases a range of erase groups on the Device. 


Mnemonic 


Description 


CIM TRIM 


Erases a number of ranges of write blocks on the Device. 


CIM US PWR WP 


Applies power-on write protection to a write protection group on the Device. 


CIM US PERM WP 


Applies permanent write protection to a write protection group on the Device. 


The e*MMC command sequences are described in the following paragraphs. Figure A.91 provides a 
legend for the symbols used in the sequence flow charts. The status polling by CMD13 can explicitly be 
done any time after a response to the previous command has been received. 


N Retum ) Sequence entry/exit point 
MultiMediaCard BUS Command 
їшеош? ж» False exit of condition 
C — M True exit of condition 
орош seps in equ 
i НА Host Activity 


C Read data stream X 


SEND_STATUS 


С Read data stream ) 


Parallel activities in the host. The left 
and right sequences are executed 
simultaneously. 


Figure A.91 — Legend for command-sequence flow charts 
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А.З e«*MMC macro commands (cont’d) 


— 


SEND OP COND (Query Mode- OCR argument set to 0) 


card count = 0? 


Figure A.92 — SEND OP. COND command flow chart 
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А.З е ММС macro commands (cont’d) 


e CIM SINGLE DEVICE ACQ 


The host knows that there is a single Device in the system and, therefore, does not have to implement the 
identification loop. In this case only one ALL, SEND CID is required. Similarly, a single SEND, CSD is 
sufficient. 


- Р - " 
return (error condition) 2 


SET RELATIVE ADDR 


Figure A.93 — CIM SINGLE DEVICE ACQ 
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А.З е ММС macro commands (cont’d) 


e CIM SETUP DEVICE 


( setup card connection ) 


GO_TRANSFER_STATE 


М. 


Pa 


< cadrea? e retum ) 


SEND CSD 


( retum ) 


b: P 


Figure A.94 — CIM, SETUP DEVICE 


The setup Device connection procedure (CIM. SETUP DEVICE) links the bus master with a single 
Device. The argument required for this command is the RCA of the chosen Device. A single Device is 
selected with GO TRANSFER, STATE (CMD7) command by its RCA. The response indicates whether 
the Device is ready or not. If the Device confirms the connection, the adapter will read the Device specific 
data with SEND CSD (CMD9). The information within the response is used to configure the data path 
and controller options. 
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А.З е ММС macro commands (cont’d) 


e СІМ READ BLOCK 


( read block 


Figure A.95 — CIM_READ_BLOCK 


The read block procedure (CIM_READ_BLOCK) reads a data block from a Device. The arguments 
required for this command are the block length (4 bytes) and the starting address of the block (4 bytes). 
This operation also includes a data portion (in this case, the read block). The procedure starts by setting 
the required block length with the SET_BLOCKLEN (CMD16) command. If the Device accepts this 
setting, the data block is transferred via command READ_SINGLE_BLOCK (CMD17), starting at the 
given address. 


e CIM_READ_MBLOCK 


read multiple block `) 


/ 


READ MULTIPLE BLOCK 


retum } 


Figure A.96 — CIM READ MBLOCK 


The read multiple block procedure (CIM READ BLOCK) sequentially reads blocks of data from a 
Device. The arguments required for this command are the block length (4 bytes) and the starting address 
of the first block (4 bytes). This operation also includes a data portion (in this case, the read blocks). The 
procedure starts by setting the required block length with the SET BLOCKLEN (CMD16) command. If 
the Device accepts this setting, the data blocks are transferred via command 

READ MULTIPLE BLOCK (СМр18), starting at the given address. 


e СІМ WRITE BLOCK 


This command sequence is similar to multiple block write except that there is no repeat loop for write 
data block. 
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А.З e*MMC macro commands (cont’d) 


e СІМ WRITE MBLOCK 

The sequence of write multiple block starts with an optional SET BLOCK. LEN command. If there is no 
change in block length this command can be omitted. If the Device accepts the two starting commands the 
host will begin sending data blocks on the data line. After each data block the host will check the Device 
response on the DAT line. If the CRC is OK, the Device is not busy and the host will send the next block 
if there are more data blocks. 


While sending data blocks, the host may query the Device status register (using the SEND STATUS 
conned) to poll any new status information the Device may have (e.g., WP. VIOLATION, 
MISALIGMENT, etc.) The sequence must be terminated with a STOP command. 


write multiple block © write multiple block ^) 


SET_BLLEN 


< веран 0 ок” р Ч C return (Error condition) 


MULTIPLE | i WRITE 


Repone OK >_> ( return (Error condition) 


SEND STATUS сЕ 


«6 __Dats OK = 


Figure A.97 — CIM_WRITE_MBLOCK 
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A.3 e«*MMC macro commands (cont’d) 


e СІМ ERASE GROUP 


The erase group procedure starts with ERASE START (CMD35) and ERASE END (CMD336 com- 
mands. Once the erase groups are selected the host will send an ERASE (CMD38) command. It is recom- 
mended that the host terminates the sequence with a SEND STATUS (CMD13) to poll any additional 
status information the Device may have (e.g., WP ERASE SKIP, etc.). 


С erase group ) 


"d 
i 


< epon oR 9—90 return (Eror condition) ) 
ES 

<< Feon of e ( return (Error condition) ) 
ERASE 

< Eepose о TR (remm Enor condition) ) 


! retum 


Figure A.98 — CIM ERASE GROUP 
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A.3 e*MMC macro commands (cont’d) 


e СІМ TRIM 


The trim procedure starts with ERASE START (CMD35) and ЕКАЅЕ ЕМ” (CMD36) commands, these 
commands are used to select write block. Once the write blocks are selected the host will send an ERASE 
(CMD38) command with argument bit 0 set to one and the remainder of the bits set to zero. It is 
recommended that the host terminates the sequence with a SEND STATUS (CMD13) to poll any 
additional status information the Device may have (e.g., WP. ERASE КІР, etc.). 


return (Error condition) 

retum (Error condition) 

retum (Error condition) ) 
< ire Write Block? e> Retum ) 


Figure A.99 — CIM_TRIM 
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А.З е ММС macro commands (сопё д) 


* CIM US PWR WP 

The minimum required sequence to apply Power-On write protection to a write protection group is to set 
US PWR WP EN (EXT CSD[171] bit 0) and then use the SET WR. PROT(CMD28) command. 

It is recommended to disable permanent write protection, if it is not needed, before issuing the first 
power-on write protection sequence since if an area is permanently protected then power-on write 
protection cannot be applied. 

The host can check if power-on protection has been disabled before following the minimum required 
sequence to apply power-on protection by reading US DIS PWR, WP (EXT CSD[171] bit 3). Also, the 


host can verify the protection status of the write group after the required sequence has been executed by 
using the SEND WR, PROTECT TYPE (CMD31) command. 


i К "ENG." 
N Set Power-On Wnte Protection » 
SetUS PERM WP DIS 

296 P di 


Read USER. WP 


pr ~ | Return (Power-On 
< US РАВ WP Dl »——— 
S9 — 7 | Protection cannot be set) | 


\ 


Set US_PWR_WP_EN 


SET_WR_PROT 


/ N 
pu odi tie Return (Power-On Write — | 
a n! i Protection not set) 
| J ч " 
( Return ) 


Figure A.100 — CIM_US_PWR_WP 
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А.З е ММС macro commands (cont’d) 


e CIM US PERM WP 


The minimum required sequence to apply permanent write protection to a write protection group is to set 
US PERM. WP EN (EXT CSD[171] bit 2) and then use the SET WR. PROT(CMD238) command. 


The host has the option to check that permanent protection is not disabled before setting permanent write 
protection by reading US. DIS PERM, WP (EXT CSD[171] bit 4). Also, the host can verify the 
protection status of the write group after the required sequence has been executed by using the 

SEND WR PROTECT TYPE (CMD31) command. 


( Set Permanent Write Protection b 


` i 


4 
FK CN 


A ee Bu { \ 
< US PERM WP рБ — —» Retum (Permanent | 
auis > | Protection cannot be set) 


< Response OE >> С return (Error condition) 7 


SEND WR PROTECT TYPE 


ГД N 
Retum (Permanent Write | 
Protection not set) 


і ne | 


| 


Figure A.101 — СІМ US PERM WP 
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АА Host interface timing 


With the introduction of esMMC standard version 4.0, higher clock speeds are used in both hosts and 
Devices. In order to maintain backward and forward compatibilities, the Device, and the host, are 
required to implement two different sets of timings. One set of timings is the interface timing aimed at 
high speed systems, working at clock frequencies higher than 20MHz, up to 52MHz. The other set of 
timing is different for the Device and for the host. The Device has to maintain backwards compatibility, 
allowing it to be inserted into an older е ММС system. The host has to maintain forward compatibility, 
allowing old e*MMC to be inserted into new high speed е. ММС systems. 


Table A.222 defines the forward compatibility interface timing. The high speed interface timing is already 
defined in Table 208. 


Table A.222 — Forward-compatible host interface timing 


Parameter Symbol Min Max Unit Remark 
Clock CLK1 

Clock frequency Data Transfer Mode (PP) fPP 0 20 MHz | CL <= 30 pF 
Clock frequency Identification Mode (OD) fOD 0 400 kHz 

Clock low time tWL 10 ns CL <= 30 pF 
Clock rise time2 tTLH 10 ns CL <= 30 pF 
Clock fall time tTHL 10 ns CL <= 30 pF 
Inputs CMD, DAT (referenced to CLK) 

Input set-up time tISU 4.8 ns CL <= 30 pF 
Input hold time tIH 4.4 ns CL <= 30 pF 
Outputs CMD, DAT (referenced to CLK) 

Output set-up time tOSU 5 ns CL <= 30 pF 
Output hold time tOH 5 ns CL <= 30 pF 
NOTE 1 All timing values are measured relative to 50% of voltage level 

NOTE 2 Rise and fall times are measured from 10%-90% of voltage level. 


A.5 Handling of passwords 


There is only one length indicator for the password instead of having separate length bytes reserved for 
both new and old passwords. Due to this there is a possibility for conflict during the password change 
operation after which the new password does not match to the one which the user set. There has also 
proven to be various interpretations related to the removal of the lock function in Device 
implementations. 


Thus the procedures in the following sections are recommended to be used to enable best possible 
compatibility over host-Device systems. 


A.5.1 Changing the password 


This applies for the host systems. Instead of using the password replacement function implement the pass- 
word change as follows: 


- First, remove the old password 
- Second, set the new password 


A.5.2 Removal of the password 
This applies to the host systems. Before resetting the password (CLR. PWD) unlock the Device. 


A.6 
A.6.1 
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High-speed e*MMC bus functions 


Bus initialization 


There is more than one way to use the new features, introduced in v4.0 of this document. This application 
note describes a way to switch a high speed e*MMC from the initial lower frequency to the high 
frequency and different bus configuration. 


High Speed е. ММС are backwards compatible, therefore after power up, they behave identically to old 
Devices, with no visible difference." The steps a host can do to identify a High Speed e*MMC, and to put 
it to high speed mode are described next, from power-up until the Device is ready to work at high data 


rates. 


a. Power-up 


1. 


2. 
3. 


Apply power to the bus, communication voltage range (1.70 V — 1.95 V or 2.7 V - 3.6 V/ 1.1 V — 
1.3 V opt) 

Set clock to 400KHz, or less 

Wait for 1ms, then wait for 74 more clock cycles , voltage supply ramp-up time, boot operation 
duration (see Figure 73) 

Send CMD 1with the address mode required by the host (Ox80FF8080 - capacity less than or 
equal to 2GB — or OxCOFF8080 - capacity greater than 2GB) 

Receive R3 

If the OCR busy bit is *0"(0x00FF8080 or 0х40ЕЕ8080 in КЗ response and the host shall ignore 
the access bits), repeat steps 5 and 6 

When the device returns 0х80ЕЕ8080 or OxCOFFS8080, it moves to Ready State if compatible to 
the host CMD1 argument 

If R3 returned some other value, the Device is not compliant (since it should have put itself into 
inactive state, due to voltage incompatibility, and not respond); in such a case the host must 
power down the bus and start its error recovery procedure (the definition of error recovery 
procedures is host dependent and out of the scope of this application note) 


Low-voltage power-up 


Do the following steps if low voltage operations are supported by the host; otherwise skip to step 16. 


9. 


10. 
11. 
12. 
13. 
14. 


If the host is a low voltage host, and recognized a dual voltage Device, power down the MMC 
bus 

Apply power to the MMC bus, in the low voltage range (1.70 V — 1.95 V) 

Wait for 1ms, then for 74 more clock cycles 

Send CMD1 with argument 0x00000080 

Receive R3, it should read OxOOFF8080 

If the OCR busy bit is ‘0’, repeat steps 13 and 14 


b. CID retrieval and RCA assignment 


15. 
16. 
17. 


Send CMD2 
Receive R2, and get the Device's CID 
Send CMD3 with a chosen RCA, with value greater than 1 


^ Some legacy Devices correctly set the ILLEGAL, CMD bit, when the bus testing procedure is executed upon them, 


and some other legacy Devices in the market do not show any error. 
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A.6.1 Businitialization (cont'd) 
c. CSD retrieval and host adjustment 
18. Send CMD9 
19. Receive R2, and get the Device's CSD from it. 
20. If necessary, adjust the host parameters according to the information in the CSD. If the 
SPEC VERS indicates a version 4.0 or higher, the Device is a high speed Device and supports 
SWITCH and SEND EXT CSD commands. Otherwise the Device is an old MMC Device. 
Regardless of the type of Device, the maximum clock frequency that can be set at this point is 
defined in the TRAN. SPEED field. 


A.6.2 Switching to high-speed mode 


The following steps are supported by Devices implementing version 4.0 or higher. For switching to 
HS200 mode introduced in v4.5 refer to 6.6.2.2. Do these steps after the bus is initialized according to 
A.6.1, Bus initialization. 


21. Send CMD7 with the Device’s RCA to place the Device in tran-state 

22. Send CMD8, SEND_EXT_CSD. From the EXT_CSD the host can learn the power class of the 
Device, and choose to work with a wider data bus (See steps 26-37) 

23. Send CMD6, writing 0x1 to the HS. TIMING byte of ће EXT_CSD. The argument 
0x03B9 0100 will do it. 


23.1-The Device might enter BUSY right after КІ, if so, wait until the BUSY signal is de- 
asserted 


23.2-After the Device comes out of BUSY it is configured for high speed timing 
24. Change the clock frequency to the chosen frequency (any frequency between 0 and 26/52MHz). 


A.6.3 Changing the data bus width 


The following steps are optionally done if the Device's power class allows the host to work on a wider 
bus, within the host power budget. Do these steps after the bus is initialized according to A.6.1 Bus 
initialization. 
a. Bustesting procedure 
25. Send CMD19 
26. Send a block of data, over all the bus data lines, with the data pattern as follows (CRC16 is 
optional): 


26.1-For 8 data lines the data block would be (MSB to LSB): 0x0000 0000 0000 AA55 
26.2-For 4 data lines the data block would be (MSB to LSB): 0x0000. 005A 
26.3-For only 1 data line the data block would be: 0x80 
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A.6.3 Changing the data bus width (cont'd) 
Table A.223 — Bus testing for eight data lines 
Start Test Pattern Optional End 
DAT7 
DAT6 
DATS 
DAT4 
DAT3 
DAT2 
DATI 
DATO 
Table A.224 — Bus testing for four data lines 
Start Test Pattern Optional End 
DAT3 
DAT2 
DATI 
DATO 
Ox5A 0x00 0x00 MSB 0x00 
Table A.225 — Bus testing for one data line 
Start Test Pattern Optional End 
DOENEGN . RCG 
0x80 


27. Wait for at least NCR clock cycles before proceeding 
28. Send CMD14 and receive a block of data from all the available data lines? 


28.1-For 8 data lines receive 8 bytes 
28.2-For 4 data lines receive 4 bytes 


28.3-For 1 data line receive 1 byte 
29. XNOR the masked data with the data sent in step 27 


? This represents the host expected values. The Device always responds to CMD 19 over all eight DAT lines. 
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A.6.3 Changing the data bus width (cont'd) 


b. 


30. 


31. 


Table A.226 — XNOR values 


A B A XNOR B 
0 0 1 
0 1 0 
1 0 0 
1 1 1 


Mask the result according to the following: 

30.1-For 8 data lines the mask is (MSB to LSB): 0x0000_0000_0000_FFFF 
30.2-For 4 data lines the mask is (MSB to LSB): 0x0000_OOFF 

30.3-For 1 data line the mask is OxCO 


The result should be 0 for all. Any other result indicates a problem in the Device connection to 
the system; in such a case the host must power down the bus and start its error recovery procedure 
(the definition of error recovery procedures is host dependent and out of the scope of this 
application note) 


Power and bus-width selection 


32. 
33. 


34. 
35. 


36. 


Choose the width of bus you want to work with 


If the power class, for the chosen width, is different from the default power class, send CMD6, 
and write the POWER, CLASS byte of the EXT. CSD with the required power class. 


The Device might signal BUSY after CMD6; wait for the Device to be out of BUSY 


Send CMD6, writing the BUS. WIDTH byte of the EXT CSD with the chosen bus width. An 
argument of 0x03B7 0100 will set a 4-bits bus, an argument 0x03B7, 0200 will set an 8-bit bus. 


The bus is ready to exchange data using the new width configuration. 
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A.7 Erase-unit size selection flow 


The flow chart in Figure A.102 shows how the master selects the erase unit size if the master supports the 
JEDEC MMC Electrical Interface standard v4.3. 


Read CSD 


ERASE_GRP_SIZE 
ERASE_GRP_MULT 
R2W_FACTOR 


Calculate 
Erase-Unit Size 


a ilate 
Erase Timeout 


~... 


Read Extended CSD 


Р. Бе... Y 
43 Host? >— у 


Complete: 
Use Legacy 
Erase-Unit Size 


Calculate 
Erase-Unit Size 


Calculate 
Erase Timeout 


[Enable Larger Erase Uni 
(Write ENABLE bit in 
Extended CSD) 


omplete: 
Use Larger 


Erase-Unit Size 


Figure A.102 — Erase-unit size selection flow 
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A.8 HPI background and one of possible solutions 
e Background - issues with HPI 
There are concerns with the High Priority Interrupt (HPI). 


One case is when the interruptible operation (e.g., write) is being repeatedly interrupted in order to allow 
execution of the High Priority Read operations. There is concern that the delaying the write operation for 
too long time can stall the host system. If it really would be a problem or not is hard to predict because of 
different system characteristics; different types of applications that will be launched by High Priority 
Read, different types of applications that might have their write operations interrupted, different timing of 
the systems, etc. 


Another case is when a process with high priority has requested a write operation and a process with 
lower priority has requested a new code page, and in the case that the write operation is being interrupted 
by the HPI, we are facing a priority violation against the intention of the scheduling defined in the system. 


e One of possible solutions 
There might be different solutions to resolve the observed issues with the HPI. 


One of possible solutions to the observed issues is to resolve a conflict at the host by letting the write 
operation come through when a dedicated timer has been expired. With an adjustable timeout value 
depending on the context, flexibility is gained making it possible to adopt the method for different needs. 


Using the following examples, a possible method is explained for the two most interesting use cases. 
Assume that we want to protect the write commands not being delayed by more than 1s after the write 
command has been originally sent to the memory device. In such case we need to set the timeout value 1s 
for each write command. A timer will be started when the write command has been sent to the memory 
device. If HPI is requested while the write command is still ongoing, the driver in the host will check the 
timer value. If the timer value has expired compared to the timeout (1s), the HPI will not be able to 
interrupt the write command. On the other hand, if the timer value is lower than the timeout (1s), then the 
HPI will interrupt the write operation and the requested read operation will be provided. When the write 
operation has finally been concluded, the timer will be reset. 


Assume another case, protecting high priority write operations in Linux. When a write operation has been 
requested, the check will be made of the priority of the process that has requested this operation. If itis a 
real time process or a kernel process, the timeout value will be set to zero and a timer will be started in the 
same way as in the example above. If HPI is requested while the write command is still ongoing, the 
driver in the host will check the timer value. The timer value will be checked towards the timeout (Os), 
indicating the expiration of the timer that means that the write command will never be interrupted. When 
the write operation has been concluded, the timer will be reset. 
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A.9 Stop transmission timing 


Previous versions of the e*MMC spec did not describe the timing of the stop command in all different 
device states. Also, they did not fully specify whether the received block is valid, after the stop command 
is received, for all cases. The following section is intended to clarify this behavior for future designs. 
However, since these clarifications did not exist for previous versions of the spec not all devices may 
adhere to this clarification. It is for this reason that a host should take the necessary precautions to ensure 
that the STOP command functions as expected in its design and should not rely on the following 
behavior. Figure A.103 describes busy signal timing of the stop command just before CRC status transfer 
from the device. Considering backward compatibility, the end bit of CRC status is followed by two Z 
clocks even the device doesn't need two Z bits between CRC status and busy signal. This behavior is 
based on Figure 44-Stop transmission during CRC status transfer from the device. However, some 
devices may not to adhere to Figure A.103. It is for this reason that a host should ensure behavior of the 
device and is recommended to indicate busy signal 4 clock cycles after STOP command. 


Host Command —______» Ner Cycles K«4«——— — Device Response 


РБ ә |е [efell ee е ее ee ele eee 


I4 ———————— —Busy(Device is programming) yy 


oaro | of of ofofo} of ojoj ске fef zje sefe ast or Sefe 
ad НЕ «SE ава 
Z| N 


CRC status start bit CRC status end bit 


Figure A.103 — Stop transmission just before CRC status transfer from the device 


CMD 


Figure A.104 and Figure A.105 describe data block validity. End bit which is followed 2 clock cycles 
after STOP command on Figure A.104 follows CRC status, however, device considers CRC status is 
interrupted. For this reason, the received data block on Figure A.104 is considered incomplete and will 


not be programmed. 


Host Command Ner Cycles 4 Device Response 


DEEDENZZ-NEECEEBBURZESEEUE-AE3SEBBHBEDEDEU 


q— CRC status E —— — — — — Busy(Device is programming). y 
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CMD 


Figure A.104 — Stop transmission during CRC status transfer from the device 
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A.9 Stop transmission timing (cont’d) 


The received data block on Figure A.105 is considered complete and the device will program it. 


Host Command q— Ner Сусеѕ __ |.q — Device Response — —— p 


cwo (efel ef s[ al comen | ee [ен ee fsfi come | ско {efl г] P| Pl | ef el 


q— CRC status _y» « Busy(Device is programming) » 


NOTE For Stop transmission in HS200 Mode, the time from the End bit of Stop transmission until the Busy starts 
(named Nsb-a) may vary. Please refer to 6.15.8, "Timing Changes in HS200 Mode", for further info on HS200 
case." 


Figure A.105 — Stop transmission during CRC status transfer from the device 
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A.10 Temperature Conditions per Power Classes (Tease controlled) 
Increasing е. ММС performance increases the heat generated by the device. 
Simulation data of future e*MMC devices operating in higher performance shows: 


a. Memory and controller junction temperature may exceed its maximum allowed limit for silicon 
device operation if natural air convection is relied upon as the only means of heat removal and 
Ambient Temperature limit is the only given standard spec parameter 

b. In addition, system level solution designed by host manufactures, such as removing heat from the 
top surface of the package, is required to improve the thermal management challenge 


In order to enable more efficient system solution utilizing high speed operations following set of package 
case temperature per different current consumptions is defined. 


It is assumed that Device vendors may specify in data sheets the Max performance supported per certain 
Power Class and condition the maximum available performance upon system solution that conforms to 
the T, temperatures given in Table A.227. Hosts that conform to the given table shall set the 

TCASE SUPPORT bits in the ЕХ CSD register. If TCASE SUPPORT bits аге not set(= “00”) device 
may limit its maximum performance levels as a self-protection mechanism. 


T.: package case temperature 
Ty: junction temperature 


qic: thermal resistance between junction & package case 


Heat removal path 


Figure A.106 — Heat Removal - Nomenclatures 


Heat path through conduction from solder-balls into PCB will be dependent upon the host PCB designs. 
Two cases were assumed: 


e Heat removal through package case is the main path 
e Heat removal is 50% through case and 50% through Balls/PCB. 
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A.10 Temperature Conditions per Power Classes (Tcase controlled) (cont'd) 
Table A.227 provides set of T, temperatures for the various power class current levels. 
Package surface to be held at or below the Т, temperature shown for given current consumption. 


Having T, defined provides a reference for Device manufacturers and Host vendors assuming that each 
will take its own responsibility on the following: 


e Memory Device Vendors: Making thermally efficient packages: Assuring the storage device junction 
temp never to exceed its maximum Т; as long as T, is kept per ММС as shown in Table A.227. 

e Host Vendors: Efficient cooling system to assure that the package case temp never exceeds the Т, as 
defined in Table A.227. 


Table A.227 — Package Case Temp (Tc) per current consumption 


100 | 150 | 200 | 250 | 300 | 350 450 
Pkg Case Temp T, (°C) 
for Standard Package Type 
"14x18" & “12x16” 


Heat relief through package case : 100% 85 85 85 85 75 75 75 75 
Heat relief through Balls/PCB : 096 

Heat relief through package case: 5096 85 

Heat relief through Balls/PCB : 50% 


NOTE Packages types are as defined in JEDEC, MO-276D. “14x18” = Package type “AC” and “12x16” = 
Package type “AA” 
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A.11 Handling write protection for each boot area individually 


The following steps describe how to enable power-on write protection to a boot area when the other boot 
area is permanently write protected. 


1) When permanent write protection was applied to BOOT Area 2, BOOT WP register would be like: 


Bit 7 Bit 6 Bit 5 Bit4 Bit 3 Bit2 Bit 1 Bit 0 
B_ B_PERM B_PWR_ 
_SEC_WP_ S WPL Reserved SN T WP SEC | B PERM WP EN | WP SEC | B PWR WP EN 
SEL _SEL _SEL 
1 0 х 0 1 П 0 0 


2) According to 7.4.49, some bits of BOOT WP register сап only be written once per power cycle, the 
device power shall be turned off and on again to apply write protection to the other Boot area. 
BOOT WP register value would be like below after power cycle: 


Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit2 Bit 1 Bit 0 
B. B PERM B PWR. 
.SEC WP. nde WPL Reserved E M WP SEC | B PERM WP EN | WP SEC | B PWR WP EN 
SEL _SEL _SEL 
0 0 x 0 0 І 0 0 


The host should take notice that B SEC WP SEL(bit 7) and В PER. WP. SEC. SEL(bit3) turned to 
Zero as they are type R/W/C. P. 


3) In order to apply power-on write protection to BOOT Area 1, following values shall be set: 


Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
B. B PERM B PWR. 
.SEC WP. bou Reserved M E сиы WP SEC | B PERM WP EN | WP SEC | B PWR WP EN 
SEL _SEL _SEL 
1 0 x 0 1 1 0 1 


When trying to independently power-on write protect the other boot partition, the configuration of 
bit3 in EXT_CSD173 is required to be in agreement with the value read back from 
BOOT WP STATUS[174]. 


Especially in this case, Boot Area 2 was previously permanently write protected, two bits 
B. SEC WP SEL(bit7) and B PER. WP. SEC. SEL(bit3) must be set. Otherwise, both Boot areas 
will be permanent write protected unintentionally. 
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A.12 Field Firmware Update 
Figure A.107 describes the positive oriented FFU flow. 


Using CMD8 host checks if FFU is 
supported by the device by reading 
SUPPORTED_MODES field 


Host checks that Update_Disable 


bit in FW_CONFIG [169] is ‘0’ 


Host sets MODE_CONFIG to FFU 
Mode 


Host download the firmware bundle 


MODE_OPERATION_CODES MODE_OPERATION_CODES 
supported not supported 


Host sets 

MODE_OPERATION_CODES to 
FFU_INSTALL which automatically 
sets MODE_CONFIG to NORMAL 


Host sets MODE_CONFIG to 
NORMAL and performs CMDO/HW 
Reset/Power cycle 


Host checks FFU status success 
and firmware version 


Figure A.107 — FFU flow 
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A.13 Command Queue: Command Flows (Informative) 


The commands sequences involved in queuing commands and executing tasks are described in 
the following subsections. 


A.13.1 Queuing a Transaction (CMD44+CMD45) 


To queue a data transfer task the host issues a CMD44 followed by a CMD45. CMD44 encodes the Block 
Count, Task ID, Data Direction, and Priority. CMD45 encodes the transaction LBA. The host shall make 
sure that the Task ID encoded in CMD44 represents an ID, which is not already in use in the device’s 
queue. 


The device responds to each command with an R1-type response. The response indicates if the transaction 
is received and the task is queued successfully. 


In order to queue a task, both CMD44 and CMD45 must be issued in sequence. If CMD44 is not 
successful (e.g., the requested Task ID is already in use), the device treats the command as illegal and 
does not respond. In that case, CMD45 must not be issued by the host. 


If CMD45 is not issued after CMD44, the queuing operation is cancelled. 


After CMD45 is issued successfully and an R1 response is returned, the task is considered queued in the 
device. 


CMD44 and CMD45 may be issued while data transfer is on-going on the DAT lines or when the device 
indicates BUSY state or when the lines are idle (e.g., during NAC time). 


The host may queue any number of tasks using the CMD44+CMD45 flow, as long as the queue is not full 
(i.e., there are Task IDs available). 


смог Г) Я R1 | смо Г) a R1 
‘a DATA = DATA 


Figure A.108 — Queuing a transaction 


A.13.2 Checking the Queue Status (SEND_STATUS - CMD13) 


In order to determine, which tasks are ready for execution, the host can read the Queue Status Register 
(QSR). In order to read the QSR, the host issues SEND_STATUS, with bit[15] in its argument set. The 
device responds with an R1 with the QSR in its argument. 


SEND_STATUS may be issued while data transfer is on-going on the DAT lines or when the device 
indicates BUSY state or when the lines are idle (e.g., during NAC time). 
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A.13.3 Execution of a Queued Task (CMD46/CMD47) 


In order to execute a previously queued task, the host issues a CMD46 or a CMD47, encoding the Task 
ID of the requested task. CMD46 is used for the execution of Read commands, and CMD47 is used for 
Write commands. The host shall only issue CMD46/CMD47 for tasks, which are shown as “ready for 
execution" in the QSR. 


If the task is ready for execution, and its Data Direction matches the command index (CMD46 for Read, 
CMD47 for Write) the device issues an appropriate R1 response and the data transfer starts. If there is any 
error, the device does not respond and no data transfer takes place. 


CMD47 1 


(TasklD) b à 


DATA ГЕ DATA 0) 


CMD46 CJ R1 


(TaskID) 
q DATA Ec DATA 


Figure A.109 — Execution of a queued task 
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Annex B (Normative) Host Controller Interface for Command Queuing 


B.1. Introduction 


B.1.1. Background 


Command Queuing (CQ) feature is introduced to e*MMC standard in v5.1. CQ includes new commands 
for issuing tasks to the device, for ordering the execution of previously issued tasks, and for additional 
task management functions. 


In order to optimally exploit CQ, the partition between hardware and software in the host should be 
designed such that host hardware executes the bus protocol and provides a task-level interface to software 
and host software issues tasks to the hardware and is notified when they are completed. 


B.1.2. Overview and Scope 


This annex describes the Command Queuing Host Controller Interface (CQHCI): the hardware/ software 
interface of a module which is capable of executing the hardware functions related to CQ. These 
functions are: processing task information provided by software, communication with the device using the 
bus protocol for issuing tasks and ordering task execution, copying data to/from the system memory, and 
generation of interrupts. 


The objective of COHCI is to provide a uniform interface method of accessing the Command Queuing 
hardware functions in e*MMC so that a standard or common software driver can be provided for these 
functions. The common driver would work with Command Queuing hardware from any vendor. This 
annex includes a description of the hardware/software interface between system software and the CQ 
hardware in the host controller. 


The specification described in this annex is intended for hardware designers, system builders and software 
developers. 


B.1.3. Feature Summary 
The Command Queuing HCI has the following features: 


Task-level protocol between host software and host hardware, 

Non-blocking issuance of data transfer tasks using a task list in host memory, 

Optional notification upon completion via interrupt, with interrupt coalescing, 

Direct-Command (DCMD) tasks through which software can send апу е ММС command, by its 
index and argument, to the device, using CQHCI, 

e Queue-Barrier (ОВК) feature through which software can control the execution order of tasks, and 
e Task management and error recovery executed by software, by halting the CQ hardware at known 
locations. 


B.1.4. Outside of Scope 


This annex does not contain information relevant to implementation of an е. ММС host controller. The 
e*MMC host controller, the methods which software uses it to manage the е. ММС bus protocol, device 
control functions, such as power management, and the host controller’s software interface are left for 
implementation. 
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B.1.5. Acronyms and Conventions 


B.1.5.1. Acronyms 
The following acronyms are used in this annex: 
CQ Command Queuing 
CQE Command Queuing Engine 
CQHCI Command Queuing Host Controller Interface 
DCMD Direct Command 
QBR Queue Barrier 


QSR Queue Status Register 
SQS Send Queue Status 
TDL Task Descriptor List 


B.1.5.2. Conventions 
The conventions used for registers in this annex are defined. 


Hardware shall return “0° for all bits and registers that are marked as reserved, and host software shall 
write all reserved bits and registers with the value of ‘0’. 


Inside the register section, the following abbreviations are used: 


RO Read Only 

ROC Read Only and Read to clear 

RW Read Write 

R/W Read Write. The value read may not be the last value written. 


RWIC Read / Write ‘1’ to clear 
RWIS Read / Write ‘1’ to set 


RWAC  Read/Wirite, Auto-clear: Writing 1 triggers an operation. Hardware clears register 
when operation completed. Writing 0 has no effect 


WO Write Only 
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B.2. Architecture Overview 

The hardware unit executing the CQ functions is referred in this annex as Command Queuing Engine 
(CQE). The CQE is responsible for managing the interface between host software and e*MMC device, 
and the data transfers. The СОЕ may be implemented as a unit external to the e*MMC host controller in 
the host system, as illustrated in Figure B.110. 


Host System 


Memory 3«—» 
eMMC Host 
Controller eMMC 


Bus eMMC 
Device 


| 


ОМА 


{ 


Соттапа 
Queueing 
Engine 


System Bus 


Figure B.110 — Proposed Host System Architecture, with COE 
The CQE receives tasks from software via a Task Descriptor List in system memory, and a doorbell 
register. The CQE issues CQ commands, QUEUED_TASK_PARAMS (CMD44) and 
QUEUED TASK, ADDRESS (CMD45), to the ее ММС device and also stores the task’s information. 
CQE also reads the device's queue status register (QSR), decides which task to execute and issues the 
EXECUTE commands: EXECUTE READ TASK (CMD46) or EXECUTE WRITE TASK (CMD47). 


The functionality of CQE is described in this section. 


B.2.1. Task Issuance: Task Descriptor List / Doorbell Register 


To implement the queuing of tasks on the device, software issues the tasks asynchronously using a Task 
Descriptor List (TDL) which is located in the host memory space. The TDL is located in a memory 
location known to the CQE, and is comprised of up to 32 fixed-size slots. Each slot is comprised of one 
Task Descriptor and one Transfer Descriptor. 


To issue a task, software selects an available TDL slot and constructs 2 descriptors in it: 


e A Task Descriptor, which encodes all the information defining the Task. For example: Address, 
Block Count, and Priority. This information is later passed to the device. 
The Task Descriptor may, alternatively, encode any arbitrary command which is sent directly to the 
device (DCMD Descriptor, see B.2.5) 

e A Transfer Descriptor, which points either to one continuous data buffer to/from which data is 
transferred (TRAN Descriptor) or to a scatter/gather list of any length (LINK Descriptor). 
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B.2.1 Task Issuance: Task Descriptor List / Doorbell Register (cont' d) 


Figure B.111 illustrates the structures of the COHCI. As an example, in Figure , slot #0 stores a Data 
Transfer Task with a TRAN descriptor, slot #1 stores a Data Transfer Task with a LINK descriptor, 
pointing to a scatter/gather list. Slot #31 stores a DCMD descriptor. 


CQE Register Space Host Memory Space 


Task Descriptor List 
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Interrupt Control 
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Task Descriptor Data 
Task Management Transfer Descriptor (TRAN) = 


my 


N 


Transfer Descriptor Data 
SQS Control Transfer Descriptor (TRAN) —— у= iem 
ata 
Errors & DCMD k Transfer Descriptor (TRAN,E) ———————-—»£— 
L] Data 
L] Buffer 
L] 


БУШ Task Descriptor (ОСМО) 


Transfer Descriptor (NOP) 


Figure B.111 — Command Queuing HCI General Architecture 


B.2.2. Task Processing by Host Hardware 


Once the 2 descriptors are written in slot i, software issues the task by writing *1' to bit iin CQTDBR 
register. This action signals to CQE to process the task. Software must not write COTDBR to issue the 
task before valid descriptors are ready in the appropriate slot. 


CQE reads the descriptors. Based on the information encoded in the Task Descriptor, CQE generates 
QUEUED TASK  PARAMS (CMD44) and QUBUED TASK ADDRESS (CMD45), and sends them to 
the device. 


B.2.3. Task Selection and Execution 


CQE is also in charge of reading the device's Queue Status Register (QSR) to determine which tasks are 
ready for execution, selecting tasks for execution, and ordering their execution. These actions are 
described in this subsection. 


Reading the QSR: When task(s) are queued in the device, CQE reads the QSR to determine which tasks 
are ready for execution. The QSR is read using SEND QUEUE STATUS (CMD13) commands. 


If a data transfer is ongoing, CQE sends the SQS towards the end of the data transfer, as configured in 
CQSSC1.CBC register field. If the bus is idle, CQE periodically sends SQS commands, as configured in 
CQSSC1.CIT register field. 


Selecting a Task: When one or more data transfer tasks are ready for execution and the bus is idle (or a 
previous data transfer is about to end), CQE is expected to select a task for execution. The selected task 
must be marked as ready for execution by the device. 


Ordering Task Execution: When the bus is idle, CQE sends EXECUTE_READ_TASK (CMD46) or 
EXECUTE_WRITE_TASK (CMD47) ordering the device to execute a task, identified by its Task ID. 
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B.2.3 Task Selection and Execution (cont' d) 


CQE also feeds the task's Transfer Descriptor(s) to a DMA engine as a pointer to the data buffer in the 
host memory. 


It is recommended that CQE selects tasks and sends the EXECUTE command as early as possible, to 
avoid unnecessary degradation in performance and power. 


A task's execution is considered completed once the data transfer phase is completed. 


B.2.4. Task Completion: Interrupts and Interrupt Coalescing 


Upon the completion of a data transfer task, after the data has been transferred, an interrupt may be 
generated, if requested. If the INT bit in the Task Descriptor is set, a Task Complete (TCC) interrupt is 
generated. If the INT bit is not set, the transfer is counted towards coalescing. DCMD tasks are not 
counted towards coalescing. 


The Interrupt Coalescing mechanism allows the host to moderate its interrupt load. The mechanism is also 
timer-protected to avoid high latency in low-load cases. 


B.2.5. Direct Command (DCMD) Submission 


When CQ is enabled, software still retains the ability to efficiently issue eeMMC commands by their 
index and argument. To use the DCMD feature, it must be enabled in CQCFG register. In order to issue a 
direct command, software writes a DCMD Task Descriptor to slot #31 of the TDL and rings the doorbell 
register (COTDBR). The command's index and argument are encoded directly in the DCMD Task 
Descriptor (in the fields otherwise used for Address and Block Count). 


The DCMD feature is targeted for the transmission of non-data commands which are allowed when CQ 
mode is enabled, such as CMD0, CMD12, or CMD13. 


When processing the Task Descriptor, CQE constructs the command by its index and argument, sends it 
to the device, and stores the response in a dedicated register. 


The DCMD Task Descriptor is identified by the CQE by its placement in slot #31 of the TDL. Therefore, 
it may only be issued via slot #31, and may only be sent one at a time. The Transfer Descriptor following 
the DCMD descriptor is ignored by CQE. 


B.2.6. Queue-Barrier (QBR) Tasks 


To enable host's control on the ordering between tasks, a task can be marked as a Queue-Barrier (QBR) 
Task by setting the QBR bit in the Task Descriptor. The following are guaranteed by the host controller: 


e A QBR Task is only sent to the device after all the tasks issued before it have been executed (1.е., 
when the task queue in the device is empty). 

e New tasks (1.e., tasks issued after ће ОВК Task) are sent to the device after ће ОВЕ task execution 
is completed. 


The QBR feature, in conjunction with the DCMD feature, is targeted for transmission of commands 
which are allowed when CQ mode is enabled, when the device's task queue is empty. Such commands 
include, for example, erase commands (CMD35/CMD36/CMD38), cache flush/barrier (CMD6), and 
switching between General Purpose Partitions (CMD6). 
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B.2.6 Queue-Barrier (QBR) Tasks (cont'd) 

Specifically, the following rules apply: 

а) If the task marked with ОВК is a Data Transfer task, СОЕ may send the related QUEUED_ 
TASK_PARAMS (CMD44) and QUEUED_ TASK ADDRESS (CMD45) commands to the device 
only after receiving the response for the EXECUTE READ TASK(CMD46) 
EXECUTE WRITE TASK(CMDM47) for the last data transfer task in the device's queue (data 
transfer may still be on-going). 

b) Ifthe task marked with QBR is a DCMD task, CQE may send the related command only after the all 
previously issued tasks have completed, including the associated data transfers. 

c) Commands related to tasks which are queued after the QBR task, may only be sent after the QBR task 
execution is completed. 


B.2.7. Halt Feature 


In some cases, software may need to execute commands directly on the bus (i.e., not using DCMD). Task 
management commands (CMD48) or error recovery procedures are examples. In these cases, software 
should halt the CQE in order to gain control over the bus and issue its own commands. 


This is done by writing ‘1’ to the Halt bit in CQCTL register. The CQE does not stop immediately. 
Instead, it waits until the current operation (e.g., data transfer) is completed, and then halts and does not 
issue additional commands. 


The exact behavior of CQE on a halt request is defined as follows: 


a) Ifa data transfer operation has started: CQE will not issue additional commands on the bus, will wait 
until the data transfer completes as planned (including DMA transfer), and then notify software. 

b) Iftask queuing is in progress [QUEUED ТАЅК PARAMS (CMD44) and QUEUED_ 
TASK, ADDRESS (CMD45)]: СОЕ will complete the operation, sending both commands апа 
processing the responses, and then notify software 
NOTE Ifan error is detected in the response to QUEUED_TASK_PARAMS (CMD44), СОЕ will halt 
immediately and not issue QUEUED_ TASK. ADDRESS (CMD45). 

c) If command transmission is in progress (any other command): CQE will complete the command 
transmission, receive and process the response, and then notify software. 


After СОЕ has halted, the device waits for the next command, so it is effectively halted as well. СОЕ 
notifies software that it is halted by setting the Halt bit on CQCTL register and, optionally by an interrupt 
(CQIS.HAC). It is guaranteed that neither the device nor the host hardware (1.e., CQE) will initiate any 
operation while CQE is in “halt” state. 

When software wants the СОЕ to resume operation, it writes ‘0’ to the Halt bit in CQCTL. When ‘0’ is 
written, CQE continues its normal operation, based on the current state, 

In some error conditions, the Halt bit may never actually set, because a response has not been received 
from the device. In these cases, software may assume the CQE is halted after waiting for a long enough 
time. See more on error recovery in 0. 
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B.2.8. Error Detection and Recovery 

Error conditions are described in 6.8. Some errors, such as command timeout, or data CRC errors, are 
already detected by the ее ММС host controller. e*MMC host controller shall notify СОЕ when such 
errors occur. 

Response mode errors, which are detected by software in legacy е. ММС, require detection in СОЕ. 
When an error is detected CQE does the following: 


a) Stops issuing commands 

b) Ifthe error is detected during a command/response transfer: Stores the Task ID and Command Index 
of said command 

c) Ifthe error is detected during a data transfer: Stores the Task ID and Command Index of command 
which started said data transfer 

d) In the case of Response Mode error detection, CQE generates a RED interrupt 


The specific handling of error conditions by CQE hardware is explained in Table B.228. 
Table B.228 — Handling of Error Conditions in CQE 


Error Condition Description Handling in CQE 
Response Time- | Response not received e*MMC controller detects error, generates error interrupt, and 
out within Ner clock cycles. See | notifies СОЕ. 

6.8.1. CQE stores Task IDs and Command Indices in COTERRI (see 
Time-out See 6.8.2 register description), and does not issue additional commands. 
Conditions Software Halts CQE and runs error recovery procedure. 
Data CRC Error | CRC error detected during Halt operation may not complete due to error condition, in which 


data transfer (read or write) | Case CQE disable/enable is required. 


Error Response Error bit set in the device CQE detect error in response (according to CQRMEM 

(R mode / X status field of a R1 configuration), stores Task IDs and Command Indices in 

mode) response. See 6.13. CQTERRI, triggers RED interrupt, and does not issue additional 
command. 


Software Halts CQE and runs error recovery procedure. 


Software is expected to halt CQE every time it runs an error recovery procedure, even though CQE is 
already stopped. When software has completed its procedure, it orders CQE to resume, by writing ‘0’ the 
Halt field of CQCTL. When instructed by software, СОЕ immediately resumes its operation, according to 
its updated state. 

In some error cases, a response may not be received from the device, so CQE will not set the Halt bit. In 


such a case, software should wait a time-out which is long enough, based on the definitions in 6.8.2 and 
assume the device is stuck. 


Also in these cases, software may write ‘0’ to the Halt field of COCTL to order CQE to resume its 
operation. 
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B.3. 


Data Structures 


This section describes the descriptor structures used in ee MMC Command Queuing. In order to queue а 
task, host software writes a pair of descriptors in system memory: a Task Descriptor, indicating the 
parameters of the task (see B.3.1) and a Transfer Descriptor, indicating the location of data buffers in the 


host memory space (see B.3.2). 


Task descriptors are also used for queuing DCMD commands (See B.3.3). 


All Descriptors are organized in the host memory in the Task Descriptor List, which is described in B.3.5. 


B.3.1. Task Descriptor for Data Transfer Tasks 


The Task Descriptor is created by software to specify to the CQE all the details of the queued task. A part 
of the contents of the Task Descriptor are passed to the device using CMD44 and CMD45 and are also 


saved in the CQE for later use. 


The structure of the Task Descriptor is shown in Table B.229, and the field definition is given in Table 


B.231. The size of the Task Descriptor's can be configured using the Task Descriptor Size field in 


CQCFG Register. When this bit field bit is ‘0’ the descriptor size is 64 bits as shown in Table B.229. 
When Task Descriptor Size field equals ‘1’ the descriptor size is 128 bits. The structure of the upper 64 
bits in that case is as shown in Table B.230. 


Table B.229 — Task Descriptor Structure; Lower 64 bits (Data Transfer tasks) 


Block Block а à 
AES Count Task Parameters Field Attribute 

63:32 31:16 15 14 13 12 11 10:7 6 5:3 2 1 0 
XXXX_XXXX Reliabl "T Data Tag Forced Act= End | Valid 

h ah e Write ОВК | Priority Direction | request Context programming 101 pt = = 
Table B.230 — Task Descriptor Structure; Upper 64 bits 
Vendor Specific Reserved 
127 96 | 95 64 
Implementation Specific 00000000h 
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B.3.1 Task Descriptor for Data Transfer Tasks (cont’d) 
Table B.231 — Task Descriptor Fields 
Field Name AE К Description pum 
Valid 0 1 = The descriptor is effective and should be processed by hardware 
0 = The descriptor line should not be used 
End Shall always be set to 1. Every Task Descriptor is standalone. 
Int 2 Indicates the interrupt generation policy required for this task. 
1 = Hardware shall generate an interrupt upon the task’s completion 
0 = Hardware shall count task’s completion for interrupt coalescing 
Act 5:3 Shall be set to b101, to indicate this is a Task Descriptor 
Forced Programming 6 If 1, FP is enabled. Data shall be forcefully programmed to nonvolatile | CMD44 
storage instead of volatile cache while cache is turned ON 
Context ID 10:7 | As described in 6.6.30 CMD44 
Tag Request 11 As described in 6.6.31 CMD44 
Data Direction 12 Indicates the direction of data transfer CMD44 
1 = Device to Host (Read) / 0 = Host to Device (Write) 
Priority 13 1 = high / 0z simple CMD44 
Queue Barrier (QBR) 14 As described in B.3.4. 
Reliable Write 15 As described in 6.6.11 CMD44 
Block Count 31:16 | Number of blocks to be read/written CMD44 
Block Address 63:32 | Data block address CMD45 


B.3.2. Transfer Descriptors 


The 2nd descriptor describing a data transfer task is the Transfer Descriptor. The Transfer Descriptor may 
be either a TRAN Descriptor pointing directly to a single data buffer, or a LINK Descriptor, pointing to a 
list of descriptors. If a TRAN descriptor is used, its END attribute shall be set to indicate that the entire 

transfer is contained in a single data buffer. 


Command queuing is to be used with fixed block size. Changing the block size shall be done after 


clearing and discarding all of the tasks in the queue. 


The descriptor structures, for 32-bit and 64-bit addressing modes, are shown in Table B.232Error! 
Reference source not found. and Table B.233, respectively. The field definitions are listed in Table 


B.234. 


JEDEC Standard No. 84-B51 
Page 304 


B.3.2 Transfer Descriptors (cont’d) 
Table B.232 — Transfer Descriptor Structure (32-bit addressing) 


Address Length Reserved Attribute 
63:32 31:16 15 6 | 5:3 2 1 0 
XXXxx xxxxh xxxxh 0000000000 Act Int | End | Valid 
Table B.233 — Transfer Descriptor Structure (64-bit addressing) 
Reserved Address Length Reserved Attribute 
127:96 95:32 31:16 15 6 | 53 2 1 0 
0 XXxx xxxxh xxxxh 0000000000 Act Int End | Valid 
Table B.234 — Transfer Descriptor Fields 
Field Name p Description 
Loc. 
Valid 0 1 = The descriptor is effective and should be processed by hardware 
0 = The descriptor line should not be used 
End 1 1 = The descriptor is the last descriptor in a descriptor list 
0 = Additional descriptors follow this descriptor 
In the case of a TRAN descriptor, the value of this bit shall be 1 
Int 2 The value of this bit shall be set to 0 in command queuing. 
Act 5:3 100: TRAN — Address field of descriptor points to a data buffer 
110: LINK - Address field of descriptor points to a another descriptor 
000: NOP - no operation. 
Others: reserved 
Reserved 15:6 | Reserved 
Length 31:16 | Length of data buffer in bytes. A value of 0000 means 64 KB. 
Address (32-bit) 63:32 | Data buffer address in host memory, in 32-bit addressing mode. 
Address shall be set on 32-bit boundary (Lower 2 bits set to 0) 
Address (64-bit) 95:32 | Data buffer address in host memory, in 64-bit addressing mode. 
Address shall be set on 64-bit boundary (Lower 3 bits set to 0) 
Reserved 127:96 | Reserved (64-bit addressing mode only) 


B.3.3. Task Descriptor for Direct-Command (DCMD) Tasks 


Host driver may issue non-data commands to ће esMMC device by writing a DCMD Task Descriptors to 
slot #31 of the TDL (when DCMD is enabled in CQCFG register). In case of DCMD Task Descriptor, the 
meanings of some fields are changed. The descriptor structure is shown in Table B.235, and the field 
definition is listed in Table B.236. 


Similarly to Data Transfer Task Descriptors, the size of the DCMD Task Descriptor is set by the Task 
Descriptor Size field in CQCFG Register. When this bit field bit is ‘0’ the descriptor size is 64 bits, as 
shown in Table B.235. When Task Descriptor Size field equals ‘1’ the descriptor size is 128 bits. The 
structure of the upper 64 bits in that case is as shown in Table B.230. 
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B.3.3 Task Descriptor for Direct-Command (DCMD) Tasks (cont'd) 


When processing a DCMD Task Descriptor, the hardware sends a command to the device, with the index 
and argument encoded in bits 21:16 and 63:32 of the Task Descriptor, respectively. 


Table B.235 — Task Descriptor Structure: Lower 64 bits (for DCMD tasks) 


Command Command Parameters Task Parameters Field Attribute 
Argument 
63:32 31 25 | 24 23 22 21 16 15 14 13 615 3 2 1 0 
Reserved Response | CMD CMD Rsvd Reserved | Act= End | Valid 
XXXX_XxXxxh T un : QBR Int 
(0000000) ype timing index (0) (0000000) 101 =1 =1 


The Command Timing bit lets software control whether the command is issued during data transfer (e.g., 
CMD13) or only during idle time. Using the R1b bit, software informs hardware whether it should expect 
a busy time following the command's response. 


The Transfer Descriptor following a DCMD Task Descriptor is expected to be with ACTZNOP and END 


bit set. 


Task descriptor for direct-command task shall only be queued in task index 31 of the TDL. 


Table B.236 — Task Descriptor Fields (for DCMD tasks) 


Field Name Bit Description 
Loc. 
Valid 0 1 = The descriptor is effective and should be processed by hardware 
0 = The descriptor line should not be used 
End 1 Shall always be set to 1. Every Task Descriptor is standalone. 
Int 2 Indicates the interrupt generation policy required for this task. 
1 = Hardware shall generate an interrupt upon the task’s completion 
0 = Hardware shall not generate an interrupt upon the task’s completion. 
Interrupt coalescing is not used with DCMD. 
Act 5:3 Shall be set to b101, to indicate this is a Task Descriptor 
Reserved 13:6 
Queue Barrier (QBR) 14 As described in B.2.6 
Reserved 15 
CMD Index 21:16 | The index of the command to be sent to device 
CMD Timing 22 1 = Command may be sent to device during data activity or busy time 
0 = Command may not be sent to device during data activity or busy time 
NOTE Software shall be 0 if response type is b11 (R1b) 
Response Type 24:23 | This field indicates to the host controller the response expected to be received 
from the device. 
Value Description 
b00 No Response Expected 
b01 Reserved 
b10 R1, R4, R5 
bl1 RIb 
NOTE R2 and R3 are not supported in ОСМО 
Reserved 31:25 
CMD Argument 63:32 | The argument of the command to be sent to the device 
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B.3.4. Task Descriptor for Queue-Barrier Task (QBR) 


A task whose Task Descriptor's QBR bit is set, will be held by CQE and will only be sent to the device 
after all the tasks queued before it have completed execution. Additionally, CQE holds all tasks which are 
issued after the QBR Task, and only sends them to the device after the QBR Task has completed. 


QBR bit may be set for both Data Transfer Task Descriptors and DCMD Task Descriptors. 


B.3.5. Task List 


The Task Descriptors for all tasks are organized as a list (Task Descriptor List, TDL) in a location in the 
host memory indicated in Task Descriptor List Base Address (TDLBA) registers. Every slot in the TDL is 
comprised of a Task Descriptor, followed by a single Transfer Descriptor. 


The size of each entry in the TDL is therefore dependent upon the configured size of the Task Descriptors 
(64 or 128 bits), and the Transfer Descriptors (64 or 128 bits), so it varies between 16 Bytes and 32 Bytes. 


The location of each slot in the TDL is therefore calculates as: 
ADDR; = TDLBA + i X (512Етлѕкреѕс + SIZETRANSFERDESC) 


Changing the value of TDLBA is not allowed when command queue mode is enabled. To do that host 
software shall exit command queue mode, reset CQE and only then reconfigure TDLBA, before issuing 
any new tasks. 


B.4. 


CQE Registers 
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The registers listed in this section comprise the register interface of the CQE module. 


B.4.1. Register Map 


CQE's register map appears in Table B.237. The registers in the table appear with their respective offsets 
from CQBASE, the base address of CQE. 


Table B.237 — CQE Register Map 


Offset 
from 
CQBASE Symbol Register Name 
В 00h CQVER Command Queuing Version 
> 04h CQCAP Command Queuing Capabilities (reserved) 
a 08h CQCFG Command Queuing Configuration 
5 OCh CQCTL Command Queuing Control 
10h CQIS Command Queuing Interrupt Status 
E 2 14h CQISTE Command Queuing Interrupt Status Enable 
3 E 18h CQISGE Command Queuing Interrupt Signal Enable 
1Ch CQIC Command Queuing Interrupt Coalescing 

Е 20h CQTDLBA | Command Queuing Task Descriptor List Base Address 
х E 24h CQTDLBAU | Command Queuing Task Descriptor List Base Address Upper 32 bits 
Б B 28h CQTDBR Command Queuing Task Doorbell 

á 2Ch CQTCN Command Queuing Task Completion Notification 
n E 30h CQDQS Command Queuing Device Queue Status 
E © 34h CQDPT Command Queuing Device Pending Tasks 

= 38h CQTCLR Command Queuing Task Clear 
Еа 40h CQSSCI Command Queuing Send Status Configuration 1 
S 
2 3 44h CQSSC2 Command Queuing Send Status Configuration 2 
ve 48h CQCRDCT | Command Queuing Command Response for Direct-Command Task 
Ej 50h CORMEM | Command Queuing Response Mode Error Mask 
Е 54h CQTERRI | Command Queuing Task Error Information 
P 58h CQCRI Command Queuing Command Response Index 
s 5Ch CQCRA Command Queuing Command Response Argument 
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B.4.2. CQBASE+00h: CQVER - Command Queuing Version 


This register provides information about the version of ће e*MMC CQ standard which is implemented by 
the CQE, in BCD format. The current version is 5.1 


Bit | Type | Reset | Description 
31:12 | RO 0 Reserved 
11:08 | RO 5 e*MMC Major Version Number (digit left of decimal point), in BCD format 
07:04 | RO 1 e *MMC Minor Version Number (digit right of decimal point), in BCD format 
03:00 | RO 0 e *MMC Version Suffix (2" digit right of decimal point), in BCD format 


B.4.3.CQBASE+04h: CQCAP — Command Queuing Capabilities 


This register indicates hardware capabilities. 


Bit 


Type 


Reset 


Description 


31:16 


RO 


Reserved 


15:12 


RO 


Internal Timer Clock Frequency Multiplier ITCFMUL) 


ITCFMUL and ITCFVAL indicate the frequency of the clock used for interrupt 
coalescing timer and for determining the SQS polling period. See ITCFVAL definition 
for details. 


Field Value Description: 
Oh = 0.001 MHz 

1h = 0.01 MHz 

2h = 0.1 MHz 

3h= 1 MHz 

4h = 10 MHz 


Other values are reserved 


11:10 


RO 


Reserved 


09:00 


RO 


Internal Timer Clock Frequency Value (ITCFVAL) 


ITCFMUL and ITCFVAL indicate the frequency of the clock used for interrupt 
coalescing timer and for determining the polling period when using periodic 
SEND_QUEUE_ STATUS (CMD13) polling. 


The clock frequency is calculated as ITCFVAL* ITCFMUL. 


For example, to encode 19.2 MHz, ITCFVAL shall be COh (= 192 decimal) and 
ITCFMUL shall be 2h (0.1 MHz): 192 * 0.1 MHz = 19.2 MHz. 
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B.4.4. CQBASE+08h: CQCFG - Command Queuing Configuration 


This register controls CQE behavior affecting the general operation of command queuing module or 
operation of multiple tasks in the same time. 


Type 


Reset 


Description 


RO 


0000 


Reserved 


RW 


0 


Direct Command (DCMD) Enable 


This bit indicates to the hardware whether the Task Descriptor in slot #31 of the TDL is a 
Data Transfer Task Descriptor, or a Direct Command Task Descriptor. 


CQE uses this bit when a task is issued in slot 431, to determine how to decode the Task 
Descriptor. 


Bit Value Description 
1 = Task descriptor in slot #31 is a DCMD Task Descriptor 


0 = Task descriptor in slot #31 is a Data Transfer Task Descriptor 


11:09 


RO 


0000 


Reserved 


08 


RW 


Task Descriptor Size 

This bit indicates whether the task descriptor size is 128 bits or 64 bits as detailed in Data 
Structures section. This bit can only be configured when Command Queuing Enable bit 
is ‘0’ (command queuing is disabled) 

Bit Value Description 

1 = Task descriptor size is 128 bits 

0 = Task descriptor size is 64 bits 


07:01 


RO 


Reserved 


00 


RW 


Command Queuing Enable 

Software shall write ‘1’ this bit when in order to enable command queuing mode (i.e., 
enable CQE). 

When this bit is 0, СОЕ is disabled and software controls the e*MMC bus using the 
legacy e*MMC host controller. 

Before software writes ‘1’ to this bit, software shall verify that the e*MMC host 


controller is in idle state and there are no commands or data transfers ongoing. 


When software wants to exit command queuing mode, it shall clear all previous tasks if 
such exist before setting this bit to 0. 
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B.4.5. CQBASE+0Ch: CQCTL - Command Queuing Control 


This register controls CQE behavior affecting the general operation of command queuing module or 
operation of multiple tasks in the same time. 


Bit Type | Reset | Description 
31:09 RO 0000 | Reserved 
08 | RWAC 0 Clear All Tasks 
Software shall write ‘1’ this bit when it wants to clear all the tasks sent to the device. 
This bit can only be written when CQE is in halt state (i.e., Halt bit is 1). 
When software writes 1, the value of the register is updated to ‘1’, and CQE shall reset 
CQTDBR register and all other context information for all unfinished tasks. Then CQE 
will clear this bit. 
Software should poll on this bit until it is set to back 0 and may then resume normal 
operation, by clearing the Halt bit. 
CQE does not communicate to the device that the tasks were cleared. It is software's 
responsibility to order the device to discard the tasks in its queue using 
CMDQ_TASK MGMT command. 
Writing ‘0’ to this register shall have no effect. 
07:01 RO 0 Reserved 
00 R/W 0 Halt 


Host software shall write ‘1’ to the bit when it wants to acquire software control over 
the e*MMC bus and disable СОЕ from issuing commands on the bus. 


For example, issuing a Discard Task command (CMDQ_TASK_MGMT) 

When software writes ‘1’, CQE shall complete the ongoing task if such a task is in 
progress. 

Once the task is completed and CQE is in idle state, CQE shall not issue new 
commands and shall indicate so to software by setting this bit to 1. 

Software may poll on this bit until it is set to 1, and may only then send commands on 


the eeMMC bus. 


In order to exit halt state (1.e., resume CQE activity), software shall clear this bit (write 
‘0’). Writing ‘0’ when the value is already ‘0’ shall have no effect. 
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B.4.6. CQBASE-10h: CQIS — Command Queuing Interrupt Status 


This register indicates pending interrupts that require service. Each bit in this registers is asserted in 
response a specific event, only if the respective bit is set in СОІЅТЕ register. 


Bit Type | Reset | Description 
31:04 | Rsvd 0 Reserved 

03 RWIC 0 Task Cleared (TCL) 
This status bit is asserted Gf CQISTE.TCL=1) when a task clear operation is completed 
by CQE. The completed task clear operation is either an individual task clear 
(CQTCLR) or clearing of all tasks (CQCTL). 

02 | RWIC 0 Response Error Detected Interrupt (RED) 
This status bit is asserted Gf CQISTE.RED=1) when a response is received with an error 
bit set in the device status field. The contents of the device status field are listed in 6.13. 
Software uses CORMEM register to configure which device status bit fields may trigger 
an interrupt, and which are masked. 

01 RWIC 0 Task Complete Interrupt (TCC) 
This status bit is asserted Gf CQISTE.TCC=1) when at least one of the following two 
conditions are met: 
1) Atask is completed and the INT bit is set in its Task Descriptor 
2) Interrupt caused by Interrupt Coalescing logic (see 0) 

00 | RWIC 0 Halt Complete Interrupt (HAC) 


This status bit is asserted Gf CQISTE.HAC=1) when halt bit in CQCTL register 
transitions from 0 to 1 indicating that host controller has completed its current ongoing 
task and has entered halt state. 


B.4.7. CQBASE+14h: CQISTE — Command Queuing Interrupt Status Enable 


This register enables and disables the reporting of the corresponding interrupt to host software in CQIS 
register. When a bit is set (‘1’) and the corresponding interrupt condition is active, then the bit is CQIS 15 
asserted. Interrupt sources that are disabled (‘0’) are not indicated in the CQIS register. This register is 
bit-index matched to CQIS register. 


Bit | Type | Reset | Description 
31:04 | Rsvd 0 Reserved 

03 RW 0 Task Cleared Status Enable (TCL) 
1 =CQIS.TCL will be set when its interrupt condition is active 
0 = CQIS.TCL is disabled 

02 RW 0 Response Error Detected Status Enable (RED) 
1 = CQIS.RED will be set when its interrupt condition is active 
0 = CQIS.RED is disabled 

01 RW 0 Task Complete Status Enable (TCC) 
1 = СОІЅ ТСС will be set when its interrupt condition is active 
0 = CQIS.TCC is disabled 

00 RW 0 Halt Complete Status Enable (HAC) 


1 = CQIS.HAC will be set when its interrupt condition is active 
0 = CQIS.HAC is disabled 
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B.4.8. CQBASE+18h: CQISGE — Command Queuing Interrupt Signal Enable 

This register enables and disables the generation of interrupts to host software. When a bit is set (‘1’) and 
the corresponding bit in CQIS is set, then an interrupt is generated. Interrupt sources that are disabled 
(‘0’) are still indicated in the CQIS register. This register is bit-index matched to CQIS register. 


Bit | Type | Reset | Description 


31:04 | Rsvd 0 Reserved 


03 RW 0 Task Cleared Signal Enable (TCL) 
When set and CQIS.TCL is asserted, the CQE shall generate an interrupt 


02 RW 0 Response Error Detected Signal Enable (TCC) 

When set and CQIS.RED is asserted, the CQE shall generate an interrupt 
01 RW 0 Task Complete Signal Enable (TCC) 

When set and CQIS.TCC is asserted, the CQE shall generate an interrupt 
00 RW 0 Halt Complete Signal Enable (HAC) 


When set and CQIS.HAC is asserted, the CQE shall generate an interrupt 
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B.4.9. CQBASE+1Ch: CQIC - Interrupt Coalescing 


This register controls the interrupt coalescing feature. 


Bit Type | Reset | Description 
31 RW 0 Interrupt Coalescing Enable/Disable: 
When set to ‘0’ by software, command responses are neither counted nor timed. Interrupts 
are still triggered by completion of tasks with INT=1 in the Task Descriptor. 
When set to ‘1’, the interrupt coalescing mechanism is enabled and coalesced interrupts are 
generated 
30:21 RO 0 Reserved 
20 RO 0 Interrupt Coalescing Status Bit (ICSB): 
This bit indicates to software whether any tasks (with INT=0) have completed and counted 
towards interrupt coalescing (i.e., ICSB is set if and only if IC counter > 0). 
Bit Value Description 
1 = At least one task completion has been counted (IC counter >0) 
0 = No task completions have occurred since last counter reset (IC counter =0) 
19:17 RO 0 Reserved 
16 WO 0 Counter and Timer Reset(ICCTR): 
When host driver writes ‘1’, the interrupt coalescing timer and counter are reset 
15 WO 0 Interrupt Coalescing Counter Threshold Write Enable ICCTHWEN): 
When software writes ‘1’, the value ICCTH is updated with the contents written at the same 
cycle. 
When software writes ‘0’, the value in ICCTH is not updated. 
NOTE Write operations to ICCTH are only allowed when the task queue is empty. 
14:13 RO 0 Reserved 
12:08 RW 0 Interrupt Coalescing Counter Threshold (ICCTH): 
Software uses this field to configure the number of task completions (only tasks with INT=0 
in the Task Descriptor) which are required in order to generate an interrupt. 
Counter Operation: As data transfer tasks with INT=0 complete, they are counted by CQE. 
The counter is reset by software during the interrupt service routine. 
The counter stops counting when it reaches the value configured in ICCTH. 
The maximum allowed value is 31 
NOTE When ICCTH is 0, task completions are not counted, and counting-based interrupts are 
not generated. 
In order to write to this field, the ICCTHWEN bit must be set at the same write operation. 
07 WO 0 Interrupt Coalescing Timeout Value Write Enable (ICTOVALWEN): 
When software writes ‘1’, the value ICTOVAL is updated with the contents written at the 
same cycle. 
When software writes ‘0’, the value in ICTOVAL is not updated. 
NOTE Write operations to ICTOVAL are only allowed when the task queue is empty. 
06:00 RW 0 Interrupt Coalescing Timeout Value (ICTOVAL): 


Software uses this field to configure the maximum time allowed between the completion of a 
task on the bus and the generation of an interrupt. 

Timer Operation: The timer is reset by software during the interrupt service routine. 

It starts running when a data transfer task with INT=0 is completed, after the timer was reset. 
When the timer reaches the value configured in ICTOVAL field it generates an interrupt and 
stops. 

The timer's unit is equal to 1024 clock periods of the clock whose frequency is specified in 
the Internal Timer Clock Frequency field CQCAP register. 

The minimum value is 01h (1024 clock periods) and the maximum value is 7Fh (127*1024 
clock periods). 

For example, a CQCAP field value of 0 indicates a 19.2 MHz clock frequency (period = 
52.08 ns). If the setting in ICTOVAL is 10h, the calculated polling period is 16*1024*52.08 
ns= 853.33 us 

NOTE When ICTOVAL is O, the timer is not running, and timer-based interrupts are not 
generated. 

In order to write to this field, the ICTOVALWEN bit must be set at the same write 
operation. 
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B.4.10. CQBASE+20h: CQTDLBA — Command Queuing Task Descriptor List Base Address 


This register is used for configuring the lower 32 bits of the byte address of the head of the Task 
Descriptor List in the host memory. 


Bit | Type | Reset | Description 


31:00| RW 0 Task Descriptor List Base Address (TDLBA) 


This register stores the LSB bits (bits 31:0) of the byte address of the head of the Task 
Descriptor List in system memory. 

The size of the task descriptor list is 32 * (Task Descriptor size + Transfer Descriptor 
size) as configured by Host driver. 


This address shall be set on 1 KByte boundary: The lower 10 bits of this register shall be 
set to 0 by software and shall be ignored by СОЕ. 


B.4.11. CQBASE+24h: CQTDLBAU - Command Queuing Task Descriptor List Base Address 
Upper 32 Bits 


This register is used for configuring the upper 32 bits of the byte address of the head of the Task 
Descriptor List in the host memory. 


Bit | Type | Reset | Description 


31:00 | RW 0 Task Descriptor List Base Address (TDLBA) 


This register stores the MSB bits (bits 63:32) of the byte address of the head of the Task 
Descriptor List in system memory. 


The size of the task descriptor list is 32 * (Task Descriptor size + Transfer Descriptor 
size) as configured by Host driver. 


This register is reserved when using 32-bit addressing mode. 
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B.4.12. CQBASE+28h: CQTDBR - Command Queuing Task Doorbell 


Using this register, software triggers CQE to process a new task. 


Bit 


Type 


Reset 


Register Field Explanation 


31:00 


RWIS 


0 


Command Queuing Task Doorbell 

Software shall configure TDLBA and TDLBAU, and enable CQE in CQCFG before 
using this register. 

Writing 1 to bit n of this register triggers CQE to start processing the task encoded in slot 
n of the TDL. 

CQE always processes tasks in-order according to the order submitted to the list by 
CQTDBR write transactions. 


CQE processes Data Transfer tasks by reading the Task Descriptor and sending 
QUEUED TASK PARAMS (CMD44) and QUEUED ТАЅК ADDRESS (CMD45) 
commands to the device. 


CQE processes DCMD tasks (in slot #31, when enabled) by reading the Task Descriptor, 
and generating the command encoded by its index and argument. 


The corresponding bit is cleared to ‘0’ by CQE in one of the following events: 


a) When a task execution is completed (with success or error) 
b) Thetaskis cleared using CQTCLR register 

c) Alltasks are cleared using CQCTL register 

d) СОЕ is disabled using CQCFG register 


Software may initiate multiple tasks at the same time (batch submission) by writing 1 to 
multiple bits of this register in the same transaction. 


In the case of batch submission: 
CQE shall process the tasks in order of the task index, starting with the lowest index. 


If one or more tasks in the batch are marked with QBR, the ordering of execution will be 
based on said processing order. 

Writing 0 by software shall have no impact on the hardware, and will not change the 
value of the register bit. 


В.4.13. CQBASE+2Ch: CQTCN - Task Completion Notification 
This register is used by CQE to notify software about completed tasks. 


Bit 


Type 


Reset 


Description 


31:00 


RWIC 


0 


Task Complete Notification 

СОЕ shall set bit n of this register (at the same time it clears bit n of COTDBR) when a 
task execution is completed (with success or error). 

When receiving interrupt for task completion, software may read this register to know 
which tasks have finished. After reading this register, software may clear the relevant 
bit fields by writing 1 to the corresponding bits. 


B.4.14. CQBASE+30h: CQDQS - Device Queue Status 
This register stores the most recent value of the device's queue status. 


Device Queue Status 


Every time the Host controller receives a queue status register (QSR) from the device, it 
updates this register with the response of status command, i.e., the device's queue 
status. 
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B.4.15. CQBASE+34h: CQDPT - Device Pending Tasks 


This register indicates to software which tasks are queued in the device, awaiting execution. 


Bit Reset | Description 


31:00 Device Pending Tasks 


Bit n of this register is set if and only if QUEUED TASK, PARAMS (CMD44) and 
QUEUED TASK ADDRESS (CMD45) were sent for this specific task and if this task 
hasn't been executed yet. 


CQE shall set this bit after receiving a successful response for CMD45. CQE shall clear 
this bit after the task has completed execution. 


Software needs to read this register in the task-discard procedure, when the controller is 
halted, to determine if the task is queued in the device. If the task is queued, the driver 
sends à CMDQ TASK MGMT (CMD48) to the device ordering it to discard the task. 
Then software clears the task in the CQE. Only then the software orders CQE to resume 
its operation using CQCTL register. 


B.4.16. CQBASE+38h: CQTCLR - Task Clear 


This register is used for removing an outstanding task in the CQE. 


The register should be used only when CQE is in Halt state. 


Bit | Type | Reset | Description 


31:00 | RW 0 Command Queuing Task Clear 


Writing 1 to bit п of this register orders CQE to clear a task which software has 
previously issued. 


This bit can only be written when CQE is in Halt state as indicated in CQCFG register 
Halt bit. 


When software writes ‘1’ to a bit in this register, CQE updates the value to ‘1’, and starts 
clearing the data structures related to the task. CQE clears the bit fields (sets a value of 0) 
in CQTCLR and in CQTDBR once clear operation is complete. 


Software should poll on the COTCLR until it is cleared to verify clear operation was 
complete. 

Writing to this register only clears the task in the CQE and does not have impact on the 
device. In order to discard the task in the device, host software shall send 

CMDQ TASK . MGMT while СОЕ is still in Halt state. 

Host driver is not allowed to use this register to clear multiple tasks at the same time. 
Clearing multiple tasks can be done using CQCTL register. 


Writing 0 to a register bit shall have no impact. 


JEDEC Standard No. 84-B51 
Page 317 


B.4.17. CQBASE+40h: CQSSC1 — Send Status Configuration 1 
The register controls the when SEND QUEUE STATUS commands are sent. 


Bit | Type | Reset | Description 


19:16| R Send Status Command Block Counter (CBC) 


This field indicates to CQE when to send SEND QUEUE STATUS (CMD13) command 
to inquire the status of the device's task queue. 


A value of n means CQE shall send status command on the CMD line, during the transfer 
of data block BLOCK, CNT-z, on the data lines, where BLOCK, CNT is the number of 
blocks in the current transaction. 


A value of 0 means that SEND QUEUE, STATUS (CMD13) command shall not be sent 
during the transaction. Instead it will be sent only when the data lines are idle. 


A value of 1 means that STATUS command is to be sent during the last block of the 
transaction. 


15:00 | RW Send Status Command Idle Timer (CIT) 
This field indicates to CQE the polling period to use when using periodic 
SEND QUEUE STATUS (CMD13) polling. 
Periodic polling is used when tasks are pending in the device, but no data transfer is in 
progress. When a SEND QUEUE STATUS response indicating that no task is ready for 
SEND QUEUE STATUS. 


execution, CQE counts the configured time until it issues the next 

Timer units are clock periods of the clock whose frequency is specified in the Internal 
Timer Clock Frequency field CQCAP register. 

The minimum value is 0001h (1 clock period) and the maximum value is FFFFh (65535 
clock periods). Default interval is: 4096 clock periods. 

For example, a CQCAP field value of 0 indicates a 19.2 MHz clock frequency (period = 
52.08 ns). If the setting in CQSSC1.CIT is 1000h, the calculated polling period is 
4096*52.08 ns= 213.33 us 


B.4.18. CQBASE+44h: CQSSC2 - Send Status Configuration 2 
This register is used for configuring RCA field in SEND QUEUE STATUS command argument. 


Bit Reset | Description 
E 2008 
RW 


Send Queue Status RCA 


This field provides CQE with the contents of the 16-bit RCA field in SEND_QUEUE_ 
STATUS (CMD13) command argument. 


15:00 


CQE shall copy this field to bits 31:16 of the argument when transmitting SEND_ 
QUEUE_STATUS (CMD13) command. 
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B.4.19. CQBASE+48h: COCRDCT - Command Response for Direct-Command Task 


This register is used for passing the response of a DCMD task to software. 


Bit 


Type 


Reset | Description 


31:00 


RO 


0 Direct Command Last Response 


This register contains the response of the command generated by the last direct- 
command (DCMD) task which was sent. 


CQE shall update this register when it receives the response for a DCMD task. 


This register is considered valid only after bit 31 of COTDBR register is cleared by 
CQE. 


B.4.20. CQBASE+50h: 


CQRMEM - Response Mode Error Mask 


This register controls the generation of Response Error Detection (RED) interrupt. 


Bit 


Type 


Reset 


Description 


31:00 


RW 


FDF9A080h 


Response Mode Error Mask 


This bit is used as in interrupt mask on the device status filed which is received in 
R1/R1b responses. 


Bit Value Description (for any bit i): 


1 = When a R1/R1b response is received, with bit i in the device status set, a RED 
interrupt is generated 


0 = When a R1/R1b response is received, bit i in the device status is ignored 


The reset value of this register is set to trigger an interrupt on all “Error” type bits in 
the device status, as defined in 6.13. 


NOTE Responses to CMD13 (SQS) encode the QSR, so they are ignored by this logic. 
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B.4.21. CQBASE+54h: CQTERRI - Task Error Information 
This register is updated by CQE when an error occurs on data or command related to a task activity. 
When such error is detected by СОЕ or indicated by the ее ММС controller СОЕ stores in CQTERRI the 


task IDs and the command indices of the commands which were executed on the command line and data 
lines when the error occurred. 


Software is expected to use this information in the error recovery procedure. See B.2.8 for more details. 


Bit 


Type 


Reset 


Description 


31 


RO 


0 


Data Transfer Error Fields Valid 
This bit is updated when an error is detected by СОЕ, or indicated by e*MMC controller. 
If a data transfer is in progress when the error is detected/indicated, the bit is set to 1. 


If a no data transfer is in progress when the error is detected/indicated, the bit is cleared to 
0. 


30:29 


RO 


Reserved 


28:24 


RO 


Data Transfer Error Task ID 

This field indicates the ID of the task which was executed on the data lines when an error 
occurred. 

The field is updated if a data transfer is in progress when an error is detected by CQE, or 
indicated by e*MMC controller. 


23:22 


RO 


Reserved 


21:16 


RO 


Data Transfer Error Command Index 

This field indicates the index of the command which was executed on the data lines when 
an error occurred. 

The index shall be set to EXECUTE_READ_TASK (CMD46) or 
EXECUTE_WRITE_TASK (CMD47) according to the data direction. 

The field is updated if a data transfer is in progress when an error is detected by CQE, or 
indicated by e*MMC controller. 


RO 


Response Mode Error Fields Valid 

This bit is updated when an error is detected by СОЕ, or indicated by e*MMC controller. 
If a command transaction is in progress when the error is detected/indicated, the bit is set 
to 1. 

If a no command transaction is in progress when the error is detected/indicated, the bit is 
cleared to 0. 


14:13 


RO 


Reserved 


12:08 


RO 


Response Mode Error Task ID 
This field indicates the ID of the task which was executed on the command line when an 
error occurred. 


The field is updated if a command transaction is in progress when an error is detected by 
СОЕ, or indicated by e*MMC controller. 


07:06 


RO 


Reserved 


05:00 


RO 


Response Mode Error Command Index 
This field indicates the index of the command which was executed on the command line 
when an error occurred. 


The field is updated if a command transaction is in progress when an error is detected by 
СОЕ, or indicated by e*MMC controller. 
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B.4.22. CQBASE+58h: CQCRI - Command Response Index 


This register stores the index of the last received command response. 


Description 


Reserved 


Last Command Response index 


This field stores the index of the last received command response. CQE shall update the 


value every time a command response is received. 


B.4.23. CQBASE+5Ch: CQCRA - Command Response Argument 


This register stores the argument of the last received command response. 


Description 


Last Command Response Argument 


This field stores the argument of the last received command. CQE shall update the value 


every time a command response is received. 


B.5. Command Queuing Interrupt in eeMMC Host Controller 


In order to make СОЕ compatible with existing e*MMC host controllers, an interrupt bit is added to the 
general interrupt register structure of the e*MMC host controller. 


Specifically, the added fields are the Command Queuing Interrupt support in bit 14 of the Interrupt, 
Interrupt Status Enable, and Interrupt Signal Enable registers. 


B.5.1. Normal Interrupt Status Register (Offset 030h) 


14 RWIC Command Queuing Interrupt 
This interrupt is asserted when at least one of the bits in CQIS register is set. This 
interrupt is cleared only by clearing the source interrupt in CQIS register. 


B.5.2. Normal Interrupt Status Enable Register (Offset 034h) 


Bit Type | Reset | Description 


14 RW 0 Command Queuing Status Enable 


B.5.3. Normal Interrupt Signal Enable Register (Offset 038h) 


Bit | Туре | Reset | Description 
14 (ку | о | Command Queuing Signal Enable 
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B.6. Theory of Operation (Informative) 


This section provides information to software developers regarding the behavior expected from the host 
software such that it optimally uses СОЕ for the implementation of eeMMC Command Queuing. 


B.6.1. Command Queuing Initialization Sequence 


In order to start using Command Queuing and initialize CQE hardware, the following steps should be 
executed by host software: 


1. Initialize and enable Command Queuing in the device (beyond the scope of this section). 

2. Configure Task Descriptor size in CQCFG register. 

3. Configure COTDLBA and CQTDLBAU to point to the memory location allocated to the TDL in host 
memory 

4. Configure CQSSC1 to control when SEND QUEUE, STATUS commands are sent to the device by 
CQE 

5. Configure CQIC register to control the interrupt coalescing feature: enable/disable, set interrupt count 
and timer protection 

6. Configure CQRMEM to control which errors may trigger a RED interrupt (if different from reset 
values) 

7. Write ‘1’ to CQCFG to enable CQE activity 


B.6.2. Task Issuance Sequence 


When host software needs to issue a data Transfer Task to the СОЕ and ее ММС device, it utilizes Task 
Descriptor List. 


The following is the steps for host software to build a Task and issue it: 


1. Find an empty transfer request slot by reading the CQTDBR. An empty transfer request slot has its 
respective bit cleared to ‘0’ in the CQTDBR. 

2. Build a Task Descriptor at the 1“ entry of the empty slot. Task Descriptor field values: 

Valid =1, to indicate the descriptor is effective. 

End =1, as required for Task Descriptors. 

Int=1, if an interrupt on completion is required. Otherwise, Int=0. 

Act = b101, to indicate a Task Descriptor 

Data Direction =1 for read commands, and 0 for write commands. 

Priority =1 for high priority, and 0 for simple requests. 

QBR =1 if Queue Barrier functionality is required. 0 otherwise. 

Forced Programming, Context ID, Tag Request, Reliable Write, Block Count, and Block Address 

programmed according to application requirements. 

3. Build a Transfer Descriptor at the 2™ entry of the empty slot. Transfer Descriptor field values: 
a. Valid =1, to indicate the descriptor is effective. 
b. End =1, if a TRAN descriptor is used, to indicate the task only has one data buffer. End =0 if 

LINK descriptor is used. 
c. Int=0. Ignore in Command queuing. 
d. Act =b100, for TRAN descriptors, pointing directly to the task’s single data buffer. Act = b110, 
for LINK descriptors, point to a scatter/gather list (indirect) 

e. Address and Length programmed according to the data buffer supplied by the application. 

4. If more than one transfer is requested, repeat step 1-3 for all needed transfers 

5. Set CQTDBR to ring the doorbell register to indicate to the CQE that one or more transfer requests 
are ready to be sent to the attached device. Host software shall only write a ‘1’ to the bit position that 
corresponds to new tasks; all other bit positions within CQTDBR should be written with a ‘0’, which 
indicates no change to their current values. 


Бо њоро ср 
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B.6.2 Task Issuance Sequence (cont'd) 


Following the steps below, the host hardware starts processing the task and sends it to the device. The 
sequence for queuing a task, between the host software, СОЕ and the e*MMC device, is given in Figure . 


Host Software 


eMMC Bus/Device 


Prepare Data Buffers: 


Prepare Descriptors in TDL 


Write ‘1’ to CQTDBR 


Read Descriptors from TDL 


Process Descriptors; 
Store Local Information 


Queue Task 


— 


Figure B.112 — Task Queuing Sequence 
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B.6.3. Task Completion Sequence 


The CQE is responsible for task execution, communication with the device and moving the data to the 
buffers in the host memory. When the task execution is completed, an interrupt may be generated, if 
requested, or as determined by Interrupt Coalescing mechanism. 


Host Software 


DMA Data Block 
Data Block 
DMA 
CMD13 (SQS) 
Data Block 
DMA RESP 
DMA Data Block (last) 


Interrupt (optional) 


Select Next Task 


CMD46/CMD47 
RESP 
Read CQTCN 
Clear CQTCN Data Block 
Read Data Buffers 
Data Block 


Data Block (last) 


Figure B.113 — Task Execution and Completion Sequence 


In the example in Figure B.113, CQE sends a CMD13 during the 2nd-to-last block of a data transfer to 
determine the queue status, in order to decide which task to queue next. The response to CMD13 may 
indicate that no task is ready for execution. In such a case the host is required to send CMD13 again, at a 
later time, which is controlled by COSSCI.CIT register. 


When the task is completed, an interrupt may be generated to host software, and an 
EXECUTE READ TASK (CMD46) or EXECUTE WRITE TASK (CMD47) is sent to the device, 
ordering it to execute the next task. 
When receiving the interrupt, host software takes the following steps: 
1. Read CQTCN to determine which task(s) has (have) completed. Each bit which is set in COTCN 
represents (by its index) a task which has completed but wasn't yet served by software. 
2. Forevery task completed: 
a. Clear appropriate CQTCN bit 
b. Pass a completion notification to the requesting application 
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B.6.4. Task Discard Sequence (inc. Halting CQE) 


In order to discard a task, host software should notify the device and the CQE separately. The task is 
discarded by the device when a CMDQ TASK MGMT (CMD48) is sent. The СОЕ is issued a “task 
clear" command using the CQTCLR register. Both operations need to be done, without a specific 
ordering between them, as long as the CQE is kept in Halt state. 


The procedure is illustrated in Figure B.114. 


Write ‘1’ CQCTL to 
Halt CQE 


| 


Poll оп СОСТ! or 
wait for interrupt 


Read 
CQTDBR’s bit for 
task 


COTDBR[i]--1 


CQDPT[i]==1 
(task queued in device) 


Send 
CMDQ_TASK_MGMT 
to discard task (use i as 


Task ID) COTDBR[i] == 0 
CODPT[i]--0 (task has completed) 
| (task not yet queued in device) 
Write '1' to 
CQCTCLR[i] to clear 
task in СОЕ 
Poll on COCTCLR[i], 
until it is ‘0’ 
Write ‘0’ to to 
CQCTL to resume 
operation 
& > 
C End " 


Figure B.114 — Task Discard and Clear Sequence Diagram 
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B.6.5. Error Detect and Recovery 


Error conditions are described in 6.8. The handling of error conditions by CQE is described in B.2.8. 


The following steps should be taken by software when responding error interrupts from СОЕ апа ее ММС 
host controller, when CQ mode is in use: 


1. Read e*MMC host controller Error Interrupt Status register and determine error is related to СОЕ 

2. Write ‘1’ to CQCTL.Halt to halt СОЕ 

3. Wait for COCTL.Halt to read ‘1’. In some error cases, this may not happen, so software should 
proceed to the next step after a sufficient time-out. 

4. Read CQCRI and CQCRA to determine last response's index and argument 

5. Read CQTERRI to determine the transmitted command's index and the index of the task to which it 
is related 

6. Perform error-specific recovery procedure 

7. Write ‘0’ to CQCTL to resume operation 
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Annex C (informative) Changes between system specification versions 


C.1. Version 4.1, the first version of this standard 


This Electrical Standard is derived from the MMCA System Specification version 4.1. There are no 
technical changes made. The editorial changes are listed below. 


e The pin number references were removed. 
e The form factor references were removed. 


e The CSD STRUCTURE and SPEC VERS registers were modified to include only allocations 
applicable to this Electrical standard. 


e The 5 CMD SET allocations were removed from this standard and are defined in detail in a 
separate Application Note. 


e The mechanical standard was removed. 


e The Appendix A was removed and introduced as a separate document. 


C.2. Changes from version 4.1 to 4.2 

A major new item is handling densities greater than 2GB. Additional changes include: 

e A definition for implementation of media higher than 2GB was introduced. 

e The definition for the Device pull-up resistors was clarified. 

e Switching between the tran-state and standby states by CMD7 was clarified. 

e Anew register for indication of the state of an erased block was introduced. 

e Command CMD39 argument was clarified. 

e The definition of busy indication during write operations was partly changed and partly clarified. 


e The minimum voltage of the Low-Voltage range was changed from 1.65V to 1.70V. 


C.3. Changes from version 4.2 to 4.3 


e Major new items added to this standard аге the e*MMC definition, boot operation, sleep mode, 
voltage configuration for esMMC, and reliable write. The chapter dedicated to SPI mode was 
removed. Additional changes include: 


e Added new e*MMC features to the feature list. 

e Boot operation mode was introduced. 

e Sector address definition for Erase and Write Protection was defined. 

e CID register setting was changed to recognize either e*MMC or a Device. 
e The chapter defining SPI mode and all SPI-mode references were removed. 
e Sleep mode was introduced. 

e Voltage configuration for esMMC was defined. 

e Reliable Write was defined. 

e Input capacitance for e*MMC was defined. 

e New bus timings (setup & Hold) were redefined. 

e Switch command definition was clarified. 


e Peak voltage on all signal lines are redefined for Device and defined for ее. ММС. 
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Redefined Access size register. 

Redefined input capacitance for MMCmicro, MMCmobile, and MMCplus. 
Redefined erase-unit size and erase timeout for high-capacity memory. 
Removed “Absolute Minimum" section formerly 4.8.2. 

Defined OCR setting and response for ее ММС. 

Defined high-capacity WP group size. 

Alternative boot operation (device-optional) introduced. 

Added “/JEDEC” to “MMCA” as the source of definitions for MID and OID. 


C.4. Changes from version 4.3 to 4.4 


Major new items added to this standard are the Dual Data Rate mode, Multiple Partition Supports and 
Security Enhancement. Additional changes include: 

Introduce of Partition Management features with enhanced storage option. 

Add Pre-idle reset arguments at CMDO. 

Clarify CMD1 for Voltage Operation Range and Access mode validation. 

Introduce of New Secure Features, Replay Protected Memory Block. 

Introduce of dual data rate interface with maximum 104MB/s. 

Introduce of Secure Erase, Secure TRIM. 

Introduce of TRIM 

Introduce of New Time value for Secure Erase, Trim. 

Enhancement of write protection with H/W reset and non-reversible register setting. 
Introduce of Replay Protected Memory Block and access control. 

Alternative boot operation was changed as mandatory for device instead of device-optional. 
Introduce of H/W reset signal. 

Introduce New Extended CSD registers. 

Clarify maximum density calculation from SEC. COUNT. 

Clarify of tOSU timing for compatibility. 


C.5. Changes from version 4.4 to 4.41 


Major new items added to this standard are the Background Operations and High Priority 
Interrupt. Additional changes include: 


Added clarification for command operation in RPMB partition. 


Added clarification of address sequence for user area including enhanced area and error condition for 
partition configuration. 


Added clarification for error behavior when partition is configured without setting 

ERASE GROUP DEFF and clarification for the device behavior in case the device received a 
write/erase command when the condition of ERASE GROUP DEF bit has been changed from the 
previous power cycle. 


Add a clarification for C SIZE and SEC. COUNT after configuring partitions. 
Added Clarification for the configuration of boot and alternative boot operation. 
Introduce of Enhanced Reliable Write. 

Added clarification for LOCK. UNLOCK feature of the e*MMC. 
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Introduce of Background Operations. 

Introduce of High Priority Interrupt mechanism, HPI background and one of possible solutions. 
Introduce New Extended CSD registers. 

Corrected equation of General purpose partition size and Enhanced user data area size. 


Removed “File formats for the e. MMC” section formerly section 14. 


C.6. Changes from version 4.41 to 4.5 


С 


Removed references to cards in the spec and made ап embedded only spec 
Removed stream write and read 

Removed secure erase and Secure trim 

Added HS200 mode 

Added &?*MMC which supports 2 additional internal voltage nodes and the optional cache command. 
Added the Discard command 

Added the Sanitize command 

Added enhance host and device communication techniques to improve Performance: 
o Extended partition types 

o Packed commands 

o Context IDs 

o Data Tag 

Added Enhance host and device communication techniques to improve Reliability: real time clock 
and dynamic device capacity 

Added Thermal Specification and Package Case Temperature 

Allocated a region for vendor specific registers 

Provided a path to move from a minimum 512 B access to a minimum 4 KB access 
Updated boot protection to allow boot area protection to be set independently 
Clarified operation for: 

DDR timing for CRC status, boot acknowledge, start bit and end bit timing 

Boot diagram 

CID and CSD in DDR mode 

Lock/unlock command password replacement 

Stop transmission 

RPMB 

Resistor value in 1.2 V mode 

SDR voltage range 

Removed “Errata” Annex B 


Or Qv ООО 00:0 


7. Changes from version 4.5 to 4.51 


Added Extended Security Commands 

Re-introduced Secure Erase and Secure Trim 

Clarification on e**MMC 

Clarified boot bus width retain behavior 

Editorial Clarifications on Context ID, Packet commands, Correctly Programmed Sector Count, 
Cache, Driver Strength, Illegal commands 
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C.8. Changes from version 4.51 to 5.0 


Introduced of HS400 

o Data Strobe Line 

Introduced Production State Awareness 

Introduced Field Firmware Update 

Added Sleep Notification in Power Off Notification 
Introduced Device Health Report 

Added Secure Removal Type 

Added overshoot and undershoot 

Added reference load for HS400 

Added pre-amble and post-amble 

Clarified RPMB address failure on Read operation. 
Clarified I/O timing values 

Edit to support Уег.5.0 in EXT CSD REV[192] 


NOTE А host system should work properly considering future e*MMC version. For example, a host system is 
expected not to exit only due to the EXT CSD REV[192] value greater than 7 which will be used for next 
e*MMC revision." 


C.9. Changes from version 5.0 to 5.01 


С 


Added HS400 selection flow diagram 

Clarified clock stopping during read and write operations in HS400 mode 
Editorial Clarifications 

Fixed typos, cross references and formatting 

Generated new figures to improve images quality and correct errors 


.10. Changes from version 5.01 to 5.1 


Added Command Queuing 

Added Enhanced Strobe in HS400 Mode 

Added Cache Barrier 

Added Cache Flushing report 

Added RPMB Throughput Improve. Support write data size 8KB (thirty two 512B frames) 
Added Background Operation Control 

Added Secure Write Protection 

Added Host Controller Interface for Command Queuing as normative reference 
Clarification on HS200/HS400 Ут 

Edit to support v5.1 in EXT_CSD_REV[192] 

Fixed typos, cross references and formatting 

Generated new figures to improve images quality and correct errors 
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JrEDrc. 


Standard Improvement Form JEDEC 


The purpose of this form is to provide the Technical Committees of JEDEC with input from the industry 
regarding usage of the subject standard. Individuals or companies are invited to submit comments to 
JEDEC. All comments will be collected and dispersed to the appropriate committee(s). 


If you can provide input, please complete this form and return to: 


JEDEC Fax: 703.907.7583 
Attn: Publications Department 

3103 North 10" Street 

Suite 240 South 

Arlington, МА 22201-2107 


1. lrecommend changes to the following: 
Requirement, clause number 


Test method number Clause number 


The referenced clause number has proven to be: 
Unclear Too Rigid In Error 


Other 


2. Recommendations for correction: 


3. Other suggestions for document improvement: 


Submitted by 

Name: Phone: 
Campalye E-mail: 
Address: 


City/State/Zip: Date: 


